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   To install the firestop door 
with fixing anchors, follow 
these steps: 
 
 
> Open the fixing anchors at 90°. 
Prepare the gap in the wall (thickness  
≥ 140mm) making the slits where the 
anchors will be fitted. Fig.1. 
 
> With the leaf closed and without 
removing the protection elements, 
place the door inside the gap. For a 
correct functioning, the door must be 
flat and square, and well set. Fig. 2. 
 
> Cover the frame all around with 
mortar or fast-setting cement. Check 
that it’s well covered on the outside as 
well as on the inside. 
 
> Once it’s completely set, remove the 
protection elements of the leaf. Fig. 3. 
 
> If you want to take off the lower 
stiffener, remove it using a hammer 
and a chisel around the welded joints to 
the frame. 
 
> Finally, install the handles and paint 
the wall. 
 

   Before finishing, 
 
> Check if the installation has been done correctly and the door functions 
accordingly. 
 
> Regulate the door if needed, leaving the correct installation clearance and 
respecting the established tolerance.  
 
> The door requires regular maintenance. Please follow the maintenance 
instructions for that purpose.  
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   Before finishing, 
 
> Before finishing, check if the installation has been 
done correctly and the door functions accordingly. 

 

 

 

 

INSTALLATION WITH SCREWS  l  Wall or partition 

   To install the door with 
screws, follow these steps: 
 
 
> Place the door in the wall opening 
with the leaf open at 90º.  
 
> Hold the door in place with a clamp 
or similar. To stop the door from 
moving, place the red plastic 
separator underneath. Fig. 1. 
 
> For a correct functioning, the door 
must be flat and square, and well set. 
Fig. 2. 
 
> Drill the wall where the expansion 
screws will go. We recommend 
metallic expansion studs of Ø10x120. 
Fig. 3. 
 
> Once the frame is attached to the 
wall, remove the protection elements 
of the leaf. Fig.4. 
 
> If you want to take off the lower 
stiffener, remove it using a hammer 
and a chisel around the welded joints 
to the frame. 
 
> Finally, install the handles. 

> Regulate the door if needed, leaving the correct installation clearance and respecting 
the established tolerance.  
 
> The door requires regular maintenance. Please follow the maintenance instructions for 
that purpose.  
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The installed doors and shutters must be maintained as 
follows: 
 
> Verify that there are no elements that prevent the door from opening properly 
(padlocks, padlock holders, etc.) or that are in the way when the door is opened 
(hooks, wedges, etc.). 
 
> Check the door, leaf and frame, to see if it presents any mechanical damage  
that prevent the door from opening properly (warping, falling, scratches, cracks, 
dents, corrosion defects, etc.) 
 
> Check the hinge fixation and grease the axes. 
 
> Check the clearance and adjust them if needed,  
respecting the tolerance. 
 
> Check the unblocking force of the opening devices  
to see if they work properly and to make sure they  
won’t block the evacuation. Grease the mobile  
elements. 
 
> Make sure that the turning force of the door is  
adequate and that it allows total closure of the door. 
 
> If it is the case, check and regulate the closing  
devices or door closers. 
 
> On double-leaf doors, check the closing selector  
and tighten if needed. 
 
> Check the intumescent seal. 
 
> Check the attachments and glass seals, as well as  
the breaches, cracks or general defects there may be. 
 
> Make sure the anti-burglary pins are in good  
condition. 
 
> Make sure the plate with the door details is  
perfectly visible.  
 
> If it is the case, check the electromagnetic device. 
 

DOORS and SHUTTERS  l  Use and maintenance instructions 


