ENKUROTI SIENU
SEGUMI

Nida gipSkartona un gipsa plaksnes var

izmantot iek3éjo un aréjo sienu apdarei.

Tas ir ipasi piemeérotas remontdarbos,
kas japaveic atri un tira veida. Sausa
apmetuma virsma ir gluda un veido
lielisku pamatni talakiem apdares dar-
biem. 12,5 mm biezas Nida gipskartona
plaksnes pie pamatnes var piestiprinat
ar Nida gipsa T tipa limi vai pie Térauda
konstrukcijas ar Nida Térauda profilu
palidzibu. Uzstadot 12,5 mm vai 15 mm
biezas Nida Uguns Plusss (DF tips)
plaksnes viena vai vairakas kartas pie

Térauda konstrukcijas Nida, ékas neso-
§3jam sienam iespéjams nodrosinat
ugunsreakcijas klasi lidz (R)EI120.
lzgatavojot $adas konstrukcijas ar

papildu mineralvates kartu, palielinam
aréjo sienu akustisko un termoizolaciju.



SAUSAS BUVES SISTEMAS
ENKUROTI SIENU SEGUMI

nida Apmetums ENKUROTI SIENU SEGUMI

Stiprinasana

d ) Foim A2 7 Kopéjais bie- Maksimalais - Ugunsizturibas
pie gg;nat Gip3a plaksnu apsuvums AT augstums BUves svars Tm? e
Apzi-
b g A Biezums mejums ;
Pl b L R
standartu
ENKUROTU SIENU SEGUMU SISTEMA AR GIPSA LIMI
74 9,5/Expert Lime T tips Expert 9,5 A 22,0 6000 12,0 -
74 12,5/Expert Lime T tips Expert 125 A 25,0 6000 13,0
74 12,5/Udens Lime T tips Udens 125 H2 25,0 6000 14,0
74 12,5/Uguns+ Lime T tips Uguns Plusss 125 DF 25,0 6000 15,0
74 12,5/UdensUguns+ LimeTtips  Udens Uguns Plusss 125 DFH2 25,0 6000 15,0
74 12,5/Cietd Lime T tips Cietd 125 DEFH1IR 25,0 6000 18,0

Neso3a konstrukcija

. Izola- Skanas - Uguns
e iaix Nida ff el Py Baves vy
Gipsa plakénu apsuvums NidsESG0  CDBO  coce. M;f;;ﬂf;f 'Z‘;i'ggﬂ?s wars (B
savienotdju  profilu fials gums [ klase Ipasa
atstatums  atsta- s
tums
Siste k Bie- AP AR
istémas nosaukums ' méjums W max '
Lappuse Nida Apmetums? Nida ﬁ%ﬁ sask. ar [mm] [mm] [mm] [mm] [dB] (ko] [min]
) standartu
ENKUROTU SIENU SEGUMU SISTEMA AR NESOSO KONSTRUKCIJU
NIDA CD60 (NIDA ES60)
76 CD/ES-12,5/Expert Expert 125 A 1250 600 DS bezierobezojumiem 1 10,0
76 CD/ES-12,5/Udens Udens 125 H2 1250 600 ‘.ZFV’ééfes bez ierobezojumiem 1 11,0
76 CD/ES-12,5/Uguns+ Uguns Plusss 125 DF 1250 600 ‘.ZES‘CQS bez ierobezojumiem n 12,0 (R)ENS
76 CD/ES-12,5/UdensUgunst Ude&igs%““ 125 DFH2 1250 600 ‘,Zegfes bez ierobezojumiem 11 20  RENS
76 CD/ES-12,5/Cieta Cieta 125 DEFHIIR 1250 600 izeg\ces bez ierobezojumiem il 15,0 (R)EIS [ )
76 CD/ES-12,5/Hydro Hydro 125 GMFHT1I 1250 600 \'zeg\ces bez ierobezojumiem n 13,0 (R)EIS [}
76 CD/ES-18/Uguns+ Uguns Plusss 18,0 DF 1250 600 \'zeg\ces bez ierobezojumiem " 16,0 (R)EI30
78 CD/ES-25/Expert Expert 2x12,5 A 1250 600 ‘.ng‘ces bez ierobezojumiem n 19,0
78 CD/ES-25/Udens Udens 2x12,5 H2 1250 600 \'zeg\ces bez ierobezojumiem 1 20,0
78 CD/ES-25/Uguns+ Uguns Plusss  2x12,5 DF 1250 600 \'zsgﬁes bez ierobezojumiem " 22,0 (R)EI30
78 CD/ES-25/UdensUguns+ Ddeps oS axizs  DFH2 1250 600 P bezieroberojumiem 11 20  (RER0
78 CD/ES-25/Cietd Cieta 2x12.5 DEFHIIR 1250 600 \'zeée\ces bez ierobezojumiem " 28,0 (R)EI30 [ )
78 CD/ES-25/Hydro Hydro 2125 GMFHII 1250 600 ‘,Zegfes bez ierobezojumiem 1 240  (REIO °
78 CD/ES-30/Uguns+ Uguns Plusss — 2x15,0 DF 1250 600 izeg\ces bez ierobezojumiem " 29,0  (R)EI6O
78 CD/ES-30/Cietd Cieta 2x15,0 DEFHIIR 1250 600 ‘»252‘25 bez ierobezojumiem n 33,0 (R)EI6O [ ]
78 CD/ES-30/Hydro Hydro 2150 GMFHII 1250 600 ‘,Zegfes bez ierobezojumiem 1 290  (R)EIGO °
80 CD/ES-375/Uguns+ Uguns Plusss 3x12,5 DF 1250 600 \'zeg\ces bez ierobezojumiem il 33,0 (R)EIBO
80 CD/ES375/UdensUguns+ Vdensouns 3105 DR 1250 600 PEC bezierobezojumiem 11 330 (REIGO

V) Eiropas tehniskais novértéjums ETA 15/0301.

@ wWww.siniat.Iv

Nesosa konstrukcija

; Izola- Skanas o Uguns-
Nida i im3lai izol3ciias  BUves o
savienotaju  profilu (ials qums (o klase Ipasa
atstatums atsta- s
tums
Siste k e o AR
istémas nosaukums ) mejums W max :
Lappuse Nida Apmetums” Nida f#]ﬁ sask. ar (mm] (mm] (mm] (mm] [dB] [kg] [min]
standartu
80 CD/ES-37,5/Cietd Cieta 3x125 DEFHTIR 1250 600 '\zeglces bez ierobezojumiem Il 410 (R)EIBO [ )
80 CD/ES-375/Mydro Hydro 3x125  GMFHII 1250 600 125§|Ces bez ierobezojumiem 1 350  (R)EIGO °
82 CD/ES-50/Uguns+ Uguns Plusss 4x12,5 DF 1250 600 ‘\zeglces bez ierobezojumiem " 43,0 (R)EI90
82 CD/ES-50/UdensUguns+ UdeF']ISUgSg“”S 4125 DFH2 1250 600 “Zegfes bez ierobezojumiem 1 430 (R)EI0
82 CD/ES-50/Cieta Cietd 4x12.5 DEFHIIR 1250 600 '\zsglces bez ierobeZojumiem " 54,0 (R)EIS0 [ )
82 CD/ES-50/Hydro Hydro 4x12,5 GMFH1I 1250 600 ‘\zeglces bez ierobezojumiem " 46,0 (R)EI90 [ ]
82 CD/ES-60/Uguns+ Uguns Plusss  4x15,0 DF 1250 600 125§|Ces bez ierobezojumiem " 570  (R)EN20
82 CD/ES-60/Cieta Cieta 4x15,0 DEFHTIR 1250 600 ‘\zeglces bez ierobezojumiem 1l 64,0  (R)EI20 [ )
82 CD/ES-60/Hydro Hydro 4x15,0 GMFH1I 1250 600 izsglces bez ierobeZojumiem n 570  (R)EI20 )

Neso3a konstrukcija
absorbei-  Baves

. . Izolacijas Maksimalais Ugunsizturibas
Gip3a plaksnu apSuvums . Nida pn jas SVars
Nida ES60 D60 materials augstums Koefi- e Kase
savienotaju profilu cients?
aLstatums i okims
. ’ Apziméjums
Lappuse S'ﬁﬁg?i;%oestiﬁgws Nida B|[er§ums sask. ar [mm] [mm] Mineralvate [mm] [mm] a, [ka] [min.]
standartu

ENKUROTU SIENU SEGUMU SISTEMA AR NESOSO KONSTRUKCIJU NIDA CD60 (NIDA ES60) - SONIC

84 CD/ES-12,5/30nicREN0 Sonic R6n0 125 A 1250 300 stikla 40 ierobeggﬁjmiem 045 120
84 CD/ES-12,5/50nicR8N0 Sonic R8n0 125 A 1250 300 stikla 40 iembeggjzumiem 065 120
84 CD/ES-12,5/50nicR10n0 Sonic R10n0 125 A 1250 300 stikla 40 ierobeggjzumiem 065 120
84 CD/ES-12.5/S0nicR12n0 Sonic R12n0 125 A 1250 300 stikla 40 ierobeggfumiem 070 120
84 CD/ES-12,5/S0nicR15n0 Sonic R15n0 125 A 1250 300 stikla 40 iembe‘;gjzumiem 070 120
84 CD/ES-12,5/S0nicRNB/15/20n0 Sonic RN8/15/2000 125 A 1250 300 stikia 40 iembeggfmem 045 120
84 CD/ES-125/S0nicR8/12n0 Sonic R8/12n0 125 A 1250 300 stikla 40 ierobeggfumiem 060 120
84 CD/ES-12,5/S0nicR12/20n0 SonicR12/2000 125 A 1250 300 stikla 40 ierobeggfumiem 070 120
84 gg’éféﬁ%omno Sonic RN12/20/3500 1255 A 1250 300 stikla - iembeggjzumiem 040 120
84 CD/ES-12,5/S0nicC8N0 Sonic C8n0 125 A 1250 300 stikla - ierobeggjzumiem 060 120
84 CD/ES-125/S0nicC12n0 Sonic C12n0 125 A 1250 300 stikla lerab e?gjzumi em 055 120
86 CD/ES-12,5/S0nicR15n1 Sonic R15n1 125 A 1250 300 stikla 80 ierobe?gjzumiem 060 120
86 CD/ES-12,5/S0nicR12n2 Sonic R12n2 125 A 1250 300 stikla 80 ierobeggjzumiem 060 120
86 CD/ES-12,5/S0nicR15n8 Sonic R15n8 125 A 1250 300 stikla 80 ierobeggjzumiem 050 120
86 CD/ES-12,5/50nicC10n8 Sonic C10n8 125 A 1250 300 stikla 80 ierobeggjzumiem 070 120
86 CD/ES-12.5/S0nicL5x80n8 SonicL5x80n8 125 A 1250 300 stikla 80 iembeggjzumiem 055 120

" Eiropas tehniskais novéertéjums ETA 15/0301.
2 Parbaudes zinojums ITB LA-11873/2005.
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

Neso3a konstrukcija

Niga | 7ol Skanas | peg | Uguns: esossiensireicle glgsg%s Blves
ea lapE « ) cijas Maksimalais  izolacijas iztu- el iaie « Izolacijas Maksimalais v Ugunsizturibas
GipSa plaksnu apsuvums s,\;i;jignEolé% Crgg% mate- augstums pieau- 51\/;25 fbas  fpaza (Gl pIEMETU SO Nida EL60  Nida CD60 materials augstums g’:ﬁ_ 51\/;[25 Klase
atstatumjs Fe);tsta- rlals gums S Sir;taé' Sat"ite“t"téju tPEO‘;”U cients?
tums atstatums  atstatums
Sistémas nosaukums : Apziméjums _ Apzimai
p q Biezums ARw max f " : pzimejums
Lappuse Nida Apmetums” Nida it sasg ar (mm] [mm)  [mm] (mm] (8] (k] [min] F';Sge 5'&53’;‘2\2%":&"”&5?5 Nida B'[enz]fnTS sask.ar  [mm] [mm]  Mineralvate [mm] [mm] o [kl [min]
standartu standartu
IO SN S BN SIS Al N 25950 LOIERIURE I (107 Eler (] (27 ke ENKUROTU SIENU SEGUMU SISTEMA AR NESO30 KONSTRUKCIJU NIDA CD60 (NIDA EL60) - SONIC
R pec bez
58 CD/EL125/Expert Expert 123 A 120 600 izeles ierobezojumiem " 100 96 CD/EL-12.5/S0nicR6N0 Sonic R6NO 125 A 1250 300 stikls 40 ierobe?gfumiem 045 120
R ¥ ¥ pec bez
e CD/EL-125/Udens Udens 125 He 1250 690 izeles ierovezojumiem " 1o 9 CO/EL-125/SonicR8NO Sonic R8NO 125 A 1250 300 stkla 40 ierobeggjzumiem 065 120
R péc bez
* CoELz o gunst aune Fluss 0 r 0 °0 izveles iembeéoj“miem " 20 ®Ee 96 CD/EL-125/S0nicR10n0 Sonic R10n0 125 A 1250 300 stikla 40 ierobeggjzumiem 065 120
88 CD/EL-12,5/UdensUguns+ Udens Uguns Plusss 125 DFH2 1250 600 izegfes iembeégjzumiem 1 120  (RENS ;
o e 96 CD/EL-12,5/S0nicR12n0 Sonic R12n0 25 A 1250 300 stikla 40 ierobeig.zumiem 070 120
88 CD/EL-12,5/Cieta Cieta 125 DEFHIIR 1250 600 Per. eronesopmien 1! 150  (RENS )
) . ) bez
; 96 CD/EL-12,5/S0nicR15n0 Sonic R15n0 125 A 1250 300 stikla 4 . 0z 070 120
88 CD/EL-12,5/Hydro Hydro 125 GMFHII 1250 600 izegfes ierobeggjzumiem 1 130 (RENS ierobezojumiem
- . . , bez
o CD/EL18/Uguns+ Uguns Plusss 180 oF 1250 60 P iembeggjzumiem » 160 REBO 96 CD/EL-125/SonicRN8/15/20n0  Sonic RN8/15/2000 12,5 A 1250 300 stikla 40 oronesoumiem 045 120
- . ) ) bez
90 CD/EL-25/Expert Expert 2x12,5 A 1250 600 Izeglces ie(obeggjzumiem 1 19,0 96 CD/EL-12,5/SonicR8/12n0 Sonic R8/12n0 125 A 1250 300 stikla 40 ierobeiojumiem 0,60 120
_ _ & . . . b
90 CD/EL-25/Udens Udens 2X12.5 H2 1250 600 izeéelces ierobeggjzumiem 1 200 96 CD/EL-12,5/SonicR12/20n0 Sonic R12/20n0 125 A 1250 300 stikla 40 ierobezgjzumiem 070 120
90 CD/EL-25/Uguns+ Uguns Plusss 2x125 DF 1250 600 iz@gfes ierobeggjzumiem 1 220 (RERO 96 CD/EL-125/SonicRN12/20/3500  Sonic RN12/20/35n0 12,5 A 1250 300 stikla iembeggjzumiem 040 120
ErTs - péc bez . . . bez
90 CD/EL-25/UdensUguns+ Udens Uguns Plusss ~ 2x12,5 DFH2 1250 600 izvéles _ierobezojumiem n 220  (R)EI30 96 CD/EL-12,5/SonicC8N0 Sonic C8n0 25 A 1250 300 stikla ierobezojumiem 0,60 12,0
i — - péc bez
90 CD/EL-25/Cleta Cleta 225 DEFHIR 1250 600 ivgles ierobezojumiem | 280 (REBO 9%  CO/EL125/50nicC12n0 Sonic C12n0 125 A 1250 300 stikla ierobe;’gﬁjmiem 055 120
R péc bez
- CDJEL-25/Hydro Hydro 2x125  GMFHII 1250 690 izeles ierovezojumiem " 240 (RERO 98 CD/EL125/SonicR15nT Sonic R15n1 125 A 1250 300 stkla 80 ierobeggfumiem 060 120
E pec bez
- Ot auner Dasne Fluss i r 0 0 lzveles ie“’beé"j“miem " 0 ®ee 98 CD/EL-125/SonicR12n2 Sonic R12n2 125 A 1250 300 stikla 80 ierobeggfumiem 060 120
2N riars - péc ez
90 COELS0bRs oo pbo DR 0 0P izeles ierobezojumiem " B0 e 98 CD/EL-125/S0nicR15n8 Sonic R15n8 125 A 1250 300 stikla 80 bez 050 120
90 CD/EL-30/Hydro Hydro 2150 GMFHI 1250 600 OoF ierobeggjzumiem 1 290  (R)EI6O lerobezojumiem
e boz 98 CD/EL-125/S0nicC10n8 Sonic C10n8 125 A 1250 300 stikla 80 b‘?e? . 070 120
92 CD/EL-37,5/Uguns+ Uguns Plusss 3x125 DF 1250 600 uales ierobezojumiem n 330 (REI6O lerobezojumiem
- : béc bez 98 CD/EL-125/SonicL5x80n8 Sonic L5x80n8 125 A 1250 300 stikla 80 b?e? . 055 120
92 CD/EL-37,5/UdensUguns+ Udens Uguns Plusss ~ 3x12,5 DFH2 1250 600 izveles _ierobezojumiem n 330  (R)EI6O lerobezojumiem
92 CD/EL-375/Cieta Cieta 3x12,5 DEFHIIR 1250 600 izegf’es ierobeggjzumiem 1 410 (REIBO
9 CD/EL-37,5/Hydro Hydro X125 GMFH1I 1250 600 iz@gfes ierobeggjzumiem 1 350  (R)EI0
94 CD/EL-50/Uguns+ Uguns Plusss 4x12,5 DF 1250 600 iz@’gfes ierobeggjzumiem 1 430  (REI9O
94 CD/EL-50/UdensUguns+ Udens Uguns Plusss ~ 4x12,5 DFH2 1250 600 izegfes ierobeggjzumiem 1 430 (REI9O Nesoz3 konstrukcija
- s péc bez - s Skanas - [H—
94 CD/EL-50/Cieta Cietd 4x12.5 DEFH1IR 1250 600 izveles  ierobezojumiem " 540  (R)EI90 Gip3a plaksnu apsuvums Nida Nida Izolacijas  Maksimalais z20la¢ijas Baves Ugunsizturibas
- b g d ES60 cDe0  materials augstums pieaugums svars 1m? klase I0at3
94 CD/EL-50/Hydro Hydro 4125 GMFH1I 1250 600 Oeh. ierobeégjzumiem 1 460  (R)EI90 savienota-  profilu e
- ju atsta-
94 CD/EL-60/Uguns+ Uguns Plusss 4x15,0 DF 1250 600 izegfes iembeggjzumiem 1 570 (REN20 atstatums  tums
5 Sistémas nosaukums : Apziméjums
94 CD/EL-60/Cieta Cietd 4x150  DEFHIR 1250 600 izegfes ierobeggjzumiem 1 640  (REI20 Lappuse Nida Apmetums?  Nida ~ 5162ums sask. ar [mm] [mm] [mm] [mm) ARE’gB”]‘aX ka] [min]
94 CD/EL-60/Hydro Hydro 4x15,0 GMFH1I 1250 600 izegfes ierobegg?umiem 1 570 (REN20 i ) —
) ENKUROTU SIENU SEGUMU SISTEMA AR NESO30 KONSTRUKCIJU NIDA CD60 (NIDA RTG)
" Eiropas tehniskais novértéjums ETA 15/0301.
2z bez
100 CD/ES-13/RTG RTG 125+05 DF 1250 600 pecizvéles joopoact e 1 18,0 °
o bez
100 CD/ES-13,5/RTG RTG  125+10 DF 1250 600 pecizveles (oot niem 1 230 - °
P, bez
100 CD/ES-14/RTG RTG  125+15 DF 1250 600 pecizveles (oot miem 1 29,0 - °
P, bez
100 CD/ES-14,5/RTG RTG 125+20 DF 1250 600 peciaveles o oot iom 1 35,0 - °
o bez
100 CD/ES-15/RTG RTG 125+25 DF 1250 600 pecizveles (oot riem 1 410 - °
L bez
100 CD/ES-15,5/RTG RTG 125+30 DF 1250 600 pecizvéles o opost miem 1 46,0 - °

@ wWww.siniat.Iv
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SAUSAS BUVES SISTEMAS
ENKUROTI SIENU SEGUMI

Nesosa konstrukcija Neso3a konstrukcija

Izola- o Uguns q Skanas o Uguns-

Gipsa plaksnu apsuvums Enku- y&i% rgg?: N;?Jkgsgﬂ]as's IéI(J)LaS lenggss f%tgla]s Gipsa plaksnu apsuvums s g‘;gg Irﬁgltaecr:fé Anlw\:gls izgilgaé“iJjas Bs%?}s f%tgla]s
erlgsrr?gr?tsa profily  ridls %Iﬁamus L kiase  ipasa éetgtau profily SR qums Ui kiase  ipasa
atstatums atsta- sistéma tums 2 atsta- sistéma

tums tums
- Bie- izl ARW - Bie- el
Lagg U Slls\‘ti%ranaAspr;r?estaUurﬁggls Nida 2ums rsnaesjlg ”;f [mm] [mm] [mm] [mm] max [ka] [min.] Lag)g U S|sNti%r;1aAsprr1r?estaUunI§LSJTs Nida 2ums ?a?l?."a]? [mm] [mm] [mm] [mm] ARE’A’g]]aX [ka] [min.]
[mm)] standartu (8] (mm] standartu
ENKUROTU SIENU SEGUMU SISTEMAS AR NESO50 KONSTRUKCIJU NIDA C100

102 PK48-12,5/Expert Expert 125 A 1000 600 izegfes x erobeggfu mem 10,0 - - 110 C100/L-12.5/Expert Expert 125 A 2500 600  pécizvéles 10000 1 10

102 PK48-12,5/Udens Udens 125 H2 1000 600 izegfes Ierobeggfumiem 1 10,0 - - 110 C100/L-12,5/0dens Udens 125 H2 2500 600  pécizvéles 10000 1 12,0

102 PK48-12,5/Uguns+ Uguns Plusss 125 DF 1000 600 izeglces ‘,erobeggfumiem 11 20  (RENS - 110 C100/L-12.5/Uguns+ Uguns Plusss 125 DF 2500 600  pécizveles 10000 1 130 (R)ENS

102 PK48-12,5/UdensUguns+ Ude&f}_ﬁgms 125 DFH2 1000 600 izegfes ‘,erobeggjzumiem 1 120  (RENS . 110 C100/L-12,5/UdensUguns+ Odep”ligsguns 125 DFH2 2500 600  pécizvéles 10000 1 130 (RENS

102 PK48-125/Cieta Ciet 125 DEFHIIR 1000 600 iz@gfes ierobeggfumiem 1 140 QRE5 e 10 C100/L-12,5/Cieta Ciets 125 DEFHIIR 2500 600  pécizvéles 10000 1 160  (RENS °
102 PK48-125/Hydro Hydro 125 GMFH1I 1000 600 izegfes ferob e?gfu mem T 20 RE5 e 10 C100/L-12,5/Mydro Hydro 125 GMFH1I 2500 600  pécizvéles 10000 1 140 (R)EN5 °
102 PK48-18/Uguns+ Uguns Plusss 18,0 DF 1000 600 izegfes Iembeggfumiem 11 150 (REIBO . 110 C100/L-18/Uguns+ Uguns Plusss 18,0 DF 2500 600  pécizvéles 10000 11 17,0 (REI30

104 PK4B-25/Expert Expert 2x1255 A 1000 600 izegfes ierob eggjzu miem 18,0 - . 12 C100/L-25/Expert Expert 2x125 A 2500 600  pécizvéles 10000 1 200

104 PK48-25/Udens Udens 2x1255 H2 1000 600 izegfes Ierobe?gjzumiem 1 19.0 - - 12 C100/L-25/Udens Udens 2x125 H2 2500 600  pécizvéles 10000 1 210

104 PK48-25/Uguns+ Uguns Plusss 2x12.5 DF 1000 600 izeglces \'erobe?gjzumiem " 220  (R)EI30 - 112 C100/L-25/Uguns+ Uguns Plusss 2x12,5 DF 2500 600  pécizvéles 10000 n 24,0 (R)EI30

104 PK4B-25/UdensUguns+ Ude&a;’sgsms 2125 DFH2 1000 600 izegfes ierobeggfumi em M 20 REB0 - 112 C100/L-25/0densUguns+ Udeﬂi;ﬁ““ 2125 DFH2 2500 600  pecizveéles 10000 1 240 (REBO

104 PK48-25/Cieta Cieta 2x125  DEFHIR 1000 600 izegfes ierobeggfumiem 1 270 (REBO e 12 C100/L-25/Cieta Ciets 2x125  DEFHIR 2500 600  pécizvéles 10000 n 290 (REBO e
104 PK4B-25/Hydro Hydro X125 GMFHII 1000 600 izegfes ierob eggfu mem T 230 (RE30 e 12 C100/L-25/Hydro Hydro X125 GMFHII 2500 600  pécizvéles 10000 1 250 (REB0 e
104 PK48-30/Uguns+ Uguns Plusss  2x15,0 DF 1000 600 izegfes Ierobe?gjzumiem 1 290  (RIEIBO - 112 C100/L-30/Uguns+ Uguns Plusss  2x15,0 DF 2500 600  pécizvéles 10000 1 310 (REI6O

104 PK4B-30/Cietd Cieta 2x150  DEFHIIR 1000 600 izegfes Iembeggfumiem 1 330 (REO @ 112 C100/L-30/Ciets Ciets 2x150  DEFHIR 2500 600  pécizvéles 10000 1 340 (REEO @
104 PK48-30/Hydro Hydro 2150 GMFHII 1000 600 izegfes ferob eggfu mem T 290 (REBO @ 112 C100/L-30/Hydro Hydro X150 GMFHII 2500 600  pécizvéles 10000 1 310 (REE0 @
106 PK48-37.5/Uguns+ Uguns Plusss  3x125 DF 1000 600 izeéé‘ces Ierobegsjzumiem 11 320  (R)EI6O - 114 C100/L-37,5/Uguns+ Uguns Plusss  3x12,5 DF 2500 600  pecizvéles 10000 11 340  (R)EI6O

106 PK48-375/UdensUguns+ Udepn‘fjé’sg””s 325 DFH2 1000 600 PEC Ierobeggfmiem 7 20 RED - 14 C100/L-37.5/0densUguns+ Udegigsguns 3125  DFH2 2500 600  pécizvéles 10000 1 340 (REI6O

106 PK4B-375/Cietd Ciet 3x125  DEFHIR 1000 600 izeglces ierob e?gjzu mem 410 (REBO @ 14 C100/L-375/Ciet Ciets 3x125  DEFHIR 2500 600  pécizvéles 10000 1 420 (REBD e
106 PK48-375/Hydro Hydro X125 GMFHII 1000 600 |z65\ce . Ierobeggfumiem 1 350 (REBD @ 114 C100/L-375/Hydro Hydro X125 GMFHII 2500 600  pécizvéles 10000 n 360 (REO @
108 PK48-50/Uguns+ Uguns Plusss  4x12,5 DF 1000 600 izSS\Ces Ierobegsjzumiem 1 420  (R)EISO - 116 C100/L-50/Uguns+ Uguns Plusss  4x125 DF 2500 600  pécizveles 10000 " 440  (R)EI90

108 PK48-50/UdensUguns+ Udep’“fjgsgu”s 4x125  DFH2 1000 600 izegfes Ierobe?gfmiem 71 20 (RES - 116 C100/L-50/UdensUguns+ Udegligs‘-g““ 4x125  DFH2 2500 600 pécizvéles 10000 1 440 (REI9O

108  PK48-50/Ciets Cietad 4x12,5 DEFHIIR 1000 600 izeg\ces Ierobe?gjzumiem 1 540  (R)EISO ° 116 C100/L-50/Cieta Cietd 4x12.5 DEFH1IR 2500 600  pécizvéles 10000 " 55,0 (R)EI90 °
108 PK48-50/Hydro Hydro 4125 GMEHI 1000 600 |z€S\Ce . Iembe?gjzumiem 1 460 (RESO @ 116 C100/L-50/Hydro Hydro 4125 GMFHII 2500 600  pecizvéles 10000 n 470 (RESO @
108 PK48-60/Uguns+ Uguns Plusss  4x15,0 DF 1000 600 izeg\ces Ierobe?gjzumiem 1 560  (R)EN20 - 116 C100/L-60/Uguns+ Uguns Plusss ~ 4x15,0 DF 2500 600  pécizvéles 10000 " 580  (R)EI20

108 PK48-60/Ciets Ciets 4x150  DEFHIR 1000 600 |z€SICe . Ierobe?gjzumiem 1 640 (REN0 @ 116 C100/L-60/Cieta Ciet3 4x150  DEFHIR 2500 600  pécizvéles 10000 n 660 (REIN0 @
108  PK48-60/Hydro Hydro 4x15,0 GMFH1I 1000 600 izeg\ces Ierobe?gjzumiem 1 560  (R)EN20 ° 116 C100/L-60/Hydro Hydro 4x15,0 GMFH1I 2500 600  pécizvéles 10000 " 580  (R)EIT20 °

- . .
Eiropas tehniskais novértéjums ETA 15/0301. Y Eiropas tehniskais novértéjums ETA 15/0301.

2 Lai iegUtu augstakus skanas izolacijas parametrus, izmantojiet PHONI SL akustisko savienotaju ar vienu stGra kronsteinu.
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SAUSAS BUVES SISTEMAS
ENKUROTI SIENU SEGUMI

Neso3a konstrukcija

Skanas - Uguns-
: A i Maksi A Buves ey
Gipsa plaksnu apsuvums Terauda  Drofilu Irf]gltaecr:Jaal: malais |zoilg§3:as svars :ftggs
=l atsta- augstums P m?
enku gums klase
atsta i
2x Nida
tums 2
€100
i Apzi-
- Bie- A
Lap- Sistémas nosaukums q mejums ARw max p
puse Nida Apmetums? Nida f;m sask. ar (mm] [mm] (mm] (mm] [dB] [kg] [min]
standartu

ENKUROTU SIENU SEGUMU SISTEMAS AR DUBULTU NESOS0 KONSTRUKCIJU NIDA C100

118 CC100/L-12,5/Expert Expert 125 A 2500 600  pécizvéles 12000 n 13,0

118 CC100/L-12,5/Udens Udens 125 H2 2500 600  pécizveles 12000 " 14,0

118 CC100/L-12,5/Uguns+ Uguns Plusss 125 DF 2500 600  pécizvéles 12000 n 15,0 (R)EIS
118 CC100/L-12,5/UdensUguns+ Udepnli SUS%“”S 125 DFH2 2500 600  pécizvéles 12000 11 150  (RENS
118 CC100/L-12,5/Cieta Cietd 125 DEFHIIR 2500 600  pécizvéles 12000 n 18,0 (R)ENS
118 CC100/L-12,5/Hydro Hydro 125 GMFH1I 2500 600  pécizvéles 12000 n 16,0 (R)EIS
118 CC100/L-18/Uguns+ Uguns Plusss 18,0 DF 2500 600  pécizvéles 12000 n 190  (R)EI30
120 CC100/L-25/Expert Expert 2x12,5 A 2500 600  pécizvéles 12000 n 22,0

120 CC100/L-25/Udens Udens 2x12,5 H2 2500 600  pécizveles 12000 n 23,0

120 CC100/L-25/Uguns+ Uguns Plusss — 2x12,5 DF 2500 600  pécizvéles 12000 n 250  (R)EI30
120 CC100/L-25/0densUguns+ Udeg‘li J0S 25 DFHR 2500 600  pécizvéles 12000 1 250 (RERO
120 CC100/L-25/Cietd Cietd 2x12,5 DEFHIIR 2500 600  pécizvéles 12000 n 31,0 (R)EI30
120 CC100/L-25/Hydro Hydro 2x12,5 GMFH1I 2500 600  pécizvéles 12000 n 27,0 (R)EI30
120 CC100/L-30/Uguns+ Uguns Plusss — 2x15,0 DF 2500 600  pécizvéles 12000 il 32,0 (R)EIBO
120 CC100/L-30/Cieta Cieta 2x15,0 DEFH1R 2500 600  pécizvéles 12000 n 36,0 (R)EI6O
120 CC100/L-30/Hydro Hydro 2x15,0 GMFH1I 2500 600  pécizvéles 12000 n 320 (R)EIBO
122 CC100/L-37,5/Uguns+ Uguns Plusss 3x12,5 DF 2500 600  pécizvéles 12000 n 36,0 (R)EIBO
122 CC100/L-37,5/0densUguns+ Udeglfﬁusguns 325 DFH2 2500 600  pécizvéles 12000 it 360  (REIEO
122 CC100/L-37,5/Cietd Cietd 3x12,5 DEFH1IR 2500 600  pécizvéles 12000 n 44,0 (R)EI6O
122 CC100/L-37,5/Hydro Hydro 3x12.5 GMFH1I 2500 600  pécizveles 12000 n 380  (R)EI6O
124 CC100/L-50/Uguns+ Uguns Plusss  4x12,5 DF 2500 600  pécizvéles 12000 n 460  (R)EI9O
124 CC100/L-50/UdensUguns+ Udeg‘ligsguns 4x12,5 DFH2 2500 600  pécizvéles 12000 11 460  (R)EI9O
124 CC100/L-50/Cieta Cietd 4x12.5 DEFH1IR 2500 600  pécizvéles 12000 n 57.0 (R)EISO
124 CC100/L-50/Hydro Hydro 4x12,5 GMFH1I 2500 600  pécizveles 12000 n 490  (R)EI9O
124 CC100/L-60/Uguns+ Uguns Plusss  4x15,0 DF 2500 600  pécizveles 12000 n 600  (R)EIN20
124 CC100/L-60/Cietd Cietd 4x15,0 DEFH1IR 2500 600  pécizvéles 12000 n 680  (R)EI20
124 CC100/L-60/Hydro Hydro 4x15,0 GMFH1I 2500 600  pécizvéles 12000 n 60,0  (R)EI20

" Eiropas tehniskais novértéjums ETA 15/0301.
? Lai iegUtu augstakus skanas izolacijas parametrus, izmantojiet PHONI SL akustisko savienotaju ar vienu stUra kronsteinu.

@ wWww.siniat.Iv

Sistémas nosaukums
Nida Apmetums?

Lappuse

Gip3a plaksnu apsuvums

Nida

Bie-
zum,

(mm]

Apzi-
mejums
sask. ar

standartu

Neso3a kons-

trukcija

Vibroakustisko sa-
vienotaju atstatums
Nida PWAS0

[mm]

Nida C50 profilu

[mm]

atstatums

Izolacijas materials

Skanas izolacijai

Mine-
ralvate

[mm]

BIi-

[kg/
m’]

Maksi-
malais
augstums

[mm]

Rw
(8]

Akustiska
izolacija

Ral
(d8]

Ra2
(8]

[kg]

Uguns
iztu-
ribas -
klase  Ipasa
sisté-
ma
[min]

ENKUROTU SIENU SEGUMU SISTEMAS AR NESOS0 KONSTRUKCIJU NIDA C50 (NIDA PWA)

126 C50/PWA-12,5/Expert Expert 125 A 1000 600 stikle 50 12 2800 34 32 28 120

126 C50/PWA-12,5/Udens Udens 125 H2 1000 600 stikle 50 12 2800 34 32 28 130

126 C50/PWA-12,5/Uguns+ Uguns Plusss 12,5 DF 1000 600 stikle 50 12 2800 36 34 30 140  (RENS

126 C50/PWA-12,5/UdensUguns+ Ode;lagsguns 125 DFH2 1000 600 stikla 50 12 2800 3 34 30 140 (RENS

126 C50/PWA-125/Ciets Cietd 125  DEFHIR 1000 600 stikla 50 50 2800 42 39 34 170 (RENS e
126 C50/PWA-125/Hydro Hydro 125  GMFHI 1000 600 stikla 50 12 2800 36 34 30 150 (REN5S e
126 C50/PWA-18/Uguns+ Uguns Plusss 18,0 DF 1000 600 stikle 50 12 2800 37 36 32 180 (REBO

128 C50/PWA-25/Expert Expert  2x125 A 1000 600 stikle 50 12 3000 37 35 31 200

128 C50/PWA-25/Udens Udens  2x125 H2 1000 600 stikle 50 12 3000 37 35 31 210

128 C50/PWA-25/Uguns+ Uguns Plusss  2x125 DF 1000 600 stikle 50 12 3000 40 38 35 240 (REPO

128 C50/PWA-25/UdensUguns+ Odeglsugsguns X125 DFH2 1000 600 stika 50 12 3000 40 38 35 240  (REI30

128 C50/PWA-25/Ciets Cietd 2125 DEFHIR 1000 600 stkla 50 50 3000 47 44 39 290 (REZ0 e
128 C50/PWA-25/Hydro Hydo  2x125  GMFHI 1000 600 stkla 50 12 3000 40 38 35 250 (REZ0 e
128 C50/PWA-30/Uguns+ Uguns Plusss  2x15,0 DF 1000 600 stikla 50 12 3000 41 40 37 310  (REI6O

128 C50/PWA-30/Ciets Cietd 2x150  DEFHIR 1000 600 stkia 50 50 3000 48 46 40 340 (REEO @
128 C50/PWA-30/Hydro Hydo  2x150  GMFHI 1000 600 stkla 50 12 3000 41 40 37 30 (REEO e
130 C50/PWA-37,5/Uguns+ Uguns Plusss  3x12.5 DF 1000 600 stikla 50 12 3000 41 40 37 340 (R)EI6O

130 C50/PWA-37,5/UdensUguns+ Udeglsugsgu”s 3x125  DFH2 1000 600 stika 50 12 3000 41 40 37 340  (REI6O

130 C50/PWA-37,5/Cietd Cietd 3125  DEFHIR 1000 600 stkla 50 50 3000 50 48 42 420 (REI6O @
130 C50/PWA-37,5/Hydro Hydo  3x125  GMFHI 1000 600 stkla 50 12 3000 41 40 37 360 (REE0 e
132 C50/PWA-50/Uguns+ Uguns Plusss  4x125 DF 1000 600 stikla 50 14 3000 41 40 38 440  (R)EI9O

132 C50/PWA-50/UdensUguns+ Udeglsugsguns 4x125  DFH2 1000 600 stika 50 14 3000 41 40 38 440  (R)EI9O

132 C50/PWA-50/Cieta Cietd 4x125 DEFHIR 1000 600 stkla 50 50 3000 53 50 45 550 (REI9D @
132 C50/PWA-50/Hydro Hydo  4x125  GMFHIl 1000 600 stkla 50 14 3000 41 40 38 470 (RES0 e
132 C50/PWA-60/Uguns+ Uguns Plusss  4x15,0 DF 1000 600  stikla 50 14 3000 42 4 39 580  (R)EN20

132 C50/PWA-60/Cietd Cietd 4x150  DEFHIR 1000 600 stikla 50 50 3000 54 51 46 660 (REN0 e
132 C50/PWA-60/Hydro Hydo  4x150  GMFHI 1000 600 stkla 50 14 3000 42 41 39 580 (REN20 e

" Eiropas tehniskais novertéjums ETA 15/0301.
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

Neso3a kons- Neso3a kons-

Izolacijas materials Izolacijas materials

trukcija trukcija
8E S Maksi- s Bves  Juns: gE_ 2 Maksi- s Boves  JOUnS:
Gip3a plaksnu apsuvums i) ‘3 L So malais A{kus_ngka SvVars 2L Gip3a plaksnu apSuvums 5] % S S w malais Akus_tlgka svars 2L
v ' SR SE UGBS izolacija 1m? fbas . . g ' BT Aot EGEITS izolacija 1m? ribas -
3 © E = Skanas izolaciiai ugsty klase Ipasa o= 93 Sk izolaciiai Uz klase Ipasa
S N i jai S 358 o8 anas izolacijai Siste.
BimD QL2 225 | 58
8= 5 © ma o5 § 8° ma
25" = £5= 2
. Apzi- . . i Apzi- o
Lappu- Sistémas nosaukums Nida zBulris mejums mm]  [mm] [rvéhlcs- z?]lris Blivums [mm] Rw  Ral Ra2 ka] (min] Lappu- Sistémas nosaukums Nida zBulris meéjums mm]  [mm] Mine- Z%';s Blivums (mm] Rw  Ral Ra2 ka) [min)
se Nida Apmetums?” sask. ar [kg/m?] [dB] [dB] [dB] 9 " se Nida Apmetums” sask. ar ralvate [kg/m?] [@B] [dB] [dB] 9 !
] standartu e (mm] ] standartu (mm]

ENKUROTU SIENU SEGUMU SISTEMAS AR NESOSO KONSTRUKCIJU NIDA C75 (NIDA PWA)

134 C75/PWA-12,5/Expert Expert 125 A 1000 600 stkla 50 12 3000 34 32 28 120 142 C100/PWA-12,5/Expert Expert 125 A 1000 600 stikla 50 12 4000 34 32 28 130
134 C75/PWA-72,5/UUEHS Udens 125 H2 1000 600 stikla 50 12 3000 34 32 28 13,0 142 C]OO/PWA-W2,5/UGEHS Udens 125 H2 1000 600 stikla 50 12 4000 34 32 28 14,0
134 C75/PWA125/Uguns+ Uguns Plusss 125 oF 1000 600 stka 50 12 3000 36 34 30 140 (RENS 142 CI00/PWA-12.5/Ugunst Uguns Plusss 125 oF 1000 600 stda 50 12 4000 36 34 30 150 (R)ENS
¥ - Udens Uguns .
- 142 C100/PWA-12,5/0densUguns+ 125 DFH2 1000 600 stikla 50 12 4000 36 34 30 150 (RENS
134 C75/PWA-12,5/0densUguns+ UdeF‘,‘lstUSgs“”S 125 DFH2 1000 600 stikla 50 2 3000 36 34 30 140 (RENS ¢ Plusss ®
142 C100/PWA-12,5/Cieta Ciets 125  DEFHIR 1000 600 stikla 100 50 4000 56 55 50 180 (RENS e
134 C75/PWA-12,5/Cieta Ciets 125  DEFHIR 1000 600 stikla 75 50 3000 50 48 42 170 (RENS e
142 C100/PWA-12,5/Hydro Hydro 125  GMFHI 1000 600 stkla 50 12 4000 36 34 30 160 REB e
134 C75/PWA-12,5/Hydro Hydro 125  GMFHIl 1000 600 stikia 50 12 3000 36 34 30 150 RE5 e
142 C100/PWA-18/Uguns+ Uguns Plusss 18,0 DF 1000 600 stikla 50 12 4000 37 36 32 190 (REBO
134 C75/PWA-18/Uguns+ Uguns Plusss 18,0 DF 1000 600 stkla 50 12 3000 37 3 32 180 (REBO
144 C100/PWA-25/Expert Expert 2125 A 1000 600 stikla 50 12 5000 37 3 31 210
136 CT5/PWA-25/Bxpert Expert  2x125 A 1000 600 stida 50 12 4000 3 35 31200 144 C100/PWA-25/0dens Odens  2x125 H2 1000 600 sika 50 12 5000 37 35 31 220
136 C75/PWA-25/Udens Udens 125 He 1000 600 stikla 50 12 4000 37 35 31 210 144 C100/PWA-25/Uguns+ Uguns Plusss  2x12.5 OF 1000 600 stkla 50 12 5000 40 38 35 250  (R)EI30
136 C75/PWA-25/Uguns+ Uguns Plusss  2x12,5 DF 1000 600  stikla 50 12 4000 40 38 35 24,0  (R)EIZ0 144 C100/PWA-25/UdensUguns+ UdeF?ligsgsunS 2X12.5 DEH? 1000 600  stikla 50 12 5000 40 38 35 250 (R)EI3O
136 C75/PWA-25/UdensUguns+ UdeFE‘lstUS%“”S 2x125  DFH2 1000 600 stkla 50 12 4000 40 38 35 240 (R)EBO 144 C100/PWA-25/Cieta Ciet 2x125  DEFHIR 1000 600  stikia 100 50 5000 61 60 55 300 (REB0 e
136 C75/PWA-25/Cieta Cieta 2x125  DEFHIR 1000 600 stikla 75 50 4000 55 53 47 290 (REBO e 144 C100/PWA-25/Hydro Hydro 2x125  GMFH1I 1000 600 stikia 50 12 5000 40 38 35 260 (REI30 °
136 C75/PWA-25/Hydro Hydro 25 GMEHI 1000 600  stika 50 » 4000 40 38 35 250 (RE0 e 144 C100/PWA-30/Uguns+ Uguns Plusss  2x15,0 DF 1000 600 stikla 50 12 5000 41 40 37 320 (REI6O
136 CT5PWA30Ugunst Uguns Plusss 2150 oF 1000 €00 stika 50 0 2000 A 40 ¥ Mo (REE 144 C100/PWA-30/Cieta Ciet3 2x150  DEFHIR 1000 600 stkla 100 50 5000 62 61 56 350 (REEO e
144 C100/PWA-30/Hydro Hydro 2150 GMFHI 1000 600 stkla 50 12 5000 41 40 37 320 (RE6O e
136 C75/PWA-30/Ciet Ciet 2x150  DEFHIR 1000 600 stkla 75 50 4000 56 54 48 340 (REIE0 e
146 C100/PWA-37,5/Uguns+ Uguns Plusss  3x12,5 DF 1000 600 stkla 100 12 5000 45 44 39 350  (R)EI6O
136 C75/PWA-30/Hydro Hydro 2150 GMFHI 1000 600 stkla 50 12 4000 41 40 37 30 (REIEO e Senel
146 C100/PWA-375/0densUgunst o0 99 3125 DFH2 1000 600 stkla 100 12 5000 45 44 39 350  (R)EI6O
138 C75/PWA-37,5/Uguns+ Uguns Plusss  3x12,5 DF 1000 600  stikla 50 12 4000 41 40 37 340  (R)EIBO
_ 146 C100/PWA-37,5/Cieta Ciets 3125 DEFHIR 1000 600 stikla 100 50 5000 64 63 58 430 (REEO e
138 C75/PWA-37,5/UdensUguns+ UdeFE‘lS Uguns  5yp5 pRH2 1000 600 stikla 50 2 4000 41 40 37 340  (R)EIGO v
usss 146 C100/PWA-37,5/Hydro Hydro 3125 GMFHI 1000 600 stikla 100 12 5000 45 44 39 370 (RE6O0 e
138 C75/PWA-37.5/Cieta Cleta 3125 DEFHIR 1000 600 stida 75 50 4000 58 56 50 420 (REGO e 148 C100/PWA-50/Uguns+ Uguns Plusss  4x125 oF 1000 600 stkla 100 14 5000 44 42 39 450  (R)EISO
138 C75/PWA-37,5/Hydro Hydro 3x125 GMFH1I 1000 600 stikla 50 12 4000 41 40 37 36,0 (R)E\SO [ ] 148 C100/PW/—\»50/UdensUguns+ Udegligs%uns 4x12,5 DFH2 1000 600 stikla 100 14 5000 44 42 39 45,0 (R)E|90
140 C75/PWA-50/Uguns+ Uguns Plusss ~ 4x12,5 DF 1000 600 stkla 75 14 4000 43 41 38 440 (REI9O 148 C100/PWA-50/Cieta Ciet 4x125  DEFHIR 1000 600 stikla 100 50 5000 66 65 60 560 (REIS0 e
140 C75/PWA-50/0UdensUguns+ UdeFE‘lisUS%“”S 4x125  DFH2 1000 600 stkla 75 14 4000 43 41 38 440 (R)EI0 148 C100/PWA-50/Hydro Hydro 4x125  GMFHII 1000 600 stila 100 14 5000 44 42 39 480 (RES0 e
140 C75/PWA-50/Cieta Ciets 4x125  DEFHIR 1000 600  stikla 75 50 4000 60 58 53 550  (R)EI9O PY 148  C100/PWA-60/Uguns+ Uguns Plusss  4x15,0 DF 1000 600  stikla 100 14 5000 45 44 40 59,0  (R)EN20
140 CT5/PWAS0/Hydro Hydro 425  GMEHI 1000 600 stk 75 " 1000 43 41 %8 470 RE0 e 148 C100/PWA-60/Cieta Ciet 4x150  DEFHIR 1000 600 stkla 100 50 5000 68 66 62 670 (REN20 e
i 148 C100/PWA-60/Hydro Hydro 4x150  GMFHI 1000 600 stkla 100 14 5000 45 44 40 590 (REM20 e
140 C75/PWA-60/Uguns+ Uguns Plusss  4x15,0 DF 1000 600 stkla 75 14 4000 44 42 40 580 (R)EN20
" Eiropas tehniskais novértéjums ETA 15/0301.
140 C75/PWA-60/Cieta Ciet3 4x150  DEFHIR 1000 600  stikla 75 50 4000 61 59 54 660 (REN20 e
140 C75/PWA-60/Hydro Hydro 4x150  GMFHI 1000 600 stikla 75 14 4000 44 42 40 580 (REN0 e

" Eiropas tehniskais novértéjums ETA 15/0301.

@ wWww.siniat.Iv
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SAUSAS BUVES SISTEMAS
ENKUROTI SIENU SEGUMI @

nida Apmetums QQQSJ eﬁ“m @ ®§k ENKUROTU SIENU SEGUMU SISTEMA AR GIPSA LIMI NIDA LIME, T TIPS

pieaugums: augstums: numurs:

neattiecas neattiecas 6000 mm 12,0-18,0 kg ETA 15/0301

TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: L ning System /0013/15.11.2016 Stiprinasana pie e 8 e Maksimalais . Ugunsizturibas
9'5; 1 2‘5 . pamatnes Gipsa plaksnu apsuvums Kopéjais biezums augstums BUves svars Tm? s
ey’ -
Nida Nida B‘[erﬁ;r]”s o [mm] [mm] [kg] [min]
standartu
9,5/Expert Lime T tips Expert 95 A 22,0 6000 12,0
12,5/Expert Lime T tips Expert 125 A 250 6000 13.0
12,5/Udens? Lime T tips Udens 125 H2 25,0 6000 14,0
12,5/Uguns+ Lime T tips Uguns Plusss 125 DF 25,0 6000 15,0
12,5/UdensUguns+ Lime T tips Udens Uguns Plusss 125 DFH2 25,0 6000 15.0
12,5/Cieta Lime T tips Cietd 125 DEFHTIR 25,0 6000 18,0
" Eiropas tehniskais novértéjums ETA 15/0301.

2 Telpas ar relativo gaisa mitrumu lidz 85 % stdra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ip3a skiedru plaksnes (horizontalam un vertikalam virsmam
vannas, dusas utt. zonas).

Sistémas tips Nida Apmetums
Materiadla nosaukums Mérv. 9,5/Expert 12,5/Expert 12,5/Udens 12,5/Uguns+ Uder]sZL'JSg/uns+ 12,5/Cieta
Materiala patérind uz 1 m?
Plaksne Nida Expert 9,5 mm m? 1,0
Plaksne Nida Expert 12,5 mm m? - 1,0
Plaksne Nida Udens 12,5 mm m? - - 1,0
Plaksne Nida Uguns Plusss Uguns Pluss 12,5 mm m? - - - 1.0
Plaksne Nida Udens Uguns Plusss 12,5 mm m? - - - - 1,0
Plaksne Nida Cietd 12,5 mm m? - - - - - 1,0
Gipsa lime Nida lime T tips kg 45 45 45 45 45 45
Limlente Suvém Nida tek.m 14 14 14 14 14 14
Gipsa Spaktele Nida Start kg 03 03 03 03 03
Gipsa Spaktele Nida Finisz kg 0,1 01 0,1 0.1 0,1
Gatava 3pakte|masa Nida Hydromix > kg - - - - - 04

? Izmantojot gip3a skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa 3pakteli.
Paterina standartos nav nemti vera materialie zaudejumi.

MATERIALI:

1. Gipskartona plaksnes Nida
2. Gipsalime Nida lime T tips

3. Suve starp gipskartona plaksném tiek veidota no
Nida gip3a masas ar Nida Suvju limlenti

X PIRMIE TIRGU L3 i 0
. ETIRC . 0dzu, atrodiet muUsu
SAUSAS BUVES SISTEMAS
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

nlda Apmetums 0 T

EngHS

SISTEMAS:

CD/ES-12,5; CD/ES-18

MATERIALI:

-

GipSkartona plaksnes Nida

Profils Nida CD 60

Profils Nida UD 27

. Stiprindjuma elements Nida ES 60
Dibelis Nida

Pasurbjosas skruves Nida 3,5 x 25 mm

N oo v s WN

Pasurbjosas skroves Nida
3,5x9,5/11 mm

®

Izolacijas materiadls mineralvate (péc izvéles)

9. Suve starp gipskartona plaksném tiek veidota no Nida
gipsa masas ar Nida suvju limlenti

10. Blivejosa akustiskas izolacijas lente Nida

EI30

WW 00zl "SHew

Skanas WELSINELELS BO SEIN &)
izolacijas baves uves1 o dokumenta
pieaugums: augstums: XD LU numurs:

ETA 15/0301

11dB bez

10,0-16,0 kg
ierobezojumiem

Ekspluatacijas 1pasibu deklaracija:
DoP/Fixed Lining System /0015/15.11.2016

max 600 mm

@ wWww.siniat.Iv

ENKUROTU SIENU SEGUMU SISTEMAS AR NESOSO KONSTRUKCIJU

NIDA CD60

TEHNISKIE PARAMETRI

Neso$a konstrukcija

- S Skanas Buves .
PRI ol Mdemass ol Upnm
Sistémas nosaukums savienotaju profilu gums Ipasa
Nida Apmetums ” atstatums  atstatums sistema
Nida z?Jlr?ws ApSz;rsnke.J;J;n : [mm] [mm) [mm] [mm] ARE’;Q]]&X [ka] [min.]
[mm] standartu

CD/ES-12,5/Expert Expert 125 A 1250 600 pécizvéles bezierobezojumiem " 10,0
CD/ES-12,5/Udens? Udens 125 H2 1250 600 péc izvéles bezierobezojumiem il 11,0
CD/ES-12,5/Uguns+ Uguns Plusss 125 DF 1250 600 pécizvéles bezierobezojumiem n 12,0 (R)ENS
CD/ES-12,5/UdensUguns+ Udens Uguns Plusss 12,5 DFH2 1250 600 pécizvéles bezierobezojumiem " 12,0 (R)ENS
CD/ES-12,5/Cietad Cietd 125 DEFHTIR 1250 600 pécizvéles bezierobezojumiem " 15,0 (R)ENS )
CD/ES-12,5/Hydro Hydro 125 GMFH1I 1250 600 pécizvéles bezierobezojumiem il 13,0 (R)ENS
CD/ES-18/Uguns+ Uguns Plusss 18,0 DF 1250 600 pécizvéles bezierobezojumiem n 16,0 (R)EI30

" Eiropas tehniskais novértéjums ETA 15/0301.

2 Telpas ar relativo gaisa mitrumu lidz 85 % stUra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ip3a Skiedru plaksnes (horizontalam un vertikalam virsmam

vannas, dusas utt. zonas).

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

Sistémas tips Nida Apmetums

SO S e
Materiala patérind uz 1 m?

Plaksne Nida Expert 12,5 mm m? 10

Plaksne Nida Udens 12,5 mm m? - 1,0

Plaksne Nida Uguns Plusss 12,5 mm m? 10

Plaksne Nida Udens Uguns Plusss 12,5 mm m? 1,0

Plaksne Nida Cieta 12,5 mm m? 1.0

Plaksne Nida Hydro 12,5 mm m? 1.0

Plaksne Nida Uguns Plusss 18,0 mm m? 1.0

Profils Nida CD60 tek.m 18 18 18 18 18 18 18

Profils Nida UD27 tek.m 07 07 07 07 07 07 07

Stiprindjuma elements Nida ES60 gab. 15 15 15 15 15 15 15

Dibelis Nida gab. 24 24 24 24 24 24 24

Pasurbjosas skroves Nida 3,5x9,5/11 mm gab. 6,0 6,0 6,0 6,0 6,0 6,0 6,0

Pasurbjosas skroves Nida 3,5x25 mm gab. 12,0 12,0 12,0 120

Pasurbjosas skrives Nida 3,5x35 mm gab. 12,0

Pasurbjosas skrives Nida Cietd 35 (3,9x35 mm) gab. 12,0 -

Pa3urbjosas skroves Nida Hydro C4 3,5x25 mm gab. 12,0

Limlente Suvém Nida tek.m 14 14 14 14 14 14 14

Akustiskas izolacijas limlente Nida tek.m 05 05 05 05 05 05 05

Gipsa Spaktele Nida Start kg 03 03 03 03 03

Gipsa Spaktele Nida Finisz kg 01 01 01 0,1 0,1

Gatava 3pakte|masa Nida Hydromix kg 04 04

Mineralvate ¥ m? 1,0 1,0 1,0 1,0 1,0 1,0 1,0

¥ Izmantojot gip3a kiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a spakteli.

“ Pielietojums atbilstosi prasibam.
Paterina standartos nav nemti vera materialie zaudejumi.

X PIRMIETIRGU
SAUSAS BOVES SISTEMAS
MARKETA ZIME C€
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

Skanas

ounsizunoss (I S0 Molsimalals gy sastns ENKUROTU SIENU SEGUMU SISTEMAS AR NESO30 KONSTRUKCIJU
nldaApmetums legase: pielaugjums: e:ugstums: @S"ar“mz’ @trj\u:fnurs: NIDA CD60

ER%EIBO 11dB bez ETA 15/0301
R)EI60 ierobezojumiem

TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:
SISTEMAS:

DoP/Fixed Lining System /0015/15.11.2016

19,0-33,0 kg

Neso3a konstrukcija
CD/ES-25; CD/ES-30 ’ » o Sk gl
) Gipa plaksnu apsuvums Izolacijas Maksimalais izolacijas QAT Ugunsizturibas
o 5 d Nida ES60  NidaCDe0  materials augstums pieau- 1me klase pasa
S|s;emas nosaukuTs savienotaju profilu g Sisté-
Nida Apmetums atstatums  atstatums o
st _ ! Biezums  Apziméjums sask. ARw max ;
Nida [mm] ar standarty [mm] [mm] [mm] [mm] (98] [ka] [min.]
CD/ES-25/Expert Expert 2x12.5 A 1250 600 pécizvéles bezierobezojumiem n 19,0
; CD/ES-25/Udens? Udens 2x12,5 H2 1250 600 péc izvéles bezierobezojumiem il 20,0
CD/ES-25/Uguns+ Uguns Plusss 2x12,5 DF 1250 600 péc izvéles bezierobezojumiem il 22,0 (R)EI30
1 CD/ES-25/UdensUguns+ Udens Uguns Plusss — 2x12,5 DFH2 1250 600 péc izvéles bez ierobezojumiem n 22,0 (R)EI30
CD/ES-25/Cieta Cietd 2x12.5 DEFHTIR 1250 600 pécizvéles bez ierobezojumiem il 28,0 (R)EI30 °
CD/ES-25/Hydro Hydro 2x12,5 GMFH1I 1250 600 pécizvéles bez ierobezojumiem i 24,0 (R)EI30 )
CD/ES-30/Uguns+ Uguns Plusss 2x15,0 DF 1250 600 péc izvéles bezierobezojumiem il 29,0 (R)EIBO
CD/ES-30/Cieta Cieta 2x15,0 DEFHTIR 1250 600 pécizvéles bez ierobezojumiem " 33,0 (R)EIBO )
CD/ES-30/Hydro Hydro 2x15,0 GMFH1I 1250 600 pécizvéles bezierobezojumiem n 29,0 (R)EIBO [ ]

" Eiropas tehniskais novertéjums ETA 15/0301.

2 Telpas ar relativo gaisa mitrumu lidz 85 % stra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a 3kiedru plaksnes (horizontaldm un vertikaldm virsmam
vannas, dusas utt. zonas)

.—0 MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

Sistémas tips Nida Apmetums

R |

WWw 00zl SHew

¥ Izmantojot gip3a kiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a spakteli.
Y Pielietojums atbilstosi prasibam.

Patérina standartos nav nemti véra materialie zaudéjumi.

f “
| :
| Materiala patérins uz 1 m?
| Plaksne Nida Expert 12,5 mm m? 20
'| s Plaksne Nida Udens 125 mm m? - 20
'_ 3 Plaksne Nida Uguns Plusss12,5 mm m? - - 2,0
Plaksne Nida Udens Uguns Plusss 12,5 mm m? - - - 2,0 -
Plaksne Nida Cieta 12,5 mm m? - - - - 20 -
Plaksne Nida Hydro 12,5 mm m? - - - - - 20 -
Plaksne Nida Uguns Plusss 15,0 mm m? - - - - - - 20
e Plaksne Nida Cieta 15,0 mm m? 2.0
___________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________ Plaksne Nida Hydro 15,0 mm m? - - - - - - - 2.0
MATERIALI: Profils Nida CD60 tek.m 1.8 1.8 1.8 18 18 1.8 18 18 1.8
Profils Nida UD27 tek.m 0,7 0,7 0,7 07 07 07 07 07 0,7
1. Gipskartona plaksnes Nida Stiprinajuma elements Nida ES60 gab. 15 15 15 15 15 15 15 15 15
> Profils Nida CD 60 Dibelis Nida gab. 24 24 24 24 24 24 24 24 24
Pasurbjosas skroves Nida 3,5x9,5/11 mm gab. 6,0 6,0 6,0 6,0 6,0 6,0 6,0 6,0 6,0
3. Profils Nida UD 27 Pa3Urbj33s skrdves Nida 3,5x25 mm gab. 40 40 40 40 : . 40
4. Stiprindjuma elements Nida ES Pasurbjosas skraves Nida 3,5x35 mm gab. 12,0 12,0 12,0 12,0 - - -
5. Dibelis Nida Pasurbjosas skroves Nida 3,5x45 mm gab. - - - - - - 12,0 -
6. Pasurbjosas skroves Nida 3,5 x 25 mm Pasurbjosas skrives Nida Cieta 35 (3,9x35 mm) gab. - - - - 16,0 - - 4,0
Padurbjosas skraves Nida Cieta 45 (3,9x45 mm) gab. - - - - - - - 12,0
7. Pasurbjosas skroves Nida 3,5 x 35 mm Pasurbjosas skrives Nida Hydro C4 3,5x25 mm gab. - - - - - 4,0 4,0
8. Izolacijas materials mineralvate (péc izvéles) L] Pasurbjosas skrives Nida Hydro C4 3,5x41 mm gab. - - - - - 12,0 - - 12,0
9. Suve starp gipskartona plaksném tiek veidota no Nida : b | | Limlente Suvem Nida tek.m 14 14 14 14 14 14 14 14 14
gipsa masas ar Nida suvju limlenti ! ! ! Akustiskas izolacijas limlente Nida tek.m 05 05 05 05 05 05 05 05 05
10. Blivéjo3a akustiskas izolacijas lente Nida ! ! ! Gip3a paktele Nida Start kg 0.6 0.6 0.6 06 - - 06
| | | Gipsa Spaktele Nida Finisz kg 0,1 0,1 0,1 01 - - 01 -
: : : Gatava 3pakte|masa Nida Hydromix > kg - - - - 0,7 0,7 - 07 07
- | | | Mineralvate m 10 10 10 10 10 10 10 10 10
| | |
: max 600 mm ‘V max 600 mm :
| | |

iniat.| l''s’;:‘uwslIAEST:;I](:/GESsmEMAs L0dzu, atrodiet musu Y T h
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SAUSAS BUVES SISTEMAS
ENKUROTI SIENU SEGUMI

nldaApmetums 0z%l;r;s:izturibaswiszﬁgs;as elgl\oavl;ssimélais @SB\;‘Javriimz: @32:3:11“8 ENKU ROTU SIENU SEGUMU SlSTEMAS AR NESOSO KONSTRUKC'JU

pieaugums: augstums: numurs: N | DA CD6 O
(R)EI6O 11 dB ETA 15/0301

bez
ierobezojumiem

TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:
SISTEMAS:

DoP/Fixed Lining System /0015/15.11.2016

33,0-41,0 kg

CD/ES'37,5 Neso3a konstrukcija » - 'Sk‘gn‘a‘s Boes -
—_ T e | e | B e B s
Sistémas nosaukums savienotaju profilu gums Ipasa
o . - Nida Apmetums " atstatums  atstatums sistema
. Nida Bl[eriumr]ns A:széglézgtrr: ; [mm] [mm] [mm] [mm] ARE'(\;EE']]BX [ka] [min.]
CD/ES-37,5/Uguns+ Uguns Plusss 3x12.5 DF 1250 600 péc izvéles bez ierobezojumiem n 33,0 (R)EI6O
F CD/ES-37,5/UdensUguns+ Udens Uguns Plusss ~ 3x12,5 DFH2 1250 600 péc izvéles bez ierobezojumiem " 33,0 (R)EIBO
CD/ES-37,5/Cieta Cieta 3x12.5 DEFHTIR 1250 600 péc izvéles bez ierobezojumiem " 41,0 (R)EIBO [ )
’ CD/ES-37,5/Hydro Hydro 3x12,5 GMFH1I 1250 600 péc izvéles bez ierobeZojumiem n 35,0 (R)EIBO °

" Eiropas tehniskais novértéjums ETA 15/0301.

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

Sistémas tips Nida Apmetums

P |

3
% | Materidla nosaukums Mérv. CD/ES-37,5/Uguns+ CD/ES-37,5/UdensUguns+ CD/ES-37,5/Cieta CD/ES-37,5/Hydro
i B | o
. 1z ’ Materiala patéring uz 1 m?
I| 2 Plaksne Nida Uguns Plusss 12,5 mm m? 30 -
| il | Plaksne Nida Udens Uguns Plusss 12,5 mm m? - 30
'! | ? Plaksne Nida Cieta 125 mm m? 30
| Plaksne Nida Hydro 12,5 mm m? - - - 30
', : ‘ [ Profils Nida CD60 tek.m 18 18 18 18
: ' Profis Nida UD27 tek.m 07 07 07 07
!. ® | Stipringjuma elements Nida ES60 gab. 15 15 15 15
=~ |‘ Dibelis Nida gab. 24 24 24 24
| I Padurbjosas skraves Nida 3,5x9,5/11 mm gab. 6.0 6.0 6,0 6.0
' Pasurbjosas skroves Nida 3,5x25 mm gab. 4,0 4,0
Pasurbjosas skraves Nida 3,5x35 mm gab. 4,0 4,0
@ Pasurbjosas skroves Nida 3,5x55 mm gab. 12,0 12,0
Padurbjosas skraves Nida Cieta 35 (3,9x35 mm) gab. 8,0
----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- Padurbjosas skraves Nida Cieta 55 (3,9x55 mm) gab. 12,0
MATERIALL: Pasurbjosas skroves Nida Hydro C4 3,5x25 mm gab. 4,0
Pasurbjosas skroves Nida Hydro C4 3,5x41 mm gab. 4,0
1. Gipskartona plaksnes Nida Pasurbjosas skraves Nida Hydro C4 3,555 mm qab. 12,0
2. Profils Nida CD 60 Limlente Suvém Nida tek.m 14 14 14 14
3. Profils Nida UD 27 Akustiskas izolacijas limlente Nida tek.m 05 05 05 05
Gipsa Spaktele Nida Start kg 09 09
4, Stiprinajuma elements Nida ES Gip3a spaktele Nida Finisz kg 01 01
5. Dibelis Nida Gatava spakte|masa Nida Hydromix? kg 10 10
6. Pasurbjosas skroves Nida 3,5 x 25 mm Mineralvate? m? 10 1,0 10 10
7. Pasurbjosas skroves Nida 3,5 x 35 mm 2 |zmantojot gipsa Skiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa Spakteli.
N L ~ . ¥ Pielietojums atbilstosi prasibam.
8. Pasurbjosas skrives Nida 3,5 x 55 mm Patérina standartos nav nemti véra materialie zaudéjumi.
9. lIzolacijas materials mineralvate (péc izvéles)
10. Suve starp gipskartona plaksném tiek veidota no

Nida gip3a masas ar Nida Suvju limlenti

11. Blivejosa akustiskas izolacijas lente Nida

12. Pasurbjosas skroves Nida 3,5 x 9,5/11 mm

max 600 mm

max 600 mm

N
N -
N -]
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

A Skanas WELSINELELS _ SEIN &)
nlda Apmetu ' ' tJIgunslztur|bas izolacijas buves Buves1 5 dokumenta
2sE pieaugums: augstums: SIS UNFS numurs:

ER%EIQO 11dB bez 43,0-64,0 kg ETA 15/0301
R)EI120 ierobezojumiem

Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Fixed Lining System /0015/15.11.2016

CD/ES-50; CD/ES-60

DR |

WWw 00zl "SHew

13. Pasurbjosas skraves Nida 3,5 x 9,5/11 mm

max 600 mm max 600 mm

MATERIALL:

1. Gipskartona plaksnes Nida

2. Profils Nida CD 60

3. Profils Nida UD 27

4, Stiprinajuma elements Nida ES

5. Dibelis Nida

6. Pasurbjosas skruves Nida 3,5 x 25 mm

7. Pasurbjosas skruves Nida 3,5 x 35 mm

8. Pasurbjosas skruoves Nida 3,5 x 55 mm

9. Pasurbjosas skroves Nida 4,2 x 70 mm

10. Izolacijas materials mineralvate (péc izvéles) i i i

11. Suve starp gipskartona plaksném tiek veidota no Nida : : :

gip$a masas ar Nida suvju limlenti | | |

12. Blivéjosa akustiskas izolacijas lente Nida 3 3 3
| | |
| | |
| | |
| | |

@ wWww.siniat.Iv

ENKUROTU SIENU SEGUMU SISTEMAS AR NESOSO KONSTRUKCIJU
NIDA CD60

TEHNISKIE PARAMETRI

Neso3a konstrukcija
Skanas Buves

et (K g - - Izolacijas Maksimalais Py Ugunsizturibas
Gip3a plaksnu apsuvums Nida ES60 Nida materials augstums izolacijas s1var25 g -
Sistémas nosaukums savienots- CD60 pieaugums m Ipasa
Nida Apmetums ” ju profilu siste-
atstatums  atstatums ma
R Apziméjums
Nida B'en:#]ms sask. ar [mm] [mm] [mm] [mm] ARE/gEr;r]]ax [ka] [min.]
standartu
CD/ES-50/Uguns+ Uguns Plusss 4x12.5 DF 1250 600 pécizvéles bezierobezojumiem " 43,0 (R)EI90
CD/ES-50/UdensUguns+ Udens Uguns Plusss — 4x12,5 DFH2 1250 600 péc izvéles  bezierobezojumiem n 43,0 (R)EI90
CD/ES-50/Cietd Cietd 4x12,5 DEFHIIR 1250 600 pécizvéles bezierobezojumiem 1l 54,0 (R)EISO ®
CD/ES-50/Hydro Hydro 4x12,5 GMFH1I 1250 600 pécizvéles bezierobezojumiem " 46,0 (R)EIS0 [ ]
CD/ES-60/Uguns+ Uguns Plusss 4x15,0 DF 1250 600 pécizvéles bezierobezojumiem Il 57,0 (R)EIT20 -
CD/ES-60/Cieta Cietd 4x15,0 DEFHIIR 1250 600 pécizvéles bezierobezojumiem n 64,0 (R)EIT20 )
CD/ES-60/Hydro Hydro 4x15,0 GMFH1I 1250 600 pécizvéles bezierobezojumiem 1l 57,0 (R)EN20 ®

" Eiropas tehniskais novértéjums ETA 15/0301.

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

Sistémas tips Nida Apmetums

ORI M - - v e
Materiala patérin uz 1 m?

Plaksne Nida Uguns Plusss 12,5 mm m? 4,0

Plaksne Nida Udens Uguns Plusss 12,5 mm m? - 4,0

Plaksne Nida Cieta 12,5 mm m? - - 4,0 -

Plaksne Nida Hydro 12,5 mm m? - - - 4,0 -

Plaksne Nida Uguns Plusss 15,0 mm m? - - - - 4,0 -

Plaksne Nida Cietd 15,0 mm m? - - - - - 4,0

Plaksne Nida Hydro 15,0 mm m? - - - - - 4,0

Profils Nida CD60 tek.m 1.8 1.8 1.8 18 1.8 1.8 1.8

Profils Nida UD27 tek.m 07 07 07 07 07 07 0,7

Stipringjuma elements Nida ES60 gab. 15 15 15 15 15 15 15

Dibelis Nida gab. 24 24 24 24 24 24 24

Pasurbjosas skraves Nida 3,5x9,5/11 mm gab. 6.0 6,0 6,0 6,0 6.0 6,0 6.0

Pasurbjosas skroves Nida 3,5x25 mm gab. 4,0 4,0 - - 4,0

Pasurbjosas skruves Nida 3,5x35 mm gab. 4,0 4,0

Pasurbjosas skruves Nida 3,5x45 mm gab. - - - - 4,0

Pasurbjosas skrives Nida 3,5x55 mm gab. 4,0 4,0 - - 4,0

Pasurbjosas skrives Nida 4,2x70 mm gab. 12,0 12,0 - - 12,0 -

Pasurbjosas skrives Nida Cieta 35 (3,9x35 mm) gab. - - 8,0 - - 4,0

Pasurbjosas skraves Nida Cieta 45 (3,9x45 mm) gab. - - - - - 4,0

Padurbjosas skraves Nida Cieta 55 (3,9x55 mm) gab. - - 4,0 - - 4,0

Pasurbjosas skraves Nida Cieta 70 (4,2x70 mm) gab. - - 12,0 - - 12,0 -

Pasurbjosas skroves Nida Hydro C4 3,5x25 mm gab. - - - 4,0 - - 4,0

Pasurbjosas skroves Nida Hydro C4 3,5x41 mm gab. - - - 4,0 - - 4,0

Pasurbjosas skrives Nida Hydro C4 3,5x55 mm gab. - - - 4,0 - - 4,0

Pasurbjosas skroves Nida Hydro C4 4,2x70 mm gab. - - - 12,0 - - 12,0

Limlente Suvém Nida tek.m 14 14 14 14 14 14 14

Akustiskas izolacijas limlente Nida tek.m 05 05 05 05 05 05 05

Gip3a Spaktele Nida Start kg 12 12 - - 12

Gip3a Spaktele Nida Finisz kg 0,1 0.1 . - 0,1 . -

Gatava 3pakte|masa Nida Hydromix? kg - - 13 13 - 13 13

Mineralvate? m? 10 10 10 10 10 10 10

2 |zmantojot gip3a skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa 3pakteli.
% Pielietojums atbilstosi prasibam.
Paterina standartos nav nemti vera materialie zaudejumi.

X PIRMIETIRGU 0 i 0
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SAUSAS BUVES SISTEMAS
ENKUROTI SIENU SEGUMI

Sanios (I ST G Mokt gy saisits ENKUROTU SIENU SEGUMU SISTEMA AR NESO$0 KONSTRUKCIJU
nldaApmetums 0 isse @kgeficﬁerﬁtsr e:ugstumsz @S"ar“mz’ @fw:ﬂur& NIDA CD60 (N|DA SONIC ,,NO")

ETA 15/0301

neattiecas 0,70 dB bez

ierobezojumiem

TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:
SISTEMAS:

DoP/Fixed Lining System /0016/15.11.2016
CD/ES-12,5/SONIC (NO)

12,0 kg

Neso3a konstrukcija

" Eiropas tehniskais novertéjums ETA 15/0301.
2 Parbaudes zinojums ITB LA-11873/2005.

Sistémas nosaukums savienotaju  profilu
Nida Apmetums " atstatums  atstatums
""""""""""" Nida Bi[e"z]%l]ns Apszérgke.'g:n ; [mm] [mm]  Mineralvate [mm] [mm] a, [ka] [min.]
standartu

CD/ES-12,5/SonicR6n0 Sonic R6n0 125 A 1250 300 stikla 40  bezierobezojumiem 0,45 12,0

CD/ES-12,5/SonicR8n0 Sonic R8n0 125 A 1250 300 stikla 40  bezierobezojumiem 0,65 120

CD/ES-12,5/SonicR10n0 Sonic R10n0 125 A 1250 300 stikla 40  bezierobezojumiem 0,65 12,0
, CD/ES-12,5/SonicR12n0 Sonic R12n0 125 A 1250 300 stikla 40  bez ierobezojumiem 0,70 120
: H CD/ES-12,5/SonicR15n0 Sonic R15n0 125 A 1250 300 stikla 40  bezierobezojumiem 0,70 12,0
CD/ES-12,5/S0nicRN8/15/20n0  Sonic RN8/15/20n0 125 A 1250 300 stikla 40  bezierobezojumiem 0,45 12,0

CD/ES-12,5/SonicR8/12n0 Sonic R8/12n0 125 A 1250 300 stikla 40  bezierobezojumiem 0,60 12,0

CD/ES-12,5/SonicR12/20n0 Sonic R12/20n0 125 A 1250 300 stikla 40  bez ierobezojumiem 070 12,0

CD/ES-12,5/SonicRN12/20/35n0  Sonic RN12/20/35n0 12,5 A 1250 300 stikla - bezierobezojumiem 040 12,0

CD/ES-12,5/SonicC8n0 Sonic C8n0 125 A 1250 300 stikla - bezierobezojumiem 0,60 12,0

CD/ES-12,5/SonicC12n0 Sonic C12n0 12,5 A 1250 300 stikla - bezierobezojumiem 055 12,0

WWw 00zl "SHew

Patérina standartos nav nemti véra materialie zaudéjumi.

v
| |

‘: MATERIALU PATERINé UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA
I, Sistémas tips Nida Apmetums
l ne ne(Bnel Bne B e el n el R e Nn el ae | [Fine
l Materiala nosaukums Merv., g% 382 gg gg 35 §§§ g% 3% 30253 38 38
.! :_ (Y%} [SX%) [ oOHh O&H e = SF=] 08 o N oOn O n
| Materiala patérins uz 1 m?
- : Plaksne Nida Sonic R6n0 m? 1.0 -
: l Plaksne Nida Sonic R8n0 m? - 10
Plaksne Nida Sonic R10n0 m? - - 10 -
Plaksne Nida Sonic R12n0 m?2 - - - 1.0 -
e Plaksne Nida Sonic R15n0 m? - - - - 1,0 -
Plaksne Nida Sonic RN8/15/20n0 m? - - - - - 1,0
""""""" Plaksne Nida Sonic R8/12n0 m? 10
MATERIALL: Plaksne Nida Sonic R12/20n0 me 10
1. Gipskartona plaksne Nida Sonic 12,5 mm Plaksne Nida Sonic RN12/20/35n0 m? 10
Plaksne Nida Sonic C8n0 m? 1,0
2. Profils Nida D 60 Plaksne Nida Sonic C12n0 m - - - - - - - - 10
3. Profils Nida UD 27 Profils Nida CD60 tek.m 36 36 36 36 36 - 36 36 36 36 36
4. Stiprinajuma elements Nida ES 60/75 Profils Nida UD27 tekm 07 07 07 07 07 07 07 07 07 07 07
5. Dibelis Nida Stipringjuma elements Nida ES60 gab. 15 15 15 15 15 15 15 15 15 15 15
Dibelis Nida gab. 24 24 24 24 24 24 24 24 24 24 24
6. Pasurbjosas skroves Nida 3.5 x 25 mm Pasurbjosas skrives Nida 3,5x9,5/11 mm gab. 60 6.0 60 6.0 60 60 60 60 60 60 6.0
7. Padurbjosas skroves Nida 3,5 x 9,5/11 mm Paturbjosas skrives Nida 3,5x25 mm gab. 12,0 12,0 12,0 120 12,0 12,0 120 12,0 120 12,0 120
8. Izolacijas materials mineralvate ar 40 mm biezumu T T Limlente Suvem Nida tek.m 14 14 14 14 14 14 14 14 14 14 14
9. Suve starp gipskartona plaksnem tiek veidota no Nida ‘ : : Akustiskas izolacijas limlente Nida tek.m 05 05 05 05 05 05 05 05 05 05 05
gip3a masas ar Nida Suvju limlenti : : : Gip3a Spaktele Nida Start kg 03 03 03 03 03 03 03 03 03 03 03
10. Blivéjosa akustiskas izolacijas lente Nida : : : Gip3a Spaktele Nida Finisz kg 01 01 01 01 01 01 01 01 01 01 01
I I I Mineralvate * m? 10 10 10 10 10 10 10 1,0 1,0 1,0
: : : % Pielietojums atbilstosi prasibam.
: : : Svara netiek nemts véra izolacijas materiala svars.
l l l
‘/ max 300 mm ‘/ max 300 mm ‘
|

@ www.siniat.lv ﬁ" PIRMIETIRGD cremas Atklajiet Nida Sonic plaksnes iespéjas

MARKETA ZIME C € — apmekléjiet www.siniat.lv un lejupieladéjiet brosuras!




SAUSAS BUVES SISTEMAS
ENKUROTI SIENU SEGUMI

Uatnsizainn Skanas ETSEIETS 85 Saistits
nlda Ap Y etUS kIQunsvlztun as Slhsan e baves uves1 . i
. koeficients: augstums: SYENS s

numurs:
neattiecas 0,70 dB bez 12,0 kg ETA 15/0301
ierobezojumiem

Ekspluatacijas 1pasibu deklaracija:
SISTEMAS:

DoP/Fixed Lining System /0016/15.11.2016
CD/ES-12,5/SONIC (N1-N8)

Y |

WWw 00zl "SHew

MATERIALI:

-

GipSkartona plaksne Nida Sonic 12,5 mm

Profils Nida CD 60

Profils Nida UD 27

. Stiprindjuma elements Nida ES 60/75
Dibelis Nida

Pasurbjosas skruves Nida 3,5 x 25 mm

Pasurbjosas skraves Nida 3,5 x 9,5/11 mm

|
|
. !

Izolacijas materials mineralvate ar 80 mm biezumu

© ® N W s WD

Suve starp gipskartona plaksném tiek veidota no Nida
gip3a masas ar Nida Suvju limlenti

10. Blivejosa akustiskas izolacijas lente Nida

max 300 mm max 300 mm

v
|

)4
T
I
|
|
I
I

I

|

I

I

I

I

|
I
e

I

@ wWww.siniat.Iv

ENKUROTU SIENU SEGUMU SISTEMA AR NESOSO KONSTRUKCIJU
NIDA CD60 (NIDA SONIC ,N1-N8")

TEHNISKIE PARAMETRI

Neso3a konstrukcija

- i Skanas Boves P
Cea s c Izolacijas Maksimalais L Ugunsizturibas
Gip3a plaksnu apsuvums s absorbcijas SvVars
o ?IP>a plaianu ap Nida ES60  Nida CD60 materials augstums koeficien'ts 2 m klase
Sl s el s savienotaju  profilu
Nida Apmetums atstatums  atstatums
B Apziméjums
Nida [mm] sask. ar [mm] [mm] Mineralvate  [mm] [mm] a, [ka] [min]
standartu
CD/ES-12,5/SonicR15n1 Sonic R15n1 125 A 1250 300 stikla 80  bezierobezojumiem 0,60 12,0
CD/ES-12,5/SonicR12n2 Sonic R12n2 125 A 1250 300 stikla 80  bezierobezojumiem 0,60 12,0
CD/ES-12,5/SonicR15n8 Sonic R15n8 125 A 1250 300 stikla 80  bezierobezojumiem 050 12,0
CD/ES-12,5/SonicC10n8 Sonic C10n8 125 A 1250 300 stikla 80  bezierobezojumiem 0,70 12,0
CD/ES-12,5/S0nicL5x80n8  Sonic L5x80n8 125 A 1250 300 stikla 80  bezierobezojumiem 0,55 12,0

" Eiropas tehniskais novertéjums ETA 15/0301.
2 Parbaudes zinojums ITB LA-11873/2005.

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

Sistémas tips Nida Apmetums

Materiaa nosaukums Men ConeRisnt Soncrizne SRS Someciont SomeLonsons
Materiala patérin uz 1 m?

Plaksne Nida Sonic R15n1 m? 1.0

Plaksne Nida Sonic R12n2 m? 1.0

Plaksne Nida Sonic R15n8 m? 1,0

Plaksne Nida Sonic C10n8 m? 1,0

Plaksne Nida Sonic L5x80n8 m? - - 10
Profils Nida CD60 tek.m 36 3,6 36 36 36
Profils Nida UD27 tek.m 07 07 07 07 07
Stipringjuma elements Nida ES60 gab. 15 15 15 15 15
Dibelis Nida gab. 24 24 24 24 2.4
Pasurbjosas skroves Nida 3,5x9,5/11 mm gab. 6,0 6,0 6,0 6,0 6,0
Pasurbjosas skraves Nida 3,525 mm gab. 12,0 12,0 12,0 12,0 12,0
Limlente Suvém Nida tek.m 14 14 14 14 14
Akustiskas izolacijas limlente Nida tek.m 05 05 05 05 05
Gip3a Spaktele Nida Start kg 03 03 03 03 03
Gip3a Spaktele Nida Finisz kg 0,1 0,1 0.1 01 01
Mineralvate * m? 1,0 1,0 1,0 1,0 1,0

% Pielietojums atbilstosi prasibam.
Svara netiek nemts vera izolacijas materiala svars.
Patérina standartos nav nemti véera materialie zaudéjumi.

b

k PIRMIE TIRGU = . . - . . 1
SAUSAS BUVES SISTEMAS N Atkl_aJ_‘Et Nida S(_)n‘(_: DJaIfS__r‘eS ‘es‘pieJaS
MARKETA ZIME C € — apmekléjiet www.siniat.lv un lejupieladéjiet brosuras!



SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

nlda Apmetums 0 T

E%EHS

SISTEMAS:

CD/EL-12,5; CD/EL-18

MATERIALI:

-

GipSkartona plaksnes Nida

Profils Nida CD 60

Profils Nida UD 27

. Stiprindjuma elements Nida EL
Dibelis Nida

Pasurbjosas skruves Nida 3,5 x 25 mm

Izolacijas materidls mineralvate (péc izvéles)

® N U os W

Suve starp gipskartona plaksném tiek veidota no Nida
gip$a masas ar Nida 3uvju limlenti

9. BIivéjosa akustiskas izolacijas lente Nida

10. Pasurbjosas skroves Nida 3,5 x 9,5/11 mm

EI30

;-U;-U 00zl 'sew

Skanas WELSINELELS BO SEIN &)
izolacijas baves uves1 o dokumenta
pieaugums: augstums: XD LU numurs:

11dB bez 10,0-16,0 kg ETA 15/0301
ierobezojumiem

Ekspluatacijas 1pasibu deklaracija:
DoP/Fixed Lining System /0015/15.11.2016

max 600 mm

max 600 mm

@ wWww.siniat.Iv

ENKUROTU SIENU SEGUMU SISTEMAS AR NESOSO KONSTRUKCIJU

NIDA CD60

TEHNISKIE PARAMETRI

Neso3a konstrukcija

-~ S Skanas . P
i B0 a |zolacijas Maksimalais =y Bives Ugunsizturibas
Gip3a plaksnu apsuvums A izolacijas
o RIS ER NidaEL60  Nida CD60 materials augstums pieauglJJms svars 1m? klase Tpass
Sistémas ”053UkUT5 savienotaju  profilu S
Nida Apmetums atstatums  atstatums ma
g Apziméjums
Nida Bl[e;#]ms sask. ar [mm] [mm] [mm] [mm] ARE’;B?BX [ka] [min.]
standartu
CD/EL-12,5/Expert Expert 125 A 1250 600 pécizvéles bezierobezojumiem n 10,0
CD/EL-12,5/Udens? Udens 125 H2 1250 600 péc izvéles bez ierobezojumiem n 11,0
CD/EL-12,5/Uguns+ Uguns Plusss 125 DF 1250 600 pécizvéles bez ierobezojumiem M 12,0 (R)ENS
CD/EL-12,5/UdensUguns+ Udens Uguns Plusss 12,5 DFH2 1250 600 péc izvéles bezierobezojumiem n 12,0 (R)EIS
CD/EL-12,5/Cieta Cietd 125 DEFHTIR 1250 600 pécizvéles bez ierobezojumiem i 15,0 (R)ENS )
CD/EL-12,5/Hydro Hydro 125 GMFH1I 1250 600 péc izvéles bez ierobezojumiem i 13,0 (R)ENS )
CD/EL-18/Uguns+ Uguns Plusss 18,0 DF 1250 600 péc izvéles bez ierobezojumiem M 16,0 (R)EI30

" Eiropas tehniskais novértéjums ETA 15/0301.

2 Telpas ar relativo gaisa mitrumu lidz 85 % stUra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ip3a skiedru plaksnes (horizontalam un vertikalam virsmam

vannas, dusas utt. zonas).

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

Sistémas tips Nida Apmetums

Materiala patérind uz 1 m?
Plaksne Nida Expert 12,5 mm m? 10 -
Plaksne Nida Udens 12,5 mm m? - 1,0
Plaksne Nida Uguns Plusss 12,5 mm m? 10
Plaksne Nida Udens Uguns Plusss 12,5 mm m? 1,0
Plaksne Nida Cieta 12,5 mm m? 1.0
Plaksne Nida Hydro 12,5 mm m? 1.0
Plaksne Nida Uguns Plusss 18,0 mm m? 1.0
Profils Nida CD60 tek.m 18 18 18 18 18 18 18
Profils Nida UD27 tek.m 07 07 07 07 07 07 07
Stiprindjuma elements Nida EL60 gab. 15 15 15 15 15 15 15
Dibelis Nida gab. 2.4 24 24 2.4 24 24 24
Pasurbjosas skroves Nida 3,5x9,5/11 mm gab. 6,0 6,0 6,0 6,0 6,0 6,0 6,0
Pasurbjosas skroves Nida 3,5x25 mm gab. 12,0 12,0 12,0 12,0
Pasurbjosas skroves Nida 3,5x35 mm gab. 12,0
Pasurbjosas skroves Nida Cieta 35 (3,9x35 mm) gab. 12,0
Pasurbjosas skroves Nida Hydro C4 3,5x25 mm gab. 12,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14
Akustiskas izolacijas limlente Nida tek.m 0,5 05 05 0,5 05 05 05
Gipsa Spaktele Nida Start kg 03 03 03 03 - - 03
Gipsa Spaktele Nida Finisz kg 01 01 01 01 - - 01
Gatava 3pakte|masa Nida Hydromix > kg 04 04
Mineralvate ¥ m? 1,0 1,0 1.0 1,0 1.0 10 1.0

¥ Izmantojot gip3a kiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a spakteli.

4 Pielietojums atbilstosi prasibam.
Patérina standartos nav nemti vera materialie zaudejumi.

X PIRMIETIRGU
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

A Skanas WELSINELELS _ SEIN &)
nlda Apmetu ' ' tJIgunslztur|bas izolacijas buves Buves1 5 dokumenta
2sE pieaugums: augstums: SIS UNFS numurs:

ERgEIBO 11dB bez 19,0-33,0 kg ETA 15/0301
R)EI60 ierobezojumiem

Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Fixed Lining System /0015/15.11.2016

CD/EL-25; CD/EL-30

]

WWw 00zl Sew

MATERIALI:

-

GipSkartona plaksnes Nida

Profils Nida CD 60

Profils Nida UD 27

. Stiprindjuma elements Nida EL
Dibelis Nida

Pasurbjosas skruves Nida 3,5 x 25 mm

Pasurbjosas skruves Nida 3,5 x 35 mm

Izolacijas materiadls mineralvate (péc izvéles)

© ® N W s WD

Suve starp gipskartona plaksném tiek veidota no Nida
gip3a masas ar Nida Suvju limlenti

10. Blivejosa akustiskas izolacijas lente Nida

11. Padurbjosas skraves Nida 3,5 x 9,5/11 mm

max 600 mm

max 600 mm

|
|
|
|
|
|
|
|
|
|
|
|
|
A
|
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ENKUROTU SIENU SEGUMU SISTEMAS AR NESOSO KONSTRUKCIJU
NIDA CD60

TEHNISKIE PARAMETRI

Neso3a konstrukcija

- A Skanas BUves PR
o0 | Noocoeo | ooy | Mol | s G Vot |
Sistémas nosaukums savienotaju profilu gums Ipasa
Nida Apmetums " atstatums  atstatums sistéma
Nida B|[er;t1nr]ns Aj%gg;g : [mm] [mm] [mm] [mm] AR[WGBW]]BX [ka] [min.]
CO/EL-25/Expert Expert 2x12,5 A 1250 600 péc izvéles bez ierobezojumiem il 19,0
CD/EL-25/Udens? Udens 2x12,5 H2 1250 600 péc izvéles bezierobezojumiem il 20,0
CD/EL-25/Uguns+ Uguns Plusss 2x12.5 DF 1250 600 pécizvéles bezierobezojumiem 1 22,0 (R)EI30
CD/EL-25/UdensUguns+ Udens Uguns Plusss ~ 2x12,5 DFH2 1250 600 pécizvéles bezierobezojumiem 1 22,0 (R)EI30
CD/EL-25/Cieta Cietd 2x12.5 DEFHTIR 1250 600 péc izvéles bez ierobezojumiem n 28,0 (R)EI30 [ ]
CD/EL-25/Hydro Hydro 2x12,5 GMFH1I 1250 600 pécizvéles bez ierobezojumiem il 24,0 (RIEI30 )
CD/EL-30/Uguns+ Uguns Plusss 2x15,0 DF 1250 600 péc izvéles bezierobezojumiem n 29,0 (R)EI6O
CD/EL-30/Cieta Cietd 2x15,0 DEFHTIR 1250 600 pécizvéles bez ierobezojumiem " 33,0 (R)EI6O )
CD/EL-30/Hydro Hydro 2x15,0 GMFH1I 1250 600 péc izvéles bez ierobezojumiem 1 29,0 (R)EI6O [ ]

" Eiropas tehniskais novértéjums ETA 15/0301.

2 Telpas ar relativo gaisa mitrumu Iidz 85 % stUra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ip3a skiedru plaksnes (horizontalam un vertikalam virsmam
vannas, du§as utt. zonas).

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

Sistémas tips Nida Apmetums

Gl =l o e Rl ol e
jetd Hydro
Materiala patérind uz 1 m?
Plaksne Nida Expert 12,5 mm m? 2.0 -
Plaksne Nida Udens 12,5 mm m? - 2,0
Plaksne Nida Uguns Plusss 12,5 mm m? - - 20
Plaksne Nida Udens Uguns Plusss 12,5 mm m? - - - 2,0 -
Plaksne Nida Cieta 12,5 mm m? - - - - 2.0 -
Plaksne Nida Hydro 12,5 mm m? - - - - - 20 -
Plaksne Nida Uguns Plusss 15,0 mm m? - - - - - - 20
Plaksne Nida Cieta 15,0 mm m? 2.0
Plaksne Nida Hydro 15,0 mm m? - - - - - - - 2,0
Profils Nida CD60 tek.m 18 1.8 18 1.8 1.8 18 1.8 1.8 18
Profils Nida UD27 tek.m 0,7 0,7 0,7 07 07 07 07 07 07
Stipringjuma elements Nida EL60 gab. 15 15 15 15 15 15 15 15 15
Dibelis Nida gab. 24 24 24 24 24 24 24 24 24
Pasurbjosas skroves Nida 3,5x9,5/11 mm gab. 6,0 6,0 6,0 6,0 6,0 6,0 6,0 6,0 6,0
Pasurbjosas skroves Nida 3,5x25 mm gab. 4,0 4,0 4,0 4,0 - - 4,0
Padurbjosas skraves Nida 3,5x35 mm gab. 120 120 12,0 12,0 - -
Pasurbjosas skroves Nida 3,5x45 mm gab. - - - - - - 12,0
Padurbjosas skraves Nida Cieta 35 (3,9x35 mm) gab. - - - - 16,0 4,0
Pasurbjosas skroves Nida Cieta 45 (3,9x45 mm) gab. - 12,0
Pasurbjosas skrives Nida Hydro C4 3,5x25 mm gab. - - - - - 4,0 4,0
Pasurbjosas skroves Nida Hydro C4 3,5x41 mm gab. - - - - - 12,0 - - 12,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14
Akustiskas izolacijas limlente Nida tek.m 05 05 05 05 05 05 05 05 05
Gip3a Spaktele Nida Start kg 0,6 0,6 0,6 0,6 - - 0,6
Gipsa Spaktele Nida Finisz kg 01 01 01 01 - - 01 -
Gatava Spakte|masa Nida Hydromix? kg - - - - 0,7 0,7 - 07 07
Mineralvate® m? 1,0 1,0 1,0 1,0 1,0 1,0 1,0 1,0 1.0

? Izmantojot gip3a skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa 3pakteli.
Y Pielietojums atbilstosi prasibam.
Paterina standartos nav nemti vera materialie zaudejumi.
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SAUSAS BUVES SISTEMAS
ENKUROTI SIENU SEGUMI

nldaApmetums 0z%l;r;s:izturibaswiszﬁgs;as elgl\oavl;ssimélais @Bﬂves @3255:;;;“8 ENKU ROTU SIENU SEGUN\U SlSTEN\AS AR NESOSO KONSTRUKC'JU

pieaugums: augstums: svars 1m? numMuUrs: N | DA C D 6 O
(R)EI6O

11dB bez ETA 15/0301

ierobezojumiem

TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:
SISTEMAS:

DoP/Fixed Lining System /0015/15.11.2016

33,0-41,0 kg

CD/EL 37 5 Neso3a konstrukcija
-37, it I, Skanas  Buves -
r— Gip3a plaksnu apduvums . . Izolacijas MERaiie T izolacijas  svars Ugunsiztutibas
z 4 NidaEL60  NidaCDeQ  Materials augstums pieaugums  1m? klase Tpasa
Sistemas nosaukug)ws savienotaju  profilu siste-
- Nida Apmetums atstatums  atstatums ma
"""""""""" —=a f Apziméjums
Nida B|ergtr:1ms sask. ar [mm] [mm] [mm] [mm] ARE’gB”]‘aX [ka] [min.]
standartu
CD/EL-37,5/Uguns+ Uguns Plusss 3x12,5 DF 1250 600 péc izvéles bez ierobezojumiem " 33,0 (R)EIBO
; CD/EL-37,5/UdensUguns+ Udens Uguns Plusss  3x12,5 DFH2 1250 600 péc izvéles bez ierobezojumiem n 33,0 (R)EIBO
CD/EL-37,5/Cieta Cietd 3x125 DEFHTIR 1250 600 péc izvéles bez ierobezojumiem n 41,0 (R)EIBO )
* CD/EL-37,5/Hydro Hydro 3x12,5 GMFH1I 1250 600 péc izvéles bez ierobezojumiem " 350 (R)EI6O [ ]
s

" Eiropas tehniskais novertéjums ETA 15/0301.

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

Sistémas tips Nida Apmetums

o]

=
% [ Materiadla nosaukums Mérv. CD/EL-37,5/Uguns+ CD/EL-37,5/UdensUguns+ CD/EL-375/Cieta CD/EL-37,5/Hydro
g |
3
| = | , Materiala patérind uz 1 m?
'I i = Plaksne Nida Uguns Plusss 12,5 mm m? 30 -
[ Plaksne Nida Udens Uguns Plusss 12,5 mm m? - 3,0
{ * Plaksne Nida Ciets 12,5 mm m? 3,0
. i Plaksne Nida Hydro 12,5 mm m? - - 30
|| Profils Nida CD60 tek.m 18 18 18 1.8
; i Profils Nida UD27 tek.m 07 07 07 07
! Stiprindjuma elements Nida EL60 gab. 15 15 15 15
T Dibelis Nida gab. 2.4 24 24 24
Padurbjosas skraves Nida 3,5x9,5/11 mm gab. 6.0 6.0 6,0 6.0
Pasurbjosas skroves Nida 3,5x25 mm gab. 4,0 4,0
Pasurbjosas skroves Nida 3,5x35 mm gab. 4,0 4,0
@ Pasurbjosas skroves Nida 3,5x55 mm gab. 12,0 12,0
Pasurbjosas skraves Nida Cieta 35 (3,9x35 mm) gab. 8,0
----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- Pa3urbjo3as skraves Nida Cietd 55 (3,9x55 mm) gab. 12,0
MATERIALI: Pasurbjosas skrives Nida Hydro C4 3,5x25 mm gab. 4,0
Pasurbjosas skrives Nida Hydro C4 3,5x41 mm gab. 4,0
1. Gipskartona plaksnes Nida e 8 4 Padurbjosas skraves Nida Hydro C4 3,5x55 mm gab. 120
2. Profils Nida CD 60 Limlente Suvem Nida tek.m 14 14 14 14
. . Akustiskas izolacijas limlente Nida tek.m 05 05 05 05
3. Profils Nida UD 27
. GipSa Spaktele Nida Start kg 09 09
4. Stipringjuma elements Nida EL Gipsa &paktele Nida Finisz kg 01 01
5. Dibelis Nida Gatava $pakte|masa Nida Hydromix? kg 10 1,0
6. Pasurbjosas skraves Nida 3,5 x 25 mm [ Mineralvate” m 1.0 1.0 1.0 1.0
| |
7. Pasurbjosas skruves Nida 3,5 x 35 mm 2& | | 2 |zmantojot gipsa Skiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa pakteli.
: ¥ Pielietojums atbilstosi prasibam.
8. Pasurbjosas skruoves Nida 3,5 x 55 mm 7 - ¥ Patérina standartos nav nemti véra materialie zaudéjumi.
- I} NS R 3
9. lIzolacijas materials mineralvate (péc izvéles) f ' - ' ;
. | o | |
10. Suve starp gipskartona plaksném | | |
tiek veidota no Nida gip3a masas ar Nida Suvju ! ! !
[imlenti =n ! ! !
11, Blivejosa akustiskas izolacijas lente Nida | | |
| | |
12. Pasurbjosas skroves Nida 3,5 x 9,5/11 mm | | |
- T T T T T T T - | | |
| | |
/‘/ max 600 mm ‘/ max 600 mm j/
| |

7
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SAUSAS BUVES SISTEMAS
ENKUROTI SIENU SEGUMI

unsizturibas Bl bovee Sokuments ENKUROTU SIENU SEGUMU SISTEMAS AR NESOSO KONSTRUKCIJU
nida Apmetums 05.9 : s eiﬂéiiums; @fvarsmz; @ﬁgt:u“:;” NIDA CD60

ERgEIQO 11dB 43,0-64,0 kg ETA 15/0301

bez
R

EI120 ierobezojumiem

TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:
SISTEMAS:

DoP/Fixed Lining System /0015/15.11.2016

CD/EL'SO, CD/EL'GO Neso3a konstrukcija » - Skanas Boves -
Sistémas nosaukums savienotaju profilu qums Im? Ipasa
Nida Apmetums " atstatums atstatums Sl;tae
............ ___d___ Nida Biezums Apszelursnkeijgrms [mm] [mm] [mm] [mm] ARE’(‘;EE?BX [ka] [min.]
standartu
CD/EL-50/Uguns+ Uguns Plusss 4x12,5 DF 1250 600 pécizvéles bezierobezojumiem n 43,0 (R)EISO
CD/EL-50/UdensUguns+ Udens Uguns Plusss — 4x12,5 DFH2 1250 600 pécizvéles bezierobezojumiem " 43,0 (R)EI90
CD/EL-50/Cieta Cieta 4x12,5 DEFHIIR 1250 600 péc izvéles bez ierobezojumiem n 54,0 (R)EISO °
’ CD/EL-50/Hydro Hydro 4x12,5 GMFH1I 1250 600 pécizvéles bez ierobezojumiem 1 46,0 (RIEI90 )
: ¥ aE CD/EL-60/Uguns+ Uguns Plusss 4x15,0 DF 1250 600 pécizvéles bezierobezojumiem n 57,0 (R)EN20
' e CD/EL-60/Cieta Cietd 4x15,0 DEFHIIR 1250 600 péc izvéles bez ierobezojumiem N 64,0 (R)EN20 °
= - CD/EL-60/Hydro Hydro 4x15,0 GMFH1I 1250 600 péc izvéles bez ierobezojumiem " 57,0 (R)EN20 [ )
:-: [ ] L 9 " Eiropas tehniskais novértéjums ETA 15/0301.
: | i n—e Sistémas tips Nida Apmetums
o co/ cor
% n Materiala nosaukums Mérv. CBQEJIF]SSP / Ué:eDn/EllJ_gz%/er ECLi-eSth/ CDA%FEO/ CB{E}]SP / CD(/;%? o ElLygrcc))/
HE©
| E ' Materiala patérins uz 1 m?
| i Plaksne Nida Uguns Plusss 12,5 mm m? 4,0 -
'I ° Plaksne Nida Udens Uguns Plusss 12,5 mm m? - 4,0 -
| : Plaksne Nida Cietd 12,5 mm m? 40
II Plaksne Nida Hydro 12,5 mm m? 4,0
| / Plaksne Nida Uguns Plusss 15,0 mm m? 4,0
| | Plaksne Nida Cieta 15,0 mm m? 4,0
' i Plaksne Nida Hydro 15,0 mm m? - . . . . . 40
= I| Profils Nida CD60 tek.m 18 18 18 18 18 18 18
i ‘ 1= Profils Nida UD27 tek.m 07 07 07 07 07 07 07
Stiprinajuma elements Nida EL60 gab. 15 15 15 15 15 15 15
Dibelis Nida gab. 24 24 24 24 24 24 24
m Pasurbjosas skroves Nida 3,5x9,5/11 mm gab. 6,0 6,0 6,0 6,0 6,0 6,0 6,0
Pasurbjosas skroves Nida 3,525 mm gab. 4,0 4,0 4,0
""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" Pasurbjosas skroves Nida 3,5x35 mm gab. 4,0 4,0
MATERIALI: Pasurbjosas skrives Nida 3,5x45 mm gab. - - - - 40
Pasurbjosas skroves Nida 3,5x55 mm gab. 4,0 4,0 - - 4,0
1. Gipskartona plaksnes Nida : a @ £ Pa3urbjo33s skrdves Nida 4.2x70 mm gab. 120 120 : : 120
2. Profils Nida CD 60 Pasurbjosas skraves Nida Cieta 35 (3,9x35 mm) gab. 8,0 4,0
3. Profils Nida UD 27 Pasurbjosas skrives Nida Cieta 45 (3,9x45 mm) gab. - 4,0
4. Stiprinajuma elements Nida EL I Pasurbjosas skraves Nida Cieta 55 (3,9x55 mm) gab. - - 4,0 - - 4,0
Padurbjosas skraves Nida Cieta 70 (4,2x70 mm) gab. 12,0 - - 12,0
> Dibelis Nida Pasurbjosas skrives Nida Hydro C4 35x25 mm gab. 40 - - 40
6. Pasurbjosas skroves Nida 3,5 x 25 mm L ! Pasurbjosas skraves Nida Hydro C4 3 5x41 mm gab. 40 - - 40
7. Pa3urbjosas skraves Nida 3,5 x 35 mm : | | Pasurbjosas skroves Nida Hydro C4 3,5x55 mm gab. 4,0 - - 4,0
8. Pasurbjosas skroves Nida 3,5 x 55 mm EM T B! - ‘ Pasurbjosas skraves Nida Hydro C4 4,2x70 mm gab. 12,0 - - 120
BIEL N . b | Limlente Suvém Nida tek.m 14 14 14 14 14 14 14
9 Posurbjosss siroves Nide 4.2 x 70 mm = | ‘ | Akustiskas izolacijas imlente Nida tekm 05 05 05 05 05 05 05
10. Izolacijas materials mineralvate (péc izvéles) | | | Gipsa 3paktele Nida Start kg 12 12 R R 12
11. Suve starp gipskartona plaksném tiek veidota no Nida : : : Gipsa Spaktele Nida Finisz kg 01 01 - - 01 -
gipsa masas ar Nida Suvju limlenti 1 1 1 Gatava spaktelmasa Nida Hydromix? kg 13 13 - 13 13
12. Blivéjosa akustiskas izolacijas lente Nida | | | Mineralvate” m 10 10 10 10 10 10 10
13. Pasurbjosas skroves Nida 3,5 x 9,5/11 mm - : : : 2 1zmantojot gip3a 3kiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a spakteli.
| | | % Pielietojums atbilstosi prasibam.
‘/ max 600 mm ‘/ max 600 mm ‘/ Patérina standartos nav nemti véra materialie zaudéjumi.
| | |

 piRmiETIRGO LOdzu, atrodiet musu
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

U izturib Skanas Maksimalais BO Saistitad
nlda Apmetu ' ' klgunslztur| 3s absorbcijas buves uves1 5 dokumenta
cRIH koeficients: augstums: SIS UNFS numMuUrs:

neattiecas 0,70 dB bez 12,0 kg ETA 15/0301
ierobezojumiem

Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Fixed Lining System /0016/15.11.2016

CD/EL-12,5/SONIC (NO)

o]

WWw 00zl "SHew

MATERIALI:

-

GipSkartona plaksne Nida Sonic 12,5 mm e
Profils Nida CD 60
Profils Nida UD 27
. Stiprindjuma elements Nida EL 60/75 ‘
Dibelis Nida
Pasurbjosas skruves Nida 3,5 x 25 mm |

Pasurbjosas skraves Nida 3,5 x 9,5/11 mm

Izolacijas materials mineralvate ar 40 mm biezumu |

© ® N W s WD

1
Suve starp gipskartona plaksném tiek veidota no Nida f
gip3a masas ar Nida Suvju limlenti

10. Blivejosa akustiskas izolacijas lente Nida

v/ max 300 mm
|

@ wWww.siniat.Iv

ENKUROTU SIENU SEGUMU SISTEMA AR NESOS0 KONSTRUKCIJU
NIDA CD60 (NIDA SONIC ,NO")

TEHNISKIE PARAMETRI

Neso3a konstrukcija Skanas
absorb- Blies
el iaie « Izolacijas Maksimalais cijas Ugunsizturibas
Gipsa plaksnu apsuvums Nida EL60  Nida CD60 materials augstums koefi- 51‘/;25 klase
Sistemas nosaukums savienotaju profilu cients
Nida Apmetums " atstatums  atstatums &
B Apziméjums
Nida [mm] sask. ar [mm] [mm] Mineralvate  [mm] [mm] a, [kl [min.]
standartu
CD/EL-12,5/SonicR6n0 Sonic R6n0 125 A 1250 300 stikla 40  bezierobezojumiem 0,45 12,0
CD/EL-12,5/SonicR8n0 Sonic R8n0 125 A 1250 300 stikla 40  bezierobezojumiem 0,65 12,0
CD/EL-12,5/SonicR10n0 Sonic R10n0 125 A 1250 300 stikla 40  bezierobezojumiem 0,65 12,0
CD/EL-12,5/SonicR12n0 Sonic R12n0 125 A 1250 300 stikla 40  bezierobezojumiem 0,70 12,0
CD/EL-12,5/SonicR15n0 Sonic R15n0 125 A 1250 300 stikla 40  bezierobezojumiem 0,70 120
CD/EL-12,5/SonicRN8/15/20n0  Sonic RN8/15/20n0 125 A 1250 300 stikla 40  bezierobezojumiem 0,45 12,0
CD/EL-12,5/SonicR8/12n0 Sonic R8/12n0 125 A 1250 300 stikla 40  bezierobezojumiem 0,60 12,0
CD/EL-12,5/SonicR12/20n0 Sonic R12/20n0 125 A 1250 300 stikla 40  bezierobezojumiem 0,70 12,0
CD/EL-12,5/S0onicRN12/20/35n0  Sonic RN12/20/35n0 125 A 1250 300 stikla - bezierobezojumiem 0,40 12,0
CD/EL-12,5/SonicC8n0 Sonic C8n0 125 A 1250 300 stikla - bezierobezojumiem 0,60 12,0
CD/EL-12,5/SonicC12n0 Sonic C12n0 125 A 1250 300 stikla - bez ierobezojumiem 0,55 120

" Eiropas tehniskais novértéjums ETA 15/0301.
2 Parbaudes zinojums ITB LA-11873/2005.

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

Sistémas tips Nida Apmetums

o
Materiala nosaukums Mérv, Qé Q é Q g g ¥ g & oA Q % Q g Q ‘é% Qé Q 3
83 83 83 83 88 88" 835 8 873 83 83

Materiala patérins uz 1 m?

Plaksne Nida Sonic R6n0 m?2 1,0 - - -

Plaksne Nida Sonic R8n0 m? - 1,0

Plaksne Nida Sonic R10n0 m? - - 10

Plaksne Nida Sonic R12n0 m? - - - 10

Plaksne Nida Sonic R15n0 m? - - ) - 1.0 -

Plaksne Nida Sonic RN8/15/20n0 m? - - - - - 10 -

Plaksne Nida Sonic R8/12n0 m? - - - - - - 1,0 -

Plaksne Nida Sonic R12/20n0 m? - - - - - - - 10 -

Plaksne Nida Sonic RN12/20/35n0 m?2 - - ) - B - - ) 10 B

Plaksne Nida Sonic C8n0 m? - - - - - - - - - 1,0 -

Plaksne Nida Sonic C12n0 m? - - - - - - - - - - 1,0

Profils Nida CD60 tek.m 3,6 36 36 36 36 36 36 3,6 36 36 36

Profils Nida UD27 tek.m 07 07 07 07 07 07 07 07 07 07 07

Stiprinajuma elements Nida EL60 gab. 15 15 15 15 15 15 15 15 15 15 15

Dibelis Nida gab. 2.4 24 24 2.4 24 2.4 24 2,4 24 24 2.4

Pasurbjosas skrives Nida 3,5x9,5/11 mm gab. 6,0 6,0 6,0 6,0 6,0 6,0 6.0 6,0 6,0 6.0 6,0

Pasurbjosas skroves Nida 3,5x25 mm gab. 12,0 12,0 12,0 120 12,0 120 12,0 12,0 120 12,0 120

Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14 14

Akustiskas izolacijas limlente Nida tek.m 05 05 05 05 05 05 05 05 0,5 05 05

Gip3a Spaktele Nida Start kg 03 03 03 03 03 03 03 03 03 03 03

Gip3a $paktele Nida Finisz kg 01 01 01 01 01 01 01 01 01 01 01

Mineralvate® m? 1,0 1,0 1,0 1,0 1,0 1,0 1,0 1,0 1,0 1,0 1,0

% Pielietojums atbilstosi prasibam.
Svara netiek nemts véra izolacijas materiala svars.
Patérina standartos nav nemti vera materialie zaudéjumi.

k PIRMIE TIRGU =i . . - . .
SAUSAS BUVES SISTEMAS N Atkl_aJ_‘Et Nida S(_)n‘(_: DJaIfS__r‘eS ‘es‘pieJaS
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@ SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

st @ ST N il g ot ENKUROTU SIENU SEGUMU SISTEMA AR NESO$0 KONSTRUKCIJU
nldaApmetUmS 0 k'gase @kgeficbierits: e:ugstums: @S"ar“mz’ @?\u:fnurs: NIDA CD60 (NlDA SONIC ,,N1'N8")

0,70 dB ETA 15/0301

neattiecas bez

ierobezojumiem

TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:
SISTEMAS:

DoP/Fixed Lining System /0016/15.11.2016
CD/EL-12,5/SONIC (N1-N8)

12,0 kg

Neso3a konstrukcija Skanas
- S bsorbci-  Bives [
. R . Izolacijas Maksimalais 25 Ugunsizturibas
— Giros ki EpRUsE Nida EL60  Nida CD60 materials augstums kéaesﬁ_ 51\/;]25 klase
Sistémas nosaukums savienotaju profily cients 2
I = — _ Nida Apmetums ? atstatums  atstatums
et \ E=E Bl Apziméjums
Nida [mm] sask. ar [mm] [mm] Mineralvate  [mm] [mm] a, [ka] [min.]
standartu
CD/EL-12,5/SonicR15n1 Sonic R15n1 125 A 1250 300 stikla 80  bezierobezojumiem 0,60 12,0
F CD/EL-12,5/SonicR12n2 Sonic R12n2 125 A 1250 300 stikla 80  bezierobezojumiem 0,60 12,0
CD/EL-12,5/S0nicR15n8 Sonic R15n8 125 A 1250 300 stikla 80  bezierobezojumiem 0,50 12,0
’ CD/EL-12,5/SonicC10n8 Sonic C10n8 125 A 1250 300 stikla 80  bezierobezojumiem 0,70 12,0
CD/EL-12,5/SonicL.5x80n8 Sonic L5x80n8 125 A 1250 300 stikla 80  bezierobezojumiem 0,55 12,0

" Eiropas tehniskais novértéjums ETA 15/0301.
2 Parbaudes zinojums ITB LA-1187a/2005.

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

o]

3 Sistémas tips Nida Apmetums
5
3 - 5 CD/EL-12,5/ CD/EL-12,5/ CD/EL-12,5/ CD/EL-125/ CD/EL-125/
§ Ml MosDu e el SonicR15n1 SonicR12n2 SonicR15n8 SonicC10n8 SonicL5x80n8
-
13

[ i = Materiala patérins uz 1 m?
| Plaksne Nida Sonic R15n1 m? 1,0 -
'! Plaksne Nida Sonic R12n2 m? : 10 :
[ Plaksne Nida Sonic R15n8 m? - - 1.0
', Plaksne Nida Sonic C10n8 m 10
| Plaksne Nida Sonic L5x80n8 m? - - - 10
! Profils Nida CD60 tek.m 18 18 18 18 18
I Profils Nida UD27 tek.m 07 07 07 07 07
: Stiprinajuma elements Nida EL60 gab. 15 15 15 15 15
Dibelis Nida gab. 24 24 24 24 24
Pasurbjosas skraves Nida 3,5x9,5/11 mm gab. 6,0 6,0 6,0 6,0 6,0
e Pasurbjosas skroves Nida 3,525 mm gab. 12,0 120 12,0 12,0 12,0
Limlente Suvém Nida tek.m 14 14 14 14 14
"""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" Akustiskas izolacijas limlente Nida tek.m 05 05 05 05 0,5
MATERIALI: Gipsa Spaktele Nida Start kg 03 03 03 03 03
Gipsa Spaktele Nida Finisz kg 01 01 01 01 01
1. Gipskartona plaksne Nida Sonic 12,5 mm e Mineralvate? m? 1.0 1.0 1.0 10 10
2. Profils Nida CD 60 % Pielietojums atbilstosi prasibam.
3. Profils Nida UD 27 Patéring stangartos naw nemti vers meteriale saudejumi
4. Stiprindjuma elements Nida EL 60/75 ‘
5. Dibelis Nida ||
6. Pasurbjo3as skroves Nida 3,5 x 25 mm : ‘W‘mf‘
7. Pasurbjosas skroves Nida 3,5 x 9,5/11 mm '#"M o
| 8P 8
8. Izolacijas materials mineralvate ar 80 mm biezumu ; _AEE
9. Suve starp gipskartona plaksném tiek veidota no Nida f ‘

gip3a masas ar Nida Suvju limlenti

10. Blivejosa akustiskas izolacijas lente Nida

T
|
|
|
|
|
|
|
|
|
|
|
|
|

v/ max 300 mm ‘/
| |

MARKETA ZIME C € — apmekléjiet www.siniat.lv un lejupieladéjiet brosuras!
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@ SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

oy Morsinlas gy saisits ENKUROTU SIENU SEGUMU SISTEMA AR NESO50 KONSTRUKCIJU
nldaApmetums 0 isse @pielaugjumsz e:ugstumsz @S"ar“mz‘ @f\utnur& NIDA CD60 (N|DA RTG)
11dB

neattiecas bez

ierobezojumiem

) Ekspluatacijas 1pasibu deklaracija:
SISTEMAS: DoP/Fixed Lining System /0017/15.11.2016
CD/ES-13/RTG; CD/ES-13,5/RTG; CD/ES-14/RTG;
CD/ES-14,5/RTG; CD/ES-15/RTG; CD/ES-15,5/RTG

18,0-46,0 kg ETA 15/0301

Neso3$a konstrukcija

e rapx « Izolacijas Maksimalais SIEEE Blves svars  Ugunsizturibas
_— nosaukums savienotaju profily siste-
S Nida Apmetums ! atstatums  atstatums ma
Nida Bi[?Tz]umr]ns Apgmfgm;ﬁa“ [mm] [mm] [mm] [mm] ARE’; Brr]\ax [ka] [min]

‘ = CD/ES-13/RTG RTG  125+05 DF 1250 600 pécizvéles  bez ierobezojumiem " 18,0 )

CD/ES-13,5/RTG RTG  125+10 DF 1250 600 pécizvéles  bezierobezojumiem " 23,0 [

CD/ES-14/RTG RTG  125+15 DF 1250 600 pécizvéles  bez ierobezojumiem il 290 [}
’ CD/ES-14,5/RTG RTG 125420 DF 1250 600 pécizvéles  bez ierobezojumiem n 35,0 °
CD/ES-15/RTG RTG  125+25 DF 1250 600 pécizvéles  bezierobezojumiem " 41,0 )

CD/ES-15,5/RTG RTG  125+30 DF 1250 600 pécizvéles  bezierobezojumiem " 46,0 [

" Eiropas tehniskais novértéjums ETA 15/0301.

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

'
]
|
]
'

Sistémas tips Nida Apmetums

memmmccmmmme=ed

- 3
| :,.’,‘ Materigla nosaukums Mérv., CD/ES-13/RTG CD/ES-13,5/RTG CD/ES-14/RTG CD/ES-14,5/RTG CD/ES-15/RTG CD/ES-155/RTG
| —_
. =3
o
I| i Materila patérins uz 1 m?
[ i 3 Plaksne Nida RTG 12,5 mm + 0,5 mm m? 10 . -
| Plaksne Nida RTG 12,5 mm +1,0 mm m? - 1,0
'I ! {f Plaksne Nida RTG 12,5 mm + 1,5 mm m 10
| Plaksne Nida RTG 12,5 mm +2,0 mm m?2 1.0
| Plaksne Nida RTG 12,5 mm + 2,5 mm m? 1.0
I, Plaksne Nida RTG 12,5 mm + 3,0 mm m? - - 10
| Profils Nida CD60 tek.m 18 18 1.8 18 18 18
!\\__ Profils Nida UD27 tek.m 0,7 07 0,7 07 07 07
| ! Stiprinajuma elements Nida ES60/EL60 gab. 15 15 15 15 15 15
~ . Dibelis Nida gab. 24 24 24 24 24 24
= n‘:* Pasurbjosas skrives Nida 3,5x9,5/11 mm gab. 6,0 6,0 6,0 6.0 6,0 6.0
573 e Pasurbjosas skroves Nida 3,5x35 mm gab. 12,0 12,0 12,0 12,0 12,0 12,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14
Akustiskas izolacijas limlente Nida tek.m 05 05 05 0,5 05 0,5
------------- Lente ar svinu Nida RTG (pasliméjosa) ? tek.m -3 -3 -3 -3 -3 -3
MATERIALL: Gipsa Spaktele Nida Start kg 03 03 03 03 03 03
o R . . . O Gipsa Spaktele Nida Finisz kg 01 01 01 01 01 01
1. Gipskartona plaksne ar svina parklajumu Nida RTG Mineralvate® S 0 10 0 0 0 0
ineralvate m X , , , , ,
2. Profils Nida CD 60
2Svina lentes biezuma izvéle atkariba no plaksnes pielietojuma.
3. Profils Nida UD 27 ? Patérins atkariba no pieprasijuma un apdares veida.
¥ Pielietojums atbilstosi prasibam.
4. Stiprindjuma elements Nida ES 60/75 Svard netiek nemts véra izolacijas materiala svars.
Paterina standartos nav nemti vera materialie zaudejumi.
5. Dibelis Nida
6. Pasurbjosas skruves Nida 3,5 x 25 mm
7. Pasurbjosas skroves Nida 3,5 x 9,5/11 mm ] ¥
8. lIzolacijas materials mineralvate (péc izvéles) : :
- | | |
9. Suve starp gipskartona plaksném tiek veidota no Nida - | | |
gipsa masas ar Nida Suvju limlenti : : :
10. Blivéjosa akustiskas izolacijas lente Nida : : :
11. Pasliméjosa lente ar svinu : : :
| | |
| | |
- | | |
| | |
| | |

312,5mm 312,5 mm

@ wWww.siniat.Iv ﬂ :TUNS“AESTIB':](;UESSISTEMAS Atklajiet Nida RTG plaksnes iespéjas

MARKETA ZIME C € — apmekléjiet www.siniat.lv un lejupieladéjiet brosuras!



SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

A Skanas WELSINELELS _ SEIN &)
nlda Apmetu ' ' tJIgunslztur|bas izolacijas buves Buves1 5 dokumenta
2sE pieaugums: augstums: SIS UNFS numurs:

ER3EI15 11dB bez 10,0-15,0 kg ETA 15/0301
R)EI30 ierobezojumiem

) Ekspluatacijas 1pasibu deklaracija:
SISTEMAS: DoP/Fixed Lining System /0014/15.11.2016

PK48-12,5; PK48-18

[ |

WW 006 ‘SHew

[

u}

MATERIALI:

-

GipSkartona plaksnes Nida
Cepures profils Nida PK48
Dibelis Nida

Pasurbjosas skruves Nida 3,5 x 25 mm

UIIFSENVINN

Suve starp gipskartona plaksném tiek veidota no Nida
gip3a masas ar Nida suvju limlenti

max 600 mm

max 600 mm

@ wWww.siniat.Iv

ENKUROTU SIENU SEGUMU SISTEMAS AR NESOSO KONSTRUKCIJU
NIDA PK48

TEHNISKIE PARAMETRI

Nesosa konstrukcija Skanas

Gipéa pléképu apsuvums Enkuro%anas  Nida PK48 lrfmgltée(;:{aalz N«‘B?.J‘g;rtrl].larLaSlS izgilgglij?s Bs;:\jr\?/]gss Ugunljiazstlejﬁbas T0aga
Sistémas nosaukums elementa profilu e s[iJsté-
Nida Apmetums ? atstatums  atstatums o
Nida B'[enZ““n”]“ Ajtszaalglée;?trrz ; [mm) [mm) [mm] [mm) AR[V;E?f ¥ [k [min.)
PK48-12,5/Expert Expert 125 A 1000 600 pécizvéles bez ierobezojumiem n 10,0
PK48-12,5/Udens? Udens 125 H2 1000 600 pécizvéles bezierobezojumiem 1 10,0
PK48-12,5/Uguns+ Uguns Plusss 125 DF 1000 600 péc izvéles bez ierobezojumiem il 12,0 (R)ENS
PK48-12,5/UdensUguns+  Udens Uguns Plusss 125 DFH2 1000 600 pécizvéles bez ierobezojumiem 1 12,0 (R)ENS
PK48-12,5/Cietd Cieta 125 DEFHIIR 1000 600 pécizvéles bezierobezojumiem n 14,0 (R)EIS [ )
PK48-12,5/Hydro Hydro 125 GMFH1I 1000 600 pécizvéles bezierobezojumiem n 120 (R)ENS [ ]
PK48-18/Uguns+ Uguns Plusss 18,0 DF 1000 600 péc izvéles bez ierobezojumiem il 15,0 (R)EI30

" Eiropas tehniskais novértéjums ETA 15/0301.
2 Telpas ar relativo gaisa mitrumu Iidz 85 % stUra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldam un vertikaldm virsmam
vannas, dusas utt. zonas).

MATERIALU PATERINS UZ 1M SIENU SEGUMU NIDA APMETUMS SISTEMA

Sistémas tips Nida Apmetums

T G S v o A S
Materiala patérind uz 1 m?

Plaksne Nida Expert 12,5 mm m? 1,0

Plaksne Nida Udens 12,5 mm m? - 1,0

Plaksne Nida Uguns Plusss 12,5 mm m? - - 1.0

Plaksne Nida Udens Uguns Plusss 12,5 mm m? - - - 1,0

Plaksne Nida Cietad 12,5 mm m? - - - - 1,0

Plaksne Nida Hydro 12,5 mm m? - - - - - 1.0

Plaksne Nida Uguns Plusss 18,0 mm m? - - - - - - 1.0

Profils Nida PK48 tek.m 1.8 18 18 18 18 18 18

Dibelis Nida gab. 38 38 38 38 38 38 38

Pasurbjosas skroves Nida 3,5x25 mm gab. 12,0 120 120 120

Pasurbjosas skroves Nida 3,5x35 mm gab. - - - - - - 12,0

Pa3urbjosas skrives Nida Cietd 35 (3,9x35 mm) gab. - - - - 12,0

Pasurbjo3as skraves Nida Hydro C4 3,5x25 mm gab. - - - - - 12,0

Limlente Suvém Nida tek.m 14 14 14 14 14 14 14

Gip3a Spaktele Nida Start kg 03 03 03 03 - - 03

Gip3a Spaktele Nida Finisz kg 0,1 01 0,1 01 - - 0,1

(Gatava 3pakte|masa Nida Hydromix ? kg - - - - 04 04

? Izmantojot gip3a skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa 3pakteli.
Patérina standartos nav nemti vera materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
ENKUROTI SIENU SEGUMI

nida Apmetums @)z e @M @y, (@i ENKUROTU SIENU SEGUMU SISTEMAS AR NESO30 KONSTRUKCIJU

e pieaugums: augstums: S Uit numurs: NIDA PK48
ERgEBO 11dB 18,0-33,0 kg ETA 15/0301

R
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

bez
EI60 ierobezojumiem

SISTEMAS: DoP/Fixed Lining System /0014/15.11.2016

PK48-25; PK48-30

Neso3a konstrukcija
Skanas Baves

" Eiropas tehniskais novértéjums ETA 15/0301.
2 Telpas ar relativo gaisa mitrumu lidz 85 % stdra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ip3a skiedru plaksnes (horizontalam un vertikalam virsmam
vannas, dusas utt. zonas).

S 8 Izolacijas Maksimalais P Ugunsizturibas
Gip3a plaksnu apduvums i izolacijas svars
- 21pSa plaksnu ap Enkuroganas  Nida Pkag — materials augstums pieaugLJJms 1me klase Tpasa
) S|s;emas nosaukuTs elementa profilu Sis-
Nida Apmetums atstatums  atstatums tema
" Apziméjums
’ Biezums ARw max ;
Nida sask. ar [mm] [mm] [mm] [mm] [ka] [min.]
(mm] standartu (d8)
PK48-25/Expert Expert 2x12,5 A 1000 600 pécizvéles bezierobezojumiem " 18,0
PK48-25/Udens? Udens 2x12,5 H2 1000 600 péc izvéles bezierobezojumiem " 19.0
PK48-25/Uguns+ Uguns Plusss 2x12,5 DF 1000 600 pécizvéles bezierobezojumiem n 22,0 (R)EI30
H PK48-25/UdensUguns+  Udens Uguns Plusss — 2x12,5 DFH2 1000 600 pécizvéles bezierobezojumiem " 22,0 (R)EI30
i PK48-25/Cieta Cietd 2x12,5 DEFHTIR 1000 600 pécizvéles bezierobezojumiem n 27,0 (R)EI30 )
PK48-25/Hydro Hydro 2x12,5 GMFH1I 1000 600 péc izvéles bezierobezojumiem " 23,0 (R)EI30 [
PK48-30/Uguns+ Uguns Plusss 2x15,0 DF 1000 600 pécizvéles bezierobezojumiem " 29.0 (R)EIBO
a PK48-30/Cietd Cieta 2x15,0 DEFHIIR 1000 600 pécizvéles bezierobezojumiem " 330 (R)EIBO [
E\"D PK48-30/Hydro Hydro 2x15,0 GMFH1I 1000 600 péc izvéles bezierobezojumiem " 29.0 (R)EIBO [
iz
HE!
HE]

[

Sistémas tips Nida Apmetums
OOl -l o Ml il Gl i
Materiala patérin uz 1 m?
Plaksne Nida Expert 12,5 mm m? 2,0 -
Plaksne Nida Udens 12,5 mm m2 - 2,0
Plaksne Nida Uguns Plusss 12,5 mm m? - - 20
Plaksne Nida Udens Uguns Plusss 12,5 mm m? - - - 2.0
Plaksne Nida Cieta 12,5 mm m? - - - - 2,0
Plaksne Nida Hydro 12,5 mm m? - - - - - 2,0
Plaksne Nida Uguns Plusss 15,0 mm m? - - - - - - 20
Plaksne Nida Cieta 15,0 mm m? - - - - - - - 2.0
Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 2.0
MATER|AL|: Profils Nida PK48 tek.m 1,8 1,8 W,8 W,8 1,8 1,8 1,8 1,8 W,8
Dibelis Nida gab. 38 38 38 38 38 38 38 38 38
1. Gipskartona plaksnes Nida 4 Pasurbjosas skrives Nida 3,525 mm gab. 4,0 4,0 4,0 4,0 - - 4,0
2. Cepures profils Nida PK48 Pasurbjosas skraves Nida 3,5x35 mm gab. 12,0 12,0 12,0 12,0
3. Dibelis Nida Pasurbjosas skraves Nida 3,5x45 mm gab. - - - - - - 12,0
Pasurbjosas skraves Nida Cieta 35 (3,9x35 mm) gab. - - - - 16,0 - - 4,0
4. Pasurbjosas skruves Nida 3.5 x 25 mm Pa3urbjo3as skrdves Nida Cietd 45 (3,9x45 mm) gab. . . . . . : : 120
5. Pasurbjosas skruves Nida 3,5 x 35 mm Pasurbjosas skrives Nida Hydro C4 3,5x25 mm gab. - - - - - 4,0 - - 40
6. Suve starp gipskartona plaksném tiek veidota no Nida Pasurbjosas skraves Nida Hydro C4 3,5x41 mm 9ab. - - - - - 12,0 - - 12,0
gipsa masas ar Nida Suvju limlenti Limlente duvém Nida tek.m 14 14 14 14 14 14 14 14 14
A4 § 44 Gipsa Spaktele Nida Start kg 06 06 06 06 - - 06
| | Gipsa Spaktele Nida Finisz kg 01 01 01 01 - - 01
f | E Gatava Spakte|masa Nida Hydromix? kg - - - - 0,7 07 - 07 07
n

? Izmantojot gip3a skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa 3pakteli.
Paterina standartos nav nemti vera materialie zaudéejumi.

max 600 mm max 600 mm
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

nldaApmetums 0z%l;r;s:izturibaswEZEEE;?S;S: egléa\é%?::lals @SB\?avris1m2; @EEE‘%‘E}nta E'l\lDKALJI;R)SIg SIENU SEGU’V\U SlSTE’V\AS AR NESOSO KONSTRUKCIJU

11dB 32,0-41,0 kg ETA 15/0301

TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

(R)EIEO bez

ierobezojumiem

SISTEMAS: DoP/Fixed Lining System /0014/15.11.2016
Nesosa konstrukcija
PK48-37,5 Izolacijas Maksimalais iz%ﬁggﬁzs BOves 0 nsizturibas
- Gipsa plaksnu apsuvums Enkurotanas  Nida Pkag  materials augstums pieau- 51\'%25 klase T
) Sistémas nosaukums elementa profilu gt siste-
Nida Apmetums ! atstatums  atstatums g
. Apzimejums
p Biezums ARw max "
Nida sask. ar [mm] [mm] [mm] [mm] [ka] [min.]
(mm] standartu (8]
PK48-37,5/Uguns+ Uguns Plusss 3x12,5 DF 1000 600 pécizvéles bezierobezojumiem n 32,0 (R)EIBO
PK48-37,5/UdensUguns+  Udens Uguns Plusss — 3x12,5 DFH2 1000 600 pécizvéles bezierobezojumiem n 32,0 (R)EI6O
PK48-37,5/Cieta Cietd 3x12,5 DEFHTIR 1000 600 pécizvéles bezierobezojumiem 1 41,0 (R)EI6O )
PK48-37,5/Hydro Hydro 3x12,5 GMFHT1I 1000 600 pécizvéles bezierobezojumiem il 35,0 (R)EI6O [ )

1

) Eiropas tehniskais novertéjums ETA 15/0301.

o
|
|
i
i
i
|
h
i
i
i
|
i

3
[+
'\i MATERIALU PATERINé UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA
o
g Sistémas tips Nida Apmetums
Materiala nosaukums Merv.  PK48-37.5MUguns+ Ugsﬁfuéﬁé N PK4B-37,5/Ciet PK48-37,5/Hydro
i Materiala patérind uz 1 m?
Plaksne Nida Uguns Plusss 12,5 mm m? 30
Plaksne Nida Udens Uguns Plusss 12,5 mm m? - 30
Plaksne Nida Cietad 12,5 mm m? - - 3,0 -
Plaksne Nida Hydro 12,5 mm m? - - - 30
Profils Nida PK48 tek.m 18 18 18 18
Dibelis Nida gab. 38 38 38 38
Pasurbjosas skrives Nida 3,525 mm gab. 4,0 4,0
Pasurbjosas skroves Nida 3,5x35 mm gab. 4,0 4,0
Pasurbjosas skroves Nida 3,5x55 mm gab. 12,0 12,0 -
Pasurbjosas skraves Nida Cieta 35 (3,9x35 mm) gab. - - 8,0
Padurbjosas skrives Nida Cietd 55 (3,9x55 mm) gab. - - 12,0 -
Pasurbjosas skrives Nida Hydro C4 3,5x25 mm gab. - - - 4,0
Pasurbjo3as skraves Nida Hydro C4 3,5x41 mm gab. - - - 4,0
Pasurbjosas skruves Nida Hydro C4 3,5x55 mm gab. - - - 12,0
MATERIALI: Limlente Suvem Nida tek.m 14 14 14 14
Gipsa Spaktele Nida Start kg 09 09
1. Gipskartona plaksnes Nida Gipa 3paktele Nida Finisz kg 01 0.1
Cepures profils Nida PK48 Gatava $pakte|masa Nida Hydromix? kg - - 1.0 1.0

Dibelis Nida 2 |zmantojot gipsa Skiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a spakteli.

Patérina standartos nav nemti vera materialie zaudéjumi.
Pasurbjosas skruves Nida 3,5 x 25 mm

Pasurbjosas skruves Nida 3,5 x 35 mm

Pasurbjosas skruves Nida 3,5 x 55 mm

N ouwos WeDN

Suve starp gipskartona plaksném tiek veidota no Nida
gipsa masas ar Nida suvju limlenti

max 600 mm

max 600 mm
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SAUSAS BUVES SISTEMAS
ENKUROTI SIENU SEGUMI

unsizturibas Skanas Maksimalais aves Soere ENKUROTU SIENU SEGUMU SISTEMAS AR NESOSO KONSTRUKCIJU
nida Apmetums @iz Qi @ @ @z ey b

ERgEIQO 11dB bez 42,0-64,0 kg ETA 15/0301

R)EI120 ierobezojumiem
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Fixed Lining System /0014/15.11.2016
Neso3a konstrukcija
PK48-50; PK48-60 ’ o skems e
Gipsa plaksnu apsuvums Izolacijas Maksimalais izolacijas SETS Ugunsizturibas
- v . Enkuroganas  Nida PK48 materials augstums pieau- 1me klase Tnasa
) Sistemas nosaukums elementa profilu s siste-
Nida Apmetums ? atstatums  atstatums ma
e q Apziméjums
—— p Biezums ARw max q
o Nida sask. ar [mm] [mm] [mm] [mm] [ka] [min.]
e i) standartu [d8]
B === = PK48-50/Uguns+ Uguns Plusss 4x12,5 DF 1000 600 pécizvéles bez ierobezojumiem " 42,0 (R)EI90
; PK48-50/UdensUguns+ Udens Uguns Plusss — 4x12,5 DFH2 1000 600 pécizvéles bez ierobezojumiem n 42,0 (R)EISO
PK48-50/Cieta Cieta 4x12,5 DEFH1IR 1000 600 pécizvéles bezierobezojumiem n 54,0 (R)EI90 [
* H PK48-50/Hydro Hydro 4x12.5 GMFH1I 1000 600 pécizvéles bez ierobezojumiem " 46,0 (R)EI9O )
PK48-60/Uguns+ Uguns Plusss 4x15,0 DF 1000 600 pécizvéles bez ierobezojumiem " 56,0 (R)EIT20 -
PK48-60/Cieta Cietd 4x15,0 DEFH1IR 1000 600 pécizvéles bez ierobezojumiem " 64,0 (R)EIT20 )
PK48-60/Hydro Hydro 4x15,0 GMFH1I 1000 600 pécizvéles bezierobezojumiem " 56,0 (R)EIT20 [
13
t: % " Eiropas tehniskais novertéjums ETA 15/0301.
18 '.
18 =
HE!
HE]

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

-

| b ° Sistémas tips Nida Apmetums
: il . . PK4B50/  PKAB-50/  PKABS0/  PKAB-SO/  PKAB-60/  PKAB-60/ | Kao-
| ik o Materiala nosaukums Merv. Uguns+ UdensUguns+ Cietd Hydro Uguns+ Cietd H%Sﬁo
| Materiala patérind uz 1 m?
Plaksne Nida Uguns Plusss 12,5 mm m? 4,0
® Plaksne Nida Udens Uguns Plusss 12,5 mm m? - 4,0
| Plaksne Nida Cieta 12,5 mm m? - - 4,0
Plaksne Nida Hydro 12,5 mm m? - - - 4,0
Plaksne Nida Uguns Plusss 15,0 mm m? - - - - 4,0
~ Plaksne Nida Ciets 15,0 mm m? - - - - - 40
\“\\_ < Plaksne Nida Hydro 15,0 mm m? - - - - - - 4,0
Profils Nida PK48 tek.m 1.8 1.8 1.8 1.8 1.8 18 1.8
e n e Dibelis Nida gab. 38 38 38 38 38 38 38
Padurbjosas skraves Nida 3,5x25 mm gab. 4,0 4,0 - - 4,0 - -
----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- Pasurbjosas skroves Nida 3,5x35 mm gab. 4,0 4,0
MATERIALI: Pasurbjosas skroves Nida 3,5x45 mm gab. - - - - 4,0
Pasurbjosas skrives Nida 3,5x55 mm gab. 4,0 4,0 - - 4,0
1. Gipskartona plaksnes Nida 4 0 Pasurbjosas skroves Nida 4,2x70 mm gab. 12,0 12,0 - - 12,0
2. Cepures profils Nida PK48 Padurbjosas skrives Nida Cieta 35 (3,9x35 mm) gab. - - 8,0 - - 4,0
3 Dibelis Nida Pasurbjosas skraves Nida Cieta 45 (3,9x45 mm) gab. - - - - - 4,0
Pa3urbjosas skrives Nida Cietd 55 (3,9x55 mm) gab. - - 4,0 - - 4,0
4. Pasurbjosas skroves Nida 3,5 x 25 mm Pasurbjosas skraves Nida Cietd 70 (42x70 mm) gab. . . 120 - . 120
5. Pasurbjosas skroves Nida 3,5 x 35 mm Padurbjosas skrives Nida Hydro C4 3,5x25 mm gab. - - - 4,0 - - 4,0
6. Pasurbjosas skroves Nida 3,5 x 55 mm Pasurbjosas skraves Nida Hydro C4 3,5x41 mm gab. - - - 4,0 - - 4,0
7. Pasurbjosas skroves Nida 3,5 x 70 mm Pasurbjosas skruves Nida Hydro C4 3,5x55 mm gab. - - - 4,0 - - 4,0
) I Pasurbjosas skraves Nida Hydro C4 4,2x70 mm gab. - - - 12,0 - - 12,0
8. Suve starp gipskartona plaksném tiek veidota no Nida a4 HHHE ] Limlente Suvem Nida tek.m 14 14 14 14 14 14 14
gip%a masas ar Nida Suvju limlenti i = i - -
I ! Gip3a Spaktele Nida Start kg 12 12 - - 12
Lo f é Gip3a Spaktele Nida Finisz kg 01 01 - - 01
+ n Gatava 3pakte|masa Nida Hydromix ? kg - - 13 13 - 13 13
REREN 2 |zmantojot gip3a skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa 3pakteli.

Paterina standartos nav nemti vera materialie zaudéejumi.

max 600 mm max 600 mm
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SAUSAS BUVES SISTEMAS
ENKUROTI SIENU SEGUMI @

e Maksimalois gy e ENKUROTU SIENU SEGUMU SISTEMAS AR NESOS0 KONSTRUKCIJU
nldaApmetUms 0 klase: Iacij eb @svarﬂmz: @gu:fnurs: NlDA C1 OO

pieaugums: augstums:
10000 mm 11,0-17,0 kg ETA 15/0301

ERgEHS 11 dB
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

R)EI30

SISTEMAS: DoP/Fixed Lining System /0018/15.11.2016
Neso3a konstrukcija
C100/L-12,5; C100/L-18 .. Skapas  Bves -
Cea s c Izolacijas  Maksimalais 2" Ugunsizturibas
Gip3a plaksnu apSuvums ) . oL izolacijas svars
5 B Térauda Nida C100  Materials  augstums pieaugums I’ klase Tpata
Sistemas nosaukums lenku profilu siste-
Nida Apmetums ” atstatums?  atstatums iy
"""" q Apziméjums
. Biezums ARw max ’
Nida sask. ar [mm] [mm] [mm] [mm] [ka] [min.]
[rnrad standartu (48]
C100/L-12 5/Expert Expert 125 A 2500 600 pec izvéles 10000 n 1.0
€100/L-12,5/Udens? Udens 125 H2 2500 600 pécizvéles 10000 n 12,0
C100/L-12,5/Uguns+ Uguns Plusss 125 DF 2500 600 péc izvéles 10000 n 13,0 (RENS
€100/L-12,5/UdensUguns+ Udens Uguns Plusss 125 DFH2 2500 600 péc izvéles 10000 " 13,0 (R)ENS
C100/L-12,5/Cieta Cietd 125 DEFH1IR 2500 600 péc izvéles 10000 n 16,0 (RENS °
C100/L-12,5/Hydro Hydro 125 GMFH1I 2500 600 péc izvéles 10000 n 14,0 (R)ENS )
C100/L-18/Uguns+ Uguns Plusss 18,0 DF 2500 600 péc izvéles 10000 n 17,0 (R)EI30

" Eiropas tehniskais novertéjums ETA 15/0301.

2 Lai iegUtu augstakus skanas izolacijas parametrus, izmantojiet PHONI SL akustisko savienotdju ar vienu stdra kronsteinu.

? Telpas ar relativo gaisa mitrumu Iidz 85 % stdra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ip3a skiedru plaksnes (horizontalam un vertikalam virsmam
| vannas, dusas utt. zonas).

o

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA
.

Sistémas tips Nida Apmetums

Tww —OE)éZ ‘Sew

WetiarEls fesauluis Mérv. C100/L-12,5/ C100/L-12,5/ C100/L-12,5/ C100/L-12,5/ C100/L-12,5/ C100/L-12,5/ C100/L-18/

max 600 mm max 600 mm

', 1. ° Expert Udens Uguns+ UdensUguns+ Cietd Hydro Uguns+
| [ Materiala patérins uz 1 m?
| Plaksne Nida Expert 12,5 mm m? 1.0
L Plaksne Nida Udens 12,5 mm m? - 10
Plaksne Nida Uguns Plusss 12,5 mm m? - - 1.0
L Plaksne Nida Udens Uguns Plusss 12,5 mm m? - - - 1.0
Plaksne Nida Cietd 12,5 mm m? - - - - 1,0
Plaksne Nida Hydro 12,5 mm m? - - - - - 1,0
Plaksne Nida Uguns Plusss 18,0 mm m? - - - - - - 1.0
n o Profils Nida C100 tek.m 18 18 18 18 1.8 18 1.8
Profils Nida U100 tek.m 07 07 07 07 07 07 07
"""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" Lenkis Nida UAT00 profilam gab. 08 0.8 08 0.8 08 0.8 08
MATERIALI: Dibelis Nida gab. 54 54 54 54 54 54 54
Pasurbjosas skraves Nida 3,5x9,5/11 mm gab. 3.0 30 3.0 30 3.0 30 3.0
1. Gipskartona plaksnes Nida e 4 o 9 Pasurbjodas skrives Nida 3,5x25 mm gab. 120 120 120 120
2. Profils Nida C 100 Pasurbjosas skroves Nida 3,5x35 mm gab. - - - - - - 120
3. Profils Nida U 100 Pasurbjosas skrives Nida Cietd 35 (3,9x35 mm) gab. - - - - 12,0
4. Pasurbjosas skroves Nida 3.5 x 25 mm Pasurbjosas skruves Nida Hydro C4 3,5x25 mm gab. - - - - - 12,0
L Limlente Suvém Nida tek.m 14 14 14 14 14 14 14
5. Pasurbjosas skrives Nida 3.5 x 8.5/11 mm Akustiskas izolacijas limlente Nida tek.m 11 11 11 11 11 11 11
6. Térauda lenkis Nida Gip3a $paktele Nida Start kg 03 03 03 03 - - 03
7. Izolacijas materials mineralvate (péc izvéles) | : : Gipsa Spaktele Nida Finisz kg 01 01 01 01 - - 01
8. Suve starp gipskartona plaksném tiek veidota no Nida o ; | < ; - ; Ga?tava? Spakte|masa Nida Hydromix © - : - : o o4
gipsa masas ar Nida suvju limlenti Lo, \ \ e Mineralvate 7 m? 1.0 1.0 1.0 1.0 1.0 1.0 1.0
9. Blivejosa akustiskas izolacijas lente Nida f | : : | : ‘h!m_‘\ ¥ Izmantojot gip3a 3kiedru plaksnes Nida Ciet3, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a 3pakteli.
| | | “ Pielietojums atbilstodi prasibam.
7 | | | Patéerina standartos nav nemti vera materialie zaudéjumi.
| | |
“' | | |
| | |
| | |
| | |
| | |
| | |
| | |
| | |
| | |
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

d A t Ugunsizturibas Skanas e Maksimalais @ Bives @ Saistita
izolacijas baves o dokumenta
nl a pme Ums 0 sl pieaugums: augstums: SRS Tt numurs:
ERgEBO 11dB 10000 mm 20,0-34,0 kg ETA 15/0301
R)EI60

) Ekspluatacijas 1pasibu deklaracija:
SISTEMAS: DoP/Fixed Lining System /0018/15.11.2016

C100/L-25; C100/L-30

Tww —OE)éZ ‘Sew

MATERIALI:

-

GipSkartona plaksnes Nida

Profils Nida C 100

Profils Nida U 100

Pasurbjosas skruves Nida 3,5 x 25 mm
Pasurbjosas skruves Nida 3,5 x 35 mm

Pasurbjosas skruves Nida 3,5 x 9,5/11 mm

Térauda lenkis Nida

Izolacijas materiadls mineralvate (péc izvéles)

© ® N W s WD

Suve starp gipskartona plaksném tiek veidota no Nida
gip3a masas ar Nida Suvju limlenti

10. Blivejosa akustiskas izolacijas lente Nida

max 600 mm

max 600 mm

N ___

@ wWww.siniat.Iv

ENKUROTU SIENU SEGUMU SISTEMAS AR NESOSO KONSTRUKCIJU
NIDA C100

TEHNISKIE PARAMETRI

Neso3a konstrukcija
Skanas  Blves

- Gip3a plaksnu apsuvums Temuds Nic C100 :;g'tzcrlllaal: N?\’aul;sslrtrsja:l]asls pllzgﬁggarss 51\/;25 Ugunlfllgstgnbas -
Sistemas nosaukums lenku profilu siste-
Nida Apmetums ? atstatums?  atstatums i
Nida B|[er§;1nr]ns Ajtszaela;snléeajgg ; [mm] [mm) [mm) [mm) ARE’\AS]] k) [min.)
C100/L-25/Expert Expert 2x12,5 A 2500 600 pec izvéles 10000 n 20,0
€100/L-25/Udens? Udens 2x12,5 H2 2500 600 péc izvéles 10000 1l 21,0
C100/L-25/Uguns+ Uguns Plusss 2x12.5 DF 2500 600 péc izvéles 10000 " 24,0 (R)EI30
€100/L-25/UdensUguns+ Udens Uguns Plusss 2x12,5 DFH2 2500 600 péc izvéles 10000 " 24,0 (R)EI30
C100/L-25/Cieta Cietd 2x12,5 DEFHIIR 2500 600 péc izvéles 10000 n 29,0 (R)EI30 )
C100/L-25/Hydro Hydro 2x12,5 GMFH1I 2500 600 péc izvéles 10000 n 25,0 (R)EI30 °
C100/L-30/Uguns+ Uguns Plusss 2x15,0 DF 2500 600 péc izvéles 10000 " 31,0 (R)EIEO
C100/L-30/Cieta Cietd 2x15,0 DEFHTIR 2500 600 péc izvéles 10000 n 34,0 (R)EI6O )
C100/L-30/Hydro Hydro 2x15,0 GMFH1I 2500 600 péc izvéles 10000 n 310 (R)EIBO )

" Eiropas tehniskais novértéjums ETA 15/0301.

Lai iegUtu augstakus skanas izolacijas parametrus, izmantojiet PHONI SL akustisko savienotaju ar vienu stdra kronsteinu.

? Telpas ar relativo gaisa mitrumu lidz 85 % stUra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ip3a skiedru plaksnes (horizontalam un vertikalam virsmam
vannas, du§as utt. zonas).

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

Sistémas tips Nida Apmetums

C100/L-25/  C100/L-25/ C100/L-25/  _C100/L-25/  C100/L-25/ C100/L-25/ C100/L-30/ C100/L-30/  C100/L-30/

Materiala nosaukums Merv. Expert Udens Uguns+ UdensUguns+ Cieta Hydro Uguns+ Cieta Hydro
Materiala patérind uz 1 m?

Plaksne Nida Expert 12,5 mm m? 20
Plaksne Nida Udens 12,5 mm m? - 2,0
Plaksne Nida Uguns Plusss 12,5 mm m? - - 2.0
Plaksne Nida Udens Uguns Plusss 12,5 mm m? - - - 2,0
Plaksne Nida Cieta 12,5 mm m? - - - - 2.0
Plaksne Nida Hydro 12,5 mm m? - - - - - 20
Plaksne Nida Uguns Plusss 15,0 mm m? - - - - - - 20
Plaksne Nida Cieta 15,0 mm m? - - - - - - - 2.0
Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 2.0
Profils Nida C100 tek.m 18 1.8 1.8 18 18 1.8 18 1.8 18
Profils Nida U100 tek.m 07 0,7 07 07 07 07 07 0,7 07
Lenkis Nida UA100 profilam gab. 08 08 08 08 08 08 08 0.8 08
Dibelis Nida gab. 54 54 54 54 54 54 54 5.4 5.4
Padurbjosas skraves Nida 3,5x9,5/11 mm gab. 30 3.0 30 30 30 30 30 3.0 30
Pasurbjosas skroves Nida 3,5x25 mm gab. 4,0 4,0 4,0 4,0 - - 4,0
Pasurbjosas skraves Nida 3,5x35 mm gab. 12,0 12,0 120 12,0
Pasurbjosas skraves Nida 3,5x45 mm gab. - - - - - - 12,0
Pasurbjosas skraves Nida Cieta 35 (3,9x35 mm) gab. - - - - 16,0 - - 4,0
Pa3urbjosas skrives Nida Cietd 45 (3,9x45 mm) gab. - - - - - - - 12,0
Pasurbjo3as skraves Nida Hydro C4 3,5x25 mm gab. - - - - - 4,0 - - 4,0
Pasurbjosas skruves Nida Hydro C4 3,5x41 mm gab. - - - - - 12,0 - - 12,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14
Akustiskas izolacijas limlente Nida tek.m 11 11 11 Al 11 Al Al 11 Al
Gip3a Spaktele Nida Start kg 0,6 0,6 0,6 0,6 - - 0,6
Gip3a Spaktele Nida Finisz kg 01 01 01 01 - - 01
Gatava 3pakte|masa Nida Hydromix 9 kg - - - - 0,7 0,7 - 0,7 0,7
Mineralvate ¥ m? 1,0 1,0 1,0 1,0 1,0 1,0 1,0 1,0 1,0

9 Izmantojot gip3a skiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa Spakteli.
9 Pielietojums atbilstosi prasibam.
Patérina standartos nav nemti véra materialie zaudéjumi.

K pirmiE TIRGO Lddzu, atrodiet madsu
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SAUSAS BUVES SISTEMAS
ENKUROTI SIENU SEGUMI @

A anas aksimalais _ Saistita - -«
nida Apmetums 0@ e"“ @ @ IEI'I\IDKPL\J (F:Q%Tg SIENU SEGUMU SISTEMAS AR NESOSO KONSTRUKCIJU

11dB 10000 mm 34,0-42,0 kg ETA 15/0301

TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

(R)EIEO

SISTEMAS: DoP/Fixed Lining System /0018/15.11.2016
Neso3a konstrukcija
C1 0 OIL-37'5 J Izolacijas  Maksimalais Skanas Boves Ugunsizturibas
Gipsa plaksnu apSuvums ) . materijéls RIS izolacijas  svars 9 s i
- Térauda Nida C100 9 pieaugums  1m? Ipasa
Sistemas nosaukums lenku profilu siste-
Nida Apmetums ? atstatums 2 atstatums ey
"""" f Apziméjums
i Biezums ARw max i
Nida sask. ar [mm] [mm] [mm] [mm] [ka] [min]
(mm] standartu [08]
C100/L-37,5/Uguns+ Uguns Plusss 3x12,5 DF 2500 600 péc izvéles 10000 n 34,0 (R)EI6O
C100/L-37,5/UdensUguns+  Udens Uguns Plusss 3x12,5 DFH2 2500 600 péc izvéles 10000 " 34,0 (R)EI6O
C100/L-37,5/Cietd Cietd 3x12,5 DEFHTIR 2500 600 péc izvéles 10000 n 42,0 (R)EIBO )
C100/L-37,5/Hydro Hydro 3x12.5 GMFH1I 2500 600 péc izvéles 10000 n 36,0 (R)EI6O )

Eiropas tehniskais novértéjums ETA 15/0301.
Lai iegUtu augstakus skanas izolacijas parametrus, izmantojiet PHONI SL akustisko savienotaju ar vienu stdra kronsteinu.

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

ui i Sistémas tips Nida Apmetums
3 r
i § ” = y } Materiala nosaukums Mérv. C100/L-37,5/Uguns+ C100/L-37,5/UdensUguns+ C100/L-37,5/Cieta C100/L-37,5/Hydro
: | |
I. °—|——® Materiala patérin uz 1 m?
Plaksne Nida Uguns Plusss 12,5 mm m? 30 -
\ e L4 .l Plaksne Nida Udens Uguns Plusss 12,5 mm m? - 30
[ A Plaksne Nida Ciet 12,5 mm m? - - 3,0
| Plaksne Nida Hydro 12,5 mm m? - - - 30
Profils Nida C100 tek.m 18 18 18 18
Profils Nida U100 tek.m 07 0,7 07 0,7
Lenkis Nida UAT00 profilam gab. 08 0.8 08 08
Dibelis Nida gab. 5.4 54 54 54
Pasurbjosas skroves Nida 3,5x9,5/11 mm gab. 30 30 30 30
Pasurbjosas skrives Nida 3,525 mm gab. 4,0 4,0
n 6 Pasurbjosas skrives Nida 3,5x35 mm gab. 4,0 4,0
Padurbjosas skraves Nida 3,5x55 mm gab. 120 12,0
........................................................................................................................................................................................................................................................... Pasurbjosas skrives Nida Cieta 35 (3,9x35 mm) gab. - - 8.0
MATERIALI: Pasurbjosas skraves Nida Cieta 55 (3,9x55 mm) gab. - - 12,0
Pasurbjosas skrives Nida Hydro C4 3,5x25 mm gab. - - - 4,0
1. Gipskartona plaksnes Nida S 8 4 0 @ Pasurbjosas skroves Nida Hydro C4 3,5x41 mm gab. - - - 4,0
2. Profils Nida C 100 Pasurbjosas skroves Nida Hydro C4 3,5x55 mm gab. - - - 12,0
3. profils Nida U 100 Limlente Suvem Nida tek.m 14 14 14 14
Akustiskas izolacijas limlente Nida tek.m Al Al Al Al
4. Pasurbjosas skroves Nida 3,5 x 25 mm Gipsa Spaktele Nida Start kg 09 0.9
5. Pasurbjosas skroves Nida 3,5 x 35 mm || || Gipsa spaktele Nida Finisz kg 0/ 0/
6. Pasurbjosas skroves Nida 4.2 x 55 mm Gatava Spakte|masa Nida Hydromix> kg - - 1.0 1.0
7. Pasurbjosas skroves Nida 3,5 x 9,5/11 mm w : W ' Mineraate * m 10 10 10 10
_ . . 1 ‘ ‘ 1 ¥ |zmantojot gip3a skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
8. Térauda lenkis Nida L., . - L - | 4 Pielietojums atbilstosi prasibam.
- L . - R ﬁ . [ [ i i | Patérina standartos nav nemti vera materialie zaudéjumi.
9. lIzolacijas materials mineralvate (péc izvéles) T | S b1 ' '
10. Suve starp gipskartona plaksném tiek veidota no ‘ : : ‘3 : : J{:PJ
Nida gipsa masas ar Nida suvju limlenti . ’7 : b : b : !
11. Blivejosa akustiskas izolacijas lente Nida ! ! !
N 1 1 1
| | |
| | |
| | |
| max 600 mm | max 600 mm |
7 7 7

X PIRMIE TIRGU L3 i 0
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

d A t Ugunsizturibas Skanas e Maksimalais @ Bives @ Saistita
izolacijas baves o dokumenta
nl a pme Ums 0 sl pieaugums: augstums: SRS Tt numurs:
ERgEIQO 11dB 10000 mm 44,0-66,0 kg ETA 15/0301
R)EI120

) Ekspluatacijas 1pasibu deklaracija:
SISTEMAS: DoP/Fixed Lining System /0018/15.11.2016

C100/L-50; C100/L-60

Tww —OE)éZ ‘Sew

MATERIALI:

Gipskartona plaksnes Nida O 9 8 4 0 0

Profils Nida C 100

-

Profils Nida U 100
Pasurbjosas skruves Nida 3,5 x 25 mm
Pasurbjosas skruves Nida 3,5 x 35 mm

Pasurbjosas skruves Nida 3,5 x 55 mm

Pasurbjosas skruves Nida 4,2 x 70 mm |

Pasurbjosas skruves Nida 3,5 x 9,5/11 mm .

© ® N W s WD

-
o

. |zolacijas materials mineralvate (péc izvéles)

L

|
|
|
Térauda lenkis Nida [ 1] S
|
|
!

11. Suve starp gipskartona plaksném tiek veidota no Nida i bt r\
gip$a masas ar Nida suvju limlenti

12. Blivéjosa akustiskas izolacijas lente Nida

max 600 mm max 600 mm

N -
N

@ wWww.siniat.Iv

ENKUROTU SIENU SEGUMU SISTEMAS AR NESOSO KONSTRUKCIJU
NIDA C100

TEHNISKIE PARAMETRI

Neso3a konstrukcija

Skanas Buves

Izolacijas  Maksimalais Ugunsizturibas

Sistemas nosaukums Gipsa plaksnu apsuvums Tferra]tga ngraogi?t?o materials  augstums plize(;lﬂglljj?rfs 51\/;25 klase ipasa
Nida Apmetums ? atstatums?  atstatums Slr?]t:-
Nida B'[enfEnTs A:%;mg:%rzs [mm] [mm] [mm) [mm] ARE’;E?]] k) [min.)
C100/L-50/Uguns+ Uguns Plusss 4x12,5 DF 2500 600 péc izvéles 10000 n 44,0 (R)EISO
€100/L-50/UdensUguns+ Udens Uguns Plusss 4x12,5 DFH2 2500 600 péc izvéles 10000 " 44,0 (R)EISO
C100/L-50/Cieta Cieta 4x12,5 DEFH1IR 2500 600 péc izvéles 10000 " 55.0 (R)EISO [ ]
C100/L-50/Hydro Hydro 4x12,5 GMFH1I 2500 600 péc izvéles 10000 Il 47,0 (R)EI90 [ )
C100/L-60/Uguns+ Uguns Plusss 4x15,0 DF 2500 600 péc izvéles 10000 n 58,0 (R)EN20
C100/L-60/Cieta Cieta 4x15,0 DEFH1IR 2500 600 péc izvéles 10000 " 66,0 (R)EN20 [ ]
C100/L-60/Hydro Hydro 4x15,0 GMFH1I 2500 600 péc izvéles 10000 " 58,0 (R)EN20 [ )

" Eiropas tehniskais novertéjums ETA 15/0301.
2 Lai iegUtu augstakus skanas izolacijas parametrus, izmantojiet PHONI SL akustisko savienotaju ar vienu stdra kronsteinu.

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

Sistémas tips Nida Apmetums

€100/L-50/  C100/L-50/  C100/L-50/ C100/L-50/ C100/L-60/ C100/L-60/ C100/L-60/

Materiala nosaukums Mery, Uguns+ UdensUguns+ Cietd Hydro Uguns+ Cieta Hydro
Materiala patérind uz 1 m?

Plaksne Nida Uguns Plusss 12,5 mm m? 4,0
Plaksne Nida Udens Uguns Plusss 12,5 mm m? - 4,0
Plaksne Nida Cietd 12,5 mm m? - - 4,0
Plaksne Nida Hydro 12,5 mm m? - - - 4,0
Plaksne Nida Uguns Plusss 15,0 mm m? - - - - 4,0
Plaksne Nida Cieta 15,0 mm m? - - - - - 4,0
Plaksne Nida Hydro 15,0 mm m? - - - - - - 4,0
Profils Nida C100 tek.m 18 18 1.8 18 18 18 1.8
Profils Nida U100 tek.m 07 07 0,7 0,7 07 07 07
Lenkis Nida UA100 profilam gab. 0.8 08 08 08 08 08 08
Dibelis Nida gab. 54 54 54 54 54 54 54
Padurbjosas skraves Nida 3,5x9,5/11 mm gab. 30 3,0 30 3,0 3,0 3,0 30
Pasurbjosas skraves Nida 3,5x25 mm gab. 4,0 4,0 - - 4,0
Pasurbjosas skroves Nida 3,5x35 mm gab. 4,0 4,0
Pasurbjosas skroves Nida 3,5x45 mm gab. - - - - 4,0
Pasurbjosas skroves Nida 3,5x55 mm gab. 4,0 4,0 - - 4,0
Pasurbjosas skrives Nida 4,2x70 mm gab. 12,0 12,0 - - 12,0
Pasurbjosas skraves Nida Cieta 35 (3,9x35 mm) gab. - - 8,0 - - 4,0
Padurbjosas skraves Nida Cieta 45 (3,9x45 mm) gab. - - - - - 4,0
Pasurbjosas skraves Nida Cieta 55 (3,9x55 mm) gab. - - 4,0 - - 4,0
Pasurbjosas skraves Nida Cieta 70 (4,2x70 mm) gab. - - 120 - - 12,0
Pasurbjosas skroves Nida Hydro C4 3,5x25 mm gab. - - - 4,0 - - 4,0
Pasurbjosas skroves Nida Hydro C4 3,5x41 mm gab. - - - 4,0 - - 4,0
Pasurbjosas skroves Nida Hydro C4 3,5x55 mm gab. - - - 4,0 - - 4,0
Pasurbjosas skruves Nida Hydro C4 4,2x70 mm gab. - - - 12,0 - - 12,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14
Akustiskas izolacijas limlente Nida tek.m 11 11 11 11 11 11 11
Gip3a Spaktele Nida Start kg 12 12 - - 12
Gip3a 3paktele Nida Finisz kg 0,1 0,1 - - 01
Gatava spakte|masa Nida Hydromix? kg - - 13 13 - 13 13
Mineralvate ¥ m? 1,0 1,0 1,0 1.0 1.0 1,0 1,0

? Izmantojot gip3a 3kiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a spakteli.
%) Pielietojums atbilstosi prasibam.
Patérina standartos nav nemti vera materialie zaudéjumi.

K pirmiE TIRGO Lddzu, atrodiet madsu
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SAUSAS BUVES SISTEMAS
@ ENKUROTI SIENU SEGUMI

A metums Ugunsiztun’bas ISZI;e;gslsas QAUBVZS;méIaiS Boves 5 is:jjintwéenta ENKU ROTU SIENU SEGUMU SlSTEN\AS AR DUBULTU NESOSO
nlda p Oklase. pieaugjums: eaugstums: @S"ar“m‘ @numurs: KONSTRUKCIJU C100

ERgEHS 11dB 12000 mm 13,0-19,0 kg ETA 15/0301

R)EI30
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Fixed Lining System /0018/15.11.2016
Neso03a konstrukcija
CC100/L-12,5; CC100/L-18 ‘ sl Maimas S0 BOves oo
Gipsa plakinu apsuvums ) ESE]ES ElEmEENS izolééijas svars Ugunsizturibas
0 b . Profilu materials augstums pieaugums I’ klase fpata
Sistémas nosaukums Terauda lenku— grgrarms e
Nida Apmetums ? ALSLWMS © 5, Nida €100 ma
R Apziméjums
p Biezums ARw max ;
Nida sask. ar [mm] [mm] [mm] [mm] [ka] [min.]
[mm] standartu (d8]
CC100/L-12,5/Expert Expert 125 A 2500 600 péc izvéles 12000 " 13,0
CC100/L-12,5/Udens? Udens 125 H2 2500 600 péc izvéles 12000 " 14,0
CC100/L-12,5/Uguns+ Uguns Plusss 125 DF 2500 600 péc izvéles 12000 il 15,0 (R)EIS
CC100/L-12,5/UdensUguns+ Udens Uguns Plusss 125 DFH2 2500 600 péc izvéles 12000 1 15,0 (R)EIS
CC100/L-12,5/Cieta Cieta 125 DEFHTIR 2500 600 péc izvéles 12000 " 18,0 (R)ENS )
CC100/L-12,5/Hydro Hydro 125 GMFHT1I 2500 600 péc izvéles 12000 n 16.0 (R)ENS [ )
CC100/L-18/Uguns+ Uguns Plusss 18,0 DF 2500 600 péc izvéles 12000 n 19,0 (R)EI30

" Eiropas tehniskais novértéjums ETA 15/0301.

Lai iegUtu augstakus skanas izolacijas parametrus, izmantojiet PHONI SL akustisko savienotaju ar vienu stdra kronsteinu.

) Telpas ar relativo gaisa mitrumu lidz 85 % stura sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gipsa Skiedru plaksnes (horizontaldm un vertikaldm virsmam
vannas, dusas utt. zonas).

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

Www 00Ge 'sew

Sistémas tips Nida Apmetums

" - CC100/L-125/  CC100/L-125/  CC100/L-125/  CC100/L-125/  CC100/L-125/  CC100/L-12,5/ CC100/L-18/
Materiala nosaukums Merv. Expert Udens Uguns+ UdensUguns+ Cieta Hydro Uguns+
Materiala patérind uz 1 m?
Plaksne Nida Expert 12,5 mm m? 10
Plaksne Nida Udens 12,5 mm m? - 1,0
Plaksne Nida Uguns Plusss 12,5 mm m? - - 10
Plaksne Nida Udens Uguns Plusss 12,5 mm m? - - - 1,0
Plaksne Nida Cieta 125 mm m? - - - - 1.0
Plaksne Nida Hydro 12,5 mm m? - - - - - 10
Plaksne Nida Uguns Plusss 18,0 mm m? - - - - - - 1.0
Profils Nida C100 tek.m 36 36 36 36 36 36 36
Profils Nida U100 tek.m 0,7 07 0,7 07 0,7 07 0,7
MATERIALL: Lenkis Nida UA100 profilam gab. 08 08 08 08 08 08 08
Dibelis Nida gab. 54 54 54 54 54 54 54
1. Gipskartona plaksnes Nida Padurbjo3as skrives Nida 3,5x9,5/11 mm gab. 9.0 9.0 9.0 9.0 9.0 9.0 9.0
2 Profils Nida C 100 x2 Pasurbjosas skroves Nida 3,5x25 mm gab. 12,0 12,0 12,0 120
) ) Pasurbjosas skroves Nida 3,5x35 mm gab. - - - - - - 12,0
3. Profils Nida U 100 Pasurbjosas skroves Nida Cietd 35 (3,9x35 mm) gab. . : . : 120
4. Pasurbjosas skroves Nida 3,5 x 25 mm Pasurbjosas skrives Nida Hydro C4 3,5x25 mm gab. - - - - - 12,0
5. Pasurbjosas skraves Nida 3,5 x 9,5/11 mm Limlente Suvém Nida tek.m 1.4 14 14 14 14 14 1.4
6. Terauda lenkis Nida Akustiskas izolacijas limlente Nida tek.m 11 11 11 11 11 11 11
Gip3a Spaktele Nida Start kg 03 03 03 03 - - 03
7. 1zolacijas materidls mineralvate (péc izvéles) Gipsa spaktele Nida Finisz kg 01 o1 01 o1 i . 01
8. Suve starp gipskartona plaksném tiek veidota no Nida Gatava 3pakte|masa Nida Hydromix ¥ kg - - - - 04 0,4
gip$a masas ar Nida 3uvju limlenti Mineralvate ¥ me 10 10 10 10 10 10 10

9. BIivéjosa akustiskas izolacijas lente Nida T, . : s R ] - ) e x :
4 1zmantojot gip3a 3kiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.

%) Pielietojums atbilstosi prasibam.
Paterina standartos nav nemti vera materialie zaudejumi.

max 600 mm

max 600 mm
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SAUSAS BUVES SISTEMAS
@ ENKUROTI SIENU SEGUMI @

e Maksimalois gy e ENKUROTU SIENU SEGUMU SISTEMAS AR DUBULTU NESOSO0
nldaApmetumS Oklgase: @pielaugjums: e:ugstums: @svarﬂmz: @gu:fnurs: KONSTRUKC'JU C1OO

11dB 12000 mm 22,0-36,0 kg ETA 15/0301

TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

(RyEie0

SISTEMAS: DoP/Fixed Lining System /0018/15.11.2016
Neso3a konstrukcija
CC100/L-25; CC100/L-30 i M SO0 BOES o
Gipsa plaksnu apsuvums . Z0ldcljas aksImalals o jacjas svars Ugunsizturibas
0 b Térauda Profilu materials  augstums pieaugums  1m? klase Tpasa
Sistémas nosaukums lenku atstatums S
i Nida Apmetums ? atstatums?  2x Nida C100 i
i Apziméjums
Nida Biezums sask. ar [mm] [mm] [mm] [mm] ARE/gEr;r]]ax [ka] [min.]
standartu
CC100/L-25/Expert Expert 2x12,5 A 2500 600 péc izvéles 12000 n 22,0
CC100/L-25/Udens? Udens 2x12,5 H2 2500 600 péc izvéles 12000 n 23,0
CC100/L-25/Uguns+ Uguns Plusss 2x12.5 DF 2500 600 péc izvéles 12000 " 250 (R)EI30
CC100/L-25/UdensUguns+  Udens Uguns Plusss 2x12,5 DFH2 2500 600 péc izvéles 12000 " 250 (R)EI30
CC100/L-25/Cieta Cieta 2x12,5 DEFHTIR 2500 600 péc izvéles 12000 n 31,0 (R)EI30 )
CC100/L-25/Hydro Hydro 2x12,5 GMFH1I 2500 600 péc izvéles 12000 n 27,0 (R)EI30 )
CC100/L-30/Uguns+ Uguns Plusss 2x15,0 DF 2500 600 péc izvéles 12000 " 32,0 (R)EIEO
CC100/L-30/Cieta Cietd 2x15,0 DEFHTIR 2500 600 péc izvéles 12000 n 36,0 (R)EI6O )
CC100/L-30/Hydro Hydro 2x15,0 GMFH1I 2500 600 péc izvéles 12000 n 32,0 (R)EIBO )

" Eiropas tehniskais novértéjums ETA 15/0301.

2 Lai iegUtu augstakus skanas izolacijas parametrus, izmantojiet PHONI SL akustisko savienotaju ar vienu stdra kronsteinu.

? Telpas ar relativo gaisa mitrumu lidz 85 % stUra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ipsa skiedru plaksnes (horizontalam un vertikalam virsmam
vannas, dusas utt. zonas).

Www 00Ge 'sew
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'

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

Sistémas tips Nida Apmetums

CC100/L-25/  CC100/L-25/  CC100/L-25/  CC100/L-25/  CC100/L-25/  CC100/L-25/  CC100/L-30/  CC100/L-30/ ~ CC100/L-30/

4 Izmantojot gip3a skiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa Spakteli.
® Pielietojums atbilstosi prasibam.
Patérina standartos nav nemti véra materialie zaudéjumi.

max 600 mm max 600 mm

Materizla nosaukums Meqv. Expert Udens Uguns+ UdensUguns+ Cieta Hydro Uguns+ Cietd Hydro
Materiala patérins uz 1 m?
Plaksne Nida Expert 12,5 mm m? 2.0 -
Plaksne Nida Udens 12,5 mm m? - 2,0
Plaksne Nida Uguns Plusss 12,5 mm m? - - 2,0
Plaksne Nida Udens Uguns Plusss 12,5 mm m? - - - 2,0
Plaksne Nida Cietad 12,5 mm m? - - - - 2,0
Plaksne Nida Hydro 12,5 mm m? - - - - - 2,0
Plaksne Nida Uguns Plusss 15,0 mm m? - - - - - - 20
Plaksne Nida Cieta 15,0 mm m? - - - - - - - 2,0
Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 2.0
MATERIALL: Profils Nida C100 tek.m 36 36 36 36 36 36 36 36 36
Profils Nida U100 tek.m 07 07 07 07 0,7 07 07 07 0,7
1. Gipskartona plaksnes Nida Lenkis Nida UA100 profilam gab. 08 08 08 08 08 08 08 08 08
2. Profils Nida C 100 x2 Dibelis Nida gab. 54 54 54 54 54 54 54 54 54
3. Profils Nida U 100 Pasurbjosas skraves Nida 3,5x9,5/11 mm gab. 9.0 9.0 9.0 9.0 9.0 9.0 9.0 9.0 9,0
. . . . Pasurbjosas skraves Nida 3,5x25 mm gab. 4,0 4,0 4,0 4,0 - - 4,0
4. PasSurbjosas skroves Nida 3,5 x 25 mm — - -
Pasurbjosas skroves Nida 3,5x35 mm gab. 12,0 12,0 120 12,0
5. Pasurbjosas skrlves Nida 3,5 x 35 mm Pasurbjosas skraves Nida 3,5x45 mm gab. - - - - - - 120
6. Pasurbjosas skroves Nida 3,5 x 9,5/11 mm Pasurbjosas skrives Nida Cietd 35 (39x35mm)  gab. - - - - 16,0 - - 4,0
7. Terauda lenkis Nida Padurbjosas skrives Nida Cietd 45 (3,9x45mm)  gab. - - - - - - - 12,0
o - ) _ o Padurbjo3as skraves Nida Hydro C435x25mm  gab. - - - - - 4,0 - - 4,0
8. lzolacijas materials mineralvate (péc izvéles)
. Pa3urbjo3as skroves Nida Hydro C4 35x41mm  gab. - - - - - 12,0 - - 120
9. Suve starp gipskartona plaksném tiek veidota no Nida Limlente suvém Nida tek.m 14 14 14 14 14 14 14 14 14
gipSa masas ar Nida Suvju limlenti
| | | Akustiskas izolacijas limlente Nida tek.m Al Al 11 Al 11 Al 11 11 11
10. Blivejosa akustiskas izolacijas lente Nida I | | . :
) ) | | | Gipsa spaktele Nida Start kg 06 0.6 06 06 - - 0.6
: : : Gip3a Spaktele Nida Finisz kg 01 0,1 01 01 - - 01
: : : Gatava 3pakte|masa Nida Hydromix 9 kg . - - - 0,7 0,7 - 0,7 0,7
| | | Mineralvate ¥ m? 1,0 1,0 1,0 1,0 1,0 1,0 1,0 1,0 1,0
| | |
| | |
| | |
1 1 1
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SAUSAS BUVES SISTEMAS
ENKUROTI SIENU SEGUMI @

Skanas Maksimalais Saistitad = ~
nldaA metums tJIgEIl;rgsizturTbas izplécijas STvES SB\?avris1m2~ dokumenta ENKU ROTU SIENU SEGU’V\U SlSTE’V\AS AR DUBULTU NESOSO
p 0 ' @DIQBUQUFTW eaugstums: @ : @numurs: KONSTRUKCIJU C1OO

11dB 12000 mm 36,0-44,0 kg ETA 15/0301

TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

(R)EIEO

SISTEMAS: DoP/Fixed Lining System /0018/15.11.2016
Nesosa konstrukcija
CC1 00/L-37'5 J Izolacijas  Maksimalais Shanee Biles Ugunsizturibas
Gip3a plaksnu apduvums ) . Ik izolacijas  svars 9
i : Terauda Profilu materials  augstums ; ) klase T oes
— pieaugums  1m Ipasa
Sistémas nosaukuws lenku atstatums S
Nida Apmetums atstatums?  2x Nida C100 ma
q Apziméjums
: Biezums ARw max !
Nida sask. ar [mm] [mm] [mm] [mm] [ka] [min.]
[mm] standartu (d8)
CC100/L-37,5/Uguns+ Uguns Plusss 3x12,5 DF 2500 600 péc izvéles 12000 n 36,0 (R)EI6O
CC100/L-37,5/UdensUguns+  Udens Uguns Plusss 3x12,5 DFH2 2500 600 péc izvéles 12000 " 36,0 (R)EIBO
CC100/L-37,5/Cieta Cieta 3x12,5 DEFHTIR 2500 600 péc izvéles 12000 n 44,0 (R)EI6O )
CC100/L-37,5/Hydro Hydro 3x12,5 GMFH1I 2500 600 péc izvéles 12000 " 38,0 (R)EI6O ®

" Eiropas tehniskais novértéjums ETA 15/0301.
? Lai iegUtu augstakus skanas izolacijas parametrus, izmantojiet PHONI SL akustisko savienotaju ar vienu stdra kronsteinu.

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

= Sistémas tips Nida Apmetums
N
§ Materiala nosaukums Merv. CC100/L-37,5/Uguns+ CC100/L-37,5/UdensUguns+ CC100/L-37,5/Cieta CC100/L-37,5/Hydro
3
3
Materiala patérins uz 1 m?
Plaksne Nida Uguns Plusss 12,5 mm m? 30
Plaksne Nida Udens Uguns Plusss 12,5 mm m? - 30
Plaksne Nida Cieta 12,5 mm m? ) - 30
Plaksne Nida Hydro 12,5 mm m? - - - 30
Profils Nida C100 tek.m 36 36 36 36
Profils Nida U100 tek.m 07 07 07 0,7
Lenkis Nida UAT00 profilam gab. 08 08 08 08
Dibelis Nida gab. 54 54 54 54
Pasurbjosas skroves Nida 3,5x9,5/11 mm gab. 9,0 9,0 9,0 9,0
Pasurbjosas skroves Nida 3,5x25 mm gab. 4,0 4,0
Pasurbjosas skroves Nida 3,5x35 mm gab. 4,0 4,0
Pasurbjosas skroves Nida 3,5x55 mm gab. 120 12,0
Pasurbjosas skraves Nida Cieta 35 (3,9x35 mm) gab. - - 8,0
. Pasurbjosas skraves Nida Cieta 55 (3,9x55 mm) gab. - - 120
MATERIALI: Pasurbjosas skrives Nida Hydro C4 3,5x25 mm gab. . . . 40
Padurbjosas skraves Nida Hydro C4 3,5x41 b. - - - 4,0
1. Gipskartona plaksnes Nida A ° @ asurbjosas skroves Nida Hydro x41 mm ga
) ) Pasurbjosas skroves Nida Hydro C4 3,5x55 mm gab. - - - 12,0
2. Profils Nida €100 x2 Limlente Suvem Nida tek.m 14 14 14 14
3. Profils Nida U 100 Akustiskas izolacijas limlente Nida tek.m 11 11 11 11
4. Pa3urbjosas skroves Nida 3,5 x 25 mm Gipsa Spaktele Nida Start kg 09 09
5. Pasurbjosas skroves Nida 3,5 x 35 mm GipSa Spaktele Nida Finisz kg 01 01
o ) ) Gatava $pakte|masa Nida Hydromix ¥ kg - - 1.0 10
6. Pasurbjosas skroves Nida 4,2 x 55 mm Mineralvate 9 i 10 10 10 10
7. Pasurbjosas skroves Nida 3,5 x 9,5/11 mm } || |
i ¥ Izmantojot gip3a kiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a spakteli.
8. Térauda lenkis Nida I o [ I ¥ Pielietojums atbilstosi prasibam.
! [ i ‘ i ! Patérina standartos nav nemti vera materialie zaudéjumi.
9. lzolacijas materiadls mineralvate (péc izvéles) I I -l
| | | |
10. Suve starp gipskartona plaksném tiek veidota no \ ! \ : : T ;
Nida gip3a masas ar Nida suvju limlenti : : :
11. Blivejosa akustiskas izolacijas lente Nida | | |
| | |
| | |
| | |
| | |
| | |
! max 600 mm | max 600 mm |
7 Zd 7
| | |
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SAUSAS BUVES SISTEMAS
ENKUROTI SIENU SEGUMI @

Skanas Maksimalais Saistitad = >,
n’daA metums Elgl;rgsizturibas izpléci'as bives SB\?avris1m2~ dokumenta ENKU ROTU SIENU SEGUMU SlSTEMAS AR DUBULTU NESOSO
p 0 : pleaugjums: eaugstums: @ : @numurs: KONSTRUKC'JU 0100

ERgEIQO 11dB 12000 mm 46,0-68,0 kg ETA 15/0301

R)EIN20
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Fixed Lining System /0018/15.11.2016 e gl

CC1 00/L'50, CC1 00/L'60 L ) lzolacijas  Maksimalais Skanas Boves  Uguns-
Gip3a plaksnu apsuvums Terauda Profilu atsta-  materils augstums izolacijas svars izturibas .
ot lenku atsta- tums pieaugums m Kase  Tpasa
Sistémas nosaukums e 2% Nida C100 siste-
Nida Apmetums ? s B NIe o
i Apziméjums
Nida B'[eniust sask. ar [mm] [mm] [mm] [mm] ARw max [dB] [kq] [min]
standartu
CC100/L-50/Uguns+ Uguns Plusss 4x12,5 DF 2500 600 péc izvéles 12000 n 46,0 (R)EI90
CC100/L-50/UdensUguns+  Udens Uguns Plusss  4x12,5 DFH2 2500 600 péc izvéles 12000 " 46,0 (R)EI90
CC100/L-50/Cieta Cietd 4x12,5 DEFHIIR 2500 600 péc izvéles 12000 n 57,0 (R)EISO °
CC100/L-50/Hydro Hydro 4x12,5 GMFHTI 2500 600 péc izvéles 12000 n 49,0 (R)EI90 °
CC100/L-60/Uguns+ Uguns Plusss 4x15,0 DF 2500 600 pec izvéles 12000 n 60,0 (R)EIN20
CC100/L-60/Cieta Cietd 4x15,0 DEFHTIR 2500 600 péc izvéles 12000 1 68,0 (RIEN20 °
CC100/L-60/Hydro Hydro 4x15,0 GMFH1I 2500 600 péc izvéles 12000 " 60,0 (R)EIN20 [ )

" Eiropas tehniskais novértéjums ETA 15/0301.
Lai iegUtu augstakus skanas izolacijas parametrus, izmantojiet PHONI SL akustisko savienotaju ar vienu stdra kronsteinu.

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

3
)
i Sistémas tips Nida Apmetums
1 Materiala patérind uz 1 m?
Plaksne Nida Uguns Plusss 12,5 mm m? 4,0
Plaksne Nida Udens Uguns Plusss 12,5 mm m? - 4,0
Plaksne Nida Cieta 12,5 mm m? - - 4,0
Plaksne Nida Hydro 12,5 mm m? - - - 4,0
Plaksne Nida Uguns Plusss 15,0 mm m? - - - - 4,0
Plaksne Nida Cieta 15,0 mm m? - - - - - 4,0
Plaksne Nida Hydro 15,0 mm m? - - - - - - 4,0
Profils Nida C100 tek.m 36 36 36 36 36 36 3,6
Profils Nida U100 tek.m 07 07 0,7 07 0,7 07 07
Lenkis Nida UAT00 profilam gab. 08 08 08 08 0.8 08 08
Dibelis Nida gab. 54 54 54 54 54 5.4 5.4
Pasurbjosas skraves Nida 3,5x9,5/11 mm gab. 9,0 9,0 9,0 9,0 9,0 9,0 9,0
Pasurbjosas skroves Nida 3,5x25 mm gab. 4,0 4,0 - - 4,0
. Pasurbjosas skrives Nida 3,5x35 mm gab. 4,0 4,0
MATERIALL: Pasurbjosas skraves Nida 35x45 mm gab. - - - - 40
1. Gipskartona plaksnes Nida ‘ ° m Pasurbjosas skroves Nida 3,5x55 mm gab. 4,0 4,0 - - 4,0
Pasurbjosas skroves Nida 4,2x70 mm gab. 12,0 12,0 - - 12,0
2. Profils Nida C100 x2 Pasurbjosas skrives Nida Ciets 35 (3,9x35 mm) gab. . . 80 . . 40
3. Profils Nida U100 Pasurbjosas skraves Nida Cieta 45 (3,9x45 mm) gab. - - - - - 4,0
4. Pasurbjosas skroves Nida 3,5 x 25 mm Pasurbjosas skraves Nida Cieta 55 (3,9x55 mm) gab. - - 4,0 - - 4,0
5. Pasurbjosas skroves Nida 3,5 x 35 mm Pasurbjosas skraves Nida Cieta 70 (4,2x70 mm) gab. - - 12,0 - - 12,0
Pasurbjosas skroves Nida Hydro C4 3,5x25 mm gab. - - - 4,0 - - 4,0
6. Pasurbjosas skruves Nida 4,2 x 55 mm e Pasurbjosas skrdves Nida Hydro C4 3,5x41 mm gab. ; ; . 40 . . 40
7. Pasurbjosas skruves Nida 4,2 x 70 mm [ Pasurbjosas skraves Nida Hydro C4 3,5x55 mm gab. - - - 4,0 - - 4,0
8. Pasurbjosas skraves Nida 3,5 x 9,5/11 mm | ; n i Pasurbjosas skraves Nida Hydro C4 4,2x70 mm gab. - - - 120 - - 120
9. Térauda lenkis Nida : : : \ 44 t Limlente Suvem Nida tek.m 14 14 14 14 14 14 14
o B A . o £ 1 B | Akustiskas izolacijas limlente Nida tek.m 11 11 11 11 11 Al 11
10. {zolacuas materials mineralvate (péc izvéles) 1 | L Gip3a spaktele Nida Start kg 12 12 i - 12
11. Suve starp gipskartona plaksném tiek veidota no Nida | | Gipsa Spaktele Nida Finisz kg 0,1 0,1 - - 0,1
gipsa masas ar Nida suvju limlenti 1 1 1 Gatava spakte|masa Nida Hydromix? kg - - 13 13 - 13 13
12. Blivejosa akustiskas izolacijas lente Nida | | | Mineralvate 9 m2 10 10 10 10 10 10 10
: : : ? Izmantojot gip3a 3kiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a spakteli.
! ! ! 4 Pielietojums atbilstosi prasibam.
/‘ max 600 mm /‘ max 600 mm /‘ Patérina standartos nav nemti véra materidlie zaudéjumi.
| | |
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

d A met ms Ugunsizturibas WEISINEIE e IETSINEIES @ Bives @ Saistita
akustiska baves o dokumenta
nl a p U 0 Klase: izolacija: augstums: SYEITS F: numurs:
ER;EHS 42 dB 2800 mm 12,0-18,0 kg ETA 15/0301
R)EI30

Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Separate Lining System/0012/15.11.2016

C50/PWA-12,5; C50/PWA-18

ww 000l 'sew

RS LT |
bommmmmmmmmmmmmmmmmmo

MATERIALI:

-

GipSkartona plaksnes Nida

Profils Nida C 50

Profils Nida U 50

Pasurbjosas skruves Nida 3,5 x 25 mm

Pasurbjosas skruves Nida 3,5 x 45 mm

Vibroakustiskais savienotajs Nida PWA 50

Izolacijas materidls mineralvate (péc izvéles)

® N U os W

Suve starp gipskartona plaksném tiek veidota no Nida
gip$a masas ar Nida 3uvju limlenti

| | | | |
9. BIivéjosa akustiskas izolacijas lente Nida

| | |
| | |
| | |
| | |
| | |
| | |
| | |
| | |
| | |
| | |
| | |
| | |
| | |
| | |
v max 600 mm v max 600 mm v
| | |

@ wWww.siniat.Iv

ENKUROTU SIENU SEGUMU SISTEMA AR NESOSO KONSTRUKCIJU
NIDA C50 (NIDA PWA)

TEHNISKIE PARAMETRI

Neso3a konstrukcija Izolacijas materials
o = Blves O
e NS . ‘ : Nid Maksimalais Akustiska Ugunsizturibas
Gipsa plaksnu apsuvums V|brqakustt_|§ko ng augstums izolacija 51\';25 klase
savienotaju i Kanss 20lacilai L
Sist'émas nosaukums a'tstatugs partostlal:J Skanas izolacijai Lﬁ)satséa-
Nida Apmetums " Nida PWASO /e poes
" Apziméjums f .
’ Biezums s Biezums Blivums Rw Ral Ra2 .
Nida [mm] s?gr?ééér'tru [mm] [mm]  Mineralvate [mm] | [ke/m?] [mm] (08] [0B] [0B] [ka] [min.]
C50/PWA-12,5/Expert Expert 125 A 1000 600 stikla 50 12 2800 34 32 28 120
C50/PWA-12,5/Udens? Udens 125 H2 1000 600 stikla 50 2 2800 34 32 28 130 -
C50/PWA-12,5/Uguns+  Uguns Plusss 12,5 DF 1000 600 stikla 50 12 2800 36 34 30 140 (R)ENS
C50/PWA-12,5 Udens Uguns .
UdensUguns+ PlUsse 125 DFH2 1000 600 stikla 50 12 2800 36 34 30 140 (R)ENS
C50/PWA-12,5/Cieta Cieta 125 DEFHIIR 1000 600 stikla 50 50 2800 42 39 34 170 (R)EIS °
C50/PWA-12,5/Hydro Hydro 125 GMFH1I 1000 600 stikla 50 12 2800 36 34 30 150 (R)ENS [ ]
C50/PWA-18/Uguns+  Uguns Plusss 18,0 DF 1000 600 stikla 50 12 2800 37 36 32 180 (R)EI30

" Eiropas tehniskais novértéjums ETA 15/0301.

Telpas ar relativo gaisa mitrumu |idz 85 % stdra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ip3a skiedru plaksnes (horizontalam un vertikalam virsmam
vannas, du§as utt. zonas).

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

Sistémas tips Nida Apmetums

" - CS50/PWA-12,5/  C50/PWA-12,5/  CS50/PWA-12,5/  CS50/PWA-12,5/  C50/PWA-12,5/  CS50/PWA-12,5/  C50/PWA-18/
Llatellciozalkins e Expert Udens Uguns+ UdensUguns+ Cieta Hydro Uguns+

Materiala patérind uz 1 m?

Plaksne Nida Expert 12,5 mm m? 10 -

Plaksne Nida Udens 12,5 mm m? - 1,0

Plaksne Nida Uguns Plusss 12,5 mm m? - - 10

Plaksne Nida Udens Uguns Plusss 12,5 mm m? - - - 1,0 -

Plaksne Nida Cieta 12,5 mm m? - - - - 10 -

Plaksne Nida Hydro 12,5 mm m? - - - - - 1.0

Plaksne Nida Uguns Plusss 18,0 mm m? - - - - - - 1.0
Profils Nida C50 tek.m 2,0 2,0 2,0 2,0 2,0 2,0 2,0
Profils Nida US0 tek.m 07 07 07 07 07 07 07
Vibroakustiskais savienotdjs Nida PWAS50 gab. 11 11 11 11 IAl 11 11
Dibelis Nida gab. 29 29 29 29 29 29 29
Pasurbjosas skroves Nida 3,5x25 mm gab. 12,0 12,0 12,0 12,0 - - -
Pasurbjosas skroves Nida 3,5x35 mm gab. - - - - - - 12,0
Pasurbjosas skrives Nida 3,5x45 mm gab. 7.0 7,0 7.0 7,0 7.0 7,0 7.0
Padurbjosas skrives Nida Cietd 35 (3,9x35 mm) gab. - - - - 12,0 -

Pasurbjosas skroves Nida Hydro C4 3,5x25 mm gab. - - - - - 12,0 -
Limlente Suvem Nida tek.m 14 14 14 14 14 14 14
Akustiskas izolacijas limlente Nida tek.m 11 11 11 11 11 11 11
Gipsa Spaktele Nida Start kg 03 03 03 03 - - 03
GipSa Spaktele Nida Finisz kg 0.1 01 01 0,1 - - 0,1
Gatava 3pakte|masa Nida Hydromix kg - - - - 04 04 -
Mineralvate 9 m? 1,0 1,0 1,0 1,0 1,0 10 1,0

¥ Izmantojot gip3a kiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a spakteli.
4 Pielietojums atbilstosi prasibam.
Patérina standartos nav nemti vera materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEG

UMI

svars Tm:

nldaApmetums Ozgl;r:izturibas gﬁitsti:kéélé elgl\oavl;ssimélais @Bﬂves @32:55::1“8 ENKU ROTU SIENU SEGU’V\U SlSTEMA AR NESOSO KONSTRUKC'JU

R

SISTEMAS:

C50/PWA-25; C50/PWA-30

MATERIALI:

-

GipSkartona plaksnes Nida

Profils Nida C 50

Profils Nida U 50

Pasurbjosas skruves Nida 3,5 x 25 mm
Pasurbjosas skruves Nida 3,5 x 35 mm
Pasurbjosas skruves Nida 3,5 x 45 mm
Vibroakustiskais savienotajs Nida PWA 50

Izolacijas materiadls mineralvate (péc izvéles)

© ® N W s WD

Suve starp gipskartona plaksném tiek veidota no Nida
gip3a masas ar Nida Suvju limlenti

10. Blivejosa akustiskas izolacijas lente Nida

ERgE:gg 48 dB

Plaksne Nida Expert 125 mm m? 2.0 -
J Plaksne Nida Udens 125 mm me - 20
Plaksne Nida Uguns Plusss 12,5 mm m? - - 20
Plaksne Nida Udens Uguns Plusss 12,5 mm m? - - - 2,0
Plaksne Nida Cieta 12,5 mm m? - - - - 2,0 -
° e Plaksne Nida Hydro 12,5 mm m? - - - - - 20 -
Plaksne Nida Uguns Plusss 15,0 mm m? - - - - - - 20
""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" Plaksne Nida Cietd 150 mm m - - - - - - - 20 -

Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 2.0
Profils Nida C50 tek.m 2,0 2,0 2,0 2,0 2,0 2.0 2,0 2,0 2,0
Profils Nida U50 tek.m 0,7 0,7 07 07 0,7 07 07 0,7 07
Vibroakustiskais savienotajs Nida PWA50 gab. Al 11 11 11 11 11 Al Al 11
Dibelis Nida gab. 29 29 29 29 29 2.9 2.9 2.9 29
Pasurbjosas skroves Nida 3,5x25 mm gab. 4,0 4,0 4,0 4,0 - - 4,0
Pasurbjosas skroves Nida 3,5x35 mm gab. 12,0 12,0 12,0 12,0 - - - - -
Pasurbjosas skroves Nida 3,5x45 mm gab. 7,0 7,0 7,0 7,0 7,0 70 19,0 7.0 7,0
Pasurbjosas skrives Nida Cieta 35 (3,9x35 mm) gab. - - - - 16,0 - - 4,0
Pasurbjosas skraves Nida Cieta 45 (3,9x45 mm) gab. - - - - - - - 120 -
Pasurbjosas skrives Nida Hydro C4 3,5x25 mm gab. - - - - - 4,0 - - 4,0
Pasurbjosas skroves Nida Hydro C4 3,5x41 mm gab. - - - - - 12,0 - - 12,0

! ! ! Limlente duvem Nida tek.m 14 14 14 14 14 14 14 14 14

| | | Akustiskas izolacijas limlente Nida tek.m 11 11 11 11 11 11 11 11 11

: : : Gipsa 3paktele Nida Start kg 06 06 06 06 - - 06

: : : Gipsa Spaktele Nida Finisz kg 0,1 01 01 01 - - 01 - -

: : : Gatava 3pakte|masa Nida Hydromix? kg - - - - 0,7 07 - 07 07

: : : Mineralvate 9 m? 1,0 1,0 10 10 1,0 1,0 1,0 1,0 10

| | |

) ) )

| | |

izolacija: augstums:

3000 mm

numurs: NIDA C50 (NIDA PWA)

20,0-34,0 kg ETA 15/0301

TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

DoP/Separate Lining System/0012/15.11.2016

Neso3a konstrukcija Izolacijas materials
s . ) . Nida Maksimalais Akustiska ElDy=s Ugunsizturibas
Gip3a plaksnu apSuvums Vibroakustisko 50 augstums iz0lacija svars WEse
N = 2
savienotalu oo Skanas izolacijai m .
P atstatums N ' Ipasa
B Sistémas nosaukums Nida PWASO atsta Siste-
: — Nida Apmetums ? tums m
g Apziméjums g .
’ Biezums s Biezums Blivums Rw Ral Ra2 ’
Nida sask. ar [mm] [mm]  Mineralvate [mm]  [kg/m’] [mm] [08] [d8] [cB] [ka] [min.]
standartu
C50/PWA-25/Expert Expert 2x12,5 A 1000 600 stikla 50 12 3000 37 35 31 200
C50/PWA-25/Udens 2 Udens 2x12,5 H2 1000 600 stikla 50 12 3000 37 35 31 210
C50/PWA-25/Ugunst  Uguns Plusss — 2x12,5 DF 1000 600 stikla 50 12 3000 40 38 35 240 (R)EI30
C50/PWA-25/ Udens Uguns )
. UdensUguns+ Plusse 2x12,5 DFH2 1000 600 stikla 50 12 3000 40 38 35 240 (R)EI30
: C50/PWA-25/Cieta Cietd 2x125  DEFHIR 1000 600 stikla 50 50 3000 47 44 39 290 (R)EI30 °
H C50/PWA-25/Hydro Hydro 2x125  GMFHITI 1000 600 stikla 50 12 3000 40 38 35 250 (R)EI30 )
'1 C50/PWA-30/Uguns+  Uguns Plusss  2x15,0 DF 1000 600 stikla 50 12 3000 41 40 37 310 (R)EIBO -
C50/PWA-30/Cieta Cieta 2x150  DEFH1R 1000 600 stikla 50 50 3000 48 46 40 340 (R)EIBO °
o C50/PWA-30/Hydro Hydro 2x150  GMFH1I 1000 600 stikla 50 12 3000 41 40 37 310 (R)EIBO °
- .
Ii g il " Eiropas tehniskais novertéjums ETA 15/0301.
:: 8 2 Telpas ar relativo gaisa mitrumu lidz 85 % stUra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ip3a skiedru plaksnes (horizontalam un vertikalam virsmam
i3 ol® vannas, dusas utt. zonas).
13
: | S
: .._—e MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA
: |
: ~ [ Sistémas tips Nida Apmetums
1 A €50/ €50/ €50/ CS0/PWA-25/ €50/ €50/ €50/ €50/ €50/
Materiala nosaukums Mérv. PWA-25/ PWA-25/ PWA-25/ UnnsUsunes PWA-25/ PWA-25/ PWA-30/ PWA-30/  PWA-30/
Expert Udens Uguns+ 9 Cietd Hydro Uguns+ Cietd Hydro

Materiala patérind uz 1 m?

? Izmantojot gip3a skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa 3pakteli.
4 Pielietojums atbilstosi prasibam.
Paterina standartos nav nemti vera materialie zaudejumi.

max 600 mm max 600 mm

@ wWww.siniat.Iv
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI @

oo PN HSTE PNy Maksinaiais gy Soista ENKUROTU SIENU SEGUMU SISTEMA AR NESO50 KONSTRUKCIJU
nldaApmetums 0 klgase: @izolécija: e:ugstums: @S"ar“mz’ @?\u:fnurs: NIDA C50 (NIDA PWA)

50 dB 3000 mm 34,0-42,0 kg ETA 15/0301

TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:
SISTEMAS:

DoP/Separate Lining System/0012/15.11.2016

(R)EIEO

Nesosa konstrukcija Izolacijas materials
C50/PWA-37,5 ’ ’ .
L I Gves P
A D o 4 ; Nid Maksimalais Akustiska Ugunsizturibas
Gipsa plakspu apsuvums Vlbrqakustt_l_sko 050 augstums izolacija e Klase
savienotaju h o o
Sistémas nosaukur{]s atstatums %rtggu SIS D EEET Is[iJSats;
- d ° -
Nida Apmetums Nida PWA50 i 5
" Apziméjums " P
q Biezums S Biezums Blivums Rw Ral Ra2 ;
Nida sask. ar [mm] [mm]  Mineralvate [mm]  [ko/m?] [mm] [0B] [08] [0B] [ka] [min.]
standartu
C50/PWA-37,5/Uguns+ Uguns Plusss ~ 3x12,5 DF 1000 600 stikla 50 12 3000 4140 37 340 (R)EIBO
C50/PWA-37,5/ Udens Uguns .
1 OdensUguns+ Plusss 3x12,5 DFH2 1000 600 stikla 50 12 3000 41 40 37 340 (R)EIBO
C50/PWA-37,5/Cieta Cietd 3x125  DEFHIIR 1000 600 stikla 50 50 3000 50 48 42 420 (R)EIBO )
C50/PWA-37,5/Hydro Hydro 3x12,5 GMFH1I 1000 600 stikla 50 12 3000 41 40 37 360 (R)EIBO [ ]

" Eiropas tehniskais novertéjums ETA 15/0301.

1
§ Sistémas tips Nida Apmetums
3
Materidla nosaukums Mérv. C50/PWA-37,5/Uguns+ %Z%/ﬁsv&gﬂ;/ C50/PWA-37,5/Cieta C50/PWA-37,5/Hydro
Materiala patérind uz 1 m?
i Plaksne Nida Uguns Plusss 12,5 mm m? 30
[ o, Plaksne Nida Udens Uguns Plusss 12,5 mm m? - 30 -
[ | Plaksne Nida Cieta 12,5 mm m? - - 30 -
[ il Plaksne Nida Hydro 12,5 mm m? - - - 3,0
i Profils Nida C50 tek.m 2.0 2,0 2,0 2.0
L Profils Nida US50 tek.m 07 07 0,7 07
Vibroakustiskais savienotajs Nida PWA50 gab. 11 Al 11 IAl
Dibelis Nida gab. 2.9 29 29 29
Pasurbjosas skrives Nida 3,525 mm gab. 4,0 4,0
n o Pasurbjosas skroves Nida 3,5x35 mm gab. 4,0 4,0 - -
Pasurbjosas skroves Nida 3,5x45 mm gab. 70 7,0 7,0 7.0
""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" Pasurbjosas skrives Nida 3,5x55 mm gab. 12,0 12,0 -
MATERIALI: Pasurbjosas skroves Nida Cieta 35 (3,9x35 mm) gab. - - 8,0
L . ) ~ Pasurbjo3as skrives Nida Cieta 55 (3,955 mm) gab. - - 12,0 -
1. Gipskartona plaksnes Nida e e e o 0 @ Pasurbjosas skrdves Nida Hydro C4 3,5x25 mm gab. : ; : 40
2. Profils Nida C 50 Pagurbjosas skrives Nida Hydro C4 3,5x41 mm gab. - - - 40
3. Profils Nida U 50 . ‘ Pasurbjosas skraves Nida Hydro C4 3,5x55 mm gab. - - - 12,0
4. Pagurbjosas skroves Nida 3,5 x 25 mm Limlente Suvem Nida tek.m 14 14 14 14
o B ) Akustiskas izolacijas limlente Nida tek.m Al Al Al 1A
5. Pasurbjosas skroves Nida 3,5 x 35 mm R ;
I | Gip3a Spaktele Nida Start kg 0.9 09
6. Pasurbjosas skroves Nida 3,5 x 45 mm : : : Gipsa 3paktele Nida Finisz kg 01 01 ) .
7. Pasurbjosas skroves Nida 3,5 x 55 mm o | Gatava $pakte|masa Nida Hydromix? kg - - 10 1.0
8. Vibroakustiskais savienotajs Nida PWA 50 & L 3 3 Minerslvate m 1.0 1.0 1.0 1.0
9. lIzolacijas materials mineralvate (péc izvéles) (] [ ‘ ‘ E ‘ 2 |zmantojot gip3a 3kiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a spakteli.
. o . i ) ) f L Lo ? Pielietojums atbilstosi prasibam.
10. Suve starp gipskartona plaksném tiek veidota no

Patérina standartos nav nemti vera materialie zaudéjumi.

Nida gip3a masas ar Nida Suvju limlenti

iy
jury

. Blivéjosa akustiskas izolacijas lente Nida

max 600 mm max 600 mm

@ www.siniat.lv ﬂ :TUNS“AESTIB'I](:IUESSISTEMAS Atklajiet Nida PWA plaksnes iespéjas
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI @

nldaApmetums ngl;r:izturibas gﬁitsti:kéélé elgl\oavl;ssimélais @Bﬂves @32:55:11“3 ENKU ROTU SIENU SEGUMU SlSTEMA AR NESOSO KONSTRUKC'JU

izolacija: augstums: svars 1m? numurs: NI DA CSO (N I DA PWA)
ERgEIQO 54 dB 44,0-66,0 kg ETA 15/0301

R)EI120
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

DoP/Separate Lining System/0012/15.11.2016

3000 mm

SISTEMAS:

2 |zmantojot gip3a kiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a spakteli.
) Pielietojums atbilstosi prasibam.
Patérina standartos nav nemti vera materialie zaudéjumi.

max 600 mm max 600 mm

Neso3a konstrukcija Izolacijas materials
- . - . s BU A
C50/PWA 50; C50/PWA-60 Gipsa plaksnu apsuvums Vibroakustisko - Nida C50 Maksimalais ~ Akustiska stljgfss Ugunsizturibas
' ' savienotaju profilu Skanas izolaciiai augstums izolacija 1m? klase o
Sistémas nosaukums atstatums atsta- ' J (=R
Nida Apmetums ” Nida PWA50 tums Slé]tae'
" Apziméjums " .
. Biezums s Biezums Blivums Rw Ral Ra2 .
Nida s?gr?gé?tru [mm] [mm]  Mineralvate [mml . [ka/m?] [mm] [08] [0B] [0B] [kg] [min]
C50/PWA-50/Uguns+  Uguns Plusss ~ 4x12,5 DF 1000 600 stikla 50 14 3000 41 40 38 440 (R)EI9O
C50/PWA-50/ Udens Uguns :
OdensUguns+ Plusse 4x12.5 DFH2 1000 600 stikla 50 14 3000 41 40 38 440 (R)EI90
C50/PWA-50/Cieta Cietd 4x125  DEFHIR 1000 600 stikla 50 50 3000 55 50 45 550 (R)EI90 °
1 C50/PWA-50/Hydro Hydro 4x125  GMFH1I 1000 600 stikla 50 14 3000 41 40 38 470 (R)EI9O °
C50/PWA-60/Uguns+  Uguns Plusss ~ 4x15,0 DF 1000 600 stikla 50 14 3000 42 41 39 580 (R)EI20
i C50/PWA-60/Cieta Cieta 4x150  DEFH1R 1000 600 stikla 50 50 3000 54 51 46 660 (R)EI20 °
: C50/PWA-60/Hydro Hydro 4x150  GMFH1I 1000 600 stikla 50 14 3000 42 41 39 580 (R)EIN20 °
: = " Eiropas tehniskais novértéjums ETA 15/0301.
i3 I , . [
i !
o = z A
=) - ! MATERIALU PATERINS UZ 1M? ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA
H©
oS ; s :
H g | = : Sistémas tips Nida Apmetums
=7 1 fe €50/ C50/PWA-50/ €50/ €50/ €50/ €50/ €50/
i | ] Materiala nosaukums Mérv. PWA-50/ el PWA-50/ PWA-50/ PWA-60/ PWA-60/  PWA-60/
| | | Uguns+ 9 Cietd Hydro Uguns+ Cietd Hydro
“ ° Materiala patérind uz 1 m?
1 Plaksne Nida Uguns Plusss 12,5 mm m? 4,0
[ L4 Plaksne Nida Udens Uguns Plusss 12,5 mm m? - 40 -
| | i Plaksne Nida Cietd 12,5 mm m? ; ; 40 .
[ i ! Plaksne Nida Hydro 12,5 mm m? - - - 4,0
) Plaksne Nida Uguns Plusss 15,0 mm m? - - - - 4,0 -
L Plaksne Nida Cieta 15,0 mm m? - - - - - 4,0 -
Plaksne Nida Hydro 15,0 mm m? - - - - - - 4,0
Profils Nida C50 tek.m 2,0 2,0 2,0 2.0 2.0 2,0 2,0
Profils Nida U50 tek.m 07 0,7 07 0,7 0,7 0,7 07
n m Vibroakustiskais savienotajs Nida PWAS50 gab. Al Al Al Al Al Al Al
Dibelis Nida gab. 29 29 29 2.9 2.9 29 29
""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" Pasurbjosas skroves Nida 3,5x25 mm gab. 4,0 4,0 - - 4,0
MATERIALI: Pasurbjosas skroves Nida 3,5x35 mm gab. 40 40 - - -
1 Gk 5k Nid e e 0 Padurbjosas skroves Nida 3,5x45 mm gab. 7.0 7.0 7.0 7,0 11,0 70 7.0
. Skart 3 i
7IpsKartons ploksnes Nids Pa3urbjosas skraves Nida 35x55 mm gab. 40 40 . . 40
2. Profils Nida C 50 Paturbjoias skraves Nida 4.2x70 mm gab. 12,0 12,0 - - 12,0 -
3. Profils Nida U 50 Pasurbjo3as skruves Nida Cietd 35 (3,9x35 mm) gab. - - 8,0 - - 4,0
4. Pasurbjosas skroves Nida 3,5 x 25 mm Pasurbjosas skraves Nida Cieta 45 (3,9x45 mm) gab. - - - - - 4,0
o B ‘ Pasurbjosas skruves Nida Cietd 55 (3,9x55 mm) gab. - - 4,0 - - 4,0
5. Pasurbjosas skroves Nida 3,5 x 35 mm PR . PO
Pasurbjosas skruves Nida Cieta 70 (4,2x70 mm) gab. - - 12,0 - - 12,0 -
6. Pasurbjosas skruves Nida 3,5 x 45 mm Pa3urbjosas skrives Nida Hydro C4 3,5x25 mm gab. - - - 40 - - 40
7. Pasurbjosas skruves Nida 3,5 x 55 mm Pasurbjosas skruves Nida Hydro C4 3,5x41 mm gab. - - - 4,0 - - 4,0
8. Paiurbjosas skraves Nida 3,5 x 70 mm >>: Pasurbjosas skruves Nida Hydro C4 3,5x55 mm gab. - - - 4,0 - - 4,0
) o . o 9 Pasurbjosas skraves Nida Hydro C4 4,2x70 mm gab. - - - 12,0 - - 12,0
9. Vibroakustiskais savienotajs Nida PWA 50 - -
= ‘ Limlente Suvém Nida tek.m 14 14 14 14 14 14 14
10. Izolacijas materials mineralvate (péc izvéles) e ; ; ; Akustiskas izolacijas limlente Nida tek.m 11 1 1 1 1 1 1
11. Suve starp gipskartona plaksném tiek veidota no Nida T : : : Gip3a Spaktele Nida Start kg 12 12 - - 12
gipsa masas ar Nida Suvju limlenti | | | Gipsa spaktele Nida Finisz kg 0/ 0/ - - 0/
| | | -
12. Blivéjosa akustiskas izolacijas lente Nida I I I Gatava spakte|masa Nida Hydromix? kg - - 13 13 - 13 13
| | |
| | | Mineralvate * m? 1,0 1,0 1,0 1,0 1,0 1,0 1,0
| | |
| | |
| | |
1 1 1

k PIRMIE TIRGU . . - . _ .
www.siniat.lv SAUSAS BOVES SISTEMAS N Atkla_“et Nida PWA DJaIfS__r‘eS ‘es‘pieJaS
MARKETA ZIME C € — apmekléjiet www.siniat.lv un lejupieladéjiet brosuras!



SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI @

Maksimala NELSINEIETS SEI ][] = ~
nidaApmetums Ugunsiziuoss akustisks bives B PR ENKUROTU SIENU SEGUMU SISTEMA AR NESOSO KONSTRUKCIJU
daAp 0 - i2013cijo egm @ e ®m NIDA C75 (NIDA PWA)

ERgEHS 50 dB 3000 mm 12,0-18,0 kg ETA 15/0301

R)EI30
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Separate Lining System/0012/15.11.2016

Neso3a konstrukcija Izolacijas materials
C75/PWA-12,5; C75/PWA-18 ’ ' .
o - oves P
Rt IS0 . : Ni Maksimalais Akustiska Ugunsizturibas
Gip3a plaksnu apsuvums vlhrqakuiglgko C'%a augstums zolacia %157 Klase
savienotaju : R L
Sistémas nosaukurps atstatums grtgftualu Skanas izolacijai Ip;fia
- ! ! -
Nida Apmetums Nida PWA75 G &
f Apziméjums f .
i Biezums S Biezums Blivums Rw Ral Ra2 q
. | b
Nida [mm] Sts::(l;a?tru [mm] [mm]  Mineralvate [mm]  [ko/m] [mm] [d8] [dB] [dB] [ka] [min.]
C75/PWA-12,5/Expert Expert 125 A 1000 600 stikla 50 12 3000 34 32 28 120
‘ C75/PWA-12,5/Udens? Udens 125 H2 1000 600 stikla 50 12 3000 34 32 28 130
: C75/PWA-12,5/Uguns+  Uguns Plusss 12,5 DF 1000 600 stikla 50 12 3000 36 34 30 140 (R)ENS
C75/PWA-12,5/ Udens Uguns '
OdensUguns+ Plusse 125 DFH2 1000 600 stikla 50 12 3000 36 34 30 140 (R)ENS
C75/PWA-12,5/Cieta Cietd 125 DEFHTIR 1000 600 stikla 75 50 3000 50 48 42 170 (R)EIS )
C75/PWA-12,5/Hydro Hydro 125 GMFH1I 1000 600 stikla 50 12 3000 36 34 30 150 (R)EIS )
C75/PWA-18/Uguns+  Uguns Plusss 18,0 DF 1000 600 stikla 50 12 3000 37 36 32 180 (R)EI30

max 600 mm max 600 mm

:: 3 | " Eiropas tehniskais novertéjums ETA 15/0301.
': % e 2 Telpas ar relativo gaisa mitrumu lidz 85 % stUra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ip3a skiedru plaksnes (horizontalam un vertikalam virsmam
H L vannas, dusas utt. zonas).
1o (
(S
e |
3
; ’ 1 MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA
! |
: | Sistémas tips Nida Apmetums
: °
' - - C75/PWA-125/  C75/PWA-125/  C75/PWA-125/  C75/PWA-125/ ~ C75/PWA-125/ ~ C75/PWA-125/  C75/PWA-18/
i . Materiala nosaukums Merv. Expert Udens Uguns+ UdensUguns+ Cietd Hydro Uguns+
Materiala patérins uz 1 m?
Plaksne Nida Expert 12,5 mm m? 1,0
Plaksne Nida Udens 12,5 mm m2 - 1,0
] Plaksne Nida Uguns Plusss 12,5 mm m? - - 1.0
Plaksne Nida Udens Uguns Plusss 12,5 mm m? - - - 10
Plaksne Nida Cieta 12,5 mm m? - - - - 1,0
Plaksne Nida Hydro 12,5 mm m? - - - - - 1,0 -
a o Plaksne Nida Uguns Plusss 18,0 mm m? - - - - - - 1.0
Profils Nida C75 tek.m 1.8 18 18 18 18 18 18
""""""" Profils Nida €50 tek.m 02 02 02 02 02 02 02
MATERIALI: Profils Nida U75 tek.m 07 07 07 07 07 07 07
o R ) Vibroakustiskais savienotajs Nida PWA75 gab. 11 11 11 11 11 11 11
1. Gipskartona plaksnes Nida —
Dibelis Nida gab. 29 29 29 29 29 29 29
2. Profils Nida C 75 Pasurbjosas skraves Nida 3,5x25 mm gab. 120 120 120 120 -
3. Profils Nida U 75 Pasurbjosas skroves Nida 3,5x35 mm gab. - - - - - - 120
4. Padurbjosas skraves Nida 3,5 x 25 mm Pasurbjo3as skrives Nida 3,5x45 mm gab. 70 7.0 70 7.0 7.0 7.0 7.0
5. Pasurbjosas skroves Nida 3.5 x 45 mm Pasurbjosas skraves Nida Cieta 35 (3,9x35 mm) gab. - - - - 12,0 -
Pasurbjosas skruves Nida Hydro C4 3,5x25 mm gab. - - - - - 12,0 -
6. Vibroakustiskais savienotajs Nida PWA 75 Limlente uvem Nida tek.m 14 12 14 12 14 12 14
7. lzolacijas materials mineralvate (péc izvéles) Akustiskas izolacijas limlente Nida tek.m Al 11 Al 11 Al 11 Al
8. Suve starp gipskartona plaksnem tiek veidota no Nida 4 Gipsa Spaktele Nida Start kg 03 03 03 03 - - 03
gip$a masas ar Nida 3uvju limlenti U Gipsa spaktele Nida Finisz kg 01 01 01 01 - - 01
| | |
9. BIivéjosa akustiskas izolacijas lente Nida : : : Gatava Spakte|masa Nida Hydromix 9 kg - - - - 0.4 04 -
| | | Mineralvate * m? 10 1,0 10 1,0 10 1,0 10
| | |
! ! ! »Nida C50 - savienojuma profils.
! ! ! 4 Izmantojot gip3a skiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa Spakteli.
: : : % Pielietojums atbilstosi prasibam.
| | | Patérina standartos nav nemti vera materialie zaudéjumi.
| | |
| | |
| | |
) ) )
| | |

— apmekléjiet www.siniat.lv un lejupieladéjiet brosuras!
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

U izturib WNELSINELE] Maksimalais BO Saistitad
nlda A ‘ , etU , 7 SUREEMIEES akustiska buves e o dokumenta
klase: svars 1m2:

izolacija: augstums: numurs:

ERgEIBO 56 dB 4000 mm 20,0-34,0 kg ETA 15/0301
R)EIEO

Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Separate Lining System/0012/15.11.2016

C75/PWA-25; C75/PWA-30

ww 000l 'siew

SRR LT |
bomemmmmmmmmmmmmmmme

MATERIALI:

GipSkartona plaksnes Nida e 6 8 e o o e

Profils Nida C 75

-

Profils Nida U 75
Pasurbjosas skruves Nida 3,5 x 25 mm
Pasurbjosas skruves Nida 3,5 x 35 mm

Pasurbjosas skruves Nida 3,5 x 45 mm

Vibroakustiskais savienotajs Nida PWA 75

Izolacijas materiadls mineralvate (péc izvéles)

© ® N W s WD

Suve starp gipskartona plaksném tiek veidota no Nida f
gip3a masas ar Nida Suvju limlenti

10. Blivejosa akustiskas izolacijas lente Nida

max 600 mm

max 600 mm

@ wWww.siniat.Iv

ENKUROTU SIENU SEGUMU SISTEMA AR NESOS0 KONSTRUKCIJU
NIDA C75 (NIDA PWA)

TEHNISKIE PARAMETRI

Neso3a konstrukcija Izolacijas materials
; o . Baves bl
Gipsa plakénu apsuvums Vibroakustisko ’\é'%a Maksimalais Akustiska SRS Ugunsizturibas
v g 2 . augstums izolacija 2 klase
savienotaju il K | m _
o S profilu anas izolacijai Ipats
Sistémas nosaukums Nida PWA75 atsta- S
Nida Apmetums ? tums e
4 Apziméjums R .
’ Biezums i Biezums Blivums Rw Ral Ra2 ,
N k. | !
ida sts:r?da?tru [mm] [mm]  Mineralvate [mm] [kg/m’] [mm] [08] [0B] [d8] [ka] [min.]
C75/PWA-25/Expert Expert 2x12,5 A 1000 600 stikla 50 12 4000 37 35 31 200
C75/PWA-25/Udens? Udens 2x12,5 H2 1000 600 stikla 50 12 4000 37 35 31 210 -
C75/PWA-25/Uguns+  Uguns Plusss ~ 2x12,5 DF 1000 600 stikla 50 12 4000 40 38 35 240 (R)EI30
C75/PWA-25/ Udens Uguns !
UdensUguns+ Plusse 2x12,5 DFH2 1000 600 stikla 50 12 4000 40 38 35 240 (R)EI30
C75/PWA-25/Cieta Cietd 2x12,5 DEFHIIR 1000 600 stikla 75 50 4000 55 53 47 290 (R)EI30 [ ]
C75/PWA-25/Hydro Hydro 2x125  GMFH1I 1000 600 stikla 50 12 4000 40 38 35 250 (R)EI30 )
C75/PWA-30/Uguns+ Uguns Plusss ~ 2x15,0 DF 1000 600 stikla 50 12 4000 41 40 37 310 (R)EIBO
C75/PWA-30/Cieta Cietd 2x150  DEFH1R 1000 600 stikla 75 50 4000 56 54 48 340 (R)EI6O )
C75/PWA-30/Hydro Hydro 2x15,0 GMFH1I 1000 600 stikla 50 12 4000 41 40 37 31,0 (R)EI6O [ ]

" Eiropas tehniskais novértéjums ETA 15/0301.

Telpas ar relativo gaisa mitrumu |idz 85 % stdra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ip3a skiedru plaksnes (horizontalam un vertikalam virsmam
vannas, du§as utt. zonas).

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

Sistémas tips Nida Apmetums

y i C75/ C75/ C75/ C75/PWA-25/ C75/ C75/ C75/ C75/ C75/
Materiala nosaukums Mérv. Pl\ENA-ZS/ PWA-25/ PWA-25/ UdensUguns+ PWA-25/  PWA-25/ PWA-30/ PWA-30/  PWA-30/
xpert Udens Uguns+ Cietd Hydro Uguns+ Cietd Hydro
Materiala patérind uz 1 m?
Plaksne Nida Expert 12,5 mm m? 2,0 -
Plaksne Nida Udens 12,5 mm m? - 2,0
Plaksne Nida Uguns Plusss 12,5 mm m? - - 20
Plaksne Nida Udens Uguns Plusss 12,5 mm m? - - - 20
Plaksne Nida Cieta 12,5 mm m? - - - - 2,0
Plaksne Nida Hydro 12,5 mm m? - - - - - 20 -
Plaksne Nida Uguns Plusss 15,0 mm m? - - - - - - 20
Plaksne Nida Cieta 15,0 mm m? - - - - - - - 2,0 -
Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 2,0
Profils Nida C75 tek.m 18 18 1.8 18 18 18 18 18 1.8
Profils Nida C50% tek.m 02 02 02 02 02 0.2 0.2 02 02
Profils Nida U75 tek.m 0,7 0,7 0,7 0,7 07 07 07 07 0,7
Vibroakustiskais savienotajs Nida PWA75 gab. 11 11 Al 11 Al Al Al Al 11
Dibelis Nida gab. 29 29 29 29 2.9 29 2.9 2.9 29
Pasurbjosas skraves Nida 3,5x25 mm gab. 4,0 4,0 4,0 4,0 - - 4,0
Pasurbjosas skroves Nida 3,5x35 mm gab. 12,0 12,0 12,0 12,0 - - - -
Padurbjosas skraves Nida 3,5x45 mm gab. 70 70 70 70 7.0 70 19,0 70 7,0
Pasurbjosas skrives Nida Cieta 35 (3,9x35 mm) gab. - - - - 16,0 - - 40
Pasurbjosas skraves Nida Cieta 45 (3,9x45 mm) gab. - - - - - - - 12,0 -
Pasurbjosas skroves Nida Hydro C4 3,5x25 mm gab. - - - - - 4,0 - - 4,0
Padurbjosas skraves Nida Hydro C4 3,5x41 mm gab. - - - - - 12,0 - - 12,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14
Akustiskas izolacijas limlente Nida tek.m 11 11 11 11 Al Al Al Al Al
Gip3a Spaktele Nida Start kg 0,6 0,6 0,6 0,6 - - 06
Gip3a Spaktele Nida Finisz kg 01 01 01 01 - - 0,1 - -
Gatava 3pakte|masa Nida Hydromix ¥ kg - - - - 07 07 - 07 07
Mineralvate * m? 1,0 1,0 10 1,0 1,0 1,0 1,0 1,0 10

»Nida C50 - savienojuma profils.

4 Izmantojot gip3a skiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa Spakteli.
% Pielietojums atbilstosi prasibam.

Patérina standartos nav nemti véra materialie zaudéjumi.

k PIRMIE TIRGU . . - . _ .
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

Upunsiurtes (PN VeI Maksimalois gy e ENKUROTU SIENU SEGUMU SISTEMA AR NESOS0 KONSTRUKCIJU
nldaApmetumS 0 klgase: @izﬁlécij:: e:ugstums: @svarﬂmz: @?\u:fnurs: NlDA C75 (NIDA PWA)

34,0-42,0 kg ETA 15/0301

TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:
SISTEMAS:

DoP/Separate Lining System/0012/15.11.2016

(R)EIEO 58 dB 4000 mm

max 600 mm max 600 mm

C75/PWA'37 5 Neso3a konstrukcija Izolacijas materials :
! Ginga plaks - - - Maksimalais Akustiska Buves Ugunsizturibas
Gip3a plaksnu apsuvums Vibroakustisko N|dafﬁ75 augstums izolacija 51‘/%25 Klase
Sistémas nosaukums Saaglslteant%trzj: %rtZtlau s lolEd Isglasatsea
Nida Apmetums ! Nida PWA75 tums e
Nida Bi[eﬂ?ums AS%EI;.}E : [mm] [mm]  Mineralvate Biﬁﬁust Eﬁigf”@]s [mm] [E‘g] [FéaB1] [FéaBZ] [ka] [min.]
; C75/PWA-37,5/Uguns+  Uguns Plusss ~ 3x12,5 DF 1000 600 stikla 50 12 4000 41 40 37 340 (R)EI6O
Bgi/ﬁs‘ﬁgfgfj Vdensouns  sx1a5 DR 1000 600 stikla 500 1 4000 41 40 37 340 (R)EIEO
1 C75/PWA-37,5/Cietd Cietd 3x125  DEFHTR 1000 600 stikla 75 50 4000 58 56 50 420 (R)EIBO )
C75/PWA-37,5/Hydro Hydro 3x125  GMFH1I 1000 600 stikla 50 12 4000 41 40 37 360 (R)EI6O )
: " Eiropas tehniskais novértéjums ETA 15/0301.
id
§ I , | } MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA
e £ |
é s ; | Sistémas tips Nida Apmetums
3 | # / 07‘—@ Materiala nosaukums Merv. C75/PWA-37,5/Uguns+ C75/PWA-37,5/UdensUguns+ C75/PWA-37,5/Cietad C75/PWA-37,5/Hydro
‘ } ll Materiala patérind uz 1 m?
‘ L4 Plaksne Nida Uguns Plusss 12,5 mm m2 30
1 | o, Plaksne Nida Udens Uguns Plusss 12,5 mm m? - 30 -
| | Plaksne Nida Cietd 12,5 mm m? - - 30 -
| | Plaksne Nida Hydro 12,5 mm m? - - - 30
| Profils Nida C75 tek.m 18 18 18 18
7 Profils Nida C50? tek.m 0.2 02 0.2 0.2
Profils Nida U75 tek.m 07 07 07 07
Vibroakustiskais savienotajs Nida PWA75 gab. Al 11 Al Al
Dibelis Nida gab. 29 29 29 29
n o Pasurbjosas skrives Nida 3,5x25 mm gab. 4,0 4,0
Pasurbjosas skrives Nida 3,5x35 mm gab. 4,0 4,0 - -
........................................................................................................................................................................................................................................................... Pasurbjosas skrives Nida 3,5x45 mm gab. 7,0 7,0 7,0 7.0
MATERIALI: Pasurbjosas skroves Nida 3,5x55 mm gab. 12,0 12,0 -
Pasurbjosas skraves Nida Cietd 35 (3,9x35 mm) gab. - - 8,0
1. Gipskartona plaksnes Nida e e S Pasurbjosas skraves Nida Cietd 55 (3,9x55 mm) gab. - - 12,0 -
2. Profils Nida C 75 Pasurbjosas skrives Nida Hydro C4 3,5x25 mm gab. - - - 4,0
. . Pasurbjosas skroves Nida Hydro C4 3,5x41 mm gab. - - - 4,0
3. Profils Nida U 75 — . -
Pasurbjosas skroves Nida Hydro C4 3,5x55 mm gab. - - - 12,0
4. PasSurbjosas skroves Nida 3,5 x 25 mm Limlente uvam Nida tek.m 14 14 14 14
5. Pasurbjosas skroves Nida 3,5 x 35 mm Akustiskas izolacijas limlente Nida tek.m 11 11 11 11
6. Pa3urbjosas skroves Nida 3,5 x 45 mm Gipsa Spaktele Nids Start kg 09 09
B o . . Gip3a Spaktele Nida Finisz kg 01 01 - -
7. Pasurbjosas skruves Nida 3,5 x 55 mm :
— Gatava Spakte|masa Nida Hydromix> kg - - 1.0 1.0
8. Vibroakustiskais savienotajs Nida PWA 75 i Mineralvate & m? 10 10 10 10
9. lIzolacijas materials mineralvate (péc izvéles) ] ‘ ‘ : 2Nida C50 - savienojuma profils.
10. SU\/e lsbtafp gipékarton_a p'?ks_”ém tiek _veidota no : : : j)) \Pzirg‘ziagttoojjljjntqg|§tst?”sslé<ée§?r;rapsliabk;nﬂfs Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa Spakteli.
Nida gipSa masas ar Nida Suvju limlenti I I I Patérina standartos nav nemti véra materialie zaudéjumi.
11. Blivejosa akustiskas izolacijas lente Nida .y : : :
| | |
| | |
— b= — L | | |
| | |
| | |
| | |
| | |
| | |

WWW.SiniatIv e < SIS TEMAS Atklajiet Nida PWA plaksnes iespéjas
’ ' MARKETA ZIME C€
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

U —— WNELSINELE] Maksimalais BO Saistitad
nlda A ‘ , etU , 7 SUREEMIEES akustiska buves e o dokumenta
klase: svars 1m2:

izolacija: augstums: numurs:

ERgEIQO 61dB 4000 mm 44,0-66,0 kg ETA 15/0301
R)EI120

Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Separate Lining System/0012/15.11.2016

C75/PWA-50; C75/PWA-60

ww 000l 'sxew

e ecmmmmmmmmmmmmmmmmmmm=d
[

MATERIALI:

Gipskartona plaksnes Nida e 6 0 e

Profils Nida C 75

-

Profils Nida U 75
Pasurbjosas skruves Nida 3,5 x 25 mm
Pasurbjosas skruves Nida 3,5 x 35 mm

Pasurbjosas skruves Nida 3,5 x 45 mm

Pasurbjosas skruves Nida 3,5 x 55 mm

Pasurbjosas skruves Nida 3,5 x 70 mm

© ® N W s WD

988

Vibroakustiskais savienotajs Nida PWA 75

NE—

-
o

. Izolacijas materials mineralvate (péc izvéles) Tri

11. Suve starp gipskartona plaksném tiek veidota no Nida v
gip$a masas ar Nida suvju limlenti ]

12. Blivéjosa akustiskas izolacijas lente Nida

max 600 mm

max 600 mm

@ wWww.siniat.Iv

ENKUROTU SIENU SEGUMU SISTEMA AR NESOS0 KONSTRUKCIJU
NIDA C75 (NIDA PWA)

TEHNISKIE PARAMETRI

Nesosa konstrukcija Izolacijas materials
: . . P . Baves P
. - . Vibroakustisko ~ Nida C75 Maksimalais Akustiska Ugunsizturibas
Gipsa plaksnu apsuvums savienotaju  profilu Skanas izolaciiai augstums izolacija 51\’[?]25 Klase -
Sistémas nosaukums atstatums atsta- 8 ) Ipasa
Nida Apmetums ? Nida PWA75 tums siste-
ma
; Apziméjums i R
g Biezums feyor Biezums Blivums Rw Ral Ra2 "
Nida s?::sa?tru [mm] [mm]  Mineralvate [mm]  [kg/m] [mm] (08] [0B] [dB] [ka] [min.]
C75/PWA-50/Uguns+ Uguns Plusss  4x12,5 DF 1000 600 stikla 75 14 4000 43 41 38 440 (R)EI90
C75/PWA-50/ Udens Uguns :
UdensUguns+ PlUsss 4x12.5 DFH2 1000 600 stikla 75 14 4000 43 41 38 440 (R)EI90
C75/PWA-50/Cieta Cieta 4x125  DEFHIIR 1000 600 stikla 75 50 4000 60 58 53 550 (R)EI90 [ ]
C75/PWA-50/Hydro Hydro 4x12.5 GMFH1I 1000 600 stikla 75 14 4000 43 41 38 470 (R)EI90 °
C75/PWA-60/Uguns+ Uguns Plusss  4x15,0 DF 1000 600 stikla 75 14 4000 44 42 40 580 (R)EI20 -
C75/PWA-60/Cieta Cietd 4x150  DEFH1R 1000 600 stikla 75 50 4000 61 59 54 660 (R)EN20 [ )
C75/PWA-60/Hydro Hydro 4x15,0 GMFH1I 1000 600 stikla 75 14 4000 44 42 40 580 (R)EI20 [ ]

" Eiropas tehniskais novertéjums ETA 15/0301.

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

Sistémas tips Nida Apmetums

» . C75/ C75/PWA-50/ C75/ C75/ C75/ C75/ C75/
Materiala nosaukums Mérv. FL’JWA-BO/ UdensUguns+ PWA-50/ ~ PWA-50/ PWA-60/ PWA-60/  PWA-60/
guns+ Cieta Hydro Uguns+ Cietd Hydro
Materiala patérind uz 1 m?
Plaksne Nida Uguns Plusss 12,5 mm m? 4,0
Plaksne Nida Udens Uguns Plusss 12,5 mm m? - 4,0 -
Plaksne Nida Cietd 12,5 mm m? - - 4,0
Plaksne Nida Hydro 12,5 mm m? - - - 40
Plaksne Nida Uguns Plusss 15,0 mm m? - - - - 4,0
Plaksne Nida Cieta 15,0 mm m? - - - - - 4,0 -
Plaksne Nida Hydro 15,0 mm m? - - - - - - 4,0
Profils Nida C75 tek.m 1.8 18 18 18 18 18 18
Profils Nida C502 tek.m 02 02 02 0.2 0.2 0.2 02
Profils Nida U75 tek.m 0,7 07 0,7 07 07 07 0,7
Vibroakustiskais savienotajs Nida PWA75 gab. 11 11 11 11 11 11 Al
Dibelis Nida gab. 29 29 29 29 29 29 29
Pasurbjosas skroves Nida 3,5x25 mm gab. 4,0 4,0 - - 4,0
Pasurbjosas skroves Nida 3,5x35 mm gab. 4,0 4,0 - - - - -
Pasurbjosas skroves Nida 3,5x45 mm gab. 7.0 7.0 7.0 7,0 11,0 7,0 7.0
Padurbjosas skraves Nida 3,5x55 mm gab. 4,0 4,0 - - 4,0
Pasurbjosas skroves Nida 4,2x70 mm gab. 12,0 12,0 - - 12,0
Pasurbjosas skraves Nida Cieta 35 (3,9x35 mm) gab. - - 8,0 - - 4,0
Padurbjosas skraves Nida Cieta 45 (3,9x45 mm) gab. - - - - - 4,0
Pasurbjosas skrives Nida Cieta 55 (3,9x55 mm) gab. - - 4,0 - - 4,0
Pasurbjosas skraves Nida Cieta 70 (4,2x70 mm) gab. - - 12,0 - - 120 -
Pasurbjosas skrives Nida Hydro C4 3,5x25 mm gab. - - - 4,0 - - 4,0
Pasurbjosas skroves Nida Hydro C4 3,5x41 mm gab. - - - 4,0 - - 4,0
Pasurbjosas skroves Nida Hydro C4 3,5x55 mm gab. - - - 4,0 - - 4,0
Pasurbjosas skraves Nida Hydro C4 4,2x70 mm gab. - - - 12,0 - - 12,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14
Akustiskas izolacijas limlente Nida tek.m Al 11 11 11 11 11 11
Gipsa Spaktele Nida Start kg 12 1.2 - - 12
Gipsa Spaktele Nida Finisz kg 01 01 - - 01 - -
Gatava Spakte|masa Nida Hydromix > kg - - 13 13 - 13 13
Mineralvate 9 m? 1,0 1,0 1,0 1,0 1,0 1,0 1,0

2 Nida C50 - savienojuma profils.

¥ Izmantojot gip3a kiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a spakteli.
4 Pielietojums atbilstosi prasibam.

Patérina standartos nav nemti vera materialie zaudejumi.

k PIRMIE TIRGU . . - . _ .
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@ SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

Maksimala NELSINEIETS SEI ][] = ~
nidaApmetums Ugunsiziuoss akustisks bives B PR ENKUROTU SIENU SEGUMU SISTEMA AR NESOSO KONSTRUKCIJU
daAp 0 - i2013cijo egm @ e ®m NIDA C100 (NIDA PWA)

ERgEHS 56 dB 4000 mm 13,0-19,0 kg ETA 15/0301

R)EI30

TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:
SISTEMAS:

DoP/Separate Lining System/0012/15.11.2016

Neso3a konstrukcija Izolacijas materials
C100/PWA-12,5; C100/PWA-18,0 ’ ’ .
o s Oves [E—
A . A . Ni Maksimalais ~ Akustiska Ugunsizturibas
Gipsa plaksnu apsuvums v|brqakustt_|§ko c1'8g augstums izolacija 51\/;25 klase
savienotaju f N -
Sistémas nosaukun)ws atstatums ';rtg?alu S EEB IR lsﬁ):éa
: ! < B
Nida Apmetums Nida PWA100 U ma
R Apziméjums R R
" Biezums S Biezums Blivums Rw Ral Ra2 A
Nida [mm s?aa;sa ?tru [mm] [mm]  Mineralvate [mm] [kg/m?] [mm] (08] [d8] [0B] [ka] [min.]
C100/PWA-12,5/Expert Expert 125 A 1000 600 stikla 50 12 4000 34 32 28 130
, C100/PWA-12,5/Udens? Udens 125 H2 1000 600 stikla 50 12 4000 34 32 28 140
1 C100/PWA-12,5/Uguns+ Uguns Plusss 12,5 DF 1000 600 stikla 50 12 4000 36 34 30 150 (R)EN5
C100/PWA-12,5/ Udens Uguns '
H OdensUguns+ Plusss 125 DFH2 1000 600 stikla 50 12 4000 36 34 30 150 (R)EIS
C100/PWA-12,5/Cieta Cietd 125 DEFH1IR 1000 600 stikla 100 50 4000 56 55 50 180 (R)EN5 )
: C100/PWA-12,5/Hydro Hydro 125 GMFHT1I 1000 600 stikla 50 12 4000 36 34 30 16,0 (R)ENS ®
C100/PWA-18/Uguns+  Uguns Plusss 18,0 DF 1000 600 stikla 50 12 4000 37 36 32 190 (R)EI30
:: 3 " Eiropas tehniskais novértéjums ETA 15/0301.
H & i 2 Telpas ar relativo gaisa mitrumu lidz 85 % stUra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ip3a skiedru plaksnes (horizontalam un vertikalam virsmam
H ‘: | vannas, dusas utt. zonas).
=) (
(S
io |
=)
: || MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA
i |
; . Sistémas tips Nida Apmetums
' °
! €100/ €100/ €100/ €100/ €100/
i Materi3la nosaukums Mérv. PWA 125/ PWA125/ PUA2S  PWAT2S/ o OOOE o pwarzs  CIOQPWATE/
‘" Expert Udens Uguns+ UdensUguns+ ' Hydro 9
Materiala patérind uz 1 m?
Plaksne Nida Expert 12,5 mm m? 1.0
x Plaksne Nida Udens 12,5 mm m? - 1,0
Plaksne Nida Uguns Plusss 12,5 mm m? - - 1,0
Plaksne Nida Udens Uguns Plusss 12,5 mm m? - - - 10 -
Plaksne Nida Cieta 12,5 mm m? - - - - 1.0 -
a e Plaksne Nida Hydro 12,5 mm m? - - - - - 1.0 -
Plaksne Nida Uguns Plusss 18,0 mm m? - - - - - - 1.0
----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- Profils Nida C100 tek.m 18 18 18 18 18 18 18
MATERIALI: Profils Nida C50? tek.m 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Profils Nida U100 tek.m 07 0,7 07 0,7 07 0,7 07
1. Gipskartona plaksnes Nida Vibroakustiskais savienotdjs Nida PWA100 gab. Al 11 Al 11 Al 11 Al
2. Profils Nida C 100 Dibelis Nida gab. 29 29 29 29 29 29 29
) ) Pasurbjosas skrives Nida 3,525 mm gab. 12,0 12,0 12,0 12,0 -
3. Profils Nida U 100
Pasurbjosas skrives Nida 3,5x35 mm gab. - - - - - - 12,0
4. Pasurbjosas skroves Nida 3,5 x 25 mm Pasurbjosas skrives Nida 35x45 mm gab. 70 70 70 70 70 70 70
5. Pasurbjosas skroves Nida 3,5 x 45 mm Pasurbjosas skrives Nida Cieta 35 (3,9x35 mm) gab. - - - - 12,0 -
6. Vibroakustiskais savienotajs Nida PWA 100 Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - - - 120 -
. . R o Limlente Suvém Nida tek.m 14 14 14 14 14 14 14
7. lzolacijas materials mineralvate (péc izvéles)
} ) - ) ) Akustiskas izolacijas limlente Nida tek.m 11 11 11 11 11 11 11
8. Suve starp g\psquto?a p\a&fsnem .t\ek veidota no Nida Gipga &paktele Nida Start kg 03 03 03 03 B . 03
gip%a masas ar Nida Suvju limlenti :
I o ) T T Gipsa Spaktele Nida Finisz kg 0,1 0.1 0.1 0,1 - - 01
9. Blivejosa akustiskas izolacijas lente Nida : : : Gatava Spakte|masa Nida Hydromix kg i i i i 04 04 .
: : : Mineralvate m? 10 1.0 10 10 10 1.0 10
| | |
| | | »Nida C50 - savienojuma profils.
| | | 9 Izmantojot gip3a skiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa Spakteli.
! ! ! % Pielietojums atbilstosi prasibam.
: : : Patérina standartos nav nemti véra materialie zaudéjumi.
| | |
: max 600 mm : max 600 mm :
| | |
e
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@ SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

U izturib WELSINEIE] Maksimalais BO SEIN &)
nlda Apmetu ' ' klgunslztur| 3s akustiska buves uves1 5 dokumenta
cRIH izolacija: augstums: XD LU numurs:

ERgEIBO 62 dB 5000 mm 21,0-35,0 kg ETA 15/0301

R)EI60

Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Separate Lining System/0012/15.11.2016

C100/PWA-25; C100/PWA-30
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MATERIALI:

-

GipSkartona plaksnes Nida

Profils Nida C 100

Profils Nida U 100

Pasurbjosas skruves Nida 3,5 x 25 mm
Pasurbjosas skruves Nida 3,5 x 35 mm
Pasurbjosas skruves Nida 3,5 x 45 mm

Vibroakustiskais savienotajs Nida PWA 100

Izolacijas materiadls mineralvate (péc izvéles)

© ® N W s WD

Suve starp gipskartona plaksném tiek veidota no Nida
gip3a masas ar Nida Suvju limlenti

10. Blivejosa akustiskas izolacijas lente Nida

max 600 mm

max 600 mm

@ wWww.siniat.Iv

ENKUROTU SIENU SEGUMU SISTEMA AR NESOSO KONSTRUKCIJU
NIDA C100 (NIDA PWA)

TEHNISKIE PARAMETRI

Nesosa konstrukcija Izolacijas materials
o s Buves PR
A D . : : Nid Maksimalais Akustiska Ugunsizturibas
Gipsa plaksnu apsuvums Vibroakustisko C1|0?J augstums izolacija 51\1?]25 Klase -
Sistémas nosaukums savienotaly oy Skanas izolacijai S;izsatséai
Nida Apmetums ! Al atsta- '
Nida PWA100 i ma
ums
A Apziméjums A R
g Biezums S Biezums Blivums Rw Ral Ra2 q
Nida stsaars]lé.aerztr [mm] [mm]  Mineralvate [mm] [kg/m?] [mm] (08] [0B] (o8] [ka] [min.]
u

C100/PWA-25/Expert Expert 2x12.5 A 1000 600 stikla 50 12 5000 37 35 31 21,0
C100/PWA-25/Udens? Udens 2x12,5 H2 1000 600 stikla 50 12 5000 37 35 31 220
C100/PWA-25/Uguns+  Uguns Plusss  2x12,5 DF 1000 600 stikla 50 12 5000 40 38 35 250 (R)EI30
C100/PWA-25/ Udens Uguns )
UdensUguns+ PlUsss 2x12.5 DFH2 1000 600 stikla 50 12 5000 40 38 35 250 (R)EI30
C100/PWA-25/Cieta Cieta 2x125  DEFHIIR 1000 600 stikla 100 50 5000 61 60 55 300 (R)EI30 [ ]
C100/PWA-25/Hydro Hydro 2x125  GMFH1I 1000 600 stikla 50 12 5000 40 38 35 260 (R)EI30 )
C100/PWA-30/Uguns+ Uguns Plusss  2x15,0 DF 1000 600 stikla 50 12 5000 41 40 37 320 (R)EIBO
C100/PWA-30/Cieta Cietd 2x15,0  DEFHTIR 1000 600 stikla 100 50 5000 62 61 56 350 (R)EI6O ®
C100/PWA-30/Hydro Hydro 2x150  GMFH1I 1000 600 stikla 50 12 5000 41 40 37 320 (R)EI6O °

" Eiropas tehniskais novértéjums ETA 15/0301.

2 Telpas ar relativo gaisa mitrumu lidz 85 % stdra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontalam un vertikalam virsmam
vannas, dusas utt. zonas).

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

Sistémas tips Nida Apmetums

€100/ €100/ €100/ €100/ €100/ €100/ €100/ €100/ €100/
Materiala nosaukums Mérv. PWA-25/ PWA-25/ PWA-25/  PWA-25/ PWA-25/ PWA-25/ PWA-30/ PWA-30/  PWA-30/
Expert Udens Uguns+ UdensUguns+ Cietd Hydro Uguns+ Cietd Hydro
Materiala patérind uz 1 m?
Plaksne Nida Expert 12,5 mm m? 2.0
Plaksne Nida Udens 12,5 mm m? - 2,0
Plaksne Nida Uguns Plusss 12,5 mm m? - - 2,0
Plaksne Nida Udens Uguns Plusss 12,5 mm m? - - - 2.0
Plaksne Nida Cietd 12,5 mm m? - - - - 2.0
Plaksne Nida Hydro 12,5 mm m? - - - - - 2,0
Plaksne Nida Uguns Plusss 15,0 mm m? - - - - - - 2.0 -
Plaksne Nida Cieta 15,0 mm m? - - - - - - - 2.0 -
Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 2.0
Profils Nida C100 tek.m 18 18 18 1.8 18 1.8 18 18 18
Profils Nida C507 tek.m 02 02 02 02 0.2 0.2 0.2 0.2 02
Profils Nida U100 tek.m 0,7 0,7 0,7 0,7 07 07 07 07 0,7
Vibroakustiskais savienotajs Nida PWA100 gab. 11 Al 1 11 11 11 11 11 11
Dibelis Nida gab. 29 29 29 29 29 29 29 29 29
Pasurbjosas skroves Nida 3,5x25 mm gab. 4,0 4,0 4,0 4,0 - - 4,0
Pasurbjosas skroves Nida 3,5x35 mm gab. 12,0 12,0 12,0 12,0 - - - - -
Pasurbjosas skroves Nida 3,5x45 mm gab. 7.0 7.0 7.0 7.0 7,0 7,0 19,0 7,0 7.0
Pasurbjosas skruves Nida Cieta 35 (3,9x35 mm) gab. - - - - 16,0 - - 4,0
Pasurbjosas skraves Nida Cieta 45 (3,9x45 mm) gab. - - - - - - - 120 -
Pasurbjosas skroves Nida Hydro C4 3,5x25 mm gab. - - - - - 4,0 - - 4,0
Pasurbjosas skroves Nida Hydro C4 3,5x41 mm gab. - - - - - 12,0 - - 12,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14
Akustiskas izolacijas limlente Nida tek.m 11 Al 11 11 11 11 11 11 11
Gip3a Spaktele Nida Start kg 0,6 0,6 0,6 0,6 - - 0,6
Gip3a Spaktele Nida Finisz kg 01 01 01 01 - - 01 - -
Gatava 3pakte|masa Nida Hydromix kg - - - - 07 07 - 07 0,7
Mineralvate % m2 1,0 1,0 10 1,0 1,0 1,0 1,0 1,0 10

»Nida C50 - savienojuma profils.

4 1zmantojot gip3a skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
% Pielietojums atbilstosi prasibam.

Paterina standartos nav nemti vera materialie zaudejumi.
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

Maksimala NELSINEIETS SEI ][] = ~
nl A metums UgEIl;résizturTbas AluEEEE bives SB\;Javris - dokumenta EN KU ROTU SI EN U SEGUMU SlSTEMA AR N ESOSO KONSTRU KC'JU
da p 0 b @ izolacija: eaugstums: @35 0?43‘ . @ numurs: NIDA C100 (N IDA PWA)

64 dB 5 ETA 15/0301
9

TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

DoP/Separate Lining System/0012/15.11.2016

(R)EIEO 5000 mm

SISTEMAS:

C1 0 O/PWA 37 5 Neso3a konstrukcija Izolacijas materials
) ' S g Maksimalais ~ Akustiska Elnzs Ugunsizturibas
Gipsa plaksnu apsuvums Vibroakustisko  Nida augstums izolacia 5 klase
- savienotaju €100 Skanas izolacijai " Ipasa
Sistémas nosaukums atstatums profilu ' siste-
Nida Apmetums " Nida PWA100  atstatums ma
A Apziméjums ) -
: Biezums [— Biezums Blivums Rw Ral Ra2 ;
Nida sask. ar [mm] [mm]  Mineralvate [mm] [kg/m] [mm] (08] [d8) [B] [ka] [min.]
standartu
C100/PWA-37,5/Uguns+ Uguns Plusss ~ 3x12,5 DF 1000 600 stikla 100 12 5000 45 44 39 350 (R)EIBO
1 C100/PWA-37,5/ Udens Uguns .
OdensUguns* Plusss 3x125 DFH2 1000 600 stikla 100 12 5000 45 44 39 350 (R)EIBO
] C100/PWA-37,5/Cieta Cietd 3x125  DEFHTIR 1000 600 stikla 100 50 5000 64 63 58 430 (R)EIBO )
C100/PWA-37,5/Hydro Hydro 3x125  GMFH1I 1000 600 stikla 100 12 5000 45 44 39 370 (R)EIBO )
: " Eiropas tehniskais novertéjums ETA 15/0301.
‘E e
i
HE - [ } MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA
H© - |
(s
i g ; ( Sistémas tips Nida Apmetums
3 | : M—@
: ' Materiala nosaukums Mér.  ClOO/PWA-375/Uguns+ CLoO/PA 375/ C100/PWA-375/Ciet C100/PWA-375/Hydro
: } I| ensUguns
d “ ° Materiala patéring uz 1 m?
. ° Plaksne Nida Uguns Plusss 12,5 mm m? 30
| | . Plaksne Nida Udens Uguns Plusss 12,5 mm m? - 30
! | Plaksne Nida Cieta 12,5 mm m? - - 3.0 -
I Plaksne Nida Hydro 12,5 mm m? - - - 30
Profils Nida C100 tek.m 18 18 18 18
£ Profils Nida C502 tek.m 0.2 02 0.2 02
Profils Nida U100 tek.m 07 07 07 07
Vibroakustiskais savienotajs Nida PWA100 gab. 11 11 11 11
Dibelis Nida gab. 29 29 29 29
n o Padurbjosas skrdves Nida 3,5x25 mm gab. 4,0 4,0 - -
___________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________ Padurbjosas skraves Nida 3,5x35 mm gab. 4,0 4,0 - -
_ Pasurbjosas skroves Nida 3,5x45 mm gab. 7.0 7,0 7,0 7.0
MATERIALI:
Pasurbjosas skroves Nida 3,5x55 mm gab. 120 12,0 -
1. Gipskartona plaksne @ Pasurbjosas skrives Nida Cieta 35 (3,9x35 mm) gab. - - 8,0
, o Pasurbjosas skraves Nida Cieta 55 (3,9x55 mm) gab. - - 120 -
2. Nida Profils Nida C 100
Pasurbjosas skrives Nida Hydro C4 3,5x25 mm gab. - - - 4,0
3. Profils Nida U100 | Pagurbjodas skrives Nida Hydro C4 3,5x41 mm gab. . . . 40
4. PaSurbjosas skraves Nida 3,5 x 25 mm Padurbjosas skrives Nida Hydro C4 3,5x55 mm gab. - - - 120
5. Padurbjosas skrves Nida 3,5 x 35 mm ‘ ‘ Limlente Suvem Nida tekm 14 1.4 1.4 14
6. Pasurbjoias skrives Nida 3.5 x 45 mm : : Akustiskas izolacijas limlente Nida tek.m 11 11 11 11
Gipsa Spaktele Nida Start kg 09 09
7. Pasurbjosas skruves Nida 3,5 x 55 mm | ‘ Gipsa spaktele Nida Finisz kg 01 01 . .
8. Vibroakustiskais savienotajs Nida PWA 100 : . : Gatava $pakte|masa Nida Hydromix? kg - R 1,0 1,0
9. Izolacijas materials mineralvate (péc izvéles) i - Mineralvate m* 10 1.0 10 10
10. Suve starp gipskartona plaksném tiek veidota no L I 2 Nida C50 - savienojuma profils.
Nida gipsa masas ar Nida duvju limlenti ? Izmantojot gip3a 3kiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a spakteli.
4 Pielietojums atbilstosi prasibam.
11. Blivéjosa akustiskas izolacijas lente Nida Patérina standartos nav nemti vera materialie zaudéjumi.

max 600 mm

max 600 mm

WWW.SiniatIv e < SIS TEMAS Atklajiet Nida PWA plaksnes iespéjas
’ ' MARKETA ZIME C€
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SAUSAS BUVES SISTEMAS

ENKUROTI SIENU SEGUMI

d A met ms Ugunsizturibas Maksimala e IETSINEIES @ Bives @ Saistita
akustiska buves o dokumenta
nl a p U 0 Klase: izolacija: augstums: SYEITS F: numurs:
ERgEIQO 68 dB 5000 mm 45,0-67,0 kg ETA 15/0301
R)EI120

Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Separate Lining System/0012/15.11.2016

C100/PWA-50; C100/PWA-60

ww 000l 'syew
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MATERIALI:

GipSkartona plaksnes Nida e e O e o 0 0

Profils Nida C 100

-

Profils Nida U 100
Pasurbjosas skruves Nida 3,5 x 25 mm

Pasurbjosas skruves Nida 3,5 x 35 mm

Pasurbjosas skruves Nida 3,5 x 45 mm

Pasurbjosas skruves Nida 3,5 x 55 mm

Pasurbjosas skruves Nida 3,5 x 70 mm

© ® N W s WD

Vibroakustiskais savienotajs Nida PWA 100 fill

T =
|
|

-
o

. |zolacijas materials mineralvate (péc izvéles)

11. Suve starp gipskartona plaksném tiek veidota no Nida B o r‘
gip$a masas ar Nida suvju limlenti s

12. Blivéjosa akustiskas izolacijas lente Nida

max 600 mm max 600 mm

SN

@ wWww.siniat.Iv

ENKUROTU SIENU SEGUMU SISTEMA AR NESOSO KONSTRUKCIJU
NIDA C100 (NIDA PWA)

TEHNISKIE PARAMETRI

Neso3a konstrukcija Izolacijas materials
. ’ Nida s el Blves P
i 0Ea [AkE < Vibroakustisko Maksimalais Akustiska Ugunsizturibas
Gires PELEY EpELHLTE savienotaju pcrz)(f)i(lju Skanas izolacijai augstums izolacija S}’;rf klase L
Sistémas nosaukums atstatums atstas ' 'Sﬁ’:t?
Nida Apmetums Nida PWA100 TS i
f Apziméjums f .
; Biezums S Biezums Blivums Rw Ral Ra2 f
Nida sts:ritl;a?tru [mm] [mm]  Mineralvate mm]  [kg/m] [mm] (08] [0B] [dB] [ka] [min.]
C100/PWA-50/Uguns+ Uguns Plusss  4x12,5 DF 1000 600 stikla 100 14 5000 44 42 39 450 (R)EI9O
C100/PWA-50/ Udens Uguns .
OdensUguns+ Plusse 4x12.5 DFH2 1000 600 stikla 100 14 5000 44 42 39 450 (R)EI90
C100/PWA-50/Cieta Cietd 4x125  DEFHIR 1000 600 stikla 100 50 5000 66 65 60 560 (R)EISO )
C100/PWA-50/Hydro Hydro 4x125  GMFHI 1000 600 stikla 100 14 5000 44 42 39 480 (R)EISO )
C100/PWA-60/Uguns+ Uguns Plusss  4x15,0 DF 1000 600 stikla 100 14 5000 45 44 40 590 (R)EIN20
C100/PWA-60/Cieta Cietd 4x15,0  DEFHIIR 1000 600 stikla 100 50 5000 68 66 62 670 (R)EI20 )
C100/PWA-60/Hydro Hydro 4x150  GMFHTI 1000 600 stikla 100 14 5000 45 44 40 590 (R)EIN20 )

" Eiropas tehniskais novertéjums ETA 15/0301.

MATERIALU PATERINS UZ 1M2 ENKUROTO SIENU SEGUMU NIDA APMETUMS SISTEMA

Sistémas tips Nida Apmetums

€100/ €100/ €100/ €100/ €100/ €100/ €100/
Materiala nosaukums Mérv. PWA-50/ PWA-50/ PWA-50/  PWA-50/ PWA-60/ PWA-60/  PWA-60/
Uguns+ UdensUguns+ Cietd Hydro Uguns+ Cietd Hydro
Materiala patérins uz 1 m?
Plaksne Nida Uguns Plusss 12,5 mm m? 4,0
Plaksne Nida Udens Uguns Plusss 12,5 mm m? - 4,0
Plaksne Nida Cieta 12,5 mm m? - - 4,0 -
Plaksne Nida Hydro 12,5 mm m? - - - 4,0 -
Plaksne Nida Uguns Plusss 15,0 mm m? - - - - 4,0
Plaksne Nida Cieta 15,0 mm m? - - - - - 4,0 -
Plaksne Nida Hydro 15,0 mm m? - - - - - - 4,0
Profils Nida C100 tek.m 1.8 18 1.8 1.8 1.8 1.8 1.8
Profils Nida C50? tek.m 02 02 02 0.2 0.2 0.2 0.2
Profils Nida U100 tek.m 07 07 07 07 0,7 07 0,7
Vibroakustiskais savienotajs Nida PWA100 gab. IAl Al Al 11 11 11 11
Dibelis Nida gab. 29 29 29 2.9 29 29 29
Pasurbjosas skroves Nida 3,525 mm gab. 4,0 4,0 - - 4,0
Pasurbjosas skroves Nida 3,5x35 mm gab. 4,0 4,0 - - - - -
Pasurbjosas skroves Nida 3,5x45 mm gab. 70 7.0 70 7,0 1,0 7,0 7,0
Pasurbjosas skroves Nida 3,5x55 mm gab. 4,0 4,0 - - 4,0
Pasurbjosas skroves Nida 4,2x70 mm gab. 12,0 12,0 - . 12,0 .
Pasurbjosas skraves Nida Cieta 35 (3,9x35 mm) gab. - - 8,0 - - 40
Pasurbjosas skraves Nida Cieta 45 (3,9x45 mm) gab. - - - - - 4,0
Pa3urbjosas skraves Nida Cieta 55 (3,9x55 mm) gab. - - 4,0 - - 4,0
Pasurbjosas skraves Nida Cieta 70 (4,2x70 mm) gab. - - 12,0 - - 12,0 -
Pasurbjosas skrives Nida Hydro C4 3,5x25 mm gab. - - - 4,0 - - 4,0
Pasurbjosas skroves Nida Hydro C4 3,5x41 mm gab. - - - 4,0 - - 4,0
Pasurbjosas skroves Nida Hydro C4 3,5x55 mm gab. - - - 4,0 - - 4,0
Pasurbjosas skrives Nida Hydro C4 4,2x70 mm gab. - - - 12,0 - - 12,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14
Akustiskas izolacijas limlente Nida tek.m 11 Al 11 11 11 11 11
Gip3a Spaktele Nida Start kg 12 12 - - 12
Gip3a Spaktele Nida Finisz kg 01 0,1 - - 0,1 . -
Gatava 3pakte|masa Nida Hydromix ¥ kg - - 13 13 - 13 13
Mineralvate ¢ m? 1,0 10 1,0 1,0 1,0 10 10

2 Nida C50 - savienojuma profils.

? Izmantojot gip3a skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa 3pakteli.
4 Pielietojums atbilstosi prasibam.

Paterina standartos nav nemti vera materialie zaudejumi.
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