nida Griesti

PIEKARAMIE GRIESTI
UN GRIESTU SEGUM|

Péc sienam otrs popularakais Nida
gipSkartona un gipsa plaksnu pielieto-
jums ir piekaramajiem griestiem. Tas var
pildit, pieméram, zem griestiem esoSo
instalacijas vai konstrukcijas elementu
apslépsanas funkciju. Tas var veidot ari
ugunsdrosu barjeru vai veidot skanas un
termoizolaciju. Piekaramo griestu rezga
konstrukcijas apdare parasti tiek veidota
no Nida Expert 12,5 mm vai Nida Uguns
Plus 12,5 mm vai 15 mm plaksném.
Ipasiem skanu absorbéjosiem griestiem
tiek izmantotas Nida Sonic perforétas
plaksnes. Piekaramo griestu rezga kons-

trukcija parasti tiek veidota no auksti
velmeéetiem Térauda profiliem Nida CD 60
un Nida UD 27, kas tiek uzstaditi vie-

na vai divu limenu krustveida sistéma.
Piekaramo griestu stropes veido grozami
aki ar atsperi un stiprinasanas stieni, vai
tadu griestu gadijuma, kas paredzeéti ka
ugunsdrosibas aizsardziba, nonija aki vai
elementi tieSai stiprinasanai Nida ES, EL.
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PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

nida Griesti PIEKARAMIE GRIESTI UN
GRIESTU SEGUMI

Rezga konstrukcija Maksimala Nida griestu slodze:

Minimalais ~ Baves

Slilsisjim(fr?etsigis Nida mgg:é:e;%?; Maslésr;n;ﬂais PSRRI apEUTS p;euzirfua;ass 51V3mf25 Ugunljgst:”bas Ugunsibzettzjribas ) Ugunsiiguﬁbu?) e
pofia  atstatums | CBEUMS
tips
Lappuse [mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?] [kg/m?] Ugunsizturibas
GRIESTU SEGUMU SISTEMA AR CEPURU PROFILIEM NIDA PK48
460 PK48/12,5/Expert PK48  400/500 1200 Expert 125 275 99 - 30/24 - 1A
460 PK48/12,5/Udens PK48  400/500 1200 Udens 125 275 104 - 30/24 - 1A
460 PK48/12,5/Uguns+ PK48 400 900 Uguns Plus 125 275 7 (RIENS 66 75 1A
460 PK48/125/UdensUguns+  PK48 400 900 Ug%?wgg’s\us 125 275 nz (RIENS 66 75 1A
460 PK48/12,5/Cieta PK48 400 900 Cieta 125 275 145 (RENS 66 75 1A
460 PK48/12,5/Hydro PK48 400 900 Hydro 125 275 125 (RIENS 66 75 1A
460 PK48/15/Uguns+ PK48 400 900 Uguns Plus 150 30 152 (RIENS 66 75 1A
460 PK48/15/Cieta PK48 400 900 Cieta 15,0 30 71 (REINS 66 75 1A
460 PK48/15/Hydro PK48 400 900 Hydro 150 30 152 (RIENS 66 75 1A
460 PK48/18/Uguns+ PK48 400 900 Uguns Plus 18,0 33 159 (RIEI30 66 75 1A
462 PK48/25/Expert PK48  400/500 1200 Expert 2x12,5 40 181 - 33/26 - 1A
462 PK48/25/Udens PK48  400/500 1200 Udens 2x12,5 40 191 - 33/26 - 1A
462 PK48/25/Uguns+ PK48 400 900 Uguns Plus 2x12.5 40 217 (R)EI45 72 75 1A
462 PKA8R5MUdensUgunst  PK48 400 900 gﬂﬂinpﬁu o 225 40 217 (R)EI45 7 75 1A
462 PK48/25/Cieta PK48 400 900 Cieta 2x12,5 40 273 (R)EI45 72 75 1A
462 PK48/25/Hydro PK48 400 900 Hydro 2x12,5 40 233 (R)EI45 72 75 1A
462 PK48/30/Uguns+ PK48 400 900 Uguns Plus 2x15,0 45 287 (R)EIEO 72 75 1A
462 PK48/30/Cieta PK48 400 900 Cieta 2x15,0 45 325 (R)EIBO 72 75 1A
462 PK48/30/Hydro PK48 400 900 Hydro 2x15,0 45 287 (R)EIBO 72 75 1A
464 PK48/375/Uguns+ PK48 400 900 Uguns Plus 3x12.5 525 317 (R)EIEO 88 75 1A
464 PK48/375/0densUgunst  PK48 400 90 g%ﬂir‘;u o 25 525 317 (R)EI6O 88 75 1A
464 PK48/375/Cieta PK48 400 900 Cieta 3x125 525 40,1 (R)EIBO 88 75 1A
464 PK48/375/Hydro PK48 400 900 Hydro 3x12.5 525 34, (R)EI6O 88 75 1A
464 PK48/40/Uguns+ PK48 400 850 Uguns Plus  2x12,5+15,0 55 352 (R)EISO 93 75 1A
464 PK48/40/Cieta PK48 400 850 Cieta 2x12,5+15,0 55 427 (REI90 93 75 1A
464 PK48/40/Hydro PK48 400 850 Hydro 2x12.5+15,0 55 368 (R)EISO 93 75 1A
464 PK48/55/Uguns+ PK48 400 750 Uguns Plus 2x12,5+2x15,0 75 487 (R)EI20 100 75 1A
464 PK48/60/Uguns+ PK48 400 750 Uguns Plus 4x15,0 75 557 (R)EN20 100 75 1A
464 PK48/60/Cieta PK48 400 750 Cieta 4x15,0 75 633 (R)EIN20 100 75 1A
464 PK48/60/Hydro PK48 400 750 Hydro 4x15,0 75 557 (R)EN20 100 75 1A

D Pielaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Papildu slodze, pamatojoties uz ugunsdrodibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
? Saskana ar tehniska atzinuma ITB 01060/12/R34NK | dau un Il daju
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Rez§a konstrukcija Maksimala Nida griestu slodze:
Minimalais  Baves

SO . mggsggilgg Miﬂgﬂm Gipsa plakénu apsuvums p;il;asrtsl?rrrlgs ﬁ\,;rzs Ugurleiazstgnbas - 5 TiasEniiumE?
Nida Griesti p,;lzlngi?a ) tg[gm?n . atstatums ugunsizturibas”  ugunsizturibu?
tips
Lappuse [mm] [mm] Nida Biezums [mm] [ka] [min.] [kg/m?] [kg/m?] Ugunsizturibas
466 ES/CD60-125/Expert D60 400 1200 Expert 125 425 99 - 60 - 1A
466 ES/CD60-125/Udens CD60 400 1200 Udens 125 425 104 - 60 - 1A
466 ES/CD60-125/Ugunst  CD6O 400 900 UgunsPlus 125 425 n7 RENS 80 75 1A
466 ESICDBO-1250densUgunst  CD6O 400 900 Ude”;kiguns 25 425 17 (R)EN5 80 75 1A
466 ES/CD60-125/Cieta D60 400 900 Cieta 125 425 145 RENS 80 75 1A
466 ES/CD60-125/Hydro D60 400 900 Hydro 125 425 125 RENS 80 75 1A
466 ES/CD60-15/Uguns+ D60 400 850 UgunsPlus 150 45 152 RENS 85 75 1A
466 ES/CD60-15/Ciets CD60 400 850 Cieta 15,0 45 17 RENS 85 75 1A
466 ES/CD60-15/Hydro D60 400 850 Hydro 150 45 152 RENS 85 75 1A
466 ES/CD60-18/Uguns+ D60 400 850 UgunsPlus 180 48 159 (RIE0 85 75 1A
468 ES/CD60-25/Expert CDe0 400 1200 Expert 2x125 55 181 - 65 - 1A
468 ES/CD60-25/Udens D60 400 1200 Udens 2125 55 191 - 65 - 1A
468 ES/CD60-25/MUgunst D60 400 850 UgunsPlus  2x125 55 217 (RIEI5 92 75 1A
468 ESCDE025MUdensUgunst  CD6O 400 850 Ude”;luusguns 2125 55 27 (REMS ) 75 1A
468 ES/CD60-25/Cietd D60 400 850 Cietd 2125 55 273 (RIEIS 92 75 1A
468 ES/CD60-25/Hydro D60 400 850 Hydro 2125 55 233 (RIEI5 92 75 1A
468 ES/CD60-30/Uguns+ CDe0 400 850 Uguns Plus 2x15,0 60 28,7 (REIEO 92 75 1A
468 ES/CD60-30/Cieta D60 400 850 Cietd 2150 60 325  (REI6O 92 75 1A
468 ES/CD60-30/Hydro D60 400 850 Hydro 2150 60 287  (REI6O 92 75 1A
470 ES/CD60-375/Ugunst  CD6O 400 750 UgunsPlus  3x125 675 317 (RIEIBO 100 75 A
470 ES/CD60-375/UdensUgunst  CD6O 400 750 Ude”F;‘iUUSQU”S 3125 675 317 (R)EI6O 100 75 1A
470 ES/CD60-375/Cietd D60 400 750 Cietd 3X125 675 401 (REI6O 100 75 1A
470 ES/CDB0-37,5/Hydro CD60 400 750 Hydro X125 675 341 (RIEIBO 100 75 1A
470 ES/CDB0-40/Uguns+ D60 400 750 Uguns Plus  2x125+150 70 352 (R)EISO 100 75 1A
470 ES/CDB0-40/Ciet D60 400 750 Ciets  2x125+150 70 427 (REISO 100 75 A
470 ES/CD60-40/Hydro D60 400 750 Hydo  2x125+150 70 368  (REIO 100 75 1A
470 ES/CDB0-55/Ugunst D60 400 650 Uguns Plus  2x125+2x150 90 487 (REN20 100 75 1A
470 ES/CD60-60/Uguns+ D60 400 650 UgunsPlus 4150 90 557 (REN20 100 75 1A
470 ES/CD60-60/Cieta D60 400 650 Ciet 4150 90 633 (REN20 100 75 1A
470 ES/CD60-60/Hydro D60 400 650 Hydro 4150 90 557 (REN20 100 75 1A

n Pielaujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Papildu slodze, pamatojoties uz ugunsdro3ibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
» Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju
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@ SAUSAS BUVES SISTEMAS

PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

Rez§a konstrukcija Maksimala Nida griestu slodze: Rez§a konstrukcija Maksimala Nida griestu slodze:
Nida Griesti prg;?i?a atg{g{ﬂﬁ] o asems ugunsizturibas?  ugunsizturibu Nida Griesti p'?(;?i?a . g{g{ﬂtﬁn o astams ugunsizturibas”  ugunsizturibu
tips tips
Lappuse [mm] [mm] Nida Biezums [mm] [ka] [min.] [kg/m?] [kg/m?] Ugunsizturibas Lappuse [mm] [mm] Nida Biezums [mm] [kg] [min] [ka/m?] [ka/m?] Ugunsizturibas
PIEKARAMO GRIESTU SISTEMA AR NESOS0 KONSTRUKCIJUNIDA CD60 (NIDA EL60) PIEKARAMO GRIESTU SISTEMA AR NESOS0 KONSTRUKCIJUNIDA CD60 (NIDA WP60)
47 EL/CD60-125/Expert CD60 400 1200 Expert 125 625 99 - 60 - 1A 478 WP/CD60-125/Expert CD60 400 1200 Expert 125 625 99 - 60 - 1A
472 EL/CD60-125/Udens D60 400 1200 Udens 125 625 104 - 60 - 1A 478 WP/CD60-12,5/Udens D60 400 1200 Udens 125 625 104 - 60 - 1A
47 ELCD60-125/Ugunst  CD6O 400 900  UgunsPlus 125 625 n7 RENS 80 75 1A 478 WP/CD60-125/Ugunst  CD60 400 900  UgunsPlus 125 625 n7 RENS 80 75 1A
a7 EL/CD60-125/UdensUgunst  CDBO 400 900 Ude”PS‘UUSQU”S 125 625 17 (R)ENS 80 75 1A 478 WP/CD60-125/UdensUgunst  CDEO 400 900 Ude”PﬁUUSQU”S 25 625 17 R)ENS 80 75 A
472 EL/CD60-125/Cieta D60 400 900 Cieta 125 625 145 RENS 80 75 1A 478 WP/CD60-125/Ciets CD60 400 900 Cieta 125 625 145 RENS 80 75 1A
47 EL/CD60-1255/Hydro CD60 400 900 Hydro 125 625 125 RENS 80 75 1A 478 WP/CD60-125/Hydro CD60 400 900 Hydro 125 625 25 RENS 80 75 1A
472 EL/CD60-15/Uguns+ CD60 400 850  UgunsPlus 150 65 152 RENS 85 75 1A 478 WP/CDB0-15/Uguns+ CD60 400 850  UgunsPlus 150 65 152 RENS 85 75 1A
472 EL/CD60-15/Cieta D60 400 850 Cieta 150 65 171 (R)ENS 85 75 1A 478 WP/CD60-15/Cieta CD60 400 850 Cieta 150 65 171 RENS 85 75 1A
47 EL/CDB0-15/Hydro CD60 400 850 Hydro 150 65 152 RENS 85 75 1A 478 WP/CD60-15/Hydro CD60 400 850 Hydro 150 65 152 RENS 85 75 1A
472 EL/CD60-18/Uguns+ CD60 400 850  UgunsPlus 180 68 159 (R)ER0 85 75 1A 478 WP/CD60-18/Uguns+ CD60 400 850  UgunsPlus 180 68 159 (REBO 85 75 1A
474 EL/CD60-25/Expert CD60 400 1200 Expert 2x125 75 181 - 65 - 1A 480 WP/CD60-25/Expert CD60 400 1200 Expert 2x125 75 181 - 65 - 1A
474 EL/CD60-25/Udens CD60 400 1200 Udens 2125 75 191 - 65 - 1A 480 WP/CD60-25/Udens CD60 400 1200 Udens 2125 75 191 - 65 - 1A
474 EL/CDB0-25/MUgunst CD60 400 850  UgunsPlus  2x125 75 A7 (REI45 R 75 1A 480 WP/CD60-25/Uguns+ CD60 400 850  UgunsPlus  2x125 75 A7 (RIEI45 R 75 1A
474 EL/CD60-25/UdensUgunst  CD60 400 850 Ude”PS‘U%Q“”S 2x125 75 217 R)EI45 % 75 1A 480 WP/CD60-25MUdensUgunst  CD6O 400 850 Ude'“;‘UUSQU”S 2x125 75 217 R)EIS 92 75 1A
474 EL/CD60-25/Cieta CD60 400 850 Ciets 2125 75 273 (RIEI45 2 75 1A 480 WP/CD60-25/Ciets CD60 400 850 Cieta 2125 75 273 (REI45 ey 75 1A
474 EL/CDB0-25/Hydro CD60 400 850 Hydro 22125 75 233 (REI45 R 75 1A 480 WP/CD60-25/Hydro CD60 400 850 Hydro 2125 75 233 (R)EI45 R 75 1A
474 EL/CD60-30/Uguns+ CD60 400 850 UgunsPlus  2x15,0 80 287 (RIEIBO 92 75 1A 480 WP/CD60-30/Uguns+ CD60 400 850 UgunsPlus  2x15,0 80 287 (RIEIEO 92 75 1A
474 EL/CDB0-30/Cietd CD60 400 850 Cieta 2150 80 325 (RIEIEO 2 75 1A 480 WP/CD60-30/Ciets CD60 400 850 Cieta 2150 80 25 (REIEO o) 75 1A
474 EL/CDB0-30/Hydro CD60 400 850 Hydro 2150 80 287 (REI6O R 75 1A 480 WP/CD60-30/Hydro CD60 400 850 Hydro 2150 80 287 (REIEO R 75 1A
476 ELCDB0-375/Mgunst  CD60 400 750 UgunsPlus  3x125 875 317 (REIEO 100 75 1A 482 WP/CD60-375MUgunst  CD60 400 750 UgunsPlus  3x125 875 317 (RIEIE0 100 75 1A
476 EL/CD60-375/UdensUgunst  CD60 400 750 Udeﬁig””s 3125 875 317 R)EI6O 100 75 1A 482 WP/CD60-375UdensUgunst  CD60 400 750 Ude'lgs‘bf“”s X125 875 317 (R)EIBO 100 75 1A
476 EL/CDB0-375/Ciets CD60 400 750 Cieta 3x125 875 401 (REI6O 100 75 1A 482 WP/CD60-37,5/Ciets CD60 400 750 Cieta X125 875 40 (REIEO 100 75 1A
476 EL/CDB0-375/Mydro D60 400 750 Hydro 3125 875 341 (RIEIEO 100 75 1A 482 WP/CD60-375/Hydro CD60 400 750 Hydro 3X12,5 875 341 (RIEIE0 100 75 1A
476 EL/CDB0-40/Uguns+ CD60 400 750 Uguns Plus  2x12,5+15,0 90 352 (RIEI90 100 75 1A 482 WP/CD60-40/Uguns+ CD60 400 750 Uguns Plus 2x125+150 90 352 (REI90 100 75 1A
476 EL/CDB0-40/Ciets CD60 400 750 Cieta  2x125+15,0 90 427 (REI90 100 75 1A 482 WP/CD60-40/Ciets CD60 400 750 Cieta  2x125+150 =l 427 (REI90 100 75 1A
476 EL/CD60-40/Hydro D60 400 750 Hydo  2x125+150 90 368 (RIEI90 100 75 1A 482 WP/CD60-40/Hydro CD60 400 750 Hydo  2x125+150 90 36,8 (R)EI90 100 75 1A
476 EL/CD60-55MUgunst CD60 400 650  UgunsPlus 2x125+2x150 11055 487 (REN20 100 75 1A 482 WP/CD60-55/Uguns+ CD60 400 650  UgunsPlus 2x125+2x150 110 487 (REN20 100 75 1A
476 EL/CD60-60/Ugunst CD60 400 650  UgunsPlus  4x150 10 557 (RIEN20 100 75 1A 482 WP/CD60-60/Uguns+ CD60 400 650  UgunsPlus  4x150 110 557 (REN20 100 75 1A
476 EL/CDB0-60/Cieta D60 400 650 Cieta 4x15,0 10 633 (REN20 100 75 1A 482 WP/CD60-60/Ciets CD60 400 650 Cieta 4x15,0 110 633 (RIEN20 100 75 1A
476 EL/CD60-60/Hydro CD60 400 650 Hydro 4x15,0 10 557 (REN20 100 75 1A 482 WP/CD60-60/Hydro CD60 400 650 Hydro 4x15,0 110 557 (REN20 100 75 1A
" pielaujama slodze, ieskaitot: pasmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK. ;))F;iael:!)?ltéjua:1‘i;;zé;z,r;eastlg?ci)tt?é;%azéTgaus;J.sidzrglséigiajzskg:itf?géé;ﬁuuIr_wl_ga1pow'ggﬁt}a?é];i?\‘gpi‘stggg%zzi;Z/e1h5r.1iskais atzinums 1060/12/RTANK.
2 Papildu slodze, pamatojoties uz ugunsdroibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15. 3)Saskané ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju
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PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

Rezga konstrukcija Maksimala Nida griestu slodze:
Minimalais  Baves

Maksimalais o Gip3a plaksnu P Ugunsizturibas Anianiotfiha3)
) " Maksimalais il ! piekarsanas  svars Triecienizturiba
Sistémas tips Nida Nida nfglsoso strgpju SRS augstums  1m? kiase aun .biz bas 'at bu?
Nida Griesti 4 prorily ugunsizturibas ugunsizturibu
profila  atstatums  OroroLUMS
tips
Lappuse [mm] [mm] Nida  Biezums [mm] [ka] [min.] [kg/m?] [kg/m?) Ugunsizturibas
PIEKARAMO GRIESTU SISTEMA AR NESOS0O KONSTRUKCIJUNIDA CD60 (NIDA WO6E0)
484 WO/CD60-12,5/Expert  CD60 400 1200 Expert 125 1925 99 - 60 - 1A
484 WO/CD60-125/Udens  CD60 400 1200 Udens 125 1925 104 - 60 - 1A
484 WO/CD60-25/Expert ~ CD60 400 1200 Expert  2x125 205 181 - 65 - 1A
484 WO/CD60-25/Udens  CD6EO 400 1200 Udens  2x125 205 191 - 65 - 1A

Rez§a konstrukcija Maksimala Nida griestu slodze:

Maksimalais Gipsa plakinu Minimalais  Blves

L B Ugunsizturibas arionioh had)
ety v Neormoe Mgl e e m e squnsnioas)  ugunsiniby? e
ida Griesti Sl atgtatums atstatums 9 9
tips
Lappuse [mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?] [kg/m?) Ugunsizturibas
PIEKARAMO GRIESTU SISTEMA AR NESO50 KONSTRUKCIJUNIDA CD60 (NIDA WON60)
486 WON/CD60-125/Expert D60 400 1200 Expert 25 1925 99 - 60 - 1A
486 WON/CD60-125/Udens D60 400 1200 Udens 25 1925 104 - 60 - 1A
486 WON/CDEO-125MUguns+  CDBO 400 900  UgunsPlus 125 1925 17 RENS 80 75 1A
486 WSGNHQ%%%%QES/ D60 400 900 Ug%?énpslus 125 1925 7 (RENS 80 75 1A
486 WON/CD60-125/Ciet3 D60 400 900 Clet 125 1925 145 RENS 80 75 1A
486 WON/CD60-125/Hydro D60 400 900 Hydro 125 1925 125 (RENS 80 75 1A
486 WON/CD60-15/Uguns+ CD60 400 850 Uguns Plus 150 195 152 (REINS 85 75 1A
486 WON/CD60-15/Cieta D60 400 850 Cieta 150 195 7 (REN5 85 75 1A
486 WON/CD60-15/Hydro D60 400 850 Hydro 150 195 152 (RENS 85 75 1A
486 WON/CD60-18/Uguns+ D60 400 850  UgunsPlus 180 198 159 (REBO 85 75 1A
488 WON/CD60-25/Expert CD60 400 1200 Expert 2x125 205 181 - 65 - 1A
488 WON/CD60-25/Udens D60 400 1200 Udens  2x125 205 19 - 65 - 1A
488 WON/CD60-25/Mguns+ CDB0 400 850  UgunsPlus  2x125 205 217 REIS 92 75 1A
488 WONCDE025/UdensUgunst CD6O 400 850 Ugﬂﬁiﬁus 125 205 217 (R)EI4S ) 75 1A
488 WON/CD60-25/Cieta CDB0 400 850 Cieta 2125 205 273 REIS 92 75 1A
488 WON/CD60-25/Hydro CDB0 400 850 Hydro 2125 205 233 REIS 92 75 1A
488 WON/CD60-30/Uguns+ CDS0 400 850  UgunsPlus  2x150 210 287 (REIS0 9 75 1A
488 WON/CD60-30/Ciet D60 400 850 Cieta 2x15,0 210 325 (R)EIBO 92 75 1A
488 WON/CD60-30/Hydro D60 400 850 Hydro 2x15,0 210 287 (REIGO 92 75 1A
450 WON/CD60-375MUguns+  CDBO 400 750 UgunsPlus  3x125 2175 317 (REIBO 100 75 1A
490 WON/CDS0-375/UdensUgunst  CD6O 400 750 Ugﬂ?}inslus 3125 2175 317 R)EIBO 100 75 1A
490 WON/CD60-37,5/Cieta D60 400 750 Cieta 3125 2175 40,1 (REIBO 100 75 1A
450 WON/CD60-37,5/Hydro D60 400 750 Hydro 3125 2175 341 (REIGO 100 75 1A
490 WON/CD60-40/Uguns+  CDBO 400 750 UgunsPlus 2x125+150 220 352 (REIS0 100 75 1A
490 WON/CD60-40/Cieta D60 400 750 Ciets  2x125+150 220 47 (R)EI90 100 75 1A
490 WON/CD60-40/Hydro D60 400 750 Hydro  2x125+150 220 36,8 (R)EIS0 100 75 1A
490 WON/CD60-55/Uguns+ D60 400 650  UgunsPlus 212542150 240 487 (REN20 100 75 1A
490 WON/CD60-60/Uguns+  CDBO 400 650  UgunsPlus  4x150 240 557 (R)EN20 100 75 1A
490 WON/CD60-60/Cieta D60 400 650 Ciet 4x150 240 633 (R)EN20 100 75 1A
490 WON/CD60-60/Hydro D60 400 650 Hydro 4x150 240 557 (R)EI20 100 75 1A

D Pielaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Papildu slodze, pamatojoties uz ugunsdroibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
% Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju
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Maksimala Nida griestu

Rez§a konstrukcija slodze;

Minimalais Baves

— I\,Qiaé(;iénggi)s ’K‘,?jjig“ggg Meksimaas Gip3a plaksnu apsuvums p;iléésrtéjrr;ass 51\,2125 Ugur:(slgstgnbas _ ) Triecienizturiba?
Nida Griesti Nida galeno  osizy profly _ STOPIY ugunsizturibas? ugunsizturibu?
profila profilu SIS atstatums
tiDS atstatums

Lappuse [mm] [mm] [mm] Nida Biezums  [mm] [k [min.] [kg/m?] [kg/m?] Ugunsizturibas
PIEKARAMO GRIESTU SISTEMA AR VIENA LIMENA KRUSTVEIDA NESO50 KONSTRUKCIJU NIDA CD60 (NIDA ES60)

492 JK/ES/CDBO-125/Expert  CDBO/CDBO 1200 500 1200 Expert 125 425 109 - 23 - 1A
492 JK/ES/CDB0-125/0dens  CDBO/CDBO 1200 500 1200 Udens 125 25 14 - 23 - 1A
492 JK/ES/ICDE0-125/Uguns+  CDBO/CDEO 1200 500 900  UgunsPlus 125 25 127 (RES 7 75 1A
492 JKES/ICDB0-125/UdensUguns+ CDBO/CDB0 1200 500 gop  UoemstOS o5 25 127 (RE®s 41 75 1A
492 JK/ES/CDBO-125/Cieta CDBO/CDE0 1200 500 900 Cieta 125 25 155  (RENS 4 75 1A
492 JK/ES/CDBO-125MMydro CDBO/CDSO 1200 500 900 Hydro 125 25 135  (RENS 4 75 1A
492 JK/ES/ICDE0-15/Uguns+  CDBO/CDEO 1200 500 850  UgunsPlus 150 45 162 (RENS 44 75 1A
492 JK/ES/CDBO-15/Cieta CDBO/CDE0 1200 500 850 Cieta 150 45 181 (RENS 44 75 1A
492 JK/ES/CDBO-15/Hydro CDBO/CDE0 1200 500 850 Hydro 150 45 182 (RENS 44 75 1A
492 JK/ES/CDBO-18/Uguns+  CDBO/CDSO 1200 500 850  UgunsPlus 180 48 169  (REBO 44 75 1A
494 JK/ES/CDB0-25/Expert CDGO/CDE0 1200 500 1200 Expert 2125 55 19 - 25 - 1A
494 JK/ES/CDB0-25/Udens CDBO/CDE0 1200 500 1200 Udens 2125 55 200 - 25 - A
494  JK/ES/CDB0-25/Uguns+  CDBO/CDBO 1200 500 850  UgunsPlus  2x125 55 27 (RE4S 47 75 1A
494 JK/ES/CDB0-25/UdensUguns+ CDBO/CDE0 1200 500 gso  UOEMSLUNS  oypp5 55 27 (REMS 47 75 1A
494 JK/ES/CDBO-25/Cietd CDBO/CDE0 1200 500 850 Cieta 2125 55 283 (R)EI4S 47 75 1A
494 JK/ES/CDBO-25/Hydro CDBO/CDE0 1200 500 850 Hydro 2125 55 243 (R)EI4S 47 75 1A
494 JK/ESICD60-30/Uguns+  CDBO/CDEO 1200 500 850  UgunsPlus  2x150 60 297 (REIBO 47 75 1A
494 JK/ES/CDE0-30/Cieta CDBO/CDE0 1200 500 850 Cieta 2150 60 335 (REIBO 47 75 A
494 JK/ES/CDBO-30/Hydro CDBO/CDE0 1200 500 850 Hydro 2150 60 297  (REIBO 47 75 1A
496 JK/ESICDE0-375/Uguns+  CDBO/CDEO 1200 500 750 UgunsPlus  3x125 675 327  (REIO 65 75 1A
496 JK/ES/ICDB0-375/UdensUguns+ CD60/CDE0 1200 500 750 Uderguiguns 3125 675 327  (REI6O 65 75 A
496 JK/ES/CDBO-375/Ciets CDBO/CDE0 1200 500 750 Ciet 3125 675 411 (REIO 65 75 1A
496  JK/ES/CDBO-375MHydro CDBO/CDEO 1200 500 750 Hydro 3125 675 351  (REI6O 65 75 1A
496 JK/ES/ICD60-40/Ugunst  CDEO/CDEO 850 500 750  UgunsPlus 2x125+150 70 362  (R)EI90 65 75 1A
496 JK/ES/CDB0-40/Cietd CDBO/CDE0 850 500 750 Ciets  2x1254150 70 437  (R)EISO 65 75 1A
496 JK/ES/CDE0-40/Hydro CDBO/CDE0 850 500 750 Hydro  2x125+150 70 378  (REISO 65 75 1A
496 JK/ES/CDB0-55/Uguns+ D60 650 500 650  UgunsPlus 2x125+#2150 90 497  (R)EI20 75 75 1A
496  JK/ESICD60-60/Uguns+  CDBO/CDED 650 500 650  UgunsPlus  4x150 90 567 (RENM20 75 75 1A
496 JK/ES/CDE0-60/Cieta CDBO/CDE0 650 500 650 Cieta 4150 90 643 (REN20 7 75 1A
496 JK/ES/CDE0-60/Hydro CDBO/CDE0 650 500 650 Hydro 4150 90 567  (REN20 7 75 1A

“Pie!aujamé slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
? Papildu slodze, pamatojoties uz ugunsdroibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
? Saskana ar tehniska atzinuma ITB 01060/12/R34NK | dalu un Il daju
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

5 Maksimala Nida griestu i Maksimala Nida griestu

Rezga konstrukcija Rezga konstrukcija

slodze: slodze:
Maksimalais -y cimajais __ Gip3a plaksnu apsuvums é\i/‘elgrgglr?lass E;\lj;res Ugunsizturibas Triecienizturiba® Maksimalais -1 cimajais . Gipsa plakénu apsuvums é\i/\ellg?gr?lass BS\ljgres Ugunsizturibas Triecienizturiba®
Sistemas tips NidaCDEO i3 cpgo  Meksimalais g augstums 1% klase bez o Sistemas tips NidaCDEO ‘\ii=opp Maksimalais b augsums 1 m? Klase bez o
Nida Griesti Nida galeno  osizy profly S0P ugunsizturibas? ugunsizturibu? Nida Griesti Nida galeno  oszy profly _SHTOPIY ugunsizturibas? ugunsizturibu?
profila profilu SIS atstatums profila profilu SIS atstatums
tiDS atstatums tiDS atstatums

Lappuse [mm] [mm] [mm] Nida Biezums  [mm] [k [min] [kg/m?] [kg/m?] Ugunsizturibas Lappuse [mm] [mm] [mm] Nida Biezums  [mm]  [k] [min] [ka/m?] [kg/m?]  Ugunsizturibas
PIEKARAMO GRIESTU SISTEMA AR VIENA LIMENA KRUSTVEIDA NESOS0 KONSTRUKCIJU NIDA CD60 (NIDA EL60) PIEKARAMO GRIESTU SISTEMA AR VIENA LIMENA KRUSTVEIDA NESOS0 KONSTRUKCIJU NIDA CD60 (NIDA WP60)
498  JK/EL/CD60-125/Expert  CD6O/CDEO 1200 500 1200 Expert 125 625 109 - 23 - 1A 504 JKMP/CDEO-125/Expert  CDBO/CDBO 1200 500 1200 Expert 25 625 109 - 23 - 1A
498 JKELCDE0125\Udens  CD60/CDG0 1200 500 1200 Udens 125 62> T4 . 2 . " 504 JKMWP/CDG0-125/Udens  CD60/CDSO 1200 500 1200 Udens 125 625 14 - 23 - 1
498 JWEL/CDEO-125/Ugunst  CD6O/CDE0 1200 500 900 UQS'QS Plus 125 625 127 (RS 4 5 " 504 JKWP/CDGO-125/Ugunst  CDBO/CDEO 1200 500 900  UgunsPlus 125 625 127  (RENS 41 75 1
498 JEL/CDS0-125/UdensUguns+ CDEO/CDE0 1200 500 900 | guninpﬁus 125 625 127 (RENS @1 75 1 Ry — “00 900 Ug%?\ianius 25 25 127 RED a 75 "
498 JK/EL/CD6O-125/Cietd CDOO/CDE0 1200 500 200 Cleta 125 625 155 (REM> 4 75 La 504 JKWP/CDO-125/Ciets  CDGO/CDSO 1200 500 900 Cieta 125 625 155 (RENS 41 75 1
498 JCEL/CDEO-125/Hydro  CD6O/CDE0 1200 500 900 Hydro 125 625 135 (RS 4 5 " 504 JKMP/CD0-125/Hydro  CDEO/CDEO 1200 500 900 Hydro 125 625 135  (RENS 41 75 1A
498 JCEL/CDEO-T5Ugunst  CD6O/CDE0 1200 500 850  UgunsPlus 150 5 162 (REMS a4 5 " 504 JKMWP/CDS0-15/Ugunst  CDEO/CDSO 1200 500 850  UgunsPlus 150 65 162  RENS 44 75 1A
498 JKEL/CDEO-T5/Crets CD6O/CDB0 1200 500 80 Cieta 150 65 181 (RENS 44 7> " 504 JKAP/CDGO-15/Ciets CD60/CDE0 1200 500 850 Cieta 150 65 181 (RENS 44 75 1
496 JK/ELICD60-15/Hydro CDOO/CDE0 1200 500 80 Hydro 150 65 162 (REMD a4 75 La 504 JKWP/CDSO-15/Hydro CD60/CDE0 1200 500 850 Hydro 150 65 162  (RENS 44 75 1
498 JCEL/CD6O-8/gunst  CD6O/CDE0 1200 500 850  UgunsPlus 180 68 165 (RES0 44 5 " 504 JKMWP/CDG0-18/Ugunst  CDEO/CDEO 1200 500 850  UgunsPlus 180 68 169 (REBO 44 75 1A
500 JK/EL/CD6O-25/Expert CD6O/CDB0 1200 o00 1200 Expert  2xI25 [ERNCY . 2 . L 506 JKMWP/CD0-25/Expert  CDEO/CDEO 1200 500 1200 Expert 2125 75 191 - 25 - 1A
200 JWELCDE025/dens  CDSOCDE0 1200 °00 1200 Uoens 22> B 20 i o : A 506 JKWP/CD60-25/Udens  CDEO/CDS0 1200 500 1200 Odens 225 75 20] : 2 : "
500 JWEL/CD6O-25/Ugunst  CD6O/CD60 1200 500 850 UQS'QS Plus _ 2x125 27 (RES 4 5 " 506 JKMP/CDS0-25/Uguns+  CDBO/CDSO 1200 500 850  UgunsPlus 2125 75 27 (REWS & 75 1A
200 JKELICDB0-25/UdensUgunst CDEO/CDS0 1200 500 80 gunepus 25 5 27 REMS N 72 " 506 JKWPIDGO-25UdensUguns+ CDBO/CDE0 1200 500 850 Ug%fénslus 25 75 227 (REMS 47 75 "
500 JKELICDEO-25/Clets CD6O/CDB0 1200 500 850 Cieta 2125 5283 (REMS 4 75 " 506 JKMP/CDGO-25/Ciets CD60/CDE0 1200 500 850 Cieta 20125 75 283 (REMS & 75 1
500 JKEL/CDE0-25/Hydro CDEO/CDBO0 1200 500 80 Hyoro 225 243 RES 47 75 " 506 JK/WP/CDS0-25/Hydro CD6O/CDS0 1200 500 850 Hydro 2125 75 243 (RE4S 47 75 N
500 JKEL/CD60-30/Ugunst  CDEO/CDS0 1200 500 850 UgunsPlus  2x150 80 297 ([RE60 r 75 L 506 JKMWP/CDS0-30/Ugunst  CDBO/CDSO 1200 500 850  UgunsPlus  2x150 80 297 (REIGO & 75 1A
500 JK/ELCDE0-30/Clets CD6O/CDB0 1200 o0 80 Cleta 2x150 80 335 (RO 4 7> L 506 JKAWP/CDGO-30/Ciet3 CD6O/CDE0 1200 500 850 Cieta 20150 80 335 (REIO 4 75 n
500 JK/EL/CDEO-30/Hydro CDBO/CDB0 1200 500 80 Hydo 2150 80 257 (RIEKO 4 75 L 506 JKMWP/CD60-30/Hydro  CDO/CDEO 1200 500 850 Hydro 20150 80 297 (R)EI6O & 75 N
502 JWEL/CD60-375Ugunst  CDEO/CDS0 1200 500 750 Ug;gs Plus  3x125 875 327  (RIEIO 65 75 A 508 JKMP/CD0-375MUguns+  CD6O/CDE0 1200 500 750  UgunsPlus  3x125 875 327  (R)EISO 65 75 1
502 JGELICDE0-375/0densUguns+ CDBO/CDE0 1200 500 50 g, s 25 815 327 (REED 65 75 1 508 KWPICDE0375KersLgurer CDBOICDE0 1200 500 5 Ug%(rngnPs\us w25 85 327 RE0 o s "
502 JKEL/CDEO-375/Cieta CDEO/CDE0 1200 500 70 Cleta 25 815 41 (RIEIGO 6 75 1A 508 JKMP/CD60-375/Ciets  CDGO/CDSO 1200 500 750 Cieta s 875 411 (REIE0 65 75 1A
502 JWEL/CD60-375/Hydro  CDEO/CD60 1200 500 70 Hydro 3125 875 351 (RGO 65 75 La 508 JKMP/CD60-375MHydro  CDBO/CDSO 1200 500 750 Hydro 3125 875 351  (REIO 65 75 1A
502 JWEL/CD60-40/gunst  CDEO/CDE0 850 o00 750 UgunsPlus 2:125+150 90 362  (RIEISO 65 7> 1A 508 JKMWP/CDS0-40/Ugunst  CDEO/CDSO 850 500 750 UgunsPlus 2x125+150 90 362  (RIEISO 65 75 1A
502 JKEL/CD60-40/Ciets CDEO/CDB0 850 >0 750 Cieta  2d25+150 90 437  (RJEISO 6> 7> " 508 JK/MP/CDGO-40/Ciets CD6O/CDE0 850 500 750 Cieta  2x125+150 90 437  (REIS0 65 75 1
502 JK/EL/CDE0-40/Hydro CD6O/CDE0 850 500 750 Hydo  2x125+150 90 378  (R)EISO 65 75 n 508 JKWPICDG040T e GDEUCD60 B850 500 - i 22550 90 78 RESO = s "
502 JK/EL/CDE0-55/Uguns+ CD60 650 500 650  UgunsPlus 2X25+2x150 110 497  (R)EN20 75 75 n 508 JKNPICD80.55/Uguner D50 o 500 650 UgunsPlos 225250 10 457 RIENZ0 = = "
502 JKEL/ICD60-60/Ugunst  CD6O/CD60 650 500 650  UgunsPlus _ 4x150 "0 567 (REN0 ’ L " 508 JKMP/CD60-60/Uguns+  CDEO/CDEO 650 500 650  UgunsPlus  4x150 10 567 (REN20 75 75 1A
502 JKELICDG0-60/Clet CD6O/CDB0 650 200 620 Cleta 4150 0 643 RENO > 7> " 508 JKMWP/CDG0-60/Cieta CD60/CDE0 650 500 650 Cieta 4x15,0 N0 643 (REN0 75 75 n
502 JK/EL/CDEO-60/Hydro CDEOCDE0 650 500 650 Hydo  4x150 no 567 (REN20 i 75 1A 508 JKMP/CD60-60/Hydro  CDE0/CDS0 650 500 650 Hydro 4x150 10 567 (REN20 75 75 1A

n Pielaujama slodze, ieskaitot: pasmasu, izoldcijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK. ”P\’e|aujamé slodze, ieskaitot: padmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

2 Papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15. 2 Papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju ITB 1060/13/RS4NP, LBO-302-K/15.

?Saskana ar tehniska atzinuma ITB 01060/12/R34NK | dalu un Il daju ) Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju
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@ SAUSAS BUVES SISTEMAS

PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

§ Maksimala Nida griestu

Rez§a konstrukcija slodze:
Minimalais  Bves

Maksimalais o e 5 EaES Ugunsizturibas mianiot a3
c Maksimalais ... Gip3a plaksnu apSuvums  piekarsanas svars Triecienizturiba
Sistemas tips Nida CD60 NidaICDGCIJ Maksimalais augstums 17 klase bez ar
Nida Griesti Nida galeno  osizy profly S0P ugunsizturibas? ugunsizturibu?
profila profilu SIS atstatums
tips atstatums
Lappuse [mm] [mm] [mm] Nida Biezums  [mm]  [kq] [min] [kg/m?] [kg/m?] Ugunsizturibas
PIEKARAMO GRIESTU SISTEMA AR VIENA LIMENA KRUSTVEIDA NESOSO KONSTRUKCIJU NIDA CD60 (NIDA WO60)
510 JK/WO/CDE0-12,5/Expert CD60/CDE0 1200 500 1200 Expert 125 1925 109 - 23 - 1A
510 JK/WO/CD60-12,5/Udens CD60/CDE0 1200 500 1200 Udens 125 1925 114 - 23 - 1A
510 JK/WO/CD60-25/Expert CD60/CDE0 1200 500 1200 Expert 2x125 205 191 - 25 - 1A
510  JK/WO/CD60-25/Udens CDe0/CDE0 1200 500 1200 Udens 2x125 205 20,1 - 25 - 1A

Rezga konstrukcija Maksmiﬁggg? griestu
Maksimalais Minimalais  Blves

Sistémas tips Nida CD60 A'Q?ggigwg(liaés Maksimalais Gip3a plaksnu apsuvums p;i’;ésrfjr%is s]vranrzs Ugur;(sliazstgrroas bez i Triecienizturiba?
Nida Griesti Nida g;rll\)/?”nuo neso3o profilu atssttr:t%lums ugunsizturibas” ugunsizturibu?
profilatips  atstatums ~ 2rTUMS
Lappuse [mm] [mm] [mm] Nida Biezums  [mm] [k [min] [ka/m?] [kg/m?] Ugunsizturibas
512 JK/WON/CD60-12,5/Expert CD60/CDE0 1200 500 1200 Expert 125 1925 109 - 23 - 1A
512 JK/WON/CD60-12,5/Udens CD60/CDE0 1200 500 1200 Udens 125 1925 14 - 23 - 1A
512 JK/WON/CD60-125/Ugunst  CD60/CD60 1200 500 900 Uguns Plus 125 1925 127 (RENS 4 75 1A
512 JKANONCDS0-1250densUguns+ CDE0/CDE0 1200 500 900 Ug%ﬂi']jus 25 1925 127 RENS Q 75 1A
512 JK/WON/CD60-12,5/Cieta CD60/CDE0 1200 500 900 Cieta 125 1925 155 (RENS 4 75 1A
512 JK/WON/CD60-12,5/Hydro CD60/CDE0 1200 500 900 Hydro 125 1925 135 (RIENS 4 75 1A
512 JK/WON/CD60-15/Uguns+ CD60/CDE0 1200 500 850 Uguns Plus 15,0 195 16.2 (RIENS 44 75 1A
512 JK/WON/CD60-15/Cieta CD60/CDE0 1200 500 850 Cieta 15,0 195 18,1 (RIENS 44 75 1A
512 JK/WON/CD60-15/Hydro CD60/CDE0 1200 500 850 Hydro 15,0 195 16.2 (R)EIS 44 75 1A
512 JK/WON/CD60-18/Uguns+ CD60/CDE0 1200 500 850 Uguns Plus 18,0 198 16.9 (R)EI30 44 75 1A
514 JK/WON/CD60-25/Expert CD60/CDE0 1200 500 1200 Expert 2x12,5 205 191 - 25 - 1A
514 JK/WON/CD60-25/Udens CD60/CDE0 1200 500 1200 Udens 2x12,5 205 20,1 - 25 - 1A
514 JK/WON/CD60-25/Uguns+ CD60/CDE0 1200 500 850 UgunsPlus  2x125 205 227 (R)EI45 47 75 1A
514 JKWON/CD60-25/UdensUguns+  CD60/CD60 1200 500 850 Ug%?]gnPS\us 2x12.5 205 22,7 (R)EI45 47 75 1A

" Pielaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 papildu slodze, pamatojoties Uz ugunsdrodibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
3)Saskar)é ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju

@ wWww.siniat.Iv

Rez6a konstrukcija Maksimala Nida griestu

slodze:
L Minimalais  Baves A

- MaKsImBIIS -1 cimsais .. Gip3a plaksnu apsuvums  piekarsanas svars Ugur:(slgstgﬁbas Triecienizturiba?

Sistems tips NdaCBEO" Nigacpgo Maksimaleis augstums 1 bez ar

Nida Griesti Nida g vglno neso30 profilu tstrotpju ugunsizturibas” ugunsizturibu?

sl profily. - M e tstatums
tips atstatums
Lappuse [mm] [mm] [mm] Nida Biezums [mm]  [kq] [min] Ikg/m?) lkg/m3  Ugunsizturibas

514 JK/WON/CD60-25/Cietd CD60/CDE0 1200 500 850 Cieta 2x125 205 283 (R)EI45 47 75 1A
514 JK/WON/CD60-25/Hydro CD60/CDE0 1200 500 850 Hydro 2x125 205 243 (R)EI45 47 75 1A
514 JK/WON/CD60-30/Uguns+ CD60/CDE0 1200 500 850 Uguns Plus 2x15,0 210 297 (R)EIGO 47 75 1A
514 JK/WON/CD60-30/Cieta CD60/CD60 1200 500 850 Cieta 2x15,0 210 335 (R)EI6O 47 75 1A
514 JK/WON/CD60-30/Hydro CD60/CDE0 1200 500 850 Hydro 2x15,0 210 297 (R)EIBO 47 75 1A
516 JK/WON/CD60-37,5/Uguns+  CD60/CD60 1200 500 750 Uguns Plus 3x125 2175 327 (R)EIBO 65 75 1A
516 JKWON/CD60-375UdensUguns+ CD60/CDE0 1200 500 750 UgllJJ?énPSlUS 3x125 2175 327 (R)EIBO 65 75 1A
516 JK/WON/CD60-37,5/Cietd CD60/CD60 1200 500 750 Cietd 3x125 2175 411 (R)EI6O 65 75 1A
516 JK/WON/CD60-37,5/Hydro CD60/CDE0 1200 500 750 Hydro 3x125 2175 351 (R)EIBO 65 75 1A
516 JK/WON/CD60-40/Uguns+ CD60/CD60 850 500 750 Uguns Plus  2x12,5+15,0 220 362 (R)EIS0 65 75 1A
516 JK/WON/CD60-40/Cieta CD60/CD60 850 500 750 Cietd 2x12,5+15,0 220 437 (R)EISO 65 75 1A
516 JK/WON/CD60-40/Hydro CD60/CD60 850 500 750 Hydro 2x12,5+15,0 220 378 (R)EISO 65 75 1A
516 JK/WON/CD60-55/Uguns+ CD60 650 500 650 Uguns Plus  2x125+2x150 240 497  (R)EN20 75 75 1A
516 JK/WON/CD60-60/Uguns+ CD60/CD60 650 500 650 Uguns Plus 4x15,0 240 56,7 (R)EN20 75 75 1A
516 JK/WON/CD60-60/Cietd CD60/CD60 650 500 650 Cietd 4x15,0 240 643  (R)EIT20 75 75 1A
516 JK/WON/CD60-60/Hydro CD60/CD60 650 500 650 Hydro 4x15,0 240 56,7 (R)EN20 75 75 1A

n Pielaujama slodze, ieskaitot: padmasu, izoldcijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
? Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju
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@ SAUSAS BUVES SISTEMAS

PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

Maksimala Nida griestu ;

Maksimala Nida griestu

Rezga konstrukcija Rezga konstrukcija

. slodze: . slodze:
Sistemas tips A,(‘ﬁg?g?és l\(\“a;asi(r:nSIGaci)s Meksimali Gipsa plaksnu apsuvums %%%EE% Bs]vura\;rezsS Ugur;(sliazstgﬁbas - » Triecienizturiba? Satemastos f\'/\\”a;;i(r:ngg(i)s ’K‘,iadkfgggés Moksimalais Gipsa plaksnu apsuvums %E%Eﬁgs Bs1\sra\f§ Ugurleiazstgribas - » Triecienizturiba?
Nida Griesti Nida galvlgiruo nesoso profilu aét{:fujrl%s ugunsizturibas? ugunsizturibu? Nida Griesti Nida gé:,'gﬁﬂjo nesoso profilu aéttgfdums ugunsizturibas? ugunsizturibu?
DE ?;23 atggtums atstatums DE ?;23 atgtatums atstatums

Lappuse [mm] (mm) [mm) Nida Biezums  [mm] (kg  [min] Tka/m? [ka/m?]  Ugunsizturibas Lappuse [mm) (mm) [mm) Nida Biezums  [mm]  [kg]  [min] lka/m? [ka/m]  Ugunsizturibas
PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA NESOS0 KONSTRUKCIJU NIDA CD60 (NIDA ES60) PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA NESOS0 KONSTRUKCIJU NIDA CD60 (NIDA EL60)
518  DK/ES/CD60-12,5/Expert CD60/CDE0 1200 400/500 1000 Expert 125 825 10,9 - 20/18 - 1A 524 DK/EL/CD60-12,5/Expert CD60/CDE0 1200 400/500 1000 Expert 125 1025 109 - 20/18 - 1A
518  DK/ES/CD60-125/Udens CDeo/CDe0 1200 400/500 1000 Udens 125 825 n4 - 20/18 - 1A 524 DK/EL/CD60-12,5/Udens CD60/CDE0 1200 400/500 1000 Udens 125 1025 14 - 20/18 - 1A
518 DK/ES/CD60-12,5/Uguns+  CD60/CDEO 1000 400 900 Uguns Plus 125 825 127 (REINS 31 75 1A 524 DK/EL/CD60-12,5/Uguns+ CD60/CDE0 1000 400 900  Uguns Plus 125 1025 27 (REIS 31 75 1A
518 DK/ES/CDB0-125/UdensUguns+ CDE0/CDE0 1000 400 900 Ug%?]i%s\us 125 825 127 (REINS 31 75 1A 524 DK/EL/CDBO-125/UdensUgunst CD60/CDE0 1000 400 900 Ug%?wingus 125 1025 127 (RIENS 31 75 1A
518 DK/ES/CD60-12,5/Cietd CD60/CD60 1000 400 900 Cietd 125 825 155 (RENS 31 75 1A 524 DK/EL/CD60-12,5/Cieta CD60/CD60 1000 400 900 Cieta 25 1025 155 (REI5 31 75 1A
518 DK/ES/CD60-12,5/Hydro CD60/CDE0 1000 400 900 Hydro 125 825 135  (RENS 31 75 1A 524 DK/EL/CD60-12,5/Hydro CD60/CDE0 1000 400 900 Hydro 125 1025 135 (RENS 31 75 1A
518  DK/ES/CD60-15/Uguns+ CD60/CDE0 1000 400 850  UgunsPlus 150 85 162 (RENS 36 75 1A 524 DK/EL/CD60-15/Uguns+ CD60/CDE0 1000 400 850  UgunsPlus 150 105 162  (R)ENS 36 75 1A
518  DK/ES/CD60-15/Ciets CD60/CDE0 1000 400 850 Cieta 150 85 181 (RIENS 36 75 ) 524 DK/EL/CD60-15/Cietd CDe0/CDe0 1000 400 850 Cieta 15,0 105 181 (R)EIS 36 75 1A
518 DK/ES/CD60-15/Hydro CD60/CDE0 1000 400 850 Hydro 150 85 162 (REN5 36 75 1A 524 DK/EL/CD60-15/Hydro CD60/CD60 1000 400 850 Hydro 150 105 162 (RENS 36 75 1A
518  DK/ES/CD60-18/Ugunst  CDEO/CDE0 1000 400 850  UgunsPlus 180 88 169  (REIO 36 75 1A 524 DK/EL/CDEO-18/Ugunst  CDBO/CDEO 1000 400 850 UgunsPlus 18,0 108 169  (RE30 36 75 A
520 DK/ES/CDEO-25/Expert CD60/CDE0 1000 400 1000 Expert 125 95 191 - 24 - 1A 526 DK/EL/CD60-25/Expert CDBO/CDE0 1000 400 1000 Expet  2x125 15 19/ - 24 - 1A
520  DK/ES/CD60-25/Udens CD60/CD60 1000 400 900 Udens 2x12,5 95 201 - 31 - 1A 526  DK/EL/CD60-25/Udens CD60/CDE0 1000 400 900 Udens 2x12,5 115 201 - 31 - 1A
520 DK/ES/CD60-25/Uguns+  CDBO/CDEO 1000 400 850  UgunsPlus  2x125 9% 27  (REMS 36 75 1A 526 DK/EL/CDE0-25/Uguns+  CDBO/CDE0 1000 400 850  UgunsPlus  2x125 15 227 (REMS 36 75 A
520 DK/ES/CDE0-25/UdensUguns+ CDBO/CDEO 1000 400 850 Ugﬂﬂinps,us 125 9 227 (REMS 36 75 1A 526  DK/EL/CD60-25/UdensUgunst CD6O/CDE0 1000 400 850 |, g%girl]:’s\us 125 15 27 (REMS 36 75 1A
520  DK/ES/CD60-25/Cieta CD60/CD60 1000 400 850 Ciets 125 9% 283  (REMS 36 75 1A 526  DK/EL/CD60-25/Ciet3 CD60/CD60 1000 400 850 Cieta 125 5 283 (REMS 36 75 1A
520 DK/ES/CD60-25/Hydro CD60/CDE0 1000 400 850 Hydro 125 9% 243 (REM5 36 5 1A 526  DK/EL/ICD60-25/Hydro CD60/CDE0 1000 400 850 Hydro 125 15 243 (REI4S 36 75 1A
520 DK/ES/CDE0-30MUgunst  CDEO/CDB0 1000 400 850  UgunsPlus  2x150 100 297  (RIEI6O 36 75 1A 526 DK/ELCD60-30/Ugunst  CD6O/CDEO 1000 400 850 UgunsPlus  2¢150 20 297 (RE6O 36 75 1A
520  DK/ES/CDE0-30/Ceta CD60/CDE0 1000 400 850 Clet 250 100 335  (R)EI6O 36 75 1A 56  DK/EL/CD0-30/Ciets CDEO/CDED 1000 400 850 Ciets 250 20 335 (RIE6O 36 75 1
520  DK/ES/CDE0-30/Hydro CD60/CDE0 1000 400 850 Hydro 250 100 297  (RIEI6O 36 75 1A 526 DK/EL/CDG0-30/Hydro CDEO/CDED 1000 400 850 Mo 250 20 297  (RIEIO 36 75 1
522 DK/ES/CD60-375MUgunst  CD6O/CDE0 1000 400 750 UgunsPlus  3x125 1075 327  (R)EI6O 49 75 1A 528 DK/EL/CDE0-375Ugunst  CDBO/CDE0 1000 400 750 UgunsPlus  3x125 215 327 (REEO 49 75 1A
522 DK/ESCDE0-375/UdensUguns+ CD60/CDEO 1000 400 750 Ug%?winPslus 25 1075 327 (REIEO 49 75 1A 528 DKELICDG0-375/densUguns+ CDBO/CDE0 1000 400 750 Ug%ﬂznPs\us 3025 25 %27 REO 49 75 1
522 DK/ES/CD60-375/Ciets  CDEO/CD60 1000 400 750 Ciets 325 1075 411 (RE6O 49 75 1A 528 DKELCDE0-375/Ciets  CDBOICDE0 1000 400 750 Cem w25 175 411 REE0 49 75 A
522 DK/ES/CD60-375MHydro  CDEO/CD60 1000 400 750 Hydo  3x125 1075 351  (REI6O 49 75 1 528 DKELCD60375Hydo  CDBO/CDEO 1000 400 %0 hoo W25 275 351 REO 49 75 A
522 DK/ES/CDO0-40/Ugunst  CD6O/CDS0 850 400 70 UgunsPlus 2x125+150 10 362 (RIEISO %8 s " 528 DK/ELICD60-40/Uguns+  CD6O/CDE0 850 400 750  UgunsPlus 2x125+150 130 362 (RIEISO 58 75 A
522 DK/ES/CDE0-40/Ciet CD60/CDE0 850 400 750 Ciets  2x125+50 110 437  (R)EISO 58 75 n 528 DK/EL/CDG0-40/Clet3 CDG0/CDG0 850 200 70 Gl 225450 10 437 (REISO 58 75 A
522 DK/ES/CDE0-40/Hydro  CDBO/CD0 850 400 750 Hydro 261254150 10 378 (REISO 58 75 1A 528 DK/ELICDG0-40/Hydro CDGO/CDE0 850 400 70 Hydo  x25+50 130 378 (REISO 58 75 A
522 DK/ES/CDEO-55/Uguns+  CDBO/CDED 650 400 650  UgunsPlus 225+2x150 130 497  (RIEN20 87 75 1A 528 DKELICDE0SSUgunst  CDBO/CDE0 650 400 650 UgunsPlus 225¢x150 130 497  (REN20 a7 75 "
522 DK/ES/CDE0-60/Uguns+  CDBO/CDED 650 400 650  UgunsPlus  4x150 130 567  (REN20 87 75 1A 528 DKELICDE0-60MUgunst  CDBO/CDE0 650 200 650 UgunsPlus  4x150 150 567 (REN20 a7 75 ”
522 DK/ES/CDE0-60/Ciets CD60/CDE0 650 400 650 Ciets 4150 130 643 (REN0 87 75 1A 578 DIIEL/CDG0-60/CIets CD60/CDE0 650 200 650 Cew  4x150 150 643 (REM0 a7 75 "
522 DK/ES/CDEO-60MHydro  CDBO/CDS0 650 400 650 Hydo  4x150 130 567  (REIN20 87 75 1A 528 DNELCDSO6OMydo  CDBO/CDE0 650 200 650 Hyo  4x150 150 567  (REM0 a7 75 "

n Pielaujama slodze, ieskaitot: pasmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK. n Pielaujama slodze, ieskaitot: padmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

2 papildu slodze, pamatojoties Uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15. 2 Papildu slodze, pamatojoties Uz ugunsdrodibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.

) Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju » Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju
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@ SAUSAS BUVES SISTEMAS

PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

Maksimala Nida griestu
slodze:

Rezga konstrukcija
Minimalais - Bves

— I\[(\“agasigwgg(i)s “,Q?jj@@?g Meksimaas Gip3a plaksnu apsuvums paiilzésrtéjnrj'ass 51\,?”25 Ugur:(slgstlénbas _ ) Triecienizturiba?
Nida Griesti Nida GaNeno  ocozs profily_ SHOPIY ugunsizturibas? ugunsizturibu?
profila profilu SIS atstatums
tips atstatums
Lappuse [mm] [mm] [mm] Nida Biezums [mm] [ka) [min.] [kg/m?] [kg/m?) Ugunsizturibas

PIEKARAMO GRIESTU SISTEMA AR DIVU LiI\I\ENU KRUSTVEIDA NESOS0 KONSTRUKCIJU NIDA CD60 (NIDA WP60)

530  DK/WP/CD60-12,5/Expert CD60/CD60 1200 400/500 1000 Expert 125 1025 10,9 - 20/18 - 1A
530 DK/WP/CD60-12,5/Udens CD60/CD60 1200 400/500 1000 Udens 125 1025 14 - 20/18 - 1A
530  DK/MWP/CD60-12,5/Uguns+ CD60/CDE0 1000 400 900  Uguns Plus 125 1025 12,7 (R)EIS 31 75 1A
530  DKMP/CD60-125/UdensUguns+ CD60/CDE0 1000 400 900 UqlLJJ?EHPS\us 125 1025 12,7 (R)EIS 31 75 1A
530  DK/WP/CD60-12,5/Cietd CD60/CDE0 1000 400 900 Cieta 125 1025 155 (R)EIS 31 75 1A
530  DK/WP/CD60-12,5/Hydro CD60/CDE0 1000 400 900 Hydro 125 1025 13,5 (R)EIS 31 75 1A
530  DK/WP/CD60-15/Uguns+ CD60/CDE0 1000 400 850 Uguns Plus 15,0 105 16,2 (R)EIS 36 75 1A
530  DK/WP/CD60-15/Cietd CD60/CDE0 1000 400 850 Cietd 150 105 181 (RENS 36 75 1A
530  DK/WP/CD60-15/Hydro CD60/CDE0 1000 400 850 Hydro 15,0 105 16,2 (R)EIS 36 75 1A
530  DK/WP/CD60-18/Uguns+ CD60/CDE0 1000 400 850  Uguns Plus 18,0 108 169 (R)EI30 36 75 1A
532 DK/WP/CD60-25/Expert CD60/CDE0 1000 400 1000 Expert 2x125 115 191 - 24 - 1A
532 DK/WP/CD60-25/Udens CD60/CDE0 1000 400 900 Udens 2x125 15 20,1 - 31 - 1A
532 DK/WP/CD60-25/Uguns+ CD60/CDE0 1000 400 850  UgunsPlus  2x125 15 22,7 (R)EI45 36 75 1A
532 DKMP/CD60-25/UdensUguns+ CD60/CDE0 1000 400 850 UG%?\(ZHPSIUS 2x125 15 22,7 (R)EI45 36 75 1A
532 DK/WP/CD60-25/Cieta CD60/CDE0 1000 400 850 Cietd 2x125 15 283 (R)EI45 36 75 1A
532 DK/WP/CD60-25/Hydro CD60/CDE0 1000 400 850 Hydro 2x125 15 243 (R)EI45 36 75 1A
532 DK/WP/CD60-30/Uguns+ CD60/CDE0 1000 400 850  UgunsPlus  2x15,0 120 297 (R)EIBO 36 75 1A
532 DK/WP/CD60-30/Cietd CD60/CDE0 1000 400 850 Cieta 2x15,0 120 335 (R)EIBO 36 75 1A
532 DK/WP/CD60-30/Hydro CD60/CDE0 1000 400 850 Hydro 2x15,0 120 297 (R)EI6O 36 75 1A
534 DK/WP/CD60-375/Uguns+  CD60/CD60 1000 400 750 UgunsPlus  3x12,5 1275 32,7 (R)EIBO 49 75 1A
534 DKMP/CD60-375/UdensUguns+ CD60/CD60 1000 400 750 Uq%trjwznﬁus 3x125 1275 327 (R)EIBO 49 75 1A
534 DK/WP/CD60-37,5/Cietd CD60/CDE0 1000 400 750 Cieta 3x125 1275 4171 (R)EI6O 49 75 1A
534 DK/WP/CD60-37,5/Hydro CD60/CDE0 1000 400 750 Hydro 3x125 1275 351 (R)EIBO 49 75 1A
534 DK/AWP/CD60-40/Uguns+ CD60/CDE0 850 400 750 Uguns Plus 2x12,5+15,0 130 36,2 (R)EISO 58 75 1A
534 DK/WP/CD60-40/Cieta CD60/CD60 850 400 750 Cieta 2x12,5+15,0 130 437 (R)EISO 58 75 1A
534 DK/WP/CD60-40/Hydro CD60/CD60 850 400 750 Hydro  2x12,5+15,0 130 378 (R)EI90 58 75 1A
534 DK/WP/CD60-55/Uguns+ CD60/CD60 650 400 650  Uguns Plus 2x12,5+2x15,0 150 497 (R)EN20 87 75 1A
534 DK/WP/CD60-60/Uguns+ CD60/CDE0 650 400 650  UgunsPlus  4x15,0 150 56,7 (R)EI20 87 75 1A
534 DK/WP/CD60-60/Cieta CD60/CD60 650 400 650 Cietd 4x15,0 150 643  (R)EN20 87 75 1A
534 DKMWP/CD60-60/Hydro CD60/CDE0 650 400 650 Hydro  4x150 150 567  (REN20 87 75 1A

Rezga konstrukcija Maksimala Nida griestu

slodze:
o Minimalais  Blves -
MaKSIMBIais 11 cimalais ____ Gipsa plaksnu apsuvums  piekarsanas svars Ugunlfl'zwr'bas Triecienizturiba®
Sistemas tips N|da| CO60  Nigacpep  Meksimalais augstums 1P ase bz -
Nida Griesti Nida ga vfepo nesogo profily _ TP ugunsizturibas” ugunsizturibu?
profila profilu reatums | Lstatums
tips atstatums
Lappuse [mm] [mm] [mm] Nida Biezums [mm]  [kq] [min] [ka/m?] [ka/m?] Ugunsizturibas
PIEKARAMO GRIESTU SISTEMA AR DIVU LIN\ENU KRUSTVEIDA NESOSO KONSTRUKCIJU NIDA CD60 (NIDA WO60)
536 DK/WO/CD60-12 5/Expert CD60/CD60 1200 400/500 1000 Expert 125 2225 109 - 2018 - 1A
536 DK/WO/CD60-12,5/Udens CD60/CD60 1200 400/500 1000 Udens 125 2225 14 - 2018 - 1A
536 DK/WO/CD60-25/Expert CD60/CD60 1000 400 1000 Expert 2x125 235 191 - 24 - 1A
536 DK/WO/CD60-25/Udens CD60/CD60 1000 400 900 Udens 2x125 235 201 - 31 - 1A

@ wWww.siniat.Iv

” " Maksimala Nida griestu
Rezga konstrukcija slodze:
Minimalais  Baves Ugunsizturibas

Maksimalais s it Gl ¢ ol o)
c Maksimalais ... Gip3a plaksnu apsuvums  piekarsanas svars Triecienizturiba
Sistemas tips N|da|CD60 NidaCDgo  Maksimalais augstums  1m? e bez ar
Nida Griesti Nida gd V?.?O neso30 profilu tssttrotpju ugunsizturibas? ugunsizturibu?
profila PIOMIU —  totatums  SHSt8EUMS
tips atstatums
Lappuse [mm] [mm] [mm] Nida Biezums [mm] [k [min] [kg/m?) [kg/m?) Ugunsizturibas

538  DK/WON/CD60-12,5/Expert CD60/CDE0 1200 400/500 1000 Expert 125 2225 109 - 2018 - 1A
538  DK/WON/CD60-12,5/Udens CD60/CDE0 1200 400/500 1000 Udens 125 2225 14 - 2018 - 1A
538  DK/WON/CD60-12,5/Uguns+  CD60/CD60 1000 400 900  UgunsPlus 125 2225 127 (RENS 31 75 1A
538 DKMWON/CD60-125/UdensUgunst CD60/CD60 1000 400 900 Uglj?lirll’s\us 125 2225 127 (RENS 3 75 1A
538  DK/WON/CD60-12,5/Cieta CD60/CDE0 1000 400 900 Cietd 125 2225 155 (RENS 31 75 1A
538  DK/WON/CDE0-12,5/Hydro CD60/CDE0 1000 400 900 Hydro 125 2225 135 (RENS 31 75 1A
538  DK/WON/CD60-15/Uguns+ CD60/CDE0 1000 400 850 Uguns Plus 15,0 225 16,2 (RENS 36 75 1A
538  DK/WON/CD60-15/Cietd CD60/CDE0 1000 400 850 Cietd 150 225 181 (RENS 36 75 1A
538  DK/WON/CD60-15/Hydro CD60/CDE0 1000 400 850 Hydro 150 225 162 (RENS 36 75 1A
538  DK/WON/CDE0-18/Uguns+ CD60/CDE0 1000 400 850  Uguns Plus 18,0 228 169  (RE30 36 75 1A
540  DK/WON/CD60-25/Expert CD60/CDE0 1000 400 1000 Expert 2x125 235 191 - 24 - 1A
540  DK/WON/CD60-25/Udens CD60/CDE0 1000 400 900 Udens 2x12.5 235 20,1 - 31 - 1A
540  DK/WON/CD60-25/Uguns+ CD60/CDE0 1000 400 850  UgunsPlus  2x125 235 227 (REI45 36 75 1A
540  DKMON/CD60-25/UdensUguns+ CDE0/CD60 1000 400 850 Ugﬂgiﬁus 2x125 235 227 (REI45 36 75 1A
540  DK/WON/CD60-25/Cieta CD60/CDE0 1000 400 850 Cietd 2x125 235 283 (R)EMS 36 75 1A
540  DK/WON/CD60-25/Hydro CD60/CDE0 1000 400 850 Hydro 2x125 235 243 (R)EIMS 36 75 1A
540  DK/WON/CD60-30/Uguns+ CD60/CDE0 1000 400 850  UgunsPlus  2x150 240 297 (R)EI6O 36 75 1A
540  DK/WON/CD60-30/Cieta CD60/CDE0 1000 400 850 Cieta 2x15,0 240 335 (R)EI6O 36 75 1A
540  DK/WON/CD60-30/Hydro CD60/CDE0 1000 400 850 Hydro 2x15,0 240 297 (R)EIGO 36 75 1A
544 DK/WON/CD60-37,5/Uguns+  CDE0/CD60 1000 400 750 UgunsPlus  3x125 2475 327 (REI6O 49 75 1A
544 DKWON/CD60-375/UdensUguns+ CD60/CD60 1000 400 750 UgLLJJ(rjETDS\US 3x125 2475 327 (REIBO 49 75 1A
544 DK/WON/CD60-37,5/Cieta CD60/CDE0 1000 400 750 Cietd 3x125 2475 410 (R)EI6O 49 75 1A
544 DK/WON/CD60-37,5/Hydro CD60/CDE0 1000 400 750 Hydro 3x125 2475 351 (R)EI6O 49 75 1A
544 DK/WON/CD60-40/Uguns+ CD60/CDE0 850 400 750 UgunsPlus 2x12,5+15,0 250 362  (REI90 58 75 1A
544 DK/WON/CD60-40/Cietd CD60/CDED 850 400 750 Cieta  2x125+150 250 437 (R)EI9O 58 75 1A
544 DK/WON/CD60-40/Hydro CD60/CDED 850 400 750 Hydro  2x125+15,0 250 378  (R)EISO 58 75 1A
544 DK/WON/CD60-55/Uguns+ CD60/CDE0 650 400 650  UgunsPlus 2x125+2x150 270 497  (R)EN20 87 75 1A
544 DK/WON/CD60-60/Uguns+ CD60/CDE0 650 400 650  UgunsPlus  4x150 270 567  (REI20 87 75 1A
544 DK/WON/CD60-60/Cietd CD60/CDE0 650 400 650 Cietd 4x15,0 270 643  (R)EN20 87 75 1A
544 DK/WON/CD60-60/Hydro CD60/CDED 650 400 650 Hydro 4x15,0 270 567 (R)EN20 87 75 1A

" Pie|aujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Papildu slodze, pamatojoties uz ugunsdro3ibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
?Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

Maksimala Nida

E Maksimala Nida

Gip3a plaksnu Rez§a konstrukcija

Rezga konstrukcija Izolacijas materials

apSuvums o griestu slodze: griestu slodze:
Minimalais - I
imalai imalai Dlizllgraégls Bilves Ugunsizturibas P [T imalai imalai Gip3a plaks § M|E|_rr]ala\s s Ralpsiztiibes Triecienizturiba®
- _ Maksimalais Maksimalais - o Svas 9 e Triecienizturiba® pasa el Maksimalais Maksimalais Maksimalais 5ip3a plaksnu apsuvums péi asrtsuarr:]z;s s?/re;rzs = bez fiecienizturiba
Sistemas tips NidaCDE0 NidaCD60 Maksimalais Tidialas|. : ) . 12 bez. ar sis- Nida Griesti NidaCD60  Nida CD60 stropju 9 ugunSiz- ugunsiz
Nida Griesti - galveno nesoso  Nida stropju Biezums Biezums Blivums 3U9 ugunsiz- ugunsiz- téma _ _ galveno profilu neso3o profilu ) 9
Nida i 4 nosaukums = - atstatums turibas?  turibu?
: profilu profilu atstatums T uribas?  turibu atstatums  atstatums
profila fil fil tsta Mineralvate turibas?  turid Nida profilatips S el
: atstatums  atstatums
tips Lappuse [mm] [mm] [mm] Nida Biezums [mm] [k [min] lka/m?  [kg/m?)  Ugunsizturibas
Lappuse [mm] [mm] [mm] Nida [mm] [mm] [kg/m?] [mm] [kg] [min] [kg/m?] [kg/m?] Ugunsizturibas

PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA NESOS0 KONSTRUKCIJU NIDA MF

PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA NESOSO KONSTRUKCIJU NIDA CD60 (NIDA WON60) - UGUNSIZTURIBA NO ABAM

PUSEM 548 DK/MFC-12,5/Expert MFCP44/MFCC50 1200 400 1200 Expert 125 825 109 - 31 - 1A
) 548 DK/MFC-125/Udens MFCP44/MFCC50 1200 400 1200 Udens 125 825 14 - 3 . 1A
542 Sgﬂvl\vv%wﬁﬂ Y 950 400 776 UgunsPlus 2x125 skmens 2x50 25 235 252 (REBO 33 25 1A .
DK/WONg%;O o o 548 DK/MFC-125/Uguns+ MFCP44/MFCC50 1200 400 1200 Uguns Plus 125 825 127 REN5 3 75 1A
- ens N N
242 S5MW/UdensUguns+ (D60 220 400 76 gunsplys X125 akmens 250 25 235 252 (REBO 33 25 1A . 548 DK/MFC-125/0densUgunst MFCPA4/MFCCS0 1200 400 1200 UdensUgunsPlus 125 825 127 R®E5 3 75 1A
542 %Z‘Q’fw&% Y 950 400 776 UgunsPlus 2x150 skmens 2x50 25 240 322 (REIO 33 25 " . 548 DKIMFC-125/Ciets MFCP44/MFCCS0 1200 400 1200 Ciets 125 825 155 (REN 3 75 1A
542 %;AVXSV%CUDQ%SU s CC%%%/ 950 400 % Ldggnpsm 250 skmens 260 25 240 322 (REIO 33 25 " . 548 DK/MFC-12,5/Hydro MFCP44/MFCC50 1200 400 1200 Hydro 125 825 135  (REI5 31 75 1A
g g 548 DK/MFC-15/Uguns+ MFCP44/MFCC50 1200 400 1200 Uguns Plus 150 85 162 (RENS 3 75 1A
”)Ugunsdroéibas klasifikacija ITB 1060.1.3/14/R82NZP, ITB 1060.2.3/14/R82NZP. Ugunsizturibas klase - atbilst nosacijumiem, ugunij iedarbojoties no augsas un apakas. 548 DK/MFC-15/Cieta MFCP44/MFCC50 1200 400 1200 Cieta 150 85 181 (RENS 31 75 1A
2 PieJaujama slodze, ieskaitot: pasmasu, izolacijas materiadlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
9 Sskand of tehnisks atainums IT8 O1060/12/R3ANK | dalu un 11 daju 548 DK/MFC-15/Hydro MFCP44/MFCC50 1200 400 1200 Hydro 150 8 162 (RENS 3 75 1A
548 DK/MFC-18/Uguns+ MFCP44/MFCC50 1200 400 1200 Uguns Plus 180 88 169 (REBO 3 75 1A
550  DK/MFC-25/Expert MFCP44/MFCC50 1200 400 1200 Expert 2125 95 191 - 3 - 1A
550 DK/MFC-25/Udens MFCP44/MFCC50 1200 400 1200 Udens 2125 95 201 - 3 - 1A
550  DK/MFC-25/Uguns+ MFCPA4/MFCC50 1200 400 1200 Uguns Plus 2125 95 227 (REMS 3 75 1A
550 DK/MFC-25/UdensUguns+  MFCP44/MFCC50 1200 400 1200  UdensUgunsPlus  2x125 95 227  (R)EI45 31 75 1A
. ) Maksimala 550  DK/MFC-25/Ciet MFCP44/MFCC50 1200 400 1200 Ciets 2125 95 283 (REMS 3] 75 1A
Rezga konstrukcija Nida griestu
B slodze; 550 DK/MFC-25/Hydro MFCP44/MFCC50 1200 400 1200 Hydro 2125 95 243  (REMS 31 75 1A
TeaeER [ TEaes Gipsa plaksnu é‘(‘;rk“arr”;'ﬁfs Eﬂavfss Ugunsizturibas Triecienizturiba? 550 DK/MFC-30/Uguns+ MFCP44/MFCC50 900 400 1200 UgunsPl 2150 100 297 (REEO 41 75 1A
Sistemas tips NidaCD60  NidaCD60 Maksimalais ~ apsuvums suseturs | o Klase bez guns guns Flus kel ' '
Nida Griesti : , galveno nesoso  Nida stropju ugunsiztur- 550 DK/MFC-30/Cieta MFCP44/MFCC50 900 400 1200 Ciets 2150 100 335 (REEO 41 75 1A
Nida profila profilu profilu atstatums bas”
tips atstatums  atstatums 550 DK/MFC-30/Hydro MFCP44/MFCC50 900 400 1200 Hydro 2x15,0 100 297 (REIGO 41 75 1A
Lappuse [mm] [mm] [mm] Nids | Efeus [mm] ka] (min] kg/m?] Ugunsizturibas 552 DK/MFC-37,5/Uguns+ MFCP44/MFCC50 850 400 1200 Uguns Plus 3x12.5 1075 327 (R)EI6O 43 75 1A
552 DK/MFC-375/UdensUguns+ MFCPA4/MFCCS0 850 400 1200 UdensUgunsPlus  3x125 1075 327 (REI6O 43 75 1A
PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA NESO30 KONSTRUKCIJU NIDA CD60 (NIDA RTG) 52 DKMFC375/Ciets NECPAAIMFOCS0 850 200 1200 Ciets S5 1075 411 RE6 43 75 "
a6 DKWON/CDEO-3RTG  CDEO/CDED 1000 400 900 RT6 125405 830 186 ] 5 “ 552 DK/MFC-375/Hydro MFCPA4/MFCC50 850 400 1200 Hydro 125 1075 351 (REEO 43 75 1A
552 DK/MFC-40/Uguns+ MFCP44/MFCC50 800 400 1200 UgunsPlus  2x125+150 110 362 (RIEISO 46 75 1A
546 DKAWON/CDGO-135/RTG  CDEO/CDEO 1000 400 850 RTG  125+10 85 243 : 36 1A 552 DK/MFC-40/Ciets MFCPA44/MFCCS0 800 400 1200 Ciets  2x25+150 110 437  (RES0 46 75 1A
546 DKWON/CDS0-14/RTG  CD60/CD60 1000 400 750 RTG 125415 840 300 . 49 1 552 DK/MFC-40/Hydro MFCP44/MFCC50 800 400 1200 Hydro 2254150 110 378 (REI0 46 75 1A
552 DK/MFC-55/Uguns+ MFCP44/MFCC50 500 400 1200 UgunsPlus  2x25+2450 130 497 (REM20 73 75 1A
546 DK/WON/CDS0-14,5/RTG  CDE0/CDE0 1000 400 750 RIG  125+20 845 357 . 49 1A
552 DK/MFC-60/Uguns+ MFCP44/MFCC50 500 400 1200 UgunsPlus 4150 130 567 (REM0 73 75 1A
546 DK/WON/CD60-15/RTG CD60/CD60 850 400 750 RTG  125+25 850 414 - 58 1A 552 DK/MFC-60/Cieta MFCP44/MFCC50 500 400 1200 Cieta 4x15,0 130 643 (REM0 73 75 1A
546 DKMON/CDEO-55/RTG  CDB0/CDEO 650 400 650 RIG 125430 855 471 . 87 1A 552 DK/MFC-60/Hydro MFCPA4/MFCC50 500 400 1200 Hydro 4x150 130 567 (REM0 73 75 1A

n Pielaujama slodze, ieskaitot: pasmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Saskana ar tehniska atzinuma ITB 01060/12/R34NK | dalu un Il daju

Rezga konstrukcija

Maksimalais Nida D60 Stropju  Maksimalais Nida e Bves svars UguneZlubas  iecieniztuoa?
Slstemas tps . galveno profilu atstatums ~~ tips stropju atstatums
Nida Griesti profila
tips [mm] [mm] [mm] Nida Biezums [ka] [min.] Ugunsizturibas
Lappuse
PIEKARAMO GRIESTU SISTEMA AR NESOS0O KONSTRUKCIJU NIDA CD 60 (CILINDRISKA PLAKNE)
554 ES/CD60-12,5/Liekta CD60 300 ES 1000 Liekta 2x6,5 120 - 1A
554 EL/CD60-12,5/Liekta CD6e0 300 EL 1000 Liekta 2x6,5 120 - 1A
554 WP/CD60-12,5/Liekta CD60 300 WP 1000 Liekta 2x6,5 120 - 1A

1>Pie—!aujarné slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
3)Saskané ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju

X PIRMIE TIRGU L3 i 0
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SAUSAS BUVES SISTEMAS

PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

Nesosa konstrukcija?
Nida CD60 Nida CD60 Izolacijas

Gip3a plaksnu apsuvums

Feler Skanas BOves  Ugunsizturibas  Triecien-

Apz- i Nig;g\éﬁfo galv:,_lno nes?‘lgo materials aus;sﬁ;.ls kagbesf?g)ec#ésn svars 1m?9 klase izturiba?
i i . Biezums méjums . profilu profilu
Sh'fiffameaﬁet_l,ﬁs e [mm] Sack, o pg’;'s'a BISLUMS  gistatums  atstatums
Lappuse S [mm] [mm] [mm]  Minerdlvate [mm]  [mm) a, [mm] [min]  Ugunsizturibas
AKUSTISKO PIEKARAMO GRIESTU SISTEMA NIDA SONIC
ss5  DWOLDSOWRS soncren0 125 A DO 900 1000 300 stkavae 40 400 045 100 . "
s55  DNWOKDSO2Y  sonicReno 125 A CD6O 900 1000 300  stkavete 40 400 065 100 . i
556 DNWOLDEOI2Y Sonickion0 125 A CD6O 900 1000 300  stkavae 40 400 065 100 . "
ss5  DWWOLDEO2Y sonicrin0 125 A CDSO 900 1000 300 stkevete 40 400 070 100 . n
s55  DNWOLDEO2Y Sonicrisno 125 A CDSO 900 1000 300  stkawate 40 400 070 100 . n
DKMWO/CDE0-25/ _ Sonic .
S5 e NG 25 A CDSO 900 1000 300  stkavae 40 400 045 100 . n
s5g  DWORDSONS soncRgfn0 125 A CDEO 900 1000 300  stkavae 40 400 060 100 : "
s56  DNWOLDSDI2Y SoncRize0n0 125 A CDSO 900 1000 300  stkawae 40 400 070 100 . 1A
DK/WO/CDE0-25/ __ Sonic
%56 SonicRN12/20/35n0 RN12/20/35n0 20 A CDBO. 800 1000 300 : - 400 040 100 - 1A
DKWO/CDE0-25/ ¢
556 DNWOCD! SonicC8n0 125 A CDEO 900 1000 300 : - 400 060 100 : 1A
DKWO/CDE0-125/ ¢
556 DOWOICDS SonicCl2n0 125 A CD6O 900 1000 300 . - 400 055 100 : A
ssg  OKWOLDEO2Sgoncmisn 125 A CDSO 900 1000 300 stkevete 80 300 060 100 . "
s53  ONWOLDSOW2Y soncRiznz 125 A CDSO 900 1000 300  stkavate 80 300 060 100 . 1A
ssg  DOWOLDSORY sonicmisig 125 A CDEO 900 1000 300  sukavate 80 300 050 100 . A
ssg  OKWOCDEOS sonicciong 125 A CDSO 900 1000 300 stkevete 80 300 070 100 . A
ssg  DNWOICDEO2 SonicLsxgons 125 A CDEO 900 1000 300  stkevate 80 300 055 100 . "

) Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju

2 lespejams izmantot visu veidu Nida nesosas konstrukcijas un stropes, tas savstarpéji aizvietojot.
% Akustiskas parbaudes zinojums ITB: NA-1162/P/2004 (LA-1197a/2005).

4 Svara netiek nemts veéra izolacijas materiala svars.

. . Maksimala Nida
Rez§a konstrukcija griestu slodze:
Maksimalais  Maksimalais o Gip$a plaksnu M|rk1|_rT1aIa|s Buves Ugunsizturibas Triecienizturiba

o ; d : Maksimalais apsuvUms piekarsanas  svars - 3

Sistémas tips Nida CD60  Nida CD60 Nida augstums 1me bez ar

Nida Griesti . galveno neso3o S ugunsiz-  ugunsiz-
Nida profilu profilu atstatpujms turibas”  turibu?
profilatips  atstatums  atstatums
Lappuse [mm] [mm] [mm] Nida  Biezums [mm] [ka) [min] [kg/m?  [kg/m?]  Ugunsizturibas
PIEKARAMO GRIESTU SISTEMA AR NESO$0 KONSTRUKCIJU NIDA (SISTEMA GRIESTI ZEM GRIESTIEM)

560 DK/WON/CD60-12,5/Klusd  CD60/CD60 1000 400 900 Klusa 125 2225 155 (R)ENS 31 16 1A
560 DK/WON/CD60-12,5/Smaga  CD60/CD60 1000 400 900 Smaga 125 2225 15,5 (RENS 31 16 1A
560 DK/WON/CD60-25/Klusa  CD60/CD60 1000 400 850 Klusa  2x125 235 283 (R)EI4S 36 16 1A
560 DK/WON/CD60-25/Smaga  CD60/CD60 1000 400 850 Smagd  2x125 235 283 (R)EI45 36 16 1A
560 DK/WON/CD60-37,5/Klusa  CD60/CD60 1000 400 750 Klusa ~ 3x125 2475 411 (R)EIBO 49 16 1A
560 DK/WON/CD60-37,5/Smagd CD60/CD60 1000 400 750 Smaga  3x125 2475 411 (R)EIBO 49 16 1A
560 DK/WON/CD60-50/Klusa ~ CD60/CD60 850 400 750 Klusa  4x12,5 250 437 (R)EISO 58 16 1A
560 DK/WON/CD60-50/Smaga  CD60/CD60 850 400 750 Smagd  4x125 250 437 (R)EI90 58 16 1A
560 DK/WON/CD60-62,5/Klusa  CD60/CD60 650 400 650 Klusa ~ 5x125 270 643 (R)EN20 87 16 1A
560 DK/WON/CD60-62,5/Smagd CD60/CD60 650 400 650 Smagad  5x125 270 643 (R)EN20 87 16 1A

0 Pielaujama slodze, ieskaitot: pasmasu, izoldcijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju LBO-438-K/14 (iespéja piekart griestus zem griestiem, nezaudéjot ugunsizturibuy).
? Saskana ar tehniska atzinuma ITB 01060/12/R34NK | dalu un Il daju

@ wWww.siniat.Iv

Rezga konstrukcija
Minimalais Baves

Maksimalais ~ Maksimalais Gipsaplaksnu s Ugunsiztubas  yiia sienizturba?
. ; Strope c c o % piekaranas  svars fiecienizturiba
Slils_temé‘?tlp_s -vitr)gts N|da|Uﬁ50 Nida CD60 I’{‘/\_?jksntnra\a]s apsuvums augstums 10 e

profia savienotajs @ atsFEatums 2 ath]taturns

tips Nida
Lappuse [mm] [mm] [mm] [mm] Nida  Biezums  [mm] [ka] [min.] Ugunsizturibas

PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA NESOSO KONSTRUKCIJU NIDA UARS50 / NIDA CD60

562 DK/PGIUMCDS0-125/Expert UASO/CDS0 LK UASO-CDS0 8 1500 400 750 Epet 25 2225 109 : "
562 DK/PGIUNCDS0-125/0dens UASO/CDS0 LK UASO-CDSO 8 1500 400 750  Udens 125 2225 T4 . n
562 Bg’ﬁgﬂ“‘\m%o”ﬂ UASO/CDS0 LK UASO-CDE0 8 1500 400 750 UgunsPlus 125 2225 127 . 1A
562 Bﬁiesﬁjgﬁ/ggso'm/ UAS0/CDEO LKUASO-CDS0 8 1500 400 1750 Ude”;luusguns 25 225 127 . 1
562 DK/PG/UACDE0-125/Ciets UASO/CDBO LK UASO-CDE0 8 1100 400 1200 Cets 125 2225 155 : n
562 DKPGIUNCDEO-R25Hydro UASO/CDEO LK UASO-CDE0 8 1100 400 1200 Hydo 125 2225 135 : n
562 DK/PG/UACDE0-25/Expert UASO/CDEO LK UASO-CDE0 8 1100 400 1200 Expert 225 235 191 : n
562 DK/PGIUAICDB0-25/Udens UASO/CDS0 LK UASO-CDS0 8 1100 400 200 UOdens 2x25 235 201 : n
562 DK/PGIUNCDG0-25Mgunst UASO/CDS0 LK UASO-CDB0 8 1100 400 1200 UgunsPlus 2125 235 227 : n
562 Bﬁa@@gﬁ/ggso-zw UASO/CDEO LKUASO-CDS0 8 1100 400 1200 Odeﬁlﬁguns a5 235 227 . 1
562 DK/PG/UACDEO-25/Ciets UASO/CDBO LK UASO-CDE0 8 1100 400 1200 Ciets  2x25 235 283 : n
562 DK/PG/UAICDEO-25/MHydro UASO/CDEO LK UASO-CDE0 8 1100 400 1200 Hydo 225 235 243 - n

”Saskané ar tehniska atzinuma ITB 01060/12/R34NK | dalu un Il daju
2 Gadijuma, ja tiek izmantotas citas galvena profila un stropes elementu konfiguracijas, skatiet tabulu 566. lappuse.

Rezga konstrukcija G'g;gﬁ,'g‘:::” Izolcijas materials
Maksimalais Maksimalais Maksimalais Minimalais Baves S R
Nida CD60 NidaCD60  SLrOpU i iocp piekarsanas svars Ugurlzlsgggi)nbas Mzros(ljr;eala Triecienizturiba”  fpaza
103 galveno nesoso  atstatums EERRTTE Biezums Biezums Blivums augstums 1 m? sistéma
Sistemastips  ProfilB “profily profilu (vitnots Mineralvate
Lappuse Nida Griesti Ups  atstatums atstatums  stienis, #8)

[mm] [mm] [mm] Nida [mm] [mm] [ko/m*]  [mm]  [kg] [min] [kg/m?  Ugunsizturibas

PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA NESO$0 KONSTRUKCIJU NIDA UAS0 / NIDA CD60 - UGUNSIZTURIBA NO ABAM
PUSEM
DK/PG/UAICDG0- UARS0/
564 60/MW/Ugunst  CDB0 800 400 700 UgunsPlus  4x150 akmens 2x50 25 300 625  (R)EIT20 25 1A °
DK/PG/UA/CDEO- ;
564 GO/MW/ s 800 400 00 0 450 skmens 260 25 300 625  (REN20 25 1 .
UdensUguns+ 9

‘)Saskarpé ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il da|u.
2 Ugunsdrosibas klasifikacija ITB 1060.3.3/14/R82NZP. Ugunsizturibas klase - atbilst nosacijumiem, ugunij iedarbojoties no augsas un apakias.

X PIRMIETIRGU 0 i 0
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SAUSAS BUVES SISTEMAS

PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

d Griesti 0 Ugunsizturibas WELSIEIE e Minimalais @ Boves @ Saistita
apdares piekarSanas dokumenta
nl a klase: g ek augstums: SValSMImE: numurs:
(R)EIN5 66 kg/m? 27,5 mm 9,9-17,1 kg EN13964:2004+A1
(R)EI30
TEHNISKIE PARAMETRI
Ekspluatacijas ipasibu deklaracija: _

DoP/Ceiling System/0023/15.11.2016
Rez§a konstrukcija Maksimala Nida griestu slodze:

GRIESTU SEGUMU SISTEMA AR CEPURU PROFILIEM NIDA PK48

SISTEMAS:
Minimalais  Baves e
Ugunsizturibas Triecienizturiba?

PK48/12,5; PK48/15; PK48/18
S’Lﬁ;éam;r?etsi?is . mg';s'n”g;'fgg Masliigmélais RGeS p;izasrtsjrrr]mis T LGS bez ar
Nida profilu b ugunsizturibas?  ugunsizturibu?
profils  atstatums  OUSteTUMS
tips
[mm] [mm] Nida Biezums [mm] [ka) [min] [kg/m?] [kg/m?] Ugunsizturibas
PK48/12,5/Expert pK48 400/500 1200 Expert 125 275 99 - 30/24 1A
PK48/12,5/Udens® pK48 400/500 1200 Udens 125 275 104 - 30/24 1A
PK48/12,5/Uguns+ pK48 400 900 Uguns Plus 125 275 7 (R)ENS 66 75 1A
’ PK48/12,5/UdensUguns+  PK48 400 900 Udens UgunsPlus 12,5 275 nz (R)ENS 66 75 1A
; PK48/12,5/Cieta PK48 400 900 Cietd 125 275 145 (R)ENS 66 75 1A
PK48/12,5/Hydro pK48 400 900 Hydro 125 275 125 (R)ENS 66 75 1A
el PK48/15/Uguns+ pK48 400 900 Uguns Plus 15,0 30 152 (R)ENS 66 75 1A
v PK48/15/Cieta PKA8 400 900 Clets 150 30 17 (RENS 66 75 "
..'I | PK48/15/Hydro pK48 400 900 Hydro 15,0 30 152 (R)ENS 66 75 1A
f PK48/18/Uguns+ PK48 400 900 Uguns Plus 180 33 159 (REBO 66 75 1A

| |
[ n Pielaujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Papildu slodze, pamatojoties uz ugunsdrodibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.

I
3’Saskarpé ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il da|u.
% Telpas ar relativo gaisa mitrumu lidz 85 % stira sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikaldm virsmam

=
vannas, dusas utt. zonas).

MATERIALU PATERINS UZ 1M2 GRIESTU SEGUMA NIDA GRIESTI SISTEMA

Sistémas tips Nida Griesti

v PSS PR PR DR, IS PO Y Y PRy e
Materidla patérind uz 1 m?
Plaksne Nida Expert 12,5 mm m? 1,0
Plaksne Nida Udens 12,5 mm m? 10
e a e Plaksne Nida Uguns Plus 12,5 mm m? - - 10 -
Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 1,0
Plaksne Nida Cietd 12,5 mm m? - - - - 10
........................................................................................................................................................................................................................................................... P|éksne N|da Hydro ]2’5 mm mZ ‘I‘O
MATERIALI: Plaksne Nida Uguns Plus 15,0 mm m? 10
Plaksne Nida Cieta 15,0 mm m? - - - - - - - 1,0 -
1. Gipskartona plaksnes Nida e e 0 Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 10 -
2. Cepures profils Nida PK48 Plaksne Nida Uguns Plus 18,0 mm m? - - - - - - - - - 10
3 Torauda enkuroianas elements Profils Nida PK48 tek.m 25 2.5 25 25 25 2.5 2.5 25 2.5 2.5
Térauda enkuro3anas elements gab 6,0 6.0 6.0 6,0 6.0 6,0 6.0 6,0 6.0 6,0
Padurbjo3as skrives Nida 3,5x25 mm gab 18,0 18,0 18,0 18,0 - - 18,0 -
Pasurbjosas skraves Nida 3,5x35 mm gab - - - 18,0
Pasurbjosas skruves Nida Cieta 35 (3,9x35 mm) gab 18,0 - - 18,0
Padurbjo3as skraves Nida Hydro C4 3,5x25 mm gab - - - - - 18,0 - - 18,0 -
: Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14
Gip3a Spaktele Nida Start kg 03 03 03 03 03 - - 03
Gip3a Spaktele Nida Finisz kg 01 0,1 01 01 - 0,1 - - 01
Gatava Spakte|masa Nida Hydromix ® kg 04 04 04 04

[

|

|

‘ 5 Enkurosanas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo badves svaru.

I ) Izmantojot gipsa Skiedru plaksnes Nida Ciet3, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
|
|
|
|

Patérina standartos nav nemti véra materialie zaudéjumi.

A

| max 150 mm
N N

MARKETA ZIME C€
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SAUSAS BUVES SISTEMAS

PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

apdares PIELERERE

2.
slodze: augstums: svars ims:

numurs:

nida Griesti ngg“ﬂm eM @ @3;;5;;;@ GRIESTU SEGUMU SISTEMA AR CEPURU PROFILIEM NIDA PK48

klase:

18,1-32,5 kg EN13964:2004+A1

(R)EI45 72 kg/m? 40 mm
(R)EI6O
Ekspluatacijas 1pasibu deklaracija:

DoP/Ceiling System/0023/15.11.2016
Maksimala Nida griestu slodze:

SISTEMAS:
. Rezga konstrukcij
PK48/25; PK48/30 Seae OnsibEele B
Minimalais Baves s rsikuTES
Maksimalais . GipsaplaksnuapSuvums  piekarsanas  svars g W Triecienizturiba®
Sistémas tips Wik FEsote Maksimalais augstums 1m? ase bez o
Nida Griesti Nida profilu af[tr:flum ugunsizturibas?  ugunsizturibu?
profila atstatums statums
tips
[mm] [mm] Nida Biezums [mm] [ka] [min.] [kg/m?] [kg/m?] Ugunsizturibas
PK48/25/Expert PK48 400/500 1200 Expert 2x125 40 181 - 33/26 - 1A
PK48/25/Udens? PK48 400/500 1200 Udens 2x12,5 40 191 - 33/26 - 1A
PK48/25/Uguns+ pK48 400 900 Uguns Plus 2x125 40 217 (R)EI45 72 75 1A
PK48/25/UdensUguns+  PK48 400 900 UESLOUNS a5 40 217 (R)EI4S 7 75 1A
: PK48/25/Cieta PK48 400 900 Cieta 2x12.5 40 273 (R)EI45 72 75 1A
T PK48/25/Hydro PK48 400 900 Hydro 2x12,5 40 233 (R)EI45 72 75 1A
=~ PK48/30/Uguns+ PK48 400 900 UgunsPlus  2x150 45 287 (R)EI6O 72 75 1A
I.'I PK48/30/Cieta PK48 400 900 Cietd 2x15,0 45 325 (R)EIEO 72 75 1A
I" | PK48/30/Hydro PK48 400 900 Hydro 2x15,0 45 28,7 (R)EIBO 72 75 1A

{
| "V Pie|aujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
| 2 Papildu slodze, pamatojoties uz ugunsdroibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.

I.,I ? Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dalu.
4)Telpés ar relativo gaisa mitrumu lidz 85 % stUra sekcijas pret intensivu Udens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikalam virsmam

{ vannas, dusas utt. zonas).

MATERIALU PATERINS UZ 1M2 GRIESTU SEGUMA NIDA GRIESTI SISTEMA

S Sistémas tips Nida Griesti
” U PGRTTUSE JUSL PU g v
Materiala patériné uz 1 m?
Plaksne Nida Expert 12,5 mm m? 2.0
Plaksne Nida Udens 12,5 mm m? - 2,0
e a e Plaksne Nida Uguns Plus 12,5 mm m? - - 20 -
Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 20
Plaksne Nida Cietd 12,5 mm m? - - - - 20
........................................................................................................................................................................................................................................................... Plaksne Nida Hydro 125 mm m? 20
MATERIALL: Plaksne Nida Uguns Plus 15,0 mm m? 20
Plaksne Nida Cieta 15,0 mm m? 20
1. Gipkartona plaksnes Nida e 9 0 Plsksne Nida Hydro 15,0 mm e : : - : : : : : 20
2. Cepures profils Nida PK48 Profils Nida PK48 tek.m 25 25 25 25 25 25 25 25 25
Térauda enkuroanas elements gab. 6.0 6.0 6.0 6,0 6,0 6,0 6,0 6,0 6,0
3. Térauda enkurosanas elements Pazurbjosas skraves Nida 3,525 mm gab. 60 60 60 60 - - 60 -
Pasurbjosas skraves Nida 3,5x35 mm gab. 18,0 18,0 18,0 18,0
Padurbjo3as skraves Nida 3,5x45 mm gab. - - 18,0
. Pasurbjosas skrives Nida Cieta 35 (3,9x35 mm) gab. 24,0 - - 6.0
Y. % 9 0 g L Pasurbjosas skroves Nida Cieta 45 (3,9x45 mm) gab. 18,0
¥ 07 7 ‘ v ‘ Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. 6,0 - - 6,0
F | ‘ Padurbjo3as skrives Nida Hydro C4 3,5x41 mm gab. - - - - 18,0 - - 18,0
I Limlente suvém Nida tek.m 14 14 14 14 14 14 14 14 14
e o Gipsa spaktele Nida Start kg 06 06 06 06 : . 06 :
: Gip3a Spaktele Nida Finisz kg 01 01 01 01 - - 01
| Gatava Spakte|masa Nida Hydromix® kg - - 07 07 - 07 07
I
4 | % Enkurosanas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo buves svaru.
- =4 | 6) Izmantojot gip3a Skiedru plaksnes Nida Cieta, k3 alternativu varat izmantot ari Nida Planfix Fresh gipsa Spakteli.
| Patérina standartos nav nemti véra materialie zaudéjumi.

N max 150 mm
I
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

nida Griesti ngg“ﬂpdm egﬂ @ @3;5;;;1% GRIESTU SEGUMU SISTEMA AR CEPURU PROFILIEM NIDA PK48

. 2.
klase: slodze: augstums: svars ims: numMurs:

(R)EIEO 100 kg/m? 52,5 mm 31,7-63,3 kg EN13964:2004+A1

(R)EIN20
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0023/15.11.2016 ) : ‘ -
PK48/37,5; PK48/40; PK48/55; PK4 8/6 o Rezga konstrukcija R . Maksimala Nida griestu slodze:
o . Maksimalais L Gip3a plaksnu apSuvums piekarsanas  svars Ugunﬁi;stgribas Triecier;)iztur‘\ba
Sistemas tips Nida nesozo  Maksimalais augstums  1m? bez o
Nida Griesti Nida profilu S|y ugunsizturibas?  ugunsizturibu?
profila  atstatums atstatums
tips
[mm] [mm] Nida Biezums [mm] [ka] [min.] [kg/m?] [kg/m?] Ugunsizturibas
PK48/375/Uguns+ PK48 400 900 Uguns Plus 3x12,5 525 317 (R)EIEO 88 75 1A
PK48/37,55/UdensUguns+  PK48 400 900 Udens Uguns Plus ~ 3x125 525 317 (RIEIEO 88 75 1A
PK48/375/Cieta PK48 400 900 Cietd 3x125 52,5 401 (R)EIEO 88 75 1A
, PK48/37,5/Hydro PK48 400 900 Hydro 3125 525 34,1 (R)EIEO 88 75 1A
E PK48/40/Uguns+ PK48 400 850 Uguns Plus 2x125+15,0 55 352 (R)EISO 93 75 1A
PK48/40/Cieta PK48 400 850 Cieta 2x12,5+15,0 55 427 (R)EI90 93 75 1A
PK48/40/Hydro PK48 400 850 Hydro 2x12,5+15,0 55 36,8 (R)EIS0 93 75 1A
PK48/55/Uguns+ PK48 400 750 UgunsPlus  2x12,5+2x15,0 75 487 (R)EIN20 100 75 1A
PK48/60/Uguns+ PK48 400 750 Uguns Plus 4x15,0 75 55,7 (R)EIT20 100 75 1A
PK48/60/Cietd PK48 400 750 Cieta 4x15,0 75 633 (R)EN20 100 75 1A
PK48/60/Hydro PK48 400 750 Hydro 4x15,0 75 557 (R)EIT20 100 75 1A

n Pielaujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
3)Saskarpé ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju

MATERIALU PATERINS UZ 1M? GRIESTU SEGUMA NIDA GRIESTI SISTEMA

Sistémas tips Nida Griesti
T o Mérv. PK48/37,5/ PKAB/37.5/ PKA8/375/ PKAB/375/ PKAB/AO/ PKAB/A0/ PK4B/A0/  PK4B/55/ PK48/60/ PKAB/60/ ~ PKAB/60/
Uguns+ UdensUguns+  Cietd Hydro Uguns+ Cietd Hydro Uguns+  Uguns+ Cietd Hydro
Materidla patérind uz 1 m?
Plaksne Nida Uguns Plus 12,5 mm m? 30 - - - 2,0 - - 2,0
Plaksne Nida Udens Uguns Plus 12,5 mm m? - 30
Plaksne Nida Cietd 12,5 mm m? - - 30 - - 20
Plaksne Nida Hydro 12,5 mm m? - - - 30 - - 20
e a e Plaksne Nida Uguns Plus 15,0 mm m? - - - - 10 - - 20 40 -
Plaksne Nida Cieta 15,0 mm m? - - - - - 10 - - - 4,0
Plaksne Nida Hydro 15,0 mm m? - - - - - - 10 - - - 40
........................................................................................................................................................................................................................................................... Profils Nida PK48 tek.m 25 2.5 2.5 25 2,5 2.5 2.5 2.5 2.5 2.5 25
R Térauda enkurosanas elements gab. 6,0 6,0 6,0 6,0 6,1 6,1 6,1 6,7 6.7 6.7 6.7
MATERIALI: —
Pasurbjosas skraves Nida 3,5x25 mm gab. 6,0 6,0 - - 6,0 - - 6,0 6.0
1. Gipkartona plaksnes Nida e e o Pasurbjo3as skroves Nida 3535 mm gb. 60 60 : : 60
. . Padurbjo3as skraves Nida 3,5x45 mm gab. - - - - - - - 6,0 6,0
2. Cepures profils Nida PK48 P , :
Padurbjo3as skraves Nida 3,5x55 mm gab. 18,0 18,0 - - 18,0 - - 6.0 6.0
3. Terauda enkurosanas elements Pasurbjosas skraves Nida 4,2x70 mm gab. - - - - - - - 180 180
Pasurbjosas skroves Nida Cietd 35 (3,9x35 mm)  gab. - - 120 - - 120 - - - 6,0
Pasurbjosas skrives Nida Cietd 45 (3,9x45 mm)  gab. - - - - - - - - - 6.0
Do Pasurbjosas skrives Nida Cieta 55 (3,9x55 mm)  gab. - - 18,0 - - 18,0 - - - 6.0
YA A ,’/,’ S //// Pasurbjosas skrives Nida Cieta 70 (42x70 mm)  gab. - - - - - - - - - 180
oA . AL S S Pasurbjosas skrives Nida Hydro C4 35x25 mm  gab. - - - 6.0 - - 6.0 - - - 6.0
Lo 1 L ! Pasurbjosas skroves Nida Hydro C4 35x41mm  gab. - - - 60 - - 60 - - - 60
I i | Pasurbjosas skraves Nida Hydro C4 3,5x55 mm gab. - - - 18,0 - - 18,0 - - - 6.0
- ‘ Pasurbjosas skrives Nida Hydro C4 42x70 mm  gab. . . . . . . . . . . 18,0
3 oL ® A | Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14 14
| . [ Gipsa 3paktele Nida Start kg 09 09 - - 09 - - 12 12
‘ Gip3a Spaktele Nida Finisz kg 01 01 - - 01 - - 01 01
LA : (Gatava spakte|masa Nida Hydromix® kg - - 1.0 1.0 - 1.0 1.0 - - 13 13
o max 150 m 5‘ % Enkurosanas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo baves svaru.
| 5) Izmantojot gip3a skiedru plaksnes Nida Cieta, k3 alternativu varat izmantot ari Nida Planfix Fresh gipsa 5pakteli.

Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

- Spunsiures (T Maksima Minimalsis g el PIEKARAMO GRIESTU SISTEMA AR NESOS0 KONSTRUKCIJU
nlda Gr’estl 0 klgse: g slpt))?jze: egugkstums: @svars 1m2: @ ?1ulr<nurs: N | DA CD6 O (N | DA ES60)

(R)EIN5 85 kg/m? 42,5 mm 9,9-17,1 kg EN13964:2004+A1

(R)EI30
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0021/15.11.2016

ES/CD 6 0_1 2 5 . ES/CDG 0_1 5 R ES/C Ds 0_1 8 Rezga konstrukcija Maksimala Nida griestu slodze:
1) ’ e iaie Minimalais ~ Baves PN
Maksimalais - GPsapBkdIU piekarsanas  svars  UOUTSIADaS Triecienizturia®
Sistemas tips - Maksimalais GlEEULmE augstums 1 me ase
Nids Griesti : Nida CD60 <ol 9 bez ar
1da Griesti Nida  nesoso profilu atstat[ﬂms ugunsizturibas?  ugunsizturibu?
profila atstatums
tips
[mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?] [kg/m?] Ugunsizturibas
ES/CDE0-12,5/Expert CD60 400 1200 Expert 125 425 99 - 60 - 1A
ES/CD60-12,5/Udens CD60 400 1200 Udens 125 425 104 - 60 - 1A
ES/CD60-12,5/Uguns+ CD60 400 900 Uguns Plus 125 425 m7 (R)ENS 80 75 1A
ES/CD60-125/UdensUguns+  CD60 400 900 Ude”FjU‘JSQU”S 25 &5 17 (RIENS 80 75 1A
ES/CD60-12,5/Cietd CD60 400 900 Cieta 125 425 14,5 (R)EIS 80 75 1A
— ES/CD60-12,5/Hydro CD60 400 900 Hydro 125 425 125 (RENS 80 75 1A
T ES/CD60-15/Uguns+ CD60 400 850 UgunsPlus 150 45 152 (R)ENS 85 75 1A
I.'I ES/CDE0-15/Cieta CD60 400 850 Cietd 15,0 45 171 (R)EIS 85 75 1A
," | ES/CD60-15/Hydro CD60 400 850 Hydro 15,0 45 15,2 (R)EIS 85 75 1A
| ES/CD60-18/Uguns+ CD60 400 850 Uguns Plus 18,0 48 15,9 (R)E30 85 75 1A
)
,'I | n Pielaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

| 2 Papildu slodze, pamatojoties uz ugunsdrodibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
»Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dau.
4)Telpxéas ar relativo gaisa mitrumu |idz 85 % stOra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ip3a skiedru plaksnes (horizontalam un vertikalam virsmam

,.'l 4 vannas, dusas utt. zonas).
MATERIALU PATI'ERINg UZ 1M2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI
Sistémas tips Nida Griesti
. _ = o2 T Hh pry o) oo o9 o o o o v
S Materiala nosaukums Merv. 8 & 23 SS 23 2z < 2 85 28 82 23
o o= o> Sg o o F> & 5 3>
o @ a 28 @ a B i 4 &
Materiala patériné uz 1 m?
Plaksne Nida Expert 12,5 mm m? 10 -
Plaksne Nida Udens 12,5 mm m? - 10
Plaksne Nida Uguns Plus 12,5 mm m? - - 10
e e e a e e Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 10 -
Plaksne Nida Cieta 12,5 mm m? - - - - 10
Plaksne Nida Hydro 12,5 mm m? - - - - - 1,0
........................................................................................................................................................................................................................................................... Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 10
_ 3 H ioF3 2 - - - - - - -
MATERIALI: Plaksne Nida Cieta 15,0 mm m 10
Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 10 -
1. Gipskartona plaksnes Nida e n e Plaksne Nida Uguns Plus 18,0 mm m? - - - - - ! . . . 10
> Profils Nids CD 60 e e Profils Nida CDEO tekm 25 25 25 25 25 25 25 25 25 25
5 Profile Nids UD 27 Profils Nida UD27 tek.m 06 0,6 0,6 06 06 0,6 06 06 0,6 06
- rromiside Stiprinajuma elements Nida ES60 gab. 30 30 30 30 30 30 30 30 30 30
4. Stiprindjuma elements Nida ES 60 Gareniskais savienotajs Nida LW60 gab. 06 06 06 06 06 06 06 06 06 06
5. Térauda enkuro3anas elements Térauda enkurosanas elements? gab. 36 36 36 36 36 36 36 36 36 36
6. Pasurbjosas skrives Nida 3,5 x 9,5/11 mm Pasurbjosas skraves Nida 3,5x9,5/11 mm gab. 120 120 120 120 120 120 120 120 120 120
Pasurbjosas skrives Nida 3,5x25 mm gab. 18,0 180 18,0 18,0 - - 18,0 - - -
Pasurbjosas skrives Nida 3,5x35 mm gab. - - - - - - - - - 18,0
Pa3urbjosas skrives Nida Cieta 35 (3,9x35 mm) gab. - - - - 18,0 - - 18,0
Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - - - 18,0 - - 18,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14
GipSa Spaktele Nida Start kg 03 03 03 03 - - 03 - - 03
Gip3a Spaktele Nida Finisz kg 01 01 01 01 - - 01 - - 01
Gatava Spakte|masa Nida Hydromix® kg - - - - 04 04 - 04 04 -
Mineralvate” m? 10 10 10 10 10 10 10 10 10 10

5 Enkurosanas elementa tips jaizvelas individuali, nemot vera griestu konstrukcijas tipu un kopéjo buves svaru.

8 |zmantojot gip3a Skiedru plaksnes Nida Ciet3, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
7 Pielietojums atbilstosi prasibam.

Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

- Spunsiures (T Maksima Minimalsis g el PIEKARAMO GRIESTU SISTEMA AR NESOS0 KONSTRUKCIJU
nlda Gr’estl 0 klgse: g slpt))?jze: egugkstums: @svars 1m2: @ ?1ulr<nurs: N | DA CD6 O (N | DA ES60)

(R)EI45 92 kg/m? 55 mm 18,1-32,5 kg EN13964:2004+A1

(R)EI6O
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0021/15.11.2016 ) : . -
ES/CDGO-ZS; ES/CDGO'30 Rezga konstrukcija - R . - Maksimala Nida griestu slodze:
S Maksimalais o GPSBPBISIU  peiarsangs  svars  UOUNSIZUMbSS Triecienizturiba®
Sistemas tips NidacDgo  Maksimalais apsuvums augstums i klase bez -
Nida Griesti Nids  nesodo profilu stropju ugunsizturibas’ ar ugunsizturibu?
profila atstatums SBEE
tips
[mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?] [kg/m?] Ugunsizturibas
ES/CD60-25/Expert CD60 400 1200 Expert 2x125 55 181 - 65 - 1A
ES/CD60-25/Udens? CD60 400 1200 Udens 2x125 55 191 - 65 - 1A
ES/CD60-25/Uguns+ CD60 400 850 UgunsPlus  2x125 55 217 (R)EI45 92 75 1A
ES/CD60-25/UdensUguns+  CD60 400 850 Ude”;m%g““ 2x125 55 217 R)EI5 2 75 1A
ES/CD60-25/Cieta CD60 400 850 Cieta 2x12.5 55 273 (R)EI45 92 75 1A
— ES/CD60-25/Hydro CD60 400 850 Hydro 2x125 55 233 (R)EI45 92 75 1A
“’ ES/CD60-30/Uguns+ CD60 400 850 UgunsPlus  2x15,0 60 28,7 (RIEI6O 92 75 1A
ES/CD60-30/Cietd CD60 400 850 Cietd 2x15,0 60 325 (REI6O 92 75 1A
I,’ 1 ES/CD60-30/Hydro CD60 400 850 Hydro 2x15,0 60 287 (R)EI6O 92 75 1A
n'l 0 Pielaujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
[ 2 Papildu slodze, pamatojoties uz ugunsdroibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
[ ? Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dau.
| “)Telpés ar relativo gaisa mitrumu lidz 85 % stUra sekcijas pret intensivu Udens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikalam virsmam
- vannas, du3as utt. zonas).
"I MATERIALU PATERINS UZ 1M2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI
Sistémas tips Nida Griesti
5 [ B, [ 3. @] a [ & | 3 |3 E
- Materiala nosaukums Mérv. 28 S8 2 § ] 2 g 85 3 § 2 g 85
~ . gz 88 83 g2 g5 8¥ g3 g8 g%
_=F b b b s b 0 0 bt} bt}
Materiala patériné uz 1 m?
Plaksne Nida Expert 125 mm m? 2.0
Plaksne Nida Udens 12,5 mm m? - 2,0
Plaksne Nida Uguns Plus 12,5 mm m? - - 2.0
Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 20
Plaksne Nida Cietd 12,5 mm m? - - - - 20 -
e e e a e e Plaksne Nida Hydro 12,5 mm m? - - - - - 20
Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 20
Plaksne Nida Cietd 15,0 mm m? - - - - - - - 20
........................................................................................................................................................................................................................................................... Plaksne Nida Hydro 15,0 mm me | . | | | | | | 20
MATERIALL: Profils Nida CD60 tek.m 25 25 25 25 25 25 25 25 25
Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06
1. Gipskartona plaksnes Nida e e e ° e Stiprinagjuma elements Nida ES60 gab. 30 30 30 30 30 30 30 30 30
2. Profils Nida CD 60 Gareniskais savienotajs Nida LW60 gab. 06 06 06 06 06 06 0,6 0,6 0,6
3. Profils Nida UD 27 Térauda enkurosanas elements® gab. 36 36 36 36 36 36 36 36 36
Pasurbjosas skroves Nida 3,5x9,5/11 mm gab. 120 120 120 120 120 120 120 120 120
4. Stipringjuma elements Nida ES 60 - . -
Pasurbjosas skraves Nida 3,5x25 mm gab. 6,0 6,0 6,0 6,0 - - 6,0
5. Terauda enkurosanas elements Pasurbjosas skrives Nida 3,5x35 mm gab. 180 180 180 180
6. Pasurbjosas skraves Nida 3,5 x 9,5/11 mm Pasurbjosas skraves Nida 3,5x45 mm gab. - - - - - - 18,0
Pasurbjosas skrives Nida Cieta 35 (3,9x35 mm) gab. - - - - 24,0 - - 6,0
Pasurbjosas skroves Nida Cieta 45 (3,9x45 mm) gab. - - - - - - - 18,0
Padurbjosas skroves Nida Hydro C4 3,5x25 mm gab. - - - - - 6,0 - - 6,0
Pasurbjosas skraves Nida Hydro C4 3,5x41 mm gab. - - - - - 18,0 - - 18,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14
GipSa Spaktele Nida Start kg 0,6 0,6 0,6 0,6 - - 06
GipSa Spaktele Nida Finisz kg 01 01 01 01 - - 01
Gatava Spakte|masa Nida Hydromix® kg - - - - 07 07 - 07 07
Mineralvate” m? 10 10 10 10 10 10 10 10 10

5 Enkurosanas elementa tips jaizvelas individuali, nemot véra griestu konstrukcijas tipu un kopéjo buves svaru.

6) Izmantojot gip3a Skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa Spakteli.
7) Pielietojums atbilstosi prasibam.

Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
@ PIEKARAMIE GRIESTI UN GRIESTU SEGUMI @

apdares piekarSanas dokumenta
klase: svars 1m2:

. . Maksimala Minimalais Saistita = -
nl Gr’estl Ugunsizturibas Baves PlEKARA’V\O GRIESTU SlSTEI\I\A AR NESOSO KONSTRU KCIJU
da gREElsO gslodze: eaugstums: @ @numurs: NlDA CD6O (NlDA ES60)

SEEN) UL R 67.5 mm 317-633kg  EN13964:2004+A1

R)EIN2
e TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

% Enkuro3anas elementa tips jaizvelas individuali, nemot véra griestu konstrukcijas tipu un kopéjo blves svaru.

max150 mm ! % |zmantojot gip3a Skiedru plaksnes Nida Ciets, k3 alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
1 % Pielietojums atbilstodi prasibam.

Patérina standartos nav nemti véra materialie zaudéjumi.

SISTEMAS: ERRCEIINgISYStem/0021715:11:2016 Rez§a konstrukcija Maksimala Nida griestu slodze:
ES/CDGO'37,5; ES/CDGO'40; ES/CDGO-55; ES/CDGO'GO o Minimalais ~ BOves o b
Sistemastips . %?g:lgglsatl)s Maksimalais ~ Gip3a plaksnu apsuvums  piekarsanas S 9 Kase - o Triecienizturiba®
Nida Griesti MBS | e profilu S|y eLgstums M ugunsizturibas?  ugunsizturibu?
pg?gga e e atstatums
[mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?] [kg/m?] Ugunsizturibas
ES/CD60-375/Uguns+  CD60 400 750 Uguns Plus 3x12.5 675 317 (R)EIEO 100 75 1A
53/&28%5!3’ CD60 400 750 eSS 505 675 317 (RIEIGO 100 75 "
ES/CD60-37,5/Cietd CD60 400 750 Cieta 3x12.5 675 40/ (R)EIEO 100 75 1A
ES/CD60-37,5/Hydro CD60 400 750 Hydro 3x12.5 675 34, (R)EIEO 100 75 1A
ES/CD60-40/Uguns+  CD6O 400 750 UgunsPlus  2x12,5+15,0 70 352 (REISO 100 75 1A
ES/CD60-40/Cietd CD60 400 750 Cieta 2x12,5+15,0 70 427 (R)EISO 100 75 1A
ES/CD60-40/Hydro CD60 400 750 Hydro 2x12,5+15,0 70 368 (R)EISO 100 75 1A
ES/CD60-55/Ugunst  CD60 400 650 Uguns Plus  2x12,5+2x15,0 90 487 (R)EI20 100 75 1A
| ES/CD60-60/Uguns+  CD6O 400 650 Uguns Plus 4x15,0 90 557 (R)EN20 100 75 1A
) i ES/CD60-60/Cieta CD60 400 650 Cieta 4x15,0 90 63,3 (R)EN20 100 75 1A
|,I'I ES/CD60-60/Hydro CD60 400 650 Hydro 4x15,0 90 557 (R)EIT20 100 75 1A
| n Pielaujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
,' { 2 Papildu slodze, pamatojoties uz ugunsdrodibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
| 3’Saskargé: ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju
{
,l' A MATERIALU PATERIN§ UZ 1M2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI
Sistémas tips Nida Griesti
2, Rt B B g, g g 8, 8, 8 8
Materiala nosaukums Mew 25 23 QE = ‘3 8< 83 3 13 @< 3¢e 35 3 13
88 g% g8° g¥ 98 g© ST 88 88 5o ©oF
e 2 a3 3 2 2 2 2 2 2 2 @
= > Materiala patérin uz 1 m?
= = Plaksne Nida Uguns Plus 125 mm m? 30 2.0 - 20
= / ” Plaksne Nida Udens Uguns Plus 12,5 mm m? - 30
= Plaksne Nida Cietd 12,5 mm m? - - 30 - - 20
Plaksne Nida Hydro 12,5 mm m? - - - 30 - - 20
Plaksne Nida Uguns Plus 15,0 mm m? - - - - 10 - - 20 40
Plaksne Nida Cietd 15,0 mm m? - - - - - 10 - - - 4,0 -
e e e a e e Plaksne Nida Hydro 15,0 mm m . . . - - - 10 - - - 40
Profils Nida CD60 tek.m 25 25 25 25 25 25 25 25 25 25 25
Profils Nida UD27 tek.m 0,6 06 0,6 06 06 06 06 06 06 06 06
Stipringjuma elements Nida ES60 gab. 30 30 30 30 35 35 35 4,0 4,0 4,0 4,0
........................................................................................................................................................................................................................................................... Gareniskais savienotajs Nida LW60 gab. 06 06 06 06 06 06 06 06 06 06 06
MATERIALI: Terauda enkuro3anas elements ¥ gab. 36 36 36 36 41 4 4 46 46 46 46
Pasurbjosas skrdves Nida 3,5x9,5/11 mm gab. 120 120 120 120 14,0 14,0 14,0 16,0 16,0 16,0 16,0
1. Gipskartona plaksnes Nida e e e 0 e Pasurbjosas skrdves Nida 3,5x25 mm gab. 60 60 - - 60 - - 60 60 - -
2. Profils Nida CD 60 Padurbjosas skroves Nida 3,5x35 mm gab. 6,0 6,0 - - 6,0 - - - -
) Pasurbjosas skrives Nida 3,5x45 mm gab. - - - - - - - 6,0 6,0
3. Profils Nida UD 27 Pasurbjosas skrives Nida 35x55 mm gab, 180 180 - - 180 - - 60 60
4. Stipringjuma elements Nida ES 60 Padurbjosas skroves Nida 4,2x70 mm gab. - - - - - - - 180 180
5. Terauda enkurosanas elements Pasurbjosas skraves Nida Cietd 35 (3,9x35mm)  gab. - - 120 - - 120 - - - 6.0
Pasurbjosas skroves Nida Cietd 45 (3.9x45mm)  gab. - - - - - - - - - 6,0
6. Pasurbjosas skrives Nida 3,5 x 9,5/11 mm Pasurbjosas skroves Nida Cieta 55 (3.9x55 mm)  gab. - - 180 - - 18,0 - - - 6.0
Pasurbjosas skroves Nida Cieta 70 (42x70 mm)  gab. - - - - - - - - - 18,0
Padurbjosas skroves Nida Hydro C4 35x25 mm  gab. - - - 6,0 - - 6,0 - - - 6,0
Pasurbjosas skroves Nida Hydro C4 35x41mm  gab. - - - 6,0 - - 6,0 - - - 6,0
Pasurbjosas skroves Nida Hydro C4 3,5x55 mm  gab. - - - 18,0 - - 18,0 - - - 6,0
Padurbjosas skroves Nida Hydro C4 42x70 mm  gab. - - - - - - - - - - 18,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14 14
: Gipsa Spaktele Nida Start kg 09 09 - - 09 - - 12 12
t Gip3a $paktele Nida Finisz kg 01 01 - - 01 - - 01 01
: Gatava spakte|masa Nida Hydromix * kg - - 10 10 - 10 10 - - 13 13
| Mineralvate © m? 10 10 10 10 10 10 10 10 10 10 10
I
|
i
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

nida Griesti

apdares piekarSanas dokumenta
svars 1m2:

slodze: augstums: aumurs: NIDA CD60 (NIDA EL60)

(R)EIN5 85 kg/m? 62,5 mm 9,9-17,1 kg EN13964:2004+A1

(R)EI30
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0021/15.11.2016

klase:

0uQunsiztuﬁbasg""aks‘mé'é e““”‘mé'a‘s @Bﬂves @mm PIEKARAMO GRIESTU SISTEMA AR NESOSO KONSTRUKCIJU

Rezga konstrukcija Maksimala Nida griestu slodze:
EL/CD60-12,5; EL/CD60-15; EL/CD60-18 ‘ ’ — :
o Gip3a plaksnu LAk Buves Ugunsizturibas Ticainiauig
Sistomas Hps Maksimalais A " apsuvums piekarsanas GBS 0 Vs riecienizturiba
Nida Griesti . Nida CD60 Stropiu augstums bez ar
N|d§ nesoso profilu ol ugunsizturibas?  ugunsizturibu?
profila atstatums
i atstatums
[mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?) [kg/m?] Ugunsizturibas
EL/CD60-12,5/Expert CD60 400 1200 Expert 125 625 99 - 60 - 1A
EL/CD60-125/Udens®  CD60 400 1200 Udens 125 62,5 104 - 60 - 1A
EL/CD60-125/Ugunst  CD60 400 900 Uguns Plus 125 62,5 n7s (RIENS 80 75 1A
EL/CD60-12,5/ Udens Uguns
UdensUguns+ CD60 400 900 PlUS 125 62,5 n7z (RENS 80 75 1A
EL/CD60-12,5/Cietd CD60 400 900 Cietd 125 62,5 14,5 (RIENS 80 75 1A
— EL/CD60-12,5/Hydro CD60 400 900 Hydro 125 62,5 125 (RIENS 80 75 1A
~ =] EL/CD60-15/Uguns+ CD60 400 850 Uguns Plus 150 65 15,2 (RIENS 85 75 1A
EL/CD60-15/Cietd CD60 400 850 Cieta 15,0 65 71 (REIS 85 75 1A
)
(I EL/CD60-15/Hydro CD60 400 850 Hydro 15.0 65 152 (RIENS 85 75 1A
[
| EL/CD60-18/Uguns+ CD60 400 850 Uguns Plus 18,0 68 159 (REI30 85 75 1A

[ n Pielaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

/ 2 papildu slodze, pamatojoties Uz ugunsdrodibas kiasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.

( » Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dau.

| %) Telpas ar relativo gaisa mitrumu lidz 85 % stUra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikaldm virsmam

: .'l ol vannas, dusas utt. zonas).
Sistémas tips Nida Griesti
| ¥ 2, §, § 3 3 2z B B B
e Materiala nosaukums Mev. 8 %’ §§ 35 & é’ ez 3 % 8 S 2= g % 2 S
S = S- S8 = S a2 = =3 =
w w w wD w w
Materiala patérins uz 1 m?
Plaksne Nida Expert 12,5 mm m? 1,0 -
Plaksne Nida Udens 12,5 mm m - 10
Plaksne Nida Uguns Plus 12,5 mm m? - - 1,0 - -
e e e a e e Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 10 -
Plaksne Nida Cieta 12,5 mm m? - - - - 10
Plaksne Nida Hydro 12,5 mm m? - - - - - 1,0
........................................................................................................................................................................................................................................................... Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 1.0
MATERIALI: Plaksne Nida Cieta 15,0 mm m? - - - - - - - 10
Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 10
1. Gipskartona plaksnes Nida Plaksne Nida Uguns Plus 18,0 mm m? - - ) - - - - - - 10
2. Profils Nida CD 60 Profils Nida CD60 tek.m 25 25 25 25 25 25 25 2,5 25 25
3 Profils Nida UD 27 Profils Nida UD27 tek.m 06 0,6 06 06 0,6 06 06 0,6 06 0,6
Stiprindjuma elements Nida EL60 gab. 30 30 30 30 30 30 30 30 30 30
4. stipringjuma elements Nida EL 60 Gareniskais savienotajs Nida LW60 gab. 06 06 06 06 06 06 06 06 06 06
5. Térauda enkuro$anas elements Térauda enkuro3anas elements® gab. 36 36 36 36 36 36 36 36 36 36
6. Pasurbjosas skraves Nida 3,5 x 9,5/11 mm Padurbjo3as skraves Nida 3,5x9,5/11 mm gab. 120 12,0 12,0 120 12,0 12,0 120 120 120 120
Pasurbjosas skraves Nida 3,5x25 mm gab. 180 18,0 18,0 180 - - 18,0 - - -
Pasurbjosas skraves Nida 3,5x35 mm gab. - - - - - - - - - 18,0
Pasurbjosas skroves Nida Cieta 35 (3,9x35 mm) gab. - - - - 18,0 - - 18,0
Pasurbjosas skrves Nida Hydro C4 3,5x25 mm gab. - - - - - 18,0 - - 18,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14
Gip3a Spaktele Nida Start kg 03 03 03 03 - - 03 - - 03
Gip3a Spaktele Nida Finisz kg 0.1 01 01 0,1 - - 0,1 - - 0,1
Gatava Spakte|masa Nida Hydromix® kg - - - - 04 04 - 04 04 -
Mineralvate” m? 1,0 10 1,0 1,0 10 1,0 10 10 1,0 1,0

5 Enkurosanas elementa tips jaizvelas individuali, nemot véra griestu konstrukcijas tipu un kopéjo buves svaru.

6) Izmantojot gip3a Skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
7) Pielietojums atbilstosi prasibam.

Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

nida Griesti

apdares piekarSanas dokumenta
svars 1m2:

slodze: augstums: aumurs: NIDA CD60 (NIDA EL60)

(R)EI45 92 kg/m? 18,1 mm 18,1-32,5 kg EN13964:2004+A1

(R)EI6O
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0021/15.11.2016

klase:

0uQunsiztuﬁbasg""aks‘mé'é e““”‘mé'a‘s @Bﬂves @mm PIEKARAMO GRIESTU SISTEMA AR NESOSO KONSTRUKCIJU

Rezga konstrukcija Maksimala Nida griestu slodze:

EL/CD60-25; EL/CD60-30 —
o Gip3a plaksnu i Baves Ugunsizturibas Anianioh had)
Sistemas tips Maksimalais o1 imalais ap3uvums péikasrtslir;zs svars 1 m? klase IR
Nida Griesti Nigs NidaCD6O Stropju 9 bez ar
4 neso3o profilu ugunsizturibas” ugunsizturibu?
profila Etstatims atstatums
tips
[mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?] [kg/m?] Ugunsizturibas
EL/CD60-25/Expert ~ CD6O 400 1200 Expert 2x12.5 75 18,1 - 65 - 1A
EL/CD60-25/Udens ¥ CD60 400 1200 Udens 2x12.5 75 191 - 65 - 1A
EL/CD60-25/Uguns+  CD60 400 850 UgunsPlus  2x125 75 217 (R)EI45 92 75 1A
EL/CD60-25/ Udens Uguns
OdensUguns+ CD60 400 850 Plus 2x12.5 75 217 (R)EI4S 92 75 1A
EL/CD60-25/Cietd Cb60 400 850 Cieta 2x12.5 75 273 (REI45 92 75 1A
EL/CD60-25/Hydro CD60 400 850 Hydro 2x12.5 75 233 (R)EI45 92 75 1A
— EL/CD60-30/Ugunst+  CDEO 400 850 UgunsPlus  2x15,0 80 287 (R)EIBO 92 75 1A
/ EL/CD60-30/Cietd Cb60 400 850 Cieta 2x15,0 80 325 (R)EIBO 92 75 1A
,'I EL/CD60-30/Hydro Cb60 400 850 Hydro 2x15,0 80 287 (R)EIBO 92 75 1A

| n Pielaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
[ 2 Papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
,.' { 3)Saskanéz ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il da|u.
%) Telpas ar relativo gaisa mitrumu lidz 85 % stdra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikaldm virsmam

fll vannas, dusas utt. zonas).
,-'l ' MATERIALU PATERINS UZ 1M2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI
Sistémas tips Nida Griesti
g, g, g, 5 g g 2, 2 2
" _ @ 5 o & © & o o og o e @ & o'Q o2
o Materiala nosaukums Mérv. 8g glg 83 832 8 2 b= :% 83 8 8 ;;
S8 Sh S S= SE S S 5= S S
- o o o o3 o o o o [
B Materiala patérins uz 1 m?
Plaksne Nida Expert 125 mm m? 2.0
Plaksne Nida Udens 12,5 mm m - 2,0
Plaksne Nida Uguns Plus 12,5 mm m? - - 2.0
Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 20
Plaksne Nida Cietd 12,5 mm m? - - - - 20 - -
e e e a e e Plaksne Nida Hydro 12,5 mm m? - - - - - 20 -
Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 20
Plaksne Nida Cietd 15,0 mm m? - - - - - - - 20
........................................................................................................................................................................................................................................................... Plaksne Nida Hydro 1510 mm m2 - - - - - - - - 2'0
MATERIALI: Profils Nida CD60 tek.m 25 25 25 25 25 25 25 25 25
Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06
1. Gipskartona plaksnes Nida e e e a 9 Stiprinajuma elements Nida EL60 gab. 30 30 30 30 30 30 30 30 30
2. Profils Nida CD 60 Gareniskais savienotajs Nida LW60 gab. 06 06 06 06 06 06 06 0,6 0,6
3. Profils Nida UD 27 Térauda enkurosanas elements® gab. 36 36 36 36 36 36 36 36 36
Pasurbjosas skroves Nida 3,5x9,5/11 mm gab. 120 120 120 120 120 120 120 120 120
4. Stiprinajuma elements Nida EL 60 Pasurbjosas skioves Nida 3,5%25 mm gab. 60 60 60 60 . . 60 . .
5. Terauda enkurosanas elements Pasurbjosas skraves Nida 3,5x35 mm gab. 180 180 180 180
6. Pasurbjosas skroves Nida 3,5 x 9,5/11 mm Pasurbjosas skraves Nida 3,5x45 mm gab. - - - - - - 18,0
Pasurbjosas skroves Nida Ciet 35 (3,9x35 mm) gab. - - - - 24,0 - - 6,0
Pasurbjosas skrives Nida Cieta 45 (3,9x45 mm) gab. - - - - - - - 18,0
Padurbjo3as skrives Nida Hydro C4 3,5x25 mm gab. - - - - - 6,0 - - 6,0
Pasurbjosas skraves Nida Hydro C4 3,5x41 mm gab. - - - - - 18,0 - - 18,0
Limlente suvém Nida tek.m 14 14 14 14 14 14 14 14 14
Gipsa Spaktele Nida Start kg 0,6 0,6 0,6 06 - - 06
Gip3a Spaktele Nida Finisz kg 01 01 01 01 - - 0,1
Gatava Spakte|masa Nida Hydromix® kg - - - - 07 07 - 07 07
Mineralvate” m? 10 10 10 10 10 10 10 10 10

5 Enkurosanas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo baves svaru.

8 |zmantojot gip3a Skiedru plaksnes Nida Ciets, k3 alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
7) Pielietojums atbilstosi prasibam.

Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

nlda Grlestl Klase: apdares PIELERERE ovare 1m?: dokumenta

Pt | L Qi O @ PIEKARAMO GRIESTU SISTEMA AR NESOS0 KONSTRUKCIJU
ERE%O . i NIDA CD60 (NIDA EL60)

SEEN) UL R 87.5 mm 317-633kg  EN13964:2004+A1

R)EIN2
e TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0021/15.11.2016
EL/CDGO'37.5: EL/CDGO'40; EL/CDGO'SS: EL/coso_so Rezga konstrukcija i . Maksimala Nida griestu slodze:
Sistemas tips Maksimalais o0 oot Gip3a plaksnu apsuvums piellgérrnéaar?gss S\lj\alrezsS Ugun‘j;zstgnbas Triecienizturiba®
Nida Griesti Niga  NidacDeo S augstums - 1m bez ar
§ nesoso profilu ugunsizturibas?  ugunsizturibu?
profila Eeatms atstatums
tips
[mm] [mm] Nida Biezums [mm] [ka] [min.] [kg/m?] [kg/m?] Ugunsizturibas
EL/CD60-37,5/Ugunst  CD60 400 750 Uguns Plus 3x12.5 875 317 (R)EIBO 100 75 1A
55&2%%553 CD60 400 750 Uoensuouns 555 875 317 (REI6O 100 75 "
EL/CD60-37,5/Cieta CD60 400 750 Cietd 3x12,5 875 40,1 (R)EIBO 100 75 1A
EL/CD60-37,5/Hydro CD60 400 750 Hydro 3x12,5 875 341 (REIBO 100 75 1A
EL/CD60-40/Uguns+  CD60 400 750 UgunsPlus  2x12,5+15,0 90 352 (R)EI90 100 75 1A
EL/CD60-40/Cieta CD60 400 750 Cietd 2x125+15,0 90 47 (R)EI90 100 75 1A
EL/CD60-40/Hydro CD60 400 750 Hydro 2x12,5+15,0 90 36,8 (R)EIS0 100 75 1A
f EL/CD60-55/Uguns+ CD60 400 650 Uguns Plus - 2x12,5+2x15,0 10 487 (R)EI20 100 75 1A
," { EL/CD60-60/Uguns+  CD60 400 650 Uguns Plus 4x15,0 110 557 (R)EN20 100 75 1A
," ' EL/CD60-60/Cieta CD60 400 650 Cietd 4x15,0 10 633 (R)EN20 100 75 1A
Iu'l | EL/CD60-60/Hydro CD60 400 650 Hydro 4x15,0 10 557 (R)EN20 100 75 1A
/ " Pie|aujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
| ? Papildu slodze, pamatojoties uz ugunsdroibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
| » Saskana ar tehniska atzinuma ITB 01060/12/R34NK | dalu un Il daju
{
Sistémas tips Nida Griesti
2, Rkt 3 = g, g g 8, 8, 8 3
" ) S 2 [ g=) ] oL © & (=] [ @@ © & (=] (=
Materiala nosaukums Mérv. °3 £33 eg = 83 8 83 83 83 R 83
oD O [&) (&) Q> Q Q (S} OS5 o o
= SI= = B = = & @ = = o
Materiala patériné uz 1 m?
Plaksne Nida Uguns Plus 12,5 mm m? 30 2.0 - - 2,0
Plaksne Nida Udens Uguns Plus 12,5 mm m? - 30 - - -
Plaksne Nida Cietd 12,5 mm m? - - 3,0 - - 2,0
Plaksne Nida Hydro 12,5 mm m? - - - 30 - - 20
Plaksne Nida Uguns Plus 15,0 mm m? - - - - 10 - - 2,0 4,0 - -
e e e a e e Plaksne Nida Ciet3 150 mm me - - - : : 10 - - : 40 i
Plaksne Nida Hydro 15,0 mm m? - - - - - - 10 - - - 4,0
Profils Nida CD60 tek.m 2.5 25 2.5 2,5 2.5 25 2,5 2.5 2.5 25 25
Profils Nida UD27 tek.m 06 06 06 0,6 06 06 06 0,6 06 06 06
''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''' Stipringjuma elements Nida EL60 gab. 30 30 30 30 35 35 35 4,0 4,0 4,0 4,0
MATERIALL: Gareniskais savienotajs Nida LW60 gab. 06 0,6 0,6 06 06 06 06 06 06 06 06
Térauda enkurosanas elements gab. 36 36 36 36 4,1 4,1 4, 46 4,6 46 46
1. GipSkartona plaksnes Nida o e e 0 e Padurbjo3as skraves Nida 3,5x9,5/11 mm gab. 120 12,0 12,0 12,0 14,0 14,0 14,0 16,0 16,0 16,0 16,0
2 Profils Nida CD 60 Pasurbjosas skraves Nida 3,5x25 mm gab. 6,0 6,0 - - 6,0 - - 6,0 6,0 - -
Pasurbjosas skraves Nida 3,5x35 mm gab. 6,0 6,0 - - 6.0 - -
3. Profils Nida UD 27 Pasurbjosas skrives Nida 3,5x45 mm gab. - - - - - - - 6,0 6,0
4. Stiprinajuma elements Nida EL 60 Padurbjo3as skraves Nida 3,5x55 mm gab. 18,0 18,0 - - 18,0 - - 6,0 6.0
Pasurbjosas skraves Nida 4,2x70 mm gab. - - - - - - - 18,0 18,0
5. Térauda enkurosanas elements Pagurbjosas skraves Nida Cietd 35 (39x35 mm)  gab. - - 120 - - 120 - - - 60
6. Pagurbjoias skroves Nida 3,5 x 9,5/11 mm Pasurbjosas skroves Nida Cietd 45 (39x45 mm)  gab. - - - - - - - - - 6.0
Pa3urbjosas skrives Nida Cieta 55 (39x55 mm)  gab. - - 18,0 - - 18,0 - - - 6,0
Pasurbjo3as skrives Nida Cieta 70 (42x70 mm)  gab. - - - - - - - - - 18,0
Pasurbjo3as skroves Nida Hydro C4 3,5x25 mm  gab. - - - 6,0 - - 6,0 - 6,0
Padurbjo3as skroves Nida Hydro C4 3,5x41mm  gab. - - - 6,0 - - 6,0 - - - 6,0
Padurbjo3as skroves Nida Hydro C4 3,5x55 mm  gab. - - - 18,0 - - 18,0 - - - 6,0
Padurbjo3as skraves Nida Hydro C4 42x70 mm  gab. - - - - - - - - - - 18,0
Limlente suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14 14
Gip3a Spaktele Nida Start kg 09 09 - - 09 - - 12 12
Gip3a Spaktele Nida Finisz kg 0,1 01 - - 0,1 - - 0,1 0,1
Gatava Spaktelmasa Nida Hydromix ” kg - - 10 10 - 1,0 1,0 - - 13 13
Mineralvate® m? 1,0 1,0 1,0 1,0 10 1,0 1,0 1,0 10 1,0 1,0

4 Enkuro3anas elementa tips jaizvélas individuali, nemot vera griestu konstrukcijas tipu un kopéjo buves svaru.

5 1zmantojot gipsa Skiedru plaksnes Nida Ciet3, k3 alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
) Pielietojums atbilstodi prasibam.

Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

. Sonsnios (@ VIS g i gy sits PIEKARAMO GRIESTU SISTEMA AR NESOS0 KONSTRUKCIJU
nlda GrIEStI 0 dase: gslﬁze: egugkstumsz @S"ammZ: ®2ulr<nur51 NIDA CD60 (N|DA WP60)

(R)EIN5 85 kg/m? 62,5 mm 9,9-17,1 kg EN13964:2004+A1

(R)EI30
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0021/15.11.2016

WP/C060_12 5: WP/C060_1 5: WP/C060_1 8 Rezga konstrukcija Maksimala Nida griestu slodze:
’ ) ) Bl -
e Minimalais ~ Baves e
Maksimalais L GPSepRkEIL  piekarsanas  svars OISR Triecienizturiba?
Sistémas tips NidaCDeo  Maksimalais G augstums 1 m? ase
Nida Griesti ; e i stropju bez ugunsizturibas”  ar ugunsizturibu?
Nida  neso3o profilu st
profila atstatums atstatums
tips
[mm] [mm] Nida Biezums [mm] [ka] [min.] [kg/m?] [kg/m?] Ugunsizturibas
WP/CD60-12,5/Expert ~ CD60 400 1200 Expert 125 625 99 - 60 - 1A
WP/CD60-12,5/Udens ¥ CD60 400 1200 Udens 125 625 104 - 60 - 1A
WP/CD60-12,5/Uguns+  CD60 400 900 Uguns Plus 125 625 17 (REIS 80 75 1A
WP/CD60-12,5/ Udens Uguns
UdensUgunst CD60 400 900 Plus 125 625 n7 (RIENS 80 75 1A
WP/CD60-12,5/Cieta CD60 400 900 Cietd 125 625 145 (REINS 80 75 1A
— WP/CD60-125/Hydro ~ CD60 400 900 Hydro 125 625 125 (REIS 80 75 1A
3 ““’ 4 WP/CD60-15/Ugunst ~ CD60 400 850 Uguns Plus 150 65 152 (RIENS 85 75 1A
."I WP/CD60-15/Cietd CD60 400 850 Cietd 150 65 171 (RIENS 85 75 1A
.'ll 1 WP/CD60-15/Hydro CD60 400 850 Hydro 150 65 152 (RIENS 85 75 1A
| WP/CD60-18/Uguns+  CD60 400 850 UgunsPlus 180 68 159 (R)EI30 85 75 1A
)
,'I | n Pielaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

| ! 2 Papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
{ ) Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il da|u.

l.' ; : % Telpas ar relativo gaisa mitrumu lidz 85 % stdra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikaldm virsmam
= vannas, dusas utt. zonas).
Sistémas tips Nida Griesti
L Materiala nosaukums Mer. 88 S 2 5 23 < § 85 == 2T 85 85
ol o= o3 S5 o oT 83 s° ST g3
= z = g5 ¢ = = = = =
Materiala patérins uz 1 m?
Plaksne Nida Expert 125 mm m? 10 - -
Plaksne Nida Udens 12,5 mm m? - 10
Plaksne Nida Uguns Plus 12,5 mm m? - - 10 - -
e e a e Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 10 -
Plaksne Nida Ciet 12,5 mm m? - - - - 1,0
Plaksne Nida Hydro 12,5 mm m? - - - - - 10
----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 10
MATERIALI: Plaksne Nida Cietd 15,0 mm m? - - - - - - - 10
Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 10
1. Gipskartona plaksnes Nida Plaksne Nida Uguns Plus 18,0 mm m? - - - - - - - - - 10
2. Profils Nida CD 60 Profils Nida CD60 tek.m 25 2.5 2.5 25 2.5 2.5 25 2.5 2.5 25
3 Profils Nida UD 27 Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06 06
Mansarda piekare Nida WP60 gab. 30 30 30 30 30 30 30 30 30 30
4. Stiprinajuma elements Nida WP 60 Gareniskais savienotsjs Nida LWEO @b 06 06 06 06 06 06 06 06 06 06
5. Terauda enkurosanas elements ~ Terauda enkuro3anas elements? gab. 36 36 36 36 36 36 36 36 36 36
?f Pasurbjosas skraves Nida 3,5x25 mm gab. 18,0 18,0 18,0 18,0 - - 18,0
@ Padurbjosas skroves Nida 3,5x35 mm gab. - - - - - - - - - 18,0
o Pasurbjosas skrives Nida Cieta 35 (3,9x35 mm) gab. - - - - 18,0 - - 18,0
‘ “ Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - - - 180 - - 18,0
. Limlente suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14
“ Gipsa Spaktele Nida Start kg 03 03 03 03 - - 03 - - 03
| ‘ Fg . \;J} Gipsa spaktele Nida Finisz kg 0/ 01 0/ 0/ - - 0/ - . 0/
| | . / Gatava spaktejmasa Nida Hydromix® kg - - - - 04 04 - 04 04
: : - Mineralvate” m? 10 10 10 10 10 10 10 1,0 10 10
| |

% Enkurosanas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo baves svaru.

) zmantojot gip3a Skiedru plaksnes Nida Ciet3, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
- N Pielietojums atbilstosi prasibam.

|

I

max 150 mm Patérina standartos nav nemti véra materialie zaudéjumi.
A
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

. Sonsnios (@ VIS g i gy sits PIEKARAMO GRIESTU SISTEMA AR NESOS0 KONSTRUKCIJU
nlda GrIEStI 0 dase: gslﬁze: egugkstumsz @S"ammZ: ®2ulr<nur51 NIDA CD60 (N|DA WP60)

(R)EI45 92 kg/m? 75 mm 18,1-32,5 kg EN13964:2004+A1

(R)EI6O
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0021/15.11.2016
Rezga konstrukcija Maksimala Nida griestu slodze:
WP/CD60-25; WP/CD60-30 g ‘ . ¢
Gipsa plakinu Minimalais — BOVES j0\1nqizribas
Maksimalais o ?Ip>a Pt piekarianas  svars -9 W Triecienizturiba®
Sistemas tips NidaCDG0  Maksimalais apsuvums augstums 1 ase bez o
Nida Griesti Nida  neso3o profilu atssttr:t%runs ugunsizturibas?  ugunsizturibu?
profila atstatums
tips
[mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?] [kg/m?] Ugunsizturibas

WP/CD60-25/Expert Cb60 400 1200 Expert 2x12.5 75 1811 . 65 - 1A
WP/CD60-25/Udens ) CD60 400 1200 Udens 2x12.5 75 191 - 65 - 1A
WP/CD60-25/Uguns+ CDeo 400 850 UgunsPlus  2x125 75 217 (R)EI45 92 75 1A
WP/CD60-25/ Udens Uguns

UdensUguns+ CDe0 400 850 PlUS 2x12.5 75 217 (R)EI45 92 75 1A
WP/CD60-25/Cietd CD60 400 850 Cieta 2x12.5 75 273 (R)EI45 92 75 1A
WP/CD60-25/Hydro CD60 400 850 Hydro 2x12.5 75 233 (R)EI45 92 75 1A
WP/CD60-30/Uguns+ Cb60 400 850 UgunsPlus  2x15,0 80 287 (REI6O 92 75 1A
WP/CD60-30/Cieta CD60 400 850 Cieta 2x15,0 80 325 (REI6O 92 75 1A
WP/CD60-30/Hydro CD60 400 850 Hydro 2x15,0 80 287 (R)EIBO 92 75 1A

n Pielaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

2 papildu slodze, pamatojoties Uz ugunsdrodibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.

3’Saskarpé ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il da|u.

4’Telpa'as ar relativo gaisa mitrumu |idz 85 % stdra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ipsa skiedru plaksnes (horizontalam un vertikalam virsmam
vannas, dusas utt. zonas).

MATERIALU PATERINS UZ 1M?2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI

Sistémas tips Nida Griesti
g, g g, gt g g 2, 2 2
o . R 88 82 8 8% 85 8¢ 8% 88
Materiala nosaukums Meérv. é £ é% é §, 8 2 S 3 ] £ S é’ ) S S 2
s s s = S S £ e e
Materiala patériné uz 1 m?
Plaksne Nida Expert 12,5 mm m? 2.0
Plaksne Nida Udens 12,5 mm m? - 2,0
Plaksne Nida Uguns Plus 12,5 mm m? - - 2.0
Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 2.0 - -
e e a o Plaksne Nida Cieta 12,5 mm me - - - - 20 -
Plaksne Nida Hydro 125 mm m? - - - - - 20
Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 20
........................................................................................................................................................................................................................................................... Plaksne Nida Cietd 15,0 mm m? - - - - - - - 20
MATERIALI: Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 20
Profils Nida CD60 tek.m 25 25 25 25 25 25 25 25 25
1. Gipékartona pléksnes Nida o Profils Nida UD27 tek.m 0,6 0,6 0,6 0,6 0,6 0,6 0,6 0,6 0,6
5 Profils Nida CD 60 Mansarda piekare Nida WP60 gab. 30 30 30 30 30 30 30 30 30
Gareniskais savienotajs Nida LW6O gab. 0,6 0,6 0,6 0,6 0,6 0,6 0,6 0,6 0,6
3. Profils Nida UD 27 Terauda enkuro3anas elements?! gab. 36 36 36 36 36 36 36 36 36
4, Stiprindjuma elements Nida WP 60 Padurbjo3as skrives Nida 3,5x25 mm gab. 6.0 6.0 6.0 6.0 - - 6.0
5. Terauda enkuroganas elements Padurbjosas skroves Nida 3,5x35 mm gab. 18,0 18,0 18,0 18,0
° D
Pasurbjosas skraves Nida 3,5x45 mm gab. - - - - - - 18,0
i ? Pa3urbjosas skroves Nida Cieta 35 (3,9x35 mm) gab. - - - - 24,0 - - 6.0
@ @ Pasurbjosas skrives Nida Cieta 45 (3,9x45 mm) gab. - - - - - - - 180
o I o Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - - - 6,0 - - 6,0
. Pasurbjosas skrives Nida Hydro C4 3,5x41 mm gab. - - - - - 180 - - 18,0
; o Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14
~ U0 4 Gip3a Spaktele Nida Start kg 06 06 06 06 - - 06
: r{\ /'J : : Eg Gip3a 3paktele Nida Finisz kg 01 01 01 01 - - 01
| [ Gatava Spakte|masa Nida Hydromix® kg - - - - 07 07 - 07 07
: ‘ : Mineralvate” m? 10 10 10 10 10 1,0 1,0 10 1,0

[
|
| 5 Enkurosanas elementa tips jaizvelas individuali, nemot véra griestu konstrukcijas tipu un kopéjo buves svaru.

| T 9 |zmantojot gip3a Skiedru plaksnes Nida Ciet3, k3 alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
| | 7) Pielietojums atbilstodi prasibam.

] Patérina standartos nav nemti véra materialie zaudéjumi.

max 150 mm
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

apdares piekarSanas dokumenta
svars 1m2:

nl Griesti U%l;r;s.izturibas
da klase: slodze: augstums: numurs: NlDA CD6O (NlDA WP60)
EREEIGO 100 kg/m? 87,5 mm 31,7-63,3 kg EN13964:2004+A1

R)EI9O0
R)EI120 TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

g“"aks“"é'é e““‘”'mé'a's @Bﬂves @5‘“5“3 PIEKARAMO GRIESTU SISTEMA AR NESOSO KONSTRUKCIJU

SISTEMAS: DoP/Ceiling System/0021/15.11.2016
WP/CDGO'37,5; WP/C060'40; WP/C060'55; WP/CDGO'GO Rezga konstrukcija i . Maksimala Nida griestu slodze:
o . Maksimalais . Gipsa plaksnu apsuvums pielﬂil'arrné%r?lass S\Ij\alfss Ugunksi|ztur|bas Triecienizturiba®
Sistemas tips Nida CD60 Maksimalais augstums e ase - o
Nida Griesti Nida  nesoso profilu iy ugunsizturibas?  ugunsizturibu?
profila atstatums BRI
tips
[mm] [mm] Nida Biezums [mm] [ka] [min.] [kg/m?] [kg/m?] Ugunsizturibas
WP/CD60-375/Uguns+  CD60 400 750 Uguns Plus 3x125 875 317 (R)EIBO 100 75 1A
Vﬁé’éﬁ?ﬁﬁuﬁif/ CD60 400 750 UoemRUOUnS sy 875 317 (REIS0 100 75 1
WP/CD60-375/Cieta CD60 400 750 Cietd 3x125 875 40,1 (R)EIBO 100 75 1A
WP/CD60-375/Hydro CD60 400 750 Hydro 3x125 875 34,1 (R)EIBO 100 75 1A
WP/CD60-40/Uguns+  CD60 400 750 Uguns Plus ~ 2x12,5+15,0 90 352 (R)EI90 100 75 1A
— WP/CD60-40/Cietd CD60 400 750 Cietd 2x125+15,0 90 47 (R)EISO 100 75 1A
““’ o WP/CD60-40/Hydro CD60 400 750 Hydro 2x125+15,0 90 36,8 (R)EI90 100 75 1A
."I WP/CD60-55/Uguns+  CD60 400 650 Uguns Plus  2x12,5+2x15,0 10 487 (R)EN20 100 75 1A
[ WP/CD60-60/Uguns+  CD60 400 650 UgunsPlus  4x15,0 110 557 (R)EIN20 100 75 1A
;'I WP/CD60-60/Cietd CD60 400 650 Cietd 4x15,0 10 633 (R)EIT20 100 75 1A
,." | WP/CD60-60/Hydro CD60 400 650 Hydro 4x15,0 10 557 (R)EN20 100 75 1A
| ! n Pielaujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
1" 2 Papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
l.' ; : 3)Saskargé ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju
Sistémas tips Nida Griesti
— ~ 4 — — - - - o _ — -
. gkt gha zhs zhg 258 %5 %2 9t 28 :8g 8¢
Materiala nosaukums Mérv. g%é ;gé ;gg ggf géé ;gg 3%5 %é’ ;gé ;%g ;%f
> =
Materiala patérins uz 1 m?
Plaksne Nida Uguns Plus 12,5 mm m? 3,0 2,0 - 20
Plaksne Nida Udens Uguns Plus 12,5 mm m? - 30 -
Plaksne Nida Cietd 12,5 mm m? - ) 30 - - 2,0
Plaksne Nida Hydro 12,5 mm m? - - - 30 - - 2.0
Plaksne Nida Uguns Plus 15,0 mm m? - - - - 10 - - 20 4,0 - -
e e a e Plaksne Nida Cieta 15,0 mm m? - - - - - 1,0 - - - 4,0 -
Plaksne Nida Hydro 15,0 mm m? - - - - - - 10 - - - 4,0
Profils Nida CD60 tek.m 2,5 2.5 25 2,5 2,5 2.5 25 2,5 2,5 2.5 25
........................................................................................................................................................................................................................................................... Profils Nida UD27 tek.m 06 06 06 06 0,6 06 06 06 0,6 06 06
R Mansarda piekare Nida WP60 gab. 3,0 30 30 30 35 35 35 4,0 4,0 4,0 40
MATERIALI: Gareniskais savienatsjs Nida LW6O gb. 06 06 06 06 06 06 06 06 06 06 06
Térauda enkuro3anas elements® gab. 36 36 36 36 4] 4] 4, 46 46 46 46
1. Gipskartona plaksnes Nida Paturbjosas skrdves Nida 35x25 mm gb. 60 60 i . 60 i i 60 60 ; i
2. Profils Nida CD 60 Padurbjo3as skrives Nida 3,5x35 mm gab. 6,0 6.0 - - 6,0 - - - -
3. Profils Nida UD 27 Pasurbjosas skraves Nida 3,5x45 mm gab. - - - - - - - 6,0 6,0
Padurbjo3as skraves Nida 3,5x55 mm gab. 18,0 18,0 - - 18,0 - - 6,0 6,0
4. Stipringjuma elements Nida WP 60 Pasurbjosas skrives Nida 4,2x70 mm gab. - - - - - - - 18,0 18,0
5. Terauda enkuroganas elements Padurbjosas skroves Nida Cietd 35 (3,9x35 mm)  gab. - - 120 - - 120 - - - 6.0
Pasurbjosas skroves Nida Cietd 45 (3,9x45mm)  gab. - - - - - - - - - 6.0
Pa3urbjosas skrives Nida Cieta 55 (39x55mm)  gab. - - 18,0 - - 18,0 - - - 6.0
Pasurbjosas skrives Nida Cietd 70 (4.2x70 mm)  gab. - - - - - - - - - 18,0
Pasurbjosas skroves Nida Hydro C4 3,5x25 mm  gab. - - - 6,0 - - 6,0 - - - 6,0
Pasurbjosas skroves Nida Hydro C4 3,5x41mm  gab. - - - 6,0 - - 6,0 - - - 6,0
Pasurbjo3as skroves Nida Hydro C4 3,5x55 mm  gab. - - - 180 - - 18,0 - - - 6,0
Pasurbjo3as skrives Nida Hydro C4 4,2x70 mm  gab. - - - - - - - - - - 18,0
Limlente suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14 14
! Gip3a Spaktele Nida Start kg 09 09 - - 09 - - 12 12 - -
: Gip3a Spaktele Nida Finisz kg 01 0,1 - - 0,1 - - 01 01
L Gatava Spaktelmasa Nida Hydromix kg - - 10 10 - 10 10 - - 13 13
| Mineralvate® m? 10 10 1,0 10 10 10 1,0 1,0 1,0 1,0 1,0
f

% Enkuro3anas elementa tips jaizvelas individuali, nemot véra griestu konstrukcijas tipu un kopéjo blves svaru.
5) Izmantojot gip3a Skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa Spakteli.
/ max 150 mm | 9 Pielietojums atbilstodi prasibam.

! A Patérina standartos nav nemti véra materialie zaudéjumi.

I
|
|
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

- Spunsiures (T Maksima Minimalsis g el PIEKARAMO GRIESTU SISTEMA AR NESOS0 KONSTRUKCIJU
nlda Gr’estl 0 klgse: g slpt))?jze: egugkstums: @svars 1m2: @ ?1ulr<nurs: N | DA CD6 O (N | DA WO60)

9,9-19,1 kg EN13964:2004+A1

TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

neattiecas 60 kg/m? 192,5 mm

SISTEMAS: DoP/Ceiling System/0021/15.11.2016
. Rezga konstrukcija Maksimala Nida griestu slodze:
WO/CD60-12,5; WO/CD60-25 ooy WSS Boes -
- . Maksimalais T—— " apsuvums piekarsanas svars e Triecienizturiba
SR Nida CD60 phvlc augstums i EERim bez ar
103 Griesti Nida nesoso profilu atstatpquS ugunsizturibas?  ugunsizturibu
profila tips atstatums
[mm] [mm] Nida  Biezums [mm] [ka] [min] [kg/m?] [kg/m?] Ugunsizturibas
WO/CD60-12,5/Expert CD60 400 1200 Expert 125 1925 99 - 60
WO/CD60-12,5/Udens®  CD60 400 1200 Udens 125 1925 104 - 60
WO/CD60-25/Expert CD60 400 1200 Expert  2x125 205 181 - 65
7 WO/CD60-25/Udens? CD60 400 1200 Udens  2x125 205 191 ) 65

n Pielaujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

2)Saskar)éz ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il da|u.

?Telpas ar relativo gaisa mitrumu lidz 85 % stura sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontalam un vertikdlam virsmam
vannas, dusas utt. zonas)

MATERIALU PATERINS UZ 1M2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI

Sistémas tips Nida Griesti
Materiala nosaukums Mérv. WO/CD60-12,5/Expert WO/CD60-12,5/Udens WO/CD60-25/Expert WO/CD60-25/Udens
Materiala patériné uz 1 m?
Plaksne Nida Expert 125 mm m? 10 - 20
Plaksne Nida Udens 12,5 mm m? - 10 - 2,0
- Profils Nida CD60 tek.m 25 25 25 25
) Profils Nida UD27 tek.m 06 0,6 0,6 06
Rotéjosi stiprinama piekare Nida WO 60 gab. 30 30 30 30
Stiprinasanas stienis Nida gab. 30 30 30 30
Gareniskais savienotajs Nida LW60 gab. 06 0,6 0,6 06
Térauda enkuro3anas elements® gab. 36 36 36 36
Pasurbjosas skraves Nida 3,5x25 mm gab. 180 18,0 6,0 6,0
e e a 0 e Padurbjo3as skraves Nida 3,5x35 mm gab. - - 18,0 18,0
Limlente Suvém Nida tek.m 14 14 14 14
Gip3a Spaktele Nida Start kg 03 03 06 06
''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''' Gip3a Spaktele Nida Finisz kg 01 01 0,1 0.1
MATERIALL: Mineralvate® m? 10 10 10 10
1. Gipskartona plaksnes Nida e ee 0 e 4 Enkuro3anas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo baves svaru.
! %) Pielietojums atbilstosi prasibam.
2. Profils Nida CD 60 Patérina standartos nav nemti véra materialie zaudéjumi.
3. Profils Nida UD 27
4. Rotéjosi stiprinama piekare Nida WO 60
5. StiprinaSanas stienis Nida
6. Térauda enkuro$anas elements

max 150 mm

§
4
|
|
|
|
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

- Spunsiures (T Maksima Minimalsis g el PIEKARAMO GRIESTU SISTEMA AR NESOS0 KONSTRUKCIJU
nlda Gr’estl 0 klgse: gslpt))?jze: egugkstums: @svars‘lmzz @ ?1ulr<nurs: N | DA CD6O (N | DA WON 60)

(R)EIN5 85 kg/m? 192,5 mm 9,9-17,1 kg EN13964:2004+A1

(R)EI30
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0021/15.11.2016 . : . -
WO N/CDGO'1 2‘5; WON/CD60_1 5; WO N/CDGO'1 8 Rezga konstrukcija 5 v R Maksimala Nida griestu slodze:
Sistemas tips - OIS petoay piekarsanas sirs Ugunsizturibas Triecienizturiba®
Nida Griesti Nida Nida CD60 S SIS | bez ar
profia neso3o profilu Al ugunsizturibas?  ugunsizturibu
tips atstatums
[mm] [mm] Nida Biezums [mm] [kg] [min] [kg/m?) [kg/m?) Ugunsizturibas
WON/CD60-12,5/Expert CD60 400 1200 Expert 125 1925 99 - 60 - 1A
WON/CD60-125/Udens®  CD60 400 1200 Udens 125 1925 104 - 60 - 1A
WON/CD60-12,5/Uguns+  CD6O 400 900 Uguns Plus 125 1925 7 (R)EIS 80 75 1A
&Vgeﬁé%%%%;fw CD60 400 900 Ugﬂﬂgﬁus 125 1925 17 RENS 80 75 1A
WON/CD60-12,5/Cieta CD60 400 900 Cieta 125 1925 145 (R)EIS 80 75 1A
WON/CD60-12,5/Hydro CD60 400 900 Hydro 125 1925 125 (R)EIS 80 75 1A
WON/CD60-15/Uguns+ CD60 400 850 UgunsPlus 150 195 152 (RENS 85 75 1A
WON/CD60-15/Cietd CD60 400 850 Cietd 150 195 171 (RENS 85 75 1A
WON/CD60-15/Hydro CD60 400 850 Hydro 15,0 195 152 (R)EIS 85 75 1A
WON/CD60-18/Uguns+ CD60 400 850 Uguns Plus 18,0 198 159 (R)EI30 85 75 1A

n Pielaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

2 Papildu slodze, pamatojoties uz ugunsdrodibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.

? Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dau.

4)Telpéss ar relativo gaisa mitrumu |idz 85 % stOra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ip3a skiedru plaksnes (horizontalam un vertikalam virsmam

vannas, dusas utt. zonas).
Sistémas tips Nida Griesti
o ey el e pa ey el ~ ~ ~ =
Materiala nosaukums Mérv. %§§ %gé %g% %gg’ ggg ggg %g% ggg %gg %f%
= =28 =85  =gS  =gF =80 =gf =55 =50 =8F =53
[&) o (&) o3 [&) o
Materiala patérins uz 1 m?
Plaksne Nida Expert 12,5 mm m? 10 - -
Plaksne Nida Udens 12,5 mm m? - 10
Plaksne Nida Uguns Plus 12,5 mm m? - - 10
Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 10 -
o e a e Plaksne Nida Ciet3 12,5 mm me : - . : 10
Plaksne Nida Hydro 125 mm m - - - - - 10
Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 10
........................................................................................................................................................................................................................................................... Plaksne Nida Cieta 15,0 mm m? . - . B - . . 10
MATERIALI: Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 1,0
Plaksne Nida Uguns Plus 18,0 mm m? - - - - - - - - - 1,0
1. GipSkartona plaksnes Nida Profils Nida CD60 tek.m 25 25 25 25 25 25 25 25 25 25
2. Profils Nida CD 60 Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06 06
3 Profils Nida UD 27 Rotéjosi stiprinama piekare ar noniju Nida WON 60 gab. 30 30 30 30 30 30 30 30 30 30
Augéja nonija piekare Nida WGN gab. 30 30 30 30 30 30 30 30 30 30
4. ?f{i;sn‘?j &?;@C\f/%ﬁl‘eekgre Nonija piekares 3kelttapa Nida PWN gb. 60 60 60 60 60 60 60 60 60 60
Gareniskais savienotajs Nida LW60 gab. 06 0,6 0,6 06 0,6 0,6 06 0,6 0,6 06
5. Terauda enkurosanas elements Terauda enkuroganas elements? Y 36 36 36 36 36 36 36 36 36
Padurbjo3as skrives Nida 3,5x25 mm gab. 18,0 18,0 18,0 18,0 - - 18,0
Pasurbjosas skraves Nida 3,5x35 mm gab. - - - - - - - - - 18,0
Pasurbjosas skroves Nida Cieta 35 (3,9x35 mm) gab. - - - - 18,0 - - 18,0
Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - - - 18,0 - - 18,0
| Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14
ﬂ 1 Gipsa 3paktele Nida Start kg 03 03 03 03 - - 03 - - 03
Gip3a Spaktele Nida Finisz kg 0.1 01 01 0.1 - - 0,1 - - 0.1
Gatava spakte|masa Nida Hydromix® kg - - - - 04 04 - 04 04
Mineralvate” m? 10 1,0 10 10 1,0 10 10 1,0 10 1,0

5 Enkurosanas elementa tips jaizvelas individuali, nemot véra griestu konstrukcijas tipu un kopéjo baves svaru.
N PV V| ) |zmantojot gip3a Skiedru plaksnes Nida Ciets, k3 alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
max 150 mm | 7) Pielietojums atbilstosi prasibam.

T Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS

PIEKARAMIE GRIESTI UN GRIESTU SEGUMI 489

Maksimala Minimalai Saistita - -
Ugunsizturibas = &:jasresaa iekérgaan:s Baves , dokumenta PlEKARA’V\O GRIESTU SlSTEI\I\A AR NESOSO KONSTRU KCIJU
0 klase: gslpt))dze: egugstums: @svarﬂm 3 @numurs: NlDA CD6O (NlDA WON60)
(R)EI45 92 kg/m? 205 mm 19,1-32,5 kg EN13964:2004+A1

(R)EI6O
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

nida Griesti

SISTEMAS: DoP/Ceiling System/0021/15.11.2016
Rezga konstrukcija Maksimala Nida griestu slodze:
WON/CD60-25; WON/CD60-30 : ‘ inmals s g

. . o Gip3a plaksnu e 0 Ugunsizturibas Triecienizturiba?

Sistemas tips Maksimalais r— 3psUVUMS piekarsanas  svars e riecienizturiba

Nida Griesti Nid Nida CD60 R0 augstums 1 m¢ bez ar

o neso3o profilu ugunsizturibas?  ugunsizturibu?
pEpﬂ\a SES atstatums
ips
[mm] [mm] Nida Biezums [mm] [ka) [min] [kg/m?) [kg/m?] Ugunsizturibas

WON/CDE0-25/Expert CD60 400 1200 Expert 2x125 205 181 - 65 - 1A
WON/CD60-25/Udens ¥ CD60 400 1200 Udens 2x125 205 191 - 65 - 1A
WON/CD60-25/Uguns+ CD60 400 850 UgunsPlus  2x125 205 217 (R)EI45 92 75 1A
WON/CD60-25/ Udens Uguns
UdensUguns+ CD60 400 850 Plus 2x125 205 217 (R)EI45 92 75 1A
WON/CD60-25/Cieta CD60 400 850 Cietd 2x125 205 273 (R)EI45 92 75 1A
WON/CD60-25/Hydro CD60 400 850 Hydro 2x125 205 233 (R)EI45 92 75 1A
WON/CDE0-30/Uguns+ CD60 400 850 UgunsPlus  2x15,0 210 287 (REI6O 92 75 1A
WON/CDE0-30/Cietd CD60 400 850 Cietd 2x15,0 210 325 (R)EIBO 92 75 1A
WON/CD60-30/Hydro CD60 400 850 Hydro 2x15,0 210 287 (RIEI6O 92 75 1A

" Pie|aujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

2 Papildu slodze, pamatojoties uz ugunsdrodibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.

» Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dalu.

4)Telpéss ar relativo gaisa mitrumu |idz 85 % stOra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ip3a skiedru plaksnes (horizontalam un vertikalam virsmam
vannas, dusas utt. zonas).

Sistémas tips Nida Griesti
+
N . s8¢ s8e 25@ 255 >80, =8¢ z?é =2 sRe
Materiala nosaukums Mérv. §§§ gg% §§§ g%% g%g g%‘% ggé g%g g%%
(&) (&} (&} U-B (&} (&} (&) (&} (&}
Materiala patérins uz 1 m?
Plaksne Nida Expert 12,5 mm m? 2,0 -
Plaksne Nida Udens 12,5 mm m? - 20
Plaksne Nida Uguns Plus 12,5 mm m? - - 2.0
Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 2,0
Plaksne Nida Cieta 12,5 mm m? - - - - 20
Plaksne Nida Hydro 12,5 mm m? - - - - - 20 -
o e a e Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 20
Plaksne Nida Cieta 15,0 mm m? - - - - - - - 2,0
Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 2,0
"""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" Profils Nida CD60 tek.m 25 25 25 25 25 25 25 25 25
MATERIALL: Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06
Rotéjosi stiprinama piekare ar noniju Nida WON 60 gab. 30 30 30 30 30 30 30 30 30
1. GipSkartona plaksnes Nida — -
! Augseja nonija piekare Nida WGN gab. 30 30 30 30 30 30 30 30 30
2. Profils Nida CD 60 Nonija piekares 3kelttapa Nida PWN gab. 60 60 60 60 60 60 60 60 60
3. Profils Nida UD 27 Gareniskais savienotajs Nida LW60 gab. 06 0,6 0,6 0,6 0,6 0,6 0,6 06 06
4. Apakieja rotejoss piekare Térauda enkurosanas elements® gab. 36 36 36 36 36 36 36 36 36
ar noniju Nida WON 60 Padurbjo3as skrives Nida 3,5x25 mm gab. 6.0 6,0 6,0 6,0 6,0
5. Térauda enkuroganas elements Pasurbjosas skraves Nida 3,5x35 mm gab. 18,0 18,0 180 180
Pasurbjosas skraves Nida 3,5x45 mm gab. - - - - - - 18,0
Pa3urbjosas skroves Nida Cietd 35 (3,9x35 mm) gab. - - - - 24,0 - - 6.0
Pasurbjosas skrives Nida Cieta 45 (3,9x45 mm) gab. - - - - - - - 18,0
Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - - - 6,0 - - 6,0
Pasurbjosas skraves Nida Hydro C4 3,5x41 mm gab. - - - - - 18,0 - - 18,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14
Gip3a Spaktele Nida Start kg 06 06 0,6 0,6 - - 06
Gip3a Spaktele Nida Finisz kg 01 01 01 01 - - 01
Gatava Spakte|masa Nida Hydromix® kg - - - - 07 07 - 07 07
Mineralvate” m? 10 10 10 10 10 1,0 10 1,0 1,0

5) Enkurosanas elementa tips jaizvelas individuali, nemot vera griestu konstrukcijas tipu un kopéjo buves svaru.

8 |zmantojot gip3a Skiedru plaksnes Nida Ciet3, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
7) Pielietojums atbilstodi prasibam.

Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

. . Maksimala Minimalais Saistita = -
nlda Gr’estl U%l;r;svizturibas apdares piekarianas SB\tjavris . dokumenta PIEKARAIV\O GRIESTU SlSTE’V\A AR NESOSO KONSTRU KCIJU
g;iaso gslodze: eaugstums: @ Im= @numurs: NlDA CD6O (NlDA WON60)

R)EISO UL R 217,5 mm 31,7-633kg  EN13964:2004+A1

R)EIN20
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0021/15.11.2016 Rezga konstrukcija Maksimala Nida griestu slodze:
WON/CD60-37,5; WON/CD60-40; WON/CD60-60 S B T ——— Dot Boves Ugunsiturbes Teckniztus®
Nida Griesti Nida Nt I stropju augstums  1m2 e bez a
profila  Nesoso profilu S ugunsizturibas?  ugunsizturibu?
tips atstatums
[mm] [mm] Nida Biezums [mm] [ka] [min.] [kg/m?) [kg/m?] Ugunsizturibas
WON/CD60-37,5/Uguns+ CD60 400 750 Uguns Plus 3x12,5 2175 317 (R)EIBO 100 75 1A
WON/CD60-375/UdensUguns+  CD60 400 750 Udens Uguns Plus ~ 3x125 2175 317 (R)EIBO 100 75 1A
WON/CD60-37,5/Cieta CD60 400 750 Cietd 3x125 2175 40,1 (R)EIBO 100 75 1A
WON/CD60-37,5/Hydro CD60 400 750 Hydro 3x12.5 2175 341 (R)EIBO 100 75 1A
WON/CD60-40/Uguns+ CD60 400 750 UgunsPlus  2x12,5+15,0 220 352 (R)EISO 100 75 1A
WON/CD60-40/Cietd CD60 400 750 Cietd 2x12,5+15,0 220 42,7 (R)EI90 100 75 1A
WON/CD60-40/Hydro CD60 400 750 Hydro 2x12,5+15,0 220 36,8 (R)EI90 100 75 1A
WON/CD60-55/Uguns+ CD60 400 650 UgunsPlus  2x12542x150 240 487 (R)EIT20 100 75 1A
WON/CD60-60/Uguns+ CD60 400 650 Uguns Plus 4x15,0 240 557 (R)EN20 100 75 1A
WON/CD60-60/Cieta CD60 400 650 Cieta 4x15,0 240 63,3 (R)EN20 100 75 1A
WON/CD60-60/Hydro CD60 400 650 Hydro 4x15,0 240 557 (R)EIT20 100 75 1A
" Pie|aujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
» Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju
Sistémas tips Nida Griesti
i g n = 5 5 > & > > >
Materiala nosaukums Mérv, %g\% 35:89 %gg %E‘E %E% %gg %g% %g% %E% %E‘S %Eg
SeSs =Sgg =80 =gr =85 =8O =8 =88 =85 =80 =8F
o o3 o o o [&] (&) o (&) (&) (&)
Materiala patérins uz 1 m?
Plaksne Nida Uguns Plus 12,5 mm m? 30 2,0 - - 2,0
Plaksne Nida Udens Uguns Plus 125 mm m? - 30
Plaksne Nida Cietd 12,5 mm m? - - 30 - - 2,0
Plaksne Nida Hydro 12,5 mm m? - - - 30 - - 2.0
Plaksne Nida Uguns Plus 15,0 mm m? - - - - 10 - - 2.0 40
Plaksne Nida Cieta 15,0 mm m? - - - - - 10 - - - 40
Plaksne Nida Hydro 15,0 mm m? - - - - - - 10 - - - 4,0
Profils Nida CD60 tek.m 2,5 25 2.5 25 25 2,5 2,5 2.5 25 25 2,5
Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06 06 06
o e a e Rotéjosi stiprinama piekare ar noniju Nida WON 60 gab. 30 30 30 30 35 35 35 40 40 40 40
Aug3éja nonija piekare Nida WGN gab. 30 30 30 30 35 35 35 40 4,0 40 40
Nonija piekares Skelttapa Nida PWN gab. 6,0 6,0 6,0 6.0 70 70 70 80 80 8,0 8,0
''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''' Gareniskais savienotajs Nida LW60 gab. 0,6 0,6 06 06 0,6 0,6 0,6 06 06 0,6 0,6
MATERIALL: Térauda enkuro3anas elements gab. 36 36 36 36 4 41 41 46 46 46 4,6
Pasurbjosas skraves Nida 3,5x25 mm gab. 6,0 6,0 - - 6,0 - - 6,0 6,0
1. Gipskartona plaksnes Nida Pasurbjosas skraves Nida 3,5x35 mm gab. 6,0 60 - - 6.0
2. Profils Nida CD 60 Padurbjo3as skraves Nida 3,5x45 mm gab. - - - - - - - 6,0 6,0
3 Profils Nida UD 27 Padurbjo3as skraves Nida 3,5x55 mm gab. 18,0 18,0 - - 18,0 - - 6.0 6.0
Pa3urbjosas skroves Nida 4,2x70 mm gab. - - - - - - - 18,0 18,0
4. Apakseja rotejoss piekare Pasurbjosas skroves Nida Cietd 35 (3,9x35 mm) gab. - - 120 - - 120 - - - 60
ar noniju Nida WON 60 Pasurbjosas skrives Nida Cieta 45 (3,9x45 mm) gab. - - - - - - - - - 6.0
5. Térauda enkurosanas elements Pagurbjozas skroves Nida Cieta 55 (3,9x55 mm) gab 180 18,0 60
Pasurbjosas skroves Nida Cieta 70 (4,2x70 mm) gab. - - - - - - - - - 18,0
Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - 6,0 - - 6,0 - - - 6,0
Pasurbjosas skraves Nida Hydro C4 3,5x41 mm gab. - - - 6,0 - - 6,0 - - - 6,0
Pasurbjosas skraves Nida Hydro C4 3,5x55 mm gab. - - - 180 - - 180 - - - 6,0
Pasurbjosas skraves Nida Hydro C4 4,2x70 mm gab. - - - - - - - - - - 18,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14 14
Gip3a Spaktele Nida Start kg 09 09 - - 09 - - 12 12
Gip3a Spaktele Nida Finisz kg 01 01 - - 01 - - 0,1 01
Gatava Spakte|masa Nida Hydromix kg - - 10 10 - 10 10 - - 13 13
Mineralvate® m? 10 10 10 10 10 10 10 10 10 10 10

% Enkuro3anas elementa tips jaizvélas individuali, nemot vera griestu konstrukcijas tipu un kopéjo blves svaru.
%) |zmantojot gipsa Skiedru plaksnes Nida Ciet3, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.

|
|
|
|
|
! max 150 mm | %) pielietojums atbilstoi prasibam.
/ / Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

apdares piekarSanas dokumenta
klase: svars 1m2:

e G nomurs: KONSTRUKCIJU NIDA CD60 (NIDA ES60)

(R)EIN5 41 kg/m? 42,5 mm 10,9-18,1 kg EN13964:2004+A1

(R)EI30
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

nida Griesti 0 uQunsiztuﬁbanga"s‘mé'é e“"‘”‘mé'a‘s @Bﬂves ®Sais”“é PIEKARAMO GRIESTU SISTEMA AR VIENA LIMENA KRUSTVEIDA NESOSO

SISTEMAS: DoP/Ceiling System/0024/15.11.2016 Maksimals Nida
Rezga konstrukcija A
JK/ES/CD60-12,5; JK/ES/CD60-15; JK/ES/CD60-18 : ‘ Mininlss  Bives e
Gip3a plaksnu e Ugunsizturibas e T
ot - imalai imalai e ' iekarsanas  svars Triecienizturiba®
Sistemas tips A,/\\,?gglgggés I\,/\\‘?gglénsgsés Maksimalais e paugsturns 1m? e bez ar
Nide Griest e alveno profilu  neso3o profilu M sl ugunsiz: ugunsiz-
profila 9 P P atstatums turibas?  turibu?
tips atstatums atstatums
[mm] [mm] [mm] Nida Biezums  [mm] [ka] [min] [kg/m?] [kg/m?) Ugunsizturibas
JK/ES/CD60-12,5/Expert  CD60/CD60 1200 500 1200 Expert 125 425 109 - 23 - 1A
JK/ES/CD60-12,5/Udens? CD60/CDEO 1200 500 1200 Udens 125 425 14 - 23 - 1A
JK/ES/CD60-12,5/Uguns+ CD60/CD60 1200 500 500 UgunsPlus 125 425 127 (RIENS 4 75 1A
JK/ES/CD60-12,5/ Udens Uguns
UdensUguns+ CD60/CD60 1200 500 900 PlUS 125 425 12,7 (R)EIS 41 75 1A
JK/ES/CD60-12,5/Ciets  CDE0O/CDEO 1200 500 900 Cieta 125 425 155 (RIENS 4 75 1A
JK/ES/CD60-12,5/Hydro  CD60/CD60 1200 500 900 Hydro 125 425 135 (R)EIS 41 75 1A
JK/ES/CD60-15/Uguns+  CD60/CD60 1200 500 900 UgunsPlus 15,0 45 6.2 (RENS 41 75 1A
JK/ES/CD60-15/Cietd CD60/CD60 1200 500 900 Cieta 15,0 45 181 (RENS 4 75 1A
JK/ES/CD60-15/Hydro  CDE0O/CDE0 1200 500 900 Hydro 15,0 45 16,2 (R)EIS 4 75 1A
JK/ES/CD60-18/Uguns+  CD60/CD60 1200 500 850 UgunsPlus 18,0 48 16.9 (REI30 4 75 1A

n Pielaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

2 papildu slodze, pamatojoties Uz ugunsdrodibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.

3’Saskané ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il da|u.

%) Telpas ar relativo gaisa mitrumu lidz 85 % stdra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a kiedru plaksnes (horizontaldm un vertikaldm virsmam
vannas, dusas utt. zonas).

MATERIALU PATERINS UZ 1M2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI

Sistémas tips Nida Griesti
+
-~  28: 282 285 285 285 230 223 2%c 2% 22%
Materiala nosaukums Mérv. §8§ §8§ §8 = §8@ §88 §8§‘ §§ 3 §§8 §§§ §§ 3
8 8 8> 788 78 8 s> 78 S 8=
Materiala patérins uz 1 m?
Plaksne Nida Expert 12,5 mm m? 10 - -
Plaksne Nida Udens 12,5 mm m? - 10
Plaksne Nida Uguns Plus 12,5 mm m? - - 1.0
Plaksne Nida Udens Uguns Plus 125 mm m? - - - 10 -
e w 3 0 a o Plaksne Nida Cieta 12,5 mm me . . . . 10
Plaksne Nida Hydro 125 mm m? - - - - - 1,0
Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 10
........................................................................................................................................................................................................................................................... Plaksne Nida Cieta 15,0 mm m? . . . . . . . 10
MATERIALI: Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 10
Plaksne Nida Uguns Plus 18,0 mm m? - - - - - - - - - 1,0
1. Gipskartona plaksnes Nida e e Profils Nida CD60 tek.m 29 29 29 29 29 29 29 29 29 29
2. Galvenais profils Nida CD 60 Profils Nida UD27 tek.m 06 06 06 0,6 0,6 06 0,6 06 06 0,6
3. Nesosais profils Nida CD 60 Stiprindjuma elements Nida ES60 gab. 10 1,0 10 10 10 10 10 10 10 10
o Skérseniskais vienpusigais savienotajs Nida LPJ60 gab. 34 34 34 34 34 34 34 34 34 34
4. Profils Nids Ub 27 Gareniskais savienotajs Nida LW60 gab. 06 0,6 0,6 06 0,6 0,6 0,6 06 0,6 0,6
5. Stiprinajuma elements Nida ES 60 Térauda enkuro$anas elements? gab. 16 16 16 16 16 16 16 16 16 16
6. Skérseniskais vienpusigais savienotajs Nida LPJ 60 vai P Padurbjo3as skraves Nida 3,5x9,5/11 mm gab. 40 40 40 40 40 40 40 40 40 40
skérseniskais divpusigais savienotajs Nida LPP 60 ] : Pasurbjosas skrves Nida 35%25 mm gab. 180 180 180 180 . - 180
7. Térauda enkuro$anas elements “ Pasurbjosas skraves Nida 3,5x35 mm gab. - - - - - - - - - 18,0
‘ Pasurbjosas skroves Nida Cieta 35 (3,9x35 mm) gab. - - - - 18,0 - - 18,0
| | Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - - - 18,0 - - 18,0
‘ ‘ Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14
: = i : i Gipsa 3paktele Nida Start kg 03 03 03 03 - - 03 - - 03
[ ) [ L ) { Gipsa 3paktele Nida Finisz kg 0/1 01 01 0/1 - - 0/1 - - 0/1
: : : Gatava spaktelmasa Nida Hydromix® ke : . : ; 04 04 ; 04 04
| Mineralvate” m? 10 1,0 10 10 1,0 10 10 10 10 10
: max 200 mm | Z))Enkuroéanas_e[enjepta tipsjéizvélas_indiv_iduréli,rr)emot vgré griestL_J konstrukc[jas_ tipu un kopéjo b0y9§ syaru. )
¥ Izmantojot gip3a Skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.

/\ 7) Pielietojums atbilstosi prasibam.
Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

apdares piekarSanas dokumenta
klase: svars 1m2:

Slogs! augstums: numors: KONSTRUKCIJU NIDA CD60 (NIDA ES60)

(R)EI45 47 kg/m? 55 mm 19,1-33,5 kg EN13964:2004+A1

(R)EI6O
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

nida Griesti 0 uQunsiztuﬁbasg""aks‘mé'é e“"‘”‘mé'a‘s @Bﬂves @5‘""5“3 PIEKARAMO GRIESTU SISTEMA AR VIENA LIMENA KRUSTVEIDA NESOSO

SISTEMAS: DoP/Ceiling System/0024/15.11.2016 e

Rezga konstrukcija g )

JK/ES/CD60-25; JK/ES/CD60-30 : ’ I griestu slodze:

Gipsa plaksnu Minimalais | Buves Ugunsizturibas
Sistémas tips Maksimalais Maksimalais S il piekarsanas  svars -9 W Triecienizturiba®
Nida Gresti : NidaCD60  NidaCDs0  Maksimalais spsuiums augstums 1 o bez ar
108 Briest Nids alveno profilu  nesogo profily Ni03 StTOPU LIS | SaneE
profla 9 atstatﬂms atstat[L)Jms atstatums turibas?  turibu?
tips
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?] [kag/m?  Ugunsizturibas
JK/ES/CD60-25/Expert  CD60/CDE0 1200 500 1200 Expert 2x12,5 55 191 - 25 - 1A
JK/ES/CD60-25/Udens® CD60/CD60 1200 500 1200 Udens 2x12,5 55 20,1 - 25 - 1A
JK/ES/CD60-25/Uguns+ CDEO/CD60 1200 500 850 UgunsPlus  2x125 55 22,7 (R)EI45 47 75 1A
JK/ES/CDB0-25/ Udens Uguns

UdensUguns+ CD60/CDE0 1200 500 850 PlUs 2x12,5 55 227 (R)EI45 47 75 1A
JK/ES/CD60-25/Cieta  CD60/CD60 1200 500 850 Cieta 2x12,5 55 283 (R)EI45 47 75 1A
JK/ES/CD60-25/Hydro  CD60/CD60 1200 500 850 Hydro 2x125 55 243 (R)EI45 47 75 1A
JK/ES/CD60-30/Uguns+ CD60/CDE0 1200 500 850 UgunsPlus  2x15,0 60 297 (R)EIBO 47 75 1A
JK/ES/CDE0-30/Cieta  CDEO/CD6O 1200 500 850 Cieta 2x15,0 60 335 (R)EIBO 47 75 1A
JK/ES/CD60-30/Hydro  CDE0/CD60 1200 500 850 Hydro 2x15,0 60 297 (R)EIBO 47 75 1A

n Pielaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 papildu slodze, pamatojoties Uz ugunsdrodibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.

? Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dalu.
% Telpas ar relativo gaisa mitrumu lidz 85 % stdra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikaldm virsmam
vannas, dusas utt. zonas).
MATERIALU PATERINS UZ 1M? PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI
Sistémas tips Nida Griesti
+
58e 582 585 »35 55 gy +8: 53 >3
= ) ANG b= (@ Q) & AN & (] G @ (T O o) (TALe) @D 2
Materiala nosaukums Merv.  $3 & oo 533 $332 532 S32 SicE S S32
Sod l==} Sa3 =g =59 SaoT == 58 SaT
(&} (&} (&} O 5 (&} (&} (&) (&} (&}
D
Materiala patériné uz 1 m?
Plaksne Nida Expert 12,5 mm m? 2.0 -
Plaksne Nida Udens 12,5 mm m? - 20
Plaksne Nida Uguns Plus 12,5 mm m? - - 2.0
Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 20
Plaksne Nida Cietd 12,5 mm m? - - - - 20 -
e w 3 0 a o Plaksne Nida Hydro 125 mm m? - - - - - 20
Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 20
Plaksne Nida Cietd 15,0 mm m? - - - - - - - 2,0
........................................................................................................................................................................................................................................................... PIaksne Nida Hydro 15,0 mm m* - - - - - - - - 20
R Profils Nida CD60 tek.m 29 29 29 29 29 29 29 29 2.9
MATERIALI: —
Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06
1. Gipakartona plaksnes Nida ?tipr\'néjuma elements Nida ES60 gab. 10 10 10 10 10 10 10 10 10
) ) ) Skérseniskais vienpusigais savienotajs Nida LPJ60 gab. 34 34 34 34 34 34 34 34 34
2. Galvenais profils Nida CD 60 Gareniskais savienotajs Nida LWEO @b 06 06 06 06 06 06 06 06 06
3. Nesosais profils Nida CD 60 Térauda enkuro$anas elements® gab. 16 16 16 16 16 16 16 16 16
4. Profils Nida UD 27 Padurbjo3as skraves Nida 3,5x9,5/11 mm gab. 4,0 4,0 4,0 4,0 40 40 40 40 40
5. Stiorinal | ts Nida ES 60 Padurbjosas skraves Nida 3,5x25 mm gab. 6.0 6.0 6,0 6,0 - - 6,0
» >tiprinejuma elements Nida Pasurbjosas skrves Nida 3.5x35 mm gab. 180 180 180 180
6. Skérseniskais vienpusigais savienotajs Nida LPJ 60 vai Pasurbjosas skraves Nida 3,5x45 mm gab. . - - - R R 18,0
Skérseniskais divpusigais savienotajs Nida LPP 60 Pasurbjosas skraves Nida Ciets 35 (3.9x35 mim) 430, : ; ; : 240 . . 60
7. Terauda enkurosanas elements Pa3urbjosas skroves Nida Cieta 45 (3,9x45 mm) gab. - - - - - - - 18,0
Pasurbjosas skrives Nida Hydro C4 3,5x25 mm gab. - - - - - 6,0 - - 6,0
Padurbjosas skraves Nida Hydro C4 3,5x41 mm gab. - - - - - 18,0 - - 18,0
Limlente suvém Nida tek.m 14 14 14 14 14 14 14 14 14
Gipsa Spaktele Nida Start kg 0,6 0,6 0,6 0,6 - - 06
Gip3a Spaktele Nida Finisz kg 01 01 01 01 - - 01
Gatava Spakte|masa Nida Hydromix® kg - - - - 07 07 - 07 07
Mineralvate” m? 10 10 10 10 10 1,0 10 1,0 1,0

5 Enkurosanas elementa tips jaizvelas individuali, nemot véra griestu konstrukcijas tipu un kopéjo buves svaru.

6) Izmantojot gip3a Skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
7) Pielietojums atbilstosi prasibam.

Patérina standartos nav nemti véra materialie zaudéjumi.

X PIRMIE TIRGU L3 i 0
ETIR . Udzu, atrodiet musu
ini SAUSAS BUVES SISTEMAS
@ wWww.siniat.Iv ﬂ MARKETA ZIME C € kanalu Siniat Nida Yﬂu Tl.lhe




SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

. . Maksimala Minimalais Saistita = 1 -
nl Gr’estl tJ%l;r;svizturTbas SRS el ErEenas SB\?avris']mzv dokumenta PlEKARA’V\O GRIESTU SlSTEI\/\A AR VIENA L”\/\ENA KRUSTVE'DA NESOSO
08 §|R§E'6° 9 p ep @ ' @ KONSTRUKCIJU NIDA CD60 (NIDA ES60)

slodze: augstums:
ESe 82 kg/m? 67,5 mm 32,7-64,3 kg EN13964:2004+A1

R)EIN2
0 TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0024/15.11.2016 0 " Maksimala Nida
Rezga konstrukcija griestu slodze:
JK/ES/CD60-37,5; JK/ES/CD60-40; JK/ES/CDE0-55; —T e B0 g o
S q Maksimalais Maksimalais P G 13k K QuNSIZLurioas T had
istémas tips _ Nida CD50 NidaCoeo Meksimalais  Gipsa plakspu apsuvums  piekarsanas svars N bez ar fiecienizturiba
JK/ES/CD60-60 Nida Griesti Nida ) 3C060  Niga stropiu augstums  1m° ugunsiz- ugunsiz-
profila galveno profilu  neso3o profilu i tuibas® | turbu?
tips atstatums atstatums
[mm] [mm] [mm] Nida Biezums [mm] [k [min] [kg/m3  [kg/m?  Ugunsizturibas
JK/ES/CD60-37,5/Uguns+ CD60/CD60 1200 500 750 Uguns Plus 3x125 67,5 32,7 (R)EIBO 65 75 1A
JK/ES/CDB0-37,5/UdensUguns+ CD60/CD60 1200 500 750 UdensUgunsPlus  3x12,5 675 32,7 (R)EIBO 65 75 1A
JK/ES/CD60-37,5/Cietd CD60/CD60 1200 500 750 Cieta 3x12.5 675 41 (R)EIBO 65 75 1A
JK/ES/CD60-37,5/Hydro CD60/CD60 1200 500 750 Hydro 3x125 675 351 (R)EIBO 65 75 1A
JK/ES/CDE0-40/Uguns+ CD60/CDE0 850 500 750 UgunsPlus  2x125+15,0 70 36,2 (R)EISO 65 75 1A
JK/ES/CDE0-40/Cietd CD60/CD60 850 500 750 Cietd 2x12,5+15,0 70 437 (R)EISO 65 75 1A
JK/ES/CD60-40/Hydro CD60/CDE0 850 500 750 Hydro 2x12,5+15,0 70 378 (R)EISO 65 75 1A
JK/ES/CD60-55/Uguns+ CD60/CD60 650 500 650 UgunsPlus  2x125+2x150 90 497 (R)EIT20 75 75 1A
JK/ES/CD60-60/Uguns+ CD60/CD60 650 500 650 Uguns Plus 4x15,0 90 56,7 (R)EN20 75 75 1A
JK/ES/CD60-60/Cieta CD60/CDE0 650 500 650 Cietd 4x15,0 90 643 (R)EN20 75 75 1A
JK/ES/CD60-60/Hydro CD60/CD60 650 500 650 Hydro 4x15,0 90 56,7 (R)EN20 75 75 1A

n Pielaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
3)Saskanéz ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju

MATERIALU PATERINS UZ 1M? PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI
. Sistémas tips Nida Griesti
B, omE Ao @™ s 3 3 Ry 3. o3 3
Materiala nosaukums Merv. ggé g%g ggg géj‘; g%g g%é gé% §§§, gég gég §§;§
738> 7388 g -3 - 82 | 78 -8 o -8 8 s
D
Materiala patérind uz 1 m?
Plaksne Nida Uguns Plus 12,5 mm m? 30 20 - - 20
Plaksne Nida Udens Uguns Plus 12,5 mm m? - 30
Plaksne Nida Cietd 12,5 mm m? - - 30 - - 20
Plaksne Nida Hydro 12,5 mm m? - - - 30 - - 2,0
Plaksne Nida Uguns Plus 15,0 mm m? - - - - 10 - - 20 40
Plaksne Nida Cieta 15,0 mm m? - - - - - 10 - - - 4,0
Plaksne Nida Hydro 15,0 mm m? - - - - - - 10 - - - 40
e w 3 n a o Profils Nida CD60 tek.m 2.9 2.9 2.9 2.9 32 32 32 3,6 3,6 36 36
Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06 06 06
Stipringjuma elements Nida ES60 gab. 12 12 12 12 16 16 16 24 24 24 24
Slgérsemskais vienpusigais savienotajs Nida LPJ60  gab. 34 34 34 34 48 48 48 6.2 6.2 6.2 6.2
""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" Gareniskais savienotajs Nida LW6O gab. 0,6 0,6 0,6 0,6 0,6 0,6 0,6 06 06 06 06
MATERIALI: Térauda enkuro3anas elements gab. 19 19 19 19 2.2 2.2 2.2 3,0 30 3,0 3,0
Pasurbjosas skroves Nida 3,5x9,5/11 mm gab. 48 48 4.8 48 6.4 6.4 6.4 96 96 96 96
1. Gipskartona plaksnes Nida e G Padurbjo3as skraves Nida 3,5x25 mm gab. 6.0 6.0 - - 6,0 - - 6,0 6,0 - -
2. Galvenais profils Nida CD 60 Pasurbjosas skraves Nida 3,5x35 mm gab. 6,0 6,0 - - 6,0
Pasurbjosas skraves Nida 3,5x45 mm gab. - - - - - - - 6,0 6,0
3. Nesosais profils Nida CD 60 Pasurbjosas skrives Nida 35x55 mm gab. 180 180 . . 180 . . 60 60
4. Profils Nida UD 27 Padurbjo3as skraves Nida 4,2x70 mm gab. - - - - - - - 18,0 18,0 -
5. Stiprinajuma elements Nida ES 60 Pasurbjosas skraves Nida Cieta 35 (3,9x35 mm) gab. - - 12,0 - - 120 - - - 6,0
Pasurbjo3as skroves Nida Cieta 45 (3,9x45 mm) gab. - - - - - - - - - 6,0
6. Skérseniskais vienpusigais savienotjs Nida LPJ 60 vai L Pagurbjosas skrdves Nida Cietd 55 (3.9x55 mm) gab. - - 18,0 - - 18,0 - - - 60
Skerseniskais divpusigais savienotajs Nida LPP 60 g Pasubjosas skroves Nida Cietd 70 (4,2x70 mm) gab. i i _ i _ N B i i 180
7. Térauda enkuro$anas elements £ Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - 6,0 - - 6,0 - - - 6,0
! Pa3urbjosas skroves Nida Hydro C4 3,5x41 mm gab. - - - 6.0 - - 6,0 - - - 6,0
| Pasurbjosas skraves Nida Hydro C4 3,5x55 mm gab. - - - 18,0 - - 18,0 - - - 6,0
| Pasurbjosas skraves Nida Hydro C4 4,2x70 mm gab. - - - - - - - - - 18,0
e Limlente suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14 14
: Gip3a Spaktele Nida Start kg 09 09 - - 09 - - 12 12
i Gip3a Spaktele Nida Finisz kg 01 01 - - 01 - - 01 01 - -
i Gatava Spakte|masa Nida Hydromix kg - - 10 10 10 10 - - 13 13
I ] Mineralvate® m? 10 10 1,0 1,0 1,0 1,0 1,0 1,0 1,0 10 10
‘ max 200 m?n - : 4 Enkuro3anas elementa tips jaizvélas individuali, nemot vera griestu konstrukcijas tipu un kopéjo buves svaru.

% |zmantojot gipsa Skiedru plaksnes Nida Ciet3, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
© Pielietojums atbilstosi prasibam.
Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

. . Maksimala Minimalais Saistita = 1 -
nl Gr’estl E%l;r;sviztuﬁbas SRS el ErEenas SB\?avris']mzv dokumenta PlEKARA’V\O GRIESTU SlSTEI\I\A AR VIENA L”\/\ENA KRUSTVEIDA NESOSO
08 0 o 9 p ep @ ' @ KONSTRUKCIJU NIDA CD60 (NIDA EL60)

slodze: augstums:
(R)EIN5 41 kg/m? 62,5 mm 10,9-18,1 kg EN13964:2004+A1

(R)EI30
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0024/15.11.2016 Maksimals Nida
Rezga konstrukcija A
JK/EL/CD60-12,5; JK/EL/CD60-15; JK/EL/CD60-18 R R - sty oz
Gip3a plaksnu P Ugunsizturibas Srerafi
Sistémas tips Maksimalais ~~ Maksimalais 1 i< 'appgue/ums‘ piekarsanas  svars Klase ar Triecienizturiba”
Nida Griesti Ngs  NdsCDE0  NidaCDe0  Meksimélai augstums 1 B2 uguns
fil galveno profilu  nesoso profilu P ou 3 izturibu
pEp 0 atstatums atstatums BBERTE il 2
ips
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min] kg/m3  [kg/m3  Ugunsizturibas
JK/EL/CD60-12,5/Expert  CD60/CD60 1200 500 1200 Expert 125 625 109 - 23 - 1A
JK/EL/CD60-12,5/Udens® CD60/CD60 1200 500 1200 Udens 125 625 14 - 23 - 1A
JK/EL/CD60-12,5/Uguns+ CD60/CDE0 1200 500 900 Uguns Plus 125 625 12,7 (R)EIS 41 75 1A
JK/EL/CD60-12,5/ Udens Uguns
UdensUguns+ CD60/CDE0 1200 500 900 PlUs 125 625 127 (RIENS 41 75 1A
JK/EL/CD60-125/Ciets  CD60/CD60 1200 500 900 Cietd 125 625 15,5 (R)EIS 41 75 1A
JK/EL/CD60-12,5/Hydro  CD60/CDE0 1200 500 900 Hydro 125 625 13,5 (R)EIS 41 75 1A
JK/EL/CD60-15/Uguns+  CD60/CD60 1200 500 850 Uguns Plus 15,0 65 16.2 (RIENS 44 75 1A
JK/EL/CD60-15/Cietd CD60/CD60 1200 500 850 Cietd 15,0 65 181 (RENS 44 75 1A
JK/EL/CD60-15/Hydro CD60/CDE0 1200 500 850 Hydro 15,0 65 16,2 (R)EIS 44 75 1A
JK/EL/CD60-18/Uguns+  CD60/CDE0 1200 500 850 UgunsPlus 18,0 68 169 (R)EI30 44 75 1A

" Pie|aujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

2 Papildu slodze, pamatojoties uz ugunsdroibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.

? Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dalu.

4)Telpés ar relativo gaisa mitrumu lidz 85 % stura sekcijas pret intensivu Udens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikalam virsmam
vannas, dusas utt. zonas).

MATERIALU PATERINS UZ 1M?2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI

Sistémas tips Nida Griesti
- — — —~H — —
Materiala nosaukums Mérv, Egg E&é agé Egg’ E&B agg EEZ’ EEB EE% E%Z’
- 285 =288 =283 =287 =285 =238x =223 =288 =22r 223
8 8 82 788 8 8 s= 78 S 8=
Materila patérins uz 1 m?
Plaksne Nida Expert 125 mm m? 10 - -
Plaksne Nida Udens 12,5 mm m? - 10
Plaksne Nida Uguns Plus 12,5 mm m? - - 10
Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 10 -
e w 3 ° a o Plaksne Nida Cieta 12,5 mm m? - - - - 10
Plaksne Nida Hydro 12,5 mm m? - - - - - 1,0
Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 10
........................................................................................................................................................................................................................................................... P|éksﬂe N|da C\eté "5,0 mm mZ - - . - - . - 1.0
MATERIALI: Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 10
Plaksne Nida Uguns Plus 18,0 mm m? - - - - - - - - - 10
1. Gipskartona plaksnes Nida e e Profils Nida CD60 tek.m 29 29 29 29 29 29 29 29 29 29
2. Galvenais profils Nida CD 60 Profils Nida UD27 tek.m 06 06 06 0,6 0,6 06 0,6 06 06 0,6
3. Nesosais profils Nida CD 60 Stipringjuma elements Nida EL60 gab. 10 10 10 10 10 10 10 10 1,0 10
) , Skérseniskais vienpusigais savienotajs Nida LPJ60 gab. 34 34 34 34 34 34 34 34 34 34
4. Profils Nida UD 27 Gareniskais savienotajs Nida LWG0 gb. 06 06 06 06 06 06 06 06 06 06
5. Stiprinajuma elements Nida EL 60 Térauda enkuroganas elements? gab. 16 6 6 16 16 16 16 16 16 16
6. Skérseniskais vienpusigais savienotajs Nida LPJ 60 vai P Padurbjo3as skraves Nida 3,5x9,5/11 mm gab. 40 4,0 4,0 40 40 4,0 40 40 4,0 40
Skeérseniskais divpusigais savienotajs Nida LPP 60 ] . Pasurbjosas skraves Nida 3,5x25 mm gab. 180 180 180 180 - - 180
7. Térauda enkuro$anas elements “ Pasurbjosas skraves Nida 3,5x35 mm gab. - - - - - - - - - 18,0
‘ Pasurbjosas skroves Nida Cieta 35 (3,9x35 mm) gab. - - - - 18,0 - - 18,0
| Padurbjosas skrives Nida Hydro C4 3,5x25 mm gab. - - - - - 18,0 - - 18,0
‘ Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14
: b é Gip3a Spaktele Nida Start kg 03 03 03 03 - - 03 - - 03
l ﬁ Gip3a Spaktele Nida Finisz kg 0.1 01 01 0,1 - - 01 - - 0,1
: : Gatava spaktemasa Nida Hydromix® kg - - - - 04 04 - 04 04
I Mineralvate” m? 10 1,0 10 10 1,0 10 10 1,0 10 10
: max 200 mm | Z))Enkuroégnas_e[enjenta tipsjéizvélas_indiv_iduréli,rrjemot vgré griestL_J konstrukc[jas_ tipu un kopéjo bUye§ syaru. )
i Izmantojot gip3a Skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.

/\ 7) Pielietojums atbilstosi prasibam.
Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

. . Maksimala Minimalais Saistita = 1 -
nl Gr’estl E%l;r;sviztuﬁbas SRS el ErEenas SB\?avris']mzv dokumenta PlEKARA’V\O GRIESTU SlSTEI\I\A AR VIENA L”\/\ENA KRUSTVEIDA NESOSO
08 0 o gpd ep @ ' @ KONSTRUKCIJU NIDA CD60 (NIDA EL60)

(R)EI45 47 kg/m? 19,1 mm 19,1-33,5 kg EN13964:2004+A1

(R)EI6O
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

augstums:

SISTEMAS: DoP/Ceiling System/0024/15.11.2016 imala Ni
. Rezga konstrukcija Mgl N|d§
JK/EL/CDGO'25, JK/EL/CDGO'3O L . griestu slodze:
Gip3a plaksnu M|n[n1ala|s Bives Ugunsizturibas Anianiob 1Rad)
Sistémas tips Maksimalais Maksimalais Maksimalais " apsuvums piekarsanas svarz Kiase bez o Triecienizturiba
Nida Griesti . A Nida CD60 Nida CD60 Nida stropju S ugunsiz-  ugunsiz-
Nida profila galveno profilu  neso3o profilu atstatumjs turibas”  turibu?
tips atstatums atstatums
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?] [kg/m?  Ugunsizturibas
JK/EL/CD60-25/Expert  CD60/CD60 1200 500 1200 Expert 2x12.5 75 191 - 25 - 1A
JK/EL/CDB0-25/Udens®  CD60/CDEO 1200 500 1200 Udens 2x12.5 75 20,1 - 25 - 1A
JK/EL/CD60-25/Uguns+  CD60/CD60 1200 500 850 Uguns Plus  2x125 75 22,7 (R)EI45 47 75 1A
JK/EL/CD60-25/ Udens
UdensUguns+ CD60/CDE0 1200 500 850 Uguns Plus 2x12.5 75 227 (R)EI45 47 75 1A
JK/EL/CD60-25/Cieta  CD60/CD60 1200 500 850 Cieta 2x12.5 75 283 (R)EI45 47 75 1A
JK/EL/CD60-25/Hydro  CD60/CD60 1200 500 850 Hydro 2x12.5 75 243 (R)EI45 47 75 1A
JK/EL/CD60-30/Uguns+ CD60/CD60 1200 500 850 Uguns Plus  2x15,0 80 29.7 (R)EIBO 47 75 1A
JK/EL/CD60-30/Cieta  CD60/CD60 1200 500 850 Cieta 2x15,0 80 335 (R)EIEO 47 75 1A
JK/EL/CD60-30/Hydro  CD60/CD60 1200 500 850 Hydro 2x15,0 80 297 (R)EIBO 47 75 1A

n Pielaujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Papildu slodze, pamatojoties uz ugunsdrodibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
3’Saskarpé ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il da|u.

% Telpas ar relativo gaisa mitrumu lidz 85 % stira sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikaldm virsmam
vannas, du§as utt. zonas).
Sistémas tips Nida Griesti
+
. X :ﬁl‘: :ﬁ,g :5*&, :ﬁ% :ﬁ,m :ﬁ,e =2 s@E :ée
Materiala nosaukums Mérv. g2 ‘é’ go3 g2 g 823 §8§ §81§ §8 § §8§ §8:%
©g8¢ S>> 83 8§ 8 ~8 83 g >3
D
Materiala patérins uz 1 m?
Plaksne Nida Expert 125 mm m? 2,0 -
Plaksne Nida Udens 12,5 mm m? - 2,0
Plaksne Nida Uguns Plus 12,5 mm m? - - 2.0 -
Plaksne Nida Udens Uguns Plus 125 mm m? - - - 20
Plaksne Nida Cietd 12,5 mm m? B B B - 2.0 -
e w 3 n a o Plaksne Nida Hydro 12,5 mm m? - - - - - 20
Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 2.0
Plaksne Nida Cietd 15,0 mm m? - - - - - - - 2,0
........................................................................................................................................................................................................................................................... Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 20
MATERIALI: Profils Nida CD60 tek.m 29 29 29 2.9 2.9 2.9 2.9 2.9 2.9
Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06
1. Gipskartona plaksnes Nida Stiprinajuma elements Nida EL60 gab. 10 10 10 10 10 10 10 10 10
2. Galvenais profils Nida CD 60 Skersgnwskaﬁ V|'enpu_s'\ga\.s savienotdjs Nida LPJ60 gab. 34 34 34 34 34 34 34 34 34
Gareniskais savienotajs Nida LW60 gab. 0,6 0,6 0,6 0,6 0,6 0,6 0,6 0,6 0,6
3. Nesosais profils Nida CD 60 Terauda enkuroganas elements? gab. 16 16 16 16 16 16 16 16 16
4. Profils Nida UD 27 Padurbjo3as skrives Nida 3,5x9,5/11 mm gab. 4,0 4,0 4,0 40 40 40 40 40 40
5. Stiprinajuma elements Nida EL 60 Padurbjo3as skrives Nida 3,5x25 mm gab. 6.0 6.0 6,0 6,0 - - 6,0
B Pasurbjosas skraves Nida 3,5x35 mm gab. 18,0 18,0 18,0 18,0
6. ?k?rsen.iskavis v?enpufsw’gais sa‘vienoit‘éjs N'\da LPJ 60 vai Pagurbjosas skroves Nida 3.5%45 mm gab. i . i . . . 180
Skérseniskais divpusigais savienotajs Nida LPP 60 - - —
' Pasurbjosas skraves Nida Cieta 35 (3,9x35 mm) gab. - - - - 24,0 - - 6,0
7. Terauda enkuro3anas elements Pagurbjoéas skrives Nida Cieta 45 (3,9x45 mm) gab. - - - - - - - 18,0
Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - - - 6,0 - - 6,0
Pasurbjosas skraves Nida Hydro C4 3,5x41 mm gab. - - - - - 18,0 - - 18,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14
Gip3a Spaktele Nida Start kg 06 06 06 0,6 - - 06
Gip3a Spaktele Nida Finisz kg 01 01 01 01 - - 01
Gatava Spakte|masa Nida Hydromix® kg - - - - 07 07 - 07 07
Mineralvate” m? 10 10 10 10 10 10 1,0 10 10

% Enkurosanas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo baves svaru.

) |zmantojot §ip3a Skiedru plaksnes Nida Ciet3, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
N Pielietojums atbilstosi prasibam.

Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

. . Maksimala Minimalais Saistita = 1 -
nl Gr’estl E%l;r;sviztuﬁbas SRS el ErEenas SB\?avris']mzv dokumenta PlEKARA’V\O GRIESTU SlSTEI\I\A AR VIENA L”\/\ENA KRUSTVEIDA NESOSO
08 §|R§E'6° 9 p ep @ ' @ KONSTRUKCIJU NIDA CD60 (NIDA EL60)

slodze: augstums:

S 82 kg/m? 87,5 mm 32,7-64,3 kg EN13964:2004+A1

R)EIN2
e TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0024/15.11.2016 » " Maksimala Nida
Rezga konstrukcija griestu slodze:
JK/EL/CDGO'37,5; JK/EL/CDGO'40; JK/EL/CDGO'SS; Maksimalais  Maksimalais e e - I\_/\|n[mﬁ|a|s Blves Ugunsizturibas B e
Sistémas tips . NidsCD6O Nida CD6O Maksimalais Gip3a plaksnu apsuvums piekarsanas svars s bez ar Triecienizturiba®
JK/EL/CD60-60 Nida Griesti Nida ) 3 C060 g stropju augstums  1m? UgUNSiZtU- UgunSiztu-
profila  galveno profilu nesoso profilu S bas) Abu?
tips atstatums atstatums
[mm) [mm] [mm] Nida Biezums [mm] [ka] [min.] [ka/m?]  [kg/m?]  Ugunsizturibas
JK/EL/CD60-37,5/Uguns+ CD60/CDE0 1200 500 750 Uguns Plus 3x125 875 327 (R)EIBO 65 75 1A
JK/EL/CD60-37,5/UdensUguns+ CDE0/CD60 1200 500 750 Udens Uguns Plus 3x125 875 327 (R)EIBO 65 75 1A
JK/EL/CD60-37,5/Cieta CD60/CD60 1200 500 750 Cieta 3x12,5 875 411 (R)EIBO 65 75 1A
JK/EL/CD60-37,5/Hydro CD60/CD60 1200 500 750 Hydro 3x125 875 351 (R)EIBO 65 75 1A
JK/EL/CD60-40/Uguns+ CD60/CD60 850 500 750 Uguns Plus 2x12,5+15,0 90 36,2 (R)EI90 65 75 1A
JK/EL/CD60-40/Cieta CD60/CD60 850 500 750 Cieta 2x12,5+15,0 90 437 (R)EI90 65 75 1A
JK/EL/CD60-40/Hydro CD60/CDE0 850 500 750 Hydro 2x12,5+15,0 90 378 (R)EI90 65 75 1A
JK/EL/CD60-55/Uguns+ CD60/CD60 650 500 650 Uguns Plus  2x12,5+2x15,0 110 497 (R)EN20 75 75 1A
JK/EL/CD60-60/Uguns+ CD60/CD60 650 500 650 Uguns Plus 4x15,0 110 56,7 (R)EN20 75 75 1A
JK/EL/CD60-60/Cietd CD60/CDE0 650 500 650 Cietd 4x15,0 110 643 (R)EN20 75 75 1A
JK/EL/CD60-60/Hydro CD60/CD60 650 500 650 Hydro 4x15,0 110 56,7 (R)EN20 75 75 1A

n Pielaujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
3)‘Saskanz‘s ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju

Sistémas tips Nida Griesti
= =5 = P — — — . —~ ~ —~
N _ g | SES [ S, [ 58 | 5845 | 5Se | S92 | 3fn | =84 || 38c || =8
Materiala nosaukums Mérv. 2SS 223 Soz £33 2o | S8E §8;% See | SR | S8 §8%
SRR e Ee e e e | e e e |
Materiala patérins uz 1 m?
Plaksne Nida Uguns Plus 12,5 mm m? 30 2,0 - - 2,0
Plaksne Nida Udens Uguns Plus 125 mm m? - 30
Plaksne Nida Cietd 12,5 mm m? - - 30 - - 2,0
Plaksne Nida Hydro 12,5 mm m? - - - 30 - - 20
Plaksne Nida Uguns Plus 15,0 mm m? - - - - 1,0 - - 2,0 4,0 -
Plaksne Nida Cieta 15,0 mm m? - - - - - 10 - - - 4,0
Plaksne Nida Hydro 15,0 mm m? - - - - - - 10 - - - 4,0
Profils Nida CD60 tek.m 29 29 2.9 2.9 32 32 32 36 36 36 36
e m 3 ° a o Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06 06 06
Stiprindjuma elements Nida EL60 gab. 12 12 12 12 16 16 1.6 24 24 24 24
élgérseniskais vienpusigais savienotajs Nida LPJ60  gab. 34 34 34 34 48 438 48 6.2 6.2 6,2 6.2
"""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" Gareniskais savienotajs Nida LW60 gab. 0,6 06 06 0,6 06 06 0,6 0,6 06 06 0,6
MATERIALI: Terauda enkurosanas elements gab. 19 19 19 19 22 2.2 2.2 30 30 30 30
Padurbjosas skruves Nida 3,5x9,5/11 mm gab. 48 48 48 48 6.4 64 6.4 96 96 96 96
1. GipSkartona plaksnes Nida e e Padurbjo3as skraves Nida 3,5x25 mm gab. 6,0 6,0 - - 6,0 - - 6,0 6,0
2. Galvenais profils Nida CD 60 Pa%urb?o::s?s ser:Jves NTda 3,5x35 mm gab. 6.0 6.0 - - 6.0 - -
Pasurbjosas skraves Nida 3,5x45 mm gab. - - - - - - - 6,0 6,0
3. Nesosais profils Nida CD 60 Pasurbjosas skraves Nida 3,5x55 mm gab. 180 180 - - 180 - - 60 6.0
4. Profils Nida UD 27 Pasurbjosas skroves Nida 4.2x70 mm gab. - - - - - - - 180 180
o ) Pasurbjo3as skroves Nida Cieta 35 (3,9x35 mm) gab. - - 12,0 - - 120 - - - 6.0
5. Stiprindjuma elements Nida EL 60 Pasurbjosas skroves Nida Cietd 45 (3,9x45 mm) gab. 6.0
6. Skérseniskais vienpusigais savienotajs Nida LPJ 60 vai . Pa3urbjo3as skrives Nida Cieta 55 (3,9x55 mm) gab. - - 18,0 - - 18,0 - - - 6,0
Skeérseniskais divpusigais savienotajs Nida LPP 60 ] Pasurbjosas skraves Nida Cieta 70 (4,2x70 mm) gab. - - - - - - - - - 18,0
7. Terauda enkuro%anas elements V/ Pasurbjosas skroves Nida Hydro C4 3,5x25 mm gab. - - - 6.0 - - 6.0 - - - 6,0
! Pasurbjosas skraves Nida Hydro C4 3,5x41 mm gab. - - - 6,0 - - 6,0 - - - 6,0
‘ Pasurbjosas skraves Nida Hydro C4 3,5x55 mm gab. - - - 18,0 - - 18,0 - - - 6,0
| Pasurbjosas skroves Nida Hydro C4 4,2x70 mm gab. - - - - - - - 18,0
5 Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14 14
l Gip3a Spaktele Nida Start kg 09 09 - - 09 - - 12 12
: Gipsa Spaktele Nida Finisz kg 01 0,1 - - 0,1 - - 0,1 0,1 - -
i Gatava Spakte|masa Nida Hydromix kg - 10 10 10 10 - - 13 13
I ] Mineralvate® m? 10 1,0 1,0 10 1,0 10 10 10 1,0 10 10
I

- % Enkuro3anas elementa tips jaizvélas individuali, nemot véera griestu konstrukcijas tipu un kopéjo buves svaru.
v 5) Izmantojot gip3a Skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
|  Pielietojums atbilstodi prasibam.
Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

. . Maksimala Minimalais Saistita = 1 -
nl Grlestl E%l;r;s.iztuﬁbas SRS el ErEenas SB\fJavris‘lle dokumenta PlEKARA,\I\O GRIESTU SlSTEI\/\A AR VIENA L”\/\ENA KRUSTVE'DA NESOSO
08 0 o gpd ep @ ' @ KONSTRUKCIJU NIDA CD60 (NIDA WP60)

(R)EIN5 41 kg/m? 62,5 mm 10,9-18,1 kg EN13964:2004+A1

(R)EI30
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

augstums:

SISTEMAS: DoP/Ceiling System/0024/15.11.2016 T —
Rezga konstrukcija 7
JK/WP/CD60-12,5; JK/WP/CD60-15; JK/WP/CD60-18 e . Miningis  Boes (oo SO0
Sistémas tips Maksimalais ~ Maksimalais e G'g;gup\’,lslr(ns: . piekarsanas  svars Ugunks ';sts floss Triecienizturiba?
Nida Griesti : NidaCDE0  NidaCDG0  Maksimalais augstums 1 bez. ar
Nida galveno profilu  nesoso profilu Nida stropju Ugunsts - g
profila poneed e tatums | dtstatums turbas”  turibu?
tips
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min.] [kg/m?] [kg/m?]  Ugunsizturibas

JK/WP/CD60-12,5/Expert  CD60/CD60 1200 500 1200 Expert 125 625 10,9 - 23 - 1A
JKMWP/CD60-12,5/Udens®  CD60/CD60 1200 500 1200 Udens 125 625 14 - 23 - 1A
JK/WP/CD60-12,5/Uguns+ CD60/CD60 1200 500 900 Uguns Plus 125 62,5 127 (RIENS 4 75 1A
JK/WP/CD60-12,5/ Udens

UdensUguns+ CD60/CDE0 1200 500 900 Uguns Plus 125 62,5 127 (R)EIS 4 75 1A
JK/WP/CD60-12,5/Cieta  CD60/CD60 1200 500 900 Cieta 125 62,5 155 (R)EIS 4 75 1A
JK/WP/CD60-12,5/Hydro  CD60/CD60 1200 500 900 Hydro 125 62,5 135 (RIENS 4 75 1A
JK/WP/CD60-15/Uguns+  CD60/CD60 1200 500 850 Uguns Plus 15,0 65 16.2 (R)EIS 44 75 1A
JK/WP/CD60-15/Cietd CD60/CD60 1200 500 850 Cietd 15,0 65 181 (R)EIS 44 75 1A
JK/WP/CD60-15/Hydro CD60/CD60 1200 500 850 Hydro 15,0 65 16.2 (R)EIS 44 75 1A
JK/WP/CD60-18/Uguns+  CD60/CD60 1200 500 850 Uguns Plus 18,0 68 16,9 (R)EI30 44 75 1A

" Pie|aujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

? Papildu slodze, pamatojoties uz ugunsdroibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.

» Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dau.

4)Telpéss ar relativo gaisa mitrumu |idz 85 % stOra sekcijas pret intensivu 0dens iedarbibu ieteicams izmantot Nida Hydro §ip3a skiedru plaksnes (horizontalam un vertikalam virsmam
vannas, dusas utt. zonas).

MATERIALU PATERINS UZ 1M2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI

Sistémas tips Nida Griesti
+
~  58¢ 28. =8 =285 =8, =8: &%s =Py &Te =05
Materila nosaukums Mérv. 38% §8§ 58 % 58@ é%g 38% ég é §§§ §§% ég é
=g ) ~8> ~8% °8 =g 58> &8 RS =8>
Materiala patérins uz 1 m?
Plaksne Nida Expert 12,5 mm m? 10 - -
Plaksne Nida Udens 12,5 mm m? - 10
Plaksne Nida Uguns Plus 12,5 mm m? - - 1,0
Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 10 -
e w 3 n o Plaksne Nida Cieta 12,5 mm m? - - - - 10
Plaksne Nida Hydro 12,5 mm m? - - - - - 10
Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 10
........................................................................................................................................................................................................................................................... Plksne Nida Ciets 150 mm o i ) i i ) i i 10
MATERIALL: Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 10
Plaksne Nida Uguns Plus 18,0 mm m? - - - - - - - - - 10
1. Gipskartona plaksnes Nida - Profils Nida CDEO tekm 29 29 29 29 29 29 29 29 29 29
2. Galvenais profils Nida CD 60 Profils Nida UD27 tek.m 06 0,6 06 06 0,6 06 06 0,6 06 0,6
3. Nesogais profils Nida CD 60 Mansarda piekare Nida WP60 gab. 10 10 10 10 10 10 10 10 10 10
4. Profils Nida UD 27 Skérseniskais vienpusigais savienotajs Nida LPJ60 gab. 34 34 34 34 34 34 34 34 34 34
Gareniskais savienotajs Nida LW60 gab. 06 06 0,6 06 06 0,6 06 06 0,6 06
5. Beéninu piekare Nida WP 60 Térauda enkurosanas elements® gab. 16 16 16 16 16 16 16 16 16 16
6. Skérseniskais vienpusigais savienotajs Nida LPJ 60 vai Pasurbjosas skraves Nida 3,5x25 mm gab. 180 18,0 18,0 180 - - 18,0
Skerseniskais divpusigais savienotajs Nida LPP 60 Paturbjosas skraves Nida 3,535 mm g3b. . . . . . . . . . 180
7. Terauda enkuro$anas elements Pasurbjosas skroves Nida Cieta 35 (3,9x35 mm) gab. - - - - 18,0 - - 18,0
Pasurbjosas skrves Nida Hydro C4 3,5x25 mm gab. - - - - - 18,0 - - 18,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14
Gipsa Spaktele Nida Start kg 03 03 03 03 - - 03 - - 03
Gip3a Spaktele Nida Finisz kg 0,1 01 01 0,1 - - 0,1 - - 0,1
Gatava Spakte|masa Nida Hydromix® kg - - - - 04 04 - 04 04
Mineralvate” m? 1,0 10 1,0 10 10 1,0 1,0 10 1,0 1,0

5 Enkurosanas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo baves svaru.
R Izmantojot gip3a Skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
7) Pielietojums atbilstodi prasibam.
max 200 mm | Patérina standartos nav nemti vera materialie zaudéjumi.
|
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

. . Maksimala Minimalais Saistita = 1 -
nl Grlestl E%l;r;s.iztuﬁbas SRS el ErEenas SB\fJavris‘lle dokumenta PlEKARA,\I\O GRIESTU SlSTEI\/\A AR VIENA L”\/\ENA KRUSTVE'DA NESOSO
08 0 o 9 p ep @ ' @ KONSTRUKCIJU NIDA CD60 (NIDA WP60)

slodze: augstums:
g/m mm ,1-55, g . +
(R)EI45 47 kg/m? 75 19,1-33,5 k EN13964:2004+A1

(R)EI6O
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0024/15.11.2016 imala Ni i
JK/WP/CD60-25; JK/WP/CD60-30 e i | Bows o
Sistemas tips %?gg'gggg ’\'/\‘fl’gg'ggg(')s Maksimalais Glg;gup\)/lslr(r?: ’ p;i’;ésﬁjms i Ug“”ﬁ?ﬁg”bas e ‘ Triecienizturiba®
Nida Griesti Nida galveno profilu  neso3o profilu N;E;;[tﬂ(ﬂu “gr‘,f{,‘;"sznt“‘ Utﬂlrjlgzlg)
pEio;lsla atstatums atstatums
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min.] [kg/m?] [kg/m?]  Ugunsizturibas
JK/WP/CD60-25/Expert  CD60/CDE0 1200 500 1200 Expert 2x125 75 191 - 25 - 1A
JKWP/CD60-25/Udens® CD60/CDE0 1200 500 1200 Udens 2x125 75 20,1 - 25 - 1A
JK/WP/CD60-25/Uguns+ CDE0/CDE0 1200 500 850 UgunsPlus  2x125 75 227 (R)EI45 47 75 1A
Ju'fj/le"’nz/u(:g[ﬁg;25/ CDEO/CDE0 1200 500 gs0  VORSUOUNS ouas 75 27 (REMS 47 75 1A
JK/WP/CD60-25/Cieta  CDE0/CDEO 1200 500 850 Cieta 2x12,5 75 283 (R)EI45 47 75 1A
JK/WP/CD60-25/Hydro  CD60/CDE0 1200 500 850 Hydro 2x12.5 75 243 (R)EI45 47 75 1A
JKWP/CD60-30/Uguns+ CD60/CD6E0 1200 500 850 UgunsPlus  2x15,0 80 29,7 (REIBO 47 75 1A
JK/WP/CD60-30/Cieta  CD60/CDE0 1200 500 850 Cieta 2x15,0 80 335 (REIBO 47 75 1A
JK/WP/CD60-30/Hydro  CDE0/CDE0 1200 500 850 Hydro 2x15,0 80 29,7 (RIEIBO 47 75 1A
D Piejaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Papildu slodze, pamatojoties uz ugunsdrodibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
3’Saskarpé ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il da|u.
% Telpas ar relativo gaisa mitrumu lidz 85 % stira sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikaldm virsmam
vannas, dusas utt. zonas).
Sistémas tips Nida Griesti
+
-  2%¢ 28e a8: 285 afp afe a%s als ale
ateriala nosaukums Mérv. §§§ §§§ §§§ %%@ §§8 %gg §§ 3 §§8 gg:%
~o ) o ﬂoé o o -8 s) s
Materiala patérins uz 1 m?
Plaksne Nida Expert 12,5 mm m? 20 -
‘ Plaksne Nida Udens 125 mm me . 20
Plaksne Nida Uguns Plus 12,5 mm m? - - 20
Plaksne Nida Udens Uguns Plus 125 mm m? - - - 20
Plaksne Nida Cieta 12,5 mm m? - - - - 2.0 -
e w E n o Plaksne Nida Hydro 125 mm m? - - - - - 20
Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 20
Plaksne Nida Cieta 15,0 mm m? - - - - - - - 20
........................................................................................................................................................................................................................................................... Plaksne Nida Hydro 150 p= - - - - - - - - 20
MATERIALI: Profils Nida CD60 tek.m 29 29 29 29 29 29 29 29 29
Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06
1. Gipskartona plaksnes Nida Mansarda piekare Nida WP60 gab. 10 10 10 10 10 10 10 10 10
2. Galvenais profils Nida CD 60 Skérseniskais vienpusigais savienotajs Nida LPJE0 gab. 34 34 34 34 34 34 34 34 34
3. Nesosais profils Nida CD 60 Gareniskais savienotajs Nida LW60 gab. 06 0,6 0,6 0,6 0,6 0,6 0,6 0,6 0,6
4. Profils Nida UD 27 Térauda enkuro3anas elements® gab. 16 16 16 16 16 16 16 16 16
5. Beninu piekare Nida WP 60 Padurbjo3as skraves Nida 3,5x25 mm gab. 6.0 6.0 6,0 6,0 - - 6,0
) ' Pasurbjosas skraves Nida 3,5x35 mm gab. 18,0 180 180 180
6. ?k?rsen.iskavis v.ienpuisw'g.aES savvienoitvéjs N'\da LPJ 60 vai Pagurbjosas skraves Nida 3,5x45 mm gab. A B A A . . 180
Skerseniskais divpusigals savienotajs Nida LPP 60 Pasurbjosas skraves Nida Cieta 35 (3,9x35 mm) gab. - - - - 24,0 - - 6,0
7. Terauda enkuro$anas elements Pasurbjosas skraves Nida Cieta 45 (3,9x45 mm) qab. - - - - - - - 180
Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - - - 6,0 - - 6,0
Pasurbjosas skraves Nida Hydro C4 3,5x41 mm gab. - - - - - 18,0 - - 18,0
Limlente suvém Nida tek.m 14 14 14 14 14 14 14 14 14
GipSa Spaktele Nida Start kg 06 06 0,6 06 - - 0,6
Gip3a Spaktele Nida Finisz kg 01 01 01 01 - - 01
Gatava Spakte|masa Nida Hydromix® kg - - - - 07 07 - 07 07
Mineralvate” m? 10 10 10 10 10 10 10 10 10

5 Enkurosanas elementa tips jaizvelas individuali, nemot véra griestu konstrukcijas tipu un kopéjo buves svaru.
6) Izmantojot gip3a Skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.

max 200 mm | 7) Pielietojums atbilstosi prasibam.
I

Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

dokumenta
klase: svars 1m2:

numurs: KONSTRUKCIJU NIDA CD60 (NIDA WP60)

32,7-64,3 kg EN13964:2004+A1

slodze:

nida Griesti o @ 1520 @YU @)z, @ r PIEKARAMO GRIESTU SISTEMA AR VIENA LIMENA KRUSTVEIDA NESO50

augstums:

82 kg/m? 87,5 mm
R)EI9O0

EREEIGO
R)EI120

Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0024/15.11.2016 s e Maksimala Nida griestu
s _ slodze:
JK/WP/CD60-37,5; JK/WP/CD60-40; JK/WP/CD60-55; e N BT Minimalais - BOVES ) ncizr ipas SR
Sistémas tips aksimalals - MaKSIMaIals  \,oiaiaic Gipda plaksnu apsuvums  piekardanas — svars bez ar  Triecienizturiba®
f > tp Nida CD60  Nida CD60 ! ! 2 klase
JK/WP/CDGO-GO Nida Griesti Nida profila ¢ < - Nida stropju augstums  1m ugunsizturi- ugunsiztu-
d galveno profilu nesoso profilu ) H02)
tips atstatums  atstatums | Srorotums bas iy
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?] [kg/m?]  Ugunsizturibas
JK/WP/CD60-375/Uguns+ CD60/CDE0 1200 500 750 Uguns Plus 3x12.5 875 327 (R)EIBO 65 75 1A
JKWP/CD60-37,5/UdensUguns+ CD60/CD60 1200 500 750 UdensUgunsPlus  3x125 875 327 (REI6O 65 75 1A
JK/WP/CD60-37,5/Cietd CD60/CDE0 1200 500 750 Cietd 3x125 875 a1 (R)EIBO 65 75 1A
JK/WP/CD60-37,5/Hydro CD60/CD60 1200 500 750 Hydro 3x125 875 351 (R)EIBO 65 75 1A
JK/WP/CD60-40/Uguns+ CD60/CDE0 850 500 750 UgunsPlus  2x12,5+15,0 90 362 (R)EIS0 65 75 1A
JK/WP/CD60-40/Cieta CD60/CD60 850 500 750 Cietd 2x12,5+15,0 90 437 (R)EIS0 65 75 1A
JK/WP/CD60-40/Hydro CD60/CDE0 850 500 750 Hydro 2x12,5+15,0 90 378 (R)EI90 65 75 1A
JK/WP/CD60-55/Uguns+ CD60/CDE0 650 500 650 Uguns Plus  2x125+2x150 110 497 (R)EIT20 75 75 1A
JK/WP/CD60-60/Uguns+ CD60/CDE0 650 500 650 Uguns Plus 4x15,0 110 56,7 (R)EN20 75 75 1A
JK/WP/CD60-60/Cietd CD60/CDE0 650 500 650 Cietd 4x15,0 110 643 (RIEN20 75 75 1A
JK/WP/CD60-60/Hydro CD60/CDE0 650 500 650 Hydro 4x15,0 110 56.7 (RIEN20 75 75 1A

" Pielaujama slodze, ieskaitot: padmasu, izoldcijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 papildu slodze, pamatojoties Uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
3)Saskané ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju

Sistémas tips Nida Griesti
- — — —
Materiala nosaukums Mérv. EEE REE” E£§ RE% E%@ Egg Rgg EEE REE EE% Egg
g3 §§B Sg3 S8 SE3 385 SE® S83 38s S8 SgF
Materiala patérins uz 1 m?
Plaksne Nida Uguns Plus 12,5 mm m? 30 20 - - 2,0
Plaksne Nida Udens Uguns Plus 125 mm m? 30
Plaksne Nida Cietd 12,5 mm m? - - 30 - - 2.0
Plaksne Nida Hydro 125 mm m? - - - 30 - - 2,0
Plaksne Nida Uguns Plus 15,0 mm m? - - - - 10 - - 2,0 40
Plaksne Nida Cieta 15,0 mm m? - - - - - 10 - - - 4,0
Plaksne Nida Hydro 15,0 mm m? - - - - - - 10 - - - 40
Profils Nida CD60 tek.m 29 29 29 29 32 32 32 36 36 36 36
Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06 06 06
Mansarda piekare Nida WP60 gab. 12 12 12 12 16 16 16 24 24 24 24
ékérseniskais vienpusigais savienotajs Nida LPJ60  gab. 34 34 34 34 48 48 48 6.2 6.2 6.2 6.2
''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''' Gareniskais savienotajs Nida LW60 gab. 06 0,6 0,6 06 06 06 06 0,6 0,6 06 06
MATERIALI: Térauda enkurosanas elements? gab. 19 19 19 19 22 22 22 30 30 30 30
Pasurbjosas skrives Nida 3,5x25 mm gab. 6,0 6,0 - - 6,0 - - 6.0 6,0
1. Gipskartona plaksnes Nida Pasurbjosas skroves Nida 35%35 mm gab. 60 60 - - 60
2. Galvenais profils Nida CD 60 Pasurbjosas skrives Nida 3,5x45 mm gab. - - - - - - - 6,0 6,0
3. Nesosais profils Nida CD 60 Pasurbjosas skraves Nida 3,5x55 mm gab. 18,0 18,0 - - 180 - - 6,0 6,0
Pa3urbjosas skroves Nida 4,2x70 mm gab. - - - - - - - 18,0 18,0
4. Profils Nida UD 27 Pagurbjogas skroves Nida Ciet3 35 (3.9x35 mm) gab. - - 120 - - 120 - - - 60
5. Beéninu piekare Nida WP 60 Pasurbjo3as skrives Nida Cieta 45 (3,9x45 mm) gab. - - - - - - - - - 6,0
6. Skérseniskais vienpusigais savienotajs Nida LPJ 60 vai PSEUFDJ.OE?S SkFL:JVGS N.\da Cfeté 55 (3,9x55 mm) gab. - - 18,0 - - 18,0 - - - 6.0
skérseniskais divpusigais savienotajs Nida LPP 60 Pasurbjosas skroves Nida Cieta 70 (42x70mm)  gab. - - - - - - - - - 180
. ) Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - 6,0 - - 6,0 - - - 6,0
7. Tersuda enkurosanas elements Pasurbjosas skrves Nida Hydro C4 3541 mm  gab. - - - 60 - - 60 - - - 60
Pa3urbjosas skrives Nida Hydro C4 3,5x55 mm gab. - - - 18,0 - - 18,0 - - - 6,0
Pasurbjosas skraves Nida Hydro C4 4,2x70 mm gab. - - - - - - - - - - 18,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14 14
Gip3a Spaktele Nida Start kg 09 09 - - 09 - - 12 12
Gip3a Spaktele Nida Finisz kg 0,1 0,1 - - 01 - - 0,1 01 - -
Gatava spaktemasa Nida Hydromix> kg - - 10 10 - 10 10 - - 13 13
Mineralvate® m? 10 10 10 10 10 10 10 10 10 10 10
4 Enkurosanas elementa tips jaizvelas individuali, nemot véra griestu konstrukcijas tipu un kopéjo baves svaru.

- 5) Izmantojot gip3a skiedru plaksnes Nida Cieta, k3 alternativu varat izmantot ari Nida Planfix Fresh gipsa 5pakteli.
| » max 200 mm | © Pielietojums atbilsto3i prasibam.
A | Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS

PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

o . U —_—— ELSINE]E] Minimalais BG Saistita
nida Griesti gunsizuas (€T 2oosres i
ase: slodze: augstums: SIS (T numurs:

neattiecas 25 kg/m? 192,5 mm 10,9-20,1 kg EN13964:2004+A1

] Ekspluatacijas 1pasibu deklaracija:
SISTEMAS: DoP/Ceiling System/0024/15.11.2016

JK/WO/CD60-12,5; JK/WO/CD60-25

MATERIALI:

-

Gipskartona plaksnes Nida

Galvenais profils Nida CD 60

Nesosais profils Nida CD 60

Profils Nida UD 27

Rotéjosi stiprinama piekare Nida WO 60

. Stiprinasanas stienis Nida

N ooouw s

é&gérseniskais vienpusigais savienotajs Nida LPJ 60 vai
Skerseniskais divpusigais savienotajs Nida LPP 60

8. Térauda enkuro$anas elements

I

4
.
|
|
|
|

, max150mm |,

@ wWww.siniat.Iv

PIEKARAMO GRIESTU SISTEMA AR VIENA LIMENA KRUSTVEIDA NESOSO
KONSTRUKCIJU NIDA CD60 (NIDA WO60)

TEHNISKIE PARAMETRI

Rezga konstrukcija Maksimala Nida griestu

slodze:
e as Minimalais ~ Baves ik
Gipsa plaksnu LAk Ugunsizturibas iAo
S Maksimalais  Maksimalais 1 i siis 'gpéuezums' p;l;asrtsuarrrwés ﬁvra;f ° klase bez G ke
> vl Nida CD60 Nida CD60 p . i
Nida Griesti Nida galveno profilu  neso3o profilu Nalgsat:tttrjorrﬁ”su ugﬁggl;)tu- Il;tgl;JI’TbSU
profila tips atstatums atstatums
[mm] [mm] [mm] Nida  Biezums [mm] [ka] [min.] [kg/m?] [kg/m?  Ugunsizturibas
JK/WO/CD60-12,5/Expert  CD60/CDEO 1200 500 1200 Expert 125 1925 109 - 23
JKWO/CDE0-12,5/Udens? CD60/CDEO 1200 500 1200 Udens 125 1925 14 - 23
JK/WO/CD60-25/Expert  CD60/CDE0 1200 500 1200 Expert  2x125 205 191 - 25
JK/WO/CD60-25/Udens®  CD60/CD60 1200 500 1200 Udens  2x125 205 20,1 - 25

n Pielaujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

2)Saskar)é ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dalu.

¥ Telpas ar relativo gaisa mitrumu Iidz 85 % stOra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ip3a Skiedru plaksnes (horizontalam un vertikalam virsmam
vannas, dusas utt. zonas)

MATERIALU PATERIN§ UZ 1M?2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI

Sistémas tips Nida Griesti

Materiala nosaukums Merv. JK/WO/CDE0-12,5/Expert JK/W0/CD60-12,5/Udens JK/WO/CD60-25/Expert JK/WO/CDE0-25/Udens

Materiala patérins uz 1m?

Plaksne Nida Expert 125 mm m? 10 - 2.0

Plaksne Nida Udens 12,5 mm m? - 10 - 20
Profils Nida CD60 tek.m 2.9 29 29 29
Profils Nida UD27 tek.m 0,6 06 06 06
Rotéjosi stiprinama piekare Nida WO 60 gab. 10 10 10 10
Stiprinasanas stienis Nida gab. 10 10 10 10
Skerseniskais vienpusigais savienotajs Nida LPJ60 gab. 34 34 34 34
Gareniskais savienotajs Nida LW60 gab. 0,6 06 06 06
Térauda enkuro3anas elements® gab. 16 16 16 16
Pasurbjosas skraves Nida 3,5x25 mm gab. 18,0 18,0 6,0 6,0
Pasurbjosas skraves Nida 3,5x35 mm gab. - - 18,0 18,0
Limlente Suvém Nida tek.m 14 14 14 14
Gipsa Spaktele Nida Start kg 03 03 0,6 0,6
Gip3a Spaktele Nida Finisz kg 01 0.1 01 01
Mineralvate® m? 10 10 10 10

4 Enkuro3anas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo baves svaru.
° Pielietojums atbilstoi prasibam.
Patérina standartos nav nemti vera materialie zaudéjumi.
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(R)EIN5
(R)EI30

JK/WON/CD60-12,5; JK/WON/CD60-15; JK/WON/CD60-18

SISTEMAS:

SAUSAS BUVES SISTEMAS

PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

MATERIALI:

-

vos W

o

Gipskartona plaksnes Nida
Galvenais profils Nida CD 60
Nesosais profils Nida CD 60
Profils Nida UD 27

Apakseéja rotéjosa piekare
ar noniju Nida WON 60

Nonija pagarinatajs Nida WGN
Augséja nonija piekare Nida

ékérseniskais vienpusigais savienotajs Nida LPJ 60 vai
Skérseniskais divpusigais savienotajs Nida LPP 60

Terauda enkurosanas elements

10,9-18,1 kg EN13964:2004+A1

Ekspluatacijas 1pasibu deklaracija:
DoP/Ceiling System/0024/15.11.2016

@ wWww.siniat.Iv

PIEKARAMO GRIESTU SISTEMA AR VIENA LIMENA KRUSTVEIDA NESOSO

KONSTRUKCIJU NIDA CD60 (NIDA WON60)

TEHNISKIE PARAMETRI

Rezga konstrukcija - ; Agi‘éss'mill?)glz'ga
o . Maksimalais Maksimalais L (}ig éguellﬁlﬁgu é\i/grkwgrpéaalg;ss E;;Jg?ss Ugunljiaztuﬁbas Triecienizturiba?
Sistémas tips Nida CD60 Nidscpeo  Maksimalais p augstums  1m2 se bez ar
e st NW?T galveno profilu  nesoso profilu Naltdsat;tttz?ﬁjsu e [
DE?DISB atstatums atstatums
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?]  [kg/m?]  Ugunsizturibas
JK/WON/CD60-12,5/Expert  CD60/CD60 1200 500 1200 Expert 125 1925 109 23 1A
JK/WON/CD60-12,5/Udens® CDE0/CDE0 1200 500 1200 Udens 125 1925 14 23 1A
JK/WON/CD60-12,5/Uguns+ CD60/CD60 1200 500 900 UgunsPlus 125 1925 12,7 (R)ENS 41 75 1A
6%2%%2??‘125/ CD6O/CDE0 1200 500 gop  Udensuauns g5 1925 127 RENS 41 75 1A
JK/WON/CD60-12,5/Cietd  CD60/CD60 1200 500 900 Cieta 125 1925 15,5 (R)EIS 41 75 1A
JK/WON/CD60-12,5/Hydro  CD60/CD60 1200 500 900 Hydro 125 1925 13,5 (R)EIS 41 75 1A
JK/WON/CD60-15/Uguns+  CD60/CDE0 1200 500 850 UgunsPlus 15,0 195 162 (R)ENS 44 75 1A
JK/WON/CD60-15/Cieta CD60/CD60 1200 500 850 Cietd 15,0 195 181 (R)ENS 44 75 1A
JK/WON/CD60-15/Hydro CD60/CD60 1200 500 850 Hydro 15,0 195 162 (R)EIS 44 75 1A
JK/WON/CD60-18/Uguns+  CD60/CD60 1200 500 850 UgunsPlus 18,0 198 169 (R)EI30 44 75 1A

0 Pielaujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Papildu slodze, pamatojoties uz ugunsdroibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
? Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dalu.
% Telpas ar relativo gaisa mitrumu lidz 85 % stira sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gipsa Skiedru plaksnes (horizontalam un vertikaldm virsmam

vannas, dusas utt. zonas).

MATERIALU PATERINS UZ 1M?2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI

Sistémas tips Nida Griesti
+
-n -0 -0 -0 & -0 - = == == -
. .« 85% Bz 393 398 3dp 3¥e 2%t 8%y 3B5g 3ap
Materiala nosaukums Mérv. %%5 §§§ §§§ 5%% §§3 gg% §§§ §§3 é%% §§§
—o —o ~o —ox ~o ~o - - - oo
Materiala patérins uz 1m?

Plaksne Nida Expert 12,5 mm m? 1,0 - -
Plaksne Nida Udens 12,5 mm m 10
Plaksne Nida Uguns Plus 12,5 mm m? 1,0
Plaksne Nida Udens Uguns Plus 12,5 mm m? 10
Plaksne Nida Cietd 12,5 mm m? 1,0
Plaksne Nida Hydro 12,5 mm m? 1,0
Plaksne Nida Uguns Plus 15,0 mm m? 10
Plaksne Nida Cieta 15,0 mm m? 10
Plaksne Nida Hydro 15,0 mm m? 1,0
Plaksne Nida Uguns Plus 18,0 mm m? - 1,0
Profils Nida CD60 tek.m 2.9 2.9 29 2.9 2.9 29 2.9 2.9 29 2.9
Profils Nida UD27 tek.m 06 0,6 06 06 0,6 06 06 06 06 06
Rotéjosi stiprindma piekare ar noniju Nida WON 60 gab. 10 10 10 10 1.0 10 10 1.0 10 10
Augseja nonija piekare Nida WGN gab. 10 10 10 10 10 10 10 1,0 1,0 10
Nonija piekares Skelttapa Nida PWN gab. 2,0 2.0 20 2,0 2.0 20 2.0 2.0 2,0 2,0
ékérseniskais vienpusigais savienotdjs Nida LPJ60 gab. 34 34 34 34 34 34 34 34 34 34
Gareniskais savienotajs Nida LW60 gab. 06 06 0,6 06 06 0,6 06 06 0,6 06
Térauda enkurosanas elements® gab. 16 16 1,6 16 16 16 16 16 16 16
Padurbjo3as skraves Nida 3,5x25 mm gab. 18,0 18,0 18,0 18,0 18,0
Pasurbjosas skraves Nida 3,5x35 mm gab. - - - - 18,0
Pasurbjosas skrives Nida Ciet 35 (3,9x35 mm) gab. 18,0 - 18,0 -
Pasurbjosas skrives Nida Hydro C4 3,5x25 mm gab. 18,0 18,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14
GipSa Spaktele Nida Start kg 03 03 03 03 03 03
Gip3a Spaktele Nida Finisz kg 0,1 01 01 0,1 0,1 0,1
Gatava Spaktejmasa Nida Hydromix® kg 04 04 04 04
Mineralvate” m? 1,0 1,0 10 1,0 1,0 10 10 10 10 10

5 Enkurosanas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo baves svaru.

6 Izmantojot gip3a Skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.

7) Pielietojums atbilstodi prasibam.
Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI @

. . Maksimala Minimalais Saistita = 1 -
nl Gr’estl E%l;r;sviztuﬁbas SRS el ErEenas SB\?avris']mzv dokumenta PlEKARA’V\O GRIESTU SlSTEI\I\A AR VIENA L”\/\ENA KRUSTVEIDA NESOSO
08 0 o 9 p ep @ ' @ KONSTRUKCIJU NIDA CD60 (NIDA WONGE0)

slodze: augstums:
(R)EI45 47 kg/m? 205 mm 19,1-33,5 kg EN13964:2004+A1

(R)EI6O
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0024/15.11.2016 U
Rezga konstrukcija .
JK/WON/CD60-25; JK/WON/CD60-30 : | Minimlis  Bunes e
o L Gip3a plaksnu e Ugunsizturibas iAok A
ST Maksimalais Maksimalais Maksimalais apiuvums p;ikasrsjrgzs s1vranrzs e bez o Triecienizturiba
iR el : Nida CD60 Nida CD60 ) ; g ; ;
Nida Griesti Nida g < o, Nida stropju ugunsiz- ugunsiz-
k galveno profilu  neso3o profilu ) o)
profila SRS P atstatums turibas turibu
tips
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?]  [kg/m?7  Ugunsizturibas
JK/WON/CD60-25/Expert  CDE0/CDE0 1200 500 1200 Expert 2X125 205 191 - 25 - 1A
JK/WON/CD60-25/Udens® CD60/CD60 1200 500 1200 Udens 2x12,5 205 201 - 25 - 1A
JK/WON/CD60-25/Uguns+ CD60/CDEO 1200 500 850 UgunsPlus  2x125 205 227 (RIEI45 47 75 1A
JKWON/CD60-25/ Udens Uguns
UdensUguns+ CD60/CDE0 1200 500 850 Plus 2x125 205 227 (R)EI45 47 75 1A
JK/WON/CD60-25/Ciets  CD60/CDEO 1200 500 850 Cietd 2x125 205 283 (RIEI45 47 75 1A
JK/WON/CD60-25/Hydro  CD60/CDE0 1200 500 850 Hydro 2x12.5 205 243 (RIEI4S 47 75 1A
JK/WON/CD60-30/Uguns+ CD60/CDE0 1200 500 850 UgunsPlus ~ 2x15,0 210 297 (R)EIEO 47 75 1A
JK/WON/CD60-30/Cieta  CDE0/CD60 1200 500 850 Cieta 2x15,0 210 335 (R)EIBO 47 75 1A
JK/WON/CD60-30/Hydro  CDE0/CDEO 1200 500 850 Hydro 2x15,0 210 297 (RIEIBO 47 75 1A

n Pielaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

2 Papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
3)Saskanéz ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il da|u.
%) Telpas ar relativo gaisa mitrumu lidz 85 % stdra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikaldm virsmam
vannas, dusas utt. zonas).
MATERIALU PATERINS UZ 1M2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI
Sistémas tips Nida Griesti
+
>h. 23, 2835 =35 =1 ey =35 23 =3
Materiala nosaukums Mérv. O% g o%g O% 5 O%%" O% 2 O%E S5e oS58 Ogé
gonﬁ goo gog’ gog goo gol ggg’ ggo ggI
DO DO DO DO 5 DO DO DO O 20O
(=)
- Materiala patering uz 1 m?
v Plaksne Nida Expert 125 mm m? 20 -
Plaksne Nida Udens 12,5 mm m? - 20
Plaksne Nida Uguns Plus 12,5 mm m? - - 2.0 -
Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 2,0 - -
e w 3 n 0 o Plaksne Nida Cietd 12,5 mm m? - - - - 2,0 -
Plaksne Nida Hydro 12,5 mm m? - - - - - 20 -
Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 2.0 -
Plaksne Nida Cieta 15,0 mm m? - - - - - - - 2,0
........................................................................................................................................................................................................................................................... pléksne N‘da Hydl—o 15‘0 mm mZ - - - - - - - - 2’0
MATERIALI: Profils Nida CD60 tek.m 2.9 2.9 2.9 2.9 2.9 2.9 2.9 2.9 2.9
Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06
1. Gipkartona plaksnes Nida ee 0 0 o Rot&josi stiprinama piekare ar noniju Nida WON 60 qab. 10 10 10 10 10 10 10 10 10
Aug3éja nonija piekare Nida WGN gab. 10 10 10 10 10 10 10 10 10
2. Galvenais profils Nida CD 60 Nonija piekares kelttapa Nida PWN gab. 20 20 20 20 20 20 20 20 20
3. Nesogais profils Nida CD 60 | | 4 élgérsemska‘\s vienpusigais savienotajs Nida LPJ60 gab. 34 34 34 34 34 34 34 34 34
) , Gareniskais savienotajs Nida LW6O gab. 0,6 0,6 0,6 0,6 0,6 0,6 0,6 0,6 0,6
4. Profils Nida UD 27 Térauda enkuro3anas elements? gab. 16 16 16 16 16 16 16 16 16
5. Apakseja rotéjosa piekare Pasurbjosas skroves Nida 3,5x25 mm gab. 6.0 6.0 6.0 6.0 - - 6.0 - -
ar noniju Nida WON 60 Padurbjo3as skraves Nida 3,5x35 mm gab. 18,0 18,0 18,0 18,0 -
6. Noniia paaarinatais Nida Padurbjosas skruves Nida 3,5x45 mm gab. - - - - - 18,0 -
' 18 pag ) Pasurbjosas skroves Nida Ciets 35 (3.9x35 mm) gab. - - - - 240 - - 60
7. Augséja nonija piekare Nida WGN Pasurbjosas skroves Nida Cieta 45 (3,9x45 mm) gab. - - - - - - - 18,0 -
8. Nonija piekares skelttapa Nida PWN Pa?urbp%as skrives N?da Hydro C4 3,5x25 mm gab. - - - - - 6,0 - - 6,0
. Padurbjo3as skrives Nida Hydro C4 3,5x41 mm gab. - - - - - 18,0 - - 18,0
9. Skérseniskais vienpusigais savienotajs Nida LPJ 60 vai Limlente &uvém Nida tek.m 14 14 14 14 14 14 14 14 14
ékérsemskais divpusigais savienotajs Nida LPP 60 Gipsa spaktele Nida Start kg 06 06 06 06 . . 06
10. Terauda enkuro3anas elements GipSa Spaktele Nida Finisz kg 01 01 01 01 - - 01 - -
Gatava Spakte|masa Nida Hydromix® kg - - - - 07 07 - 07 07
Mineralvate” m? 1,0 1,0 1,0 1,0 1,0 1,0 1,0 1,0 1,0

%) Enkurosanas elementa tips jaizvelas individuali, nemot vera griestu konstrukcijas tipu un kopéjo buves svaru.
) |zmantojot §ip3a Skiedru plaksnes Nida Ciet3, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
7) Pielietojums atbilstodi prasibam.

max 200 mm — Patérina standartos nav nemti véra materialie zaudéjumi.
A /!
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SAUSAS BUVES SISTEMAS

PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

nida Griesti

klas!

&

SISTEMAS:

Ugunsizturibas

e

EI60
EI90
EI120

e

WNELSINELE]
apdares
slodze:

82 kg/m?

©

Minimalais
piekarSanas
augstums:

217,5 mm

&

Baves
svars 1m2:

32,7-64,3 kg

Saistita
dokumenta
numurs:

EN13964:2004+A1

Ekspluatacijas 1pasibu deklaracija:
DoP/Ceiling System/0024/15.11.2016

Rez§a konstrukcija

Maksimala Nida

PIEKARAMO GRIESTU SISTEMA AR VIENA LIMENA KRUSTVEIDA NESOSO
KONSTRUKCIJU NIDA CD60 (NIDA WONG60)

TEHNISKIE PARAMETRI

. ) o _ griestu slodze:
JK/WON/C060'37,5, JK/WON/CDSO'40, imalai imalai A T 7 I\_/\ln[nlala|s Boves Ugunsizturibas I
- q Maksimalais ~ Maksimalais S 9 3)
Sistemas tips NidaCD60  Nida CDEO N\_ak5|mala_|s Gip3a plaksnu apsuvums piekarsanas svarzs e bez  ar Triecienizturiba
JK/WON/CD60-55; JK/'WON/CD60-60 Nida Griesi Nida profita.galveno profily nesoso profils U2 Stropiu augstums - 1m uguNsiztUri- Ugunsiz-
i AISER e Jtstatums | 2Ltatums bas”  turibu?
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min] [ka/m?  [kg/m3 Ugunsizturibas
JK/WON/CD60-37,5/Uguns+ CD60/CDE0 1200 500 750 Uguns Plus 3x12,5 2175 327 (R)EIBO 65 75 1A
JKMWON/CD60-375/UdensUguns+ CD60/CD60 1200 500 750 Udens Uguns Plus 3x12,5 2175 32,7 (R)EIGO 65 75 1A
JK/WON/CD60-37,5/Cietd CD60/CDE0 1200 500 750 Cietd 3x125 2175 411 (R)EI6O 65 75 1A
JK/WON/CD60-37,5/Hydro CD60/CDE0 1200 500 750 Hydro 3x12,5 2175 351 (R)EIBO 65 75 1A
JK/WON/CD60-40/Uguns+ CD60/CD60 850 500 750 Uguns Plus 2x12,5+15,0 220 362 (R)EIS0 65 75 1A
JK/WON/CD60-40/Cietd CD60/CDE0 850 500 750 Cietd 2x12,5+15,0 220 437 (R)EISO 65 75 1A
JK/WON/CD60-40/Hydro CD60/CD60 850 500 750 Hydro 2x12,5+15,0 220 378 (R)EIS0 65 75 1A
JK/WON/CD60-55/Uguns+ CD60/CDE0 650 500 650 Uguns Plus  2x125+2x15,0 240 497 (R)EIT20 75 75 1A
JK/WON/CDE0-60/Uguns+ CD60/CD60 650 500 650 Uguns Plus 4x15,0 240 567 (R)EN20 75 75 1A
JK/WON/CD60-60/Cieta CD60/CD60 650 500 650 Cieta 4x15,0 240 643 (R)EIT20 75 75 1A
JK/WON/CDE0-60/Hydro CD60/CD60 650 500 650 Hydro 4x15,0 240 56,7 (R)EN20 75 75 1A

n Pielaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

2 Papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
) Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju

Sistémas tips Nida Griesti
+
0, z0E€ S8 58 55, 35 35, zR: =3+ 23, 23,
" _ oM oM omMmB oM< oY 2 oY oY & ore ore o3 ove
Materiala nosaukums Mérv, §§§ §%§ §%3 gg:% §%§ §%8 §%% §§§ §%§ §%3 igj‘%
Materiala patérind uz 1 m?
Plaksne Nida Uguns Plus 12,5 mm m? 30 2.0 - - 2.0
Plaksne Nida Udens Uguns Plus 12,5 mm m? - 30
Plaksne Nida Cietd 12,5 mm m? 30 2,0
Plaksne Nida Hydro 12,5 mm m? 30 20
Plaksne Nida Uguns Plus 15,0 mm m? 10 2.0 4,0
Plaksne Nida Cieta 15,0 mm m? 10 4,0
Plaksne Nida Hydro 15,0 mm m? - 10 40
Profils Nida CD60 tek.m 29 29 2.9 2.9 32 32 32 36 36 36 3,6
Profils Nida UD27 tek.m 06 06 06 06 06 0,6 0,6 06 06 06 06
Rotéjosi stiprinama piekare ar noniju Nida WON 60 gab. 12 12 12 12 16 16 16 24 24 24 24
Augséja nonija piekare Nida WGN gab. 1.2 12 12 12 16 16 16 24 24 24 24
Nonija piekares Skelttapa Nida PWN gab. 24 24 24 24 32 32 32 48 48 48 48
----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- Slgérseniskais vienpusigais savienotajs Nida LPJ60 gab. 34 34 34 34 48 48 48 6.2 6.2 6.2 6.2
MATERIALI: Gareniskais savienotajs Nida LW60 gab. 06 06 06 06 06 06 06 06 06 06 06
Térauda enkuro$anas elements® gab. 19 19 19 19 2.2 22 2.2 30 30 30 30
1. GipSkartona plaksnes Nida ee O 0 o Padurbjo3as skraves Nida 3,5x25 mm gab. 6.0 6.0 6,0 6.0 6.0
2. Galvenais profils Nida CD 60 Pasurbjosas skraves Nida 3,5x35 mm gab. 6,0 6,0 6,0
Pasurbjosas skraves Nida 3,5x45 mm gab. 6,0 6,0
3. Neso3ais profils Nida CD 60 A7 N A T Padurbjo3as skraves Nida 3,5x55 mm gab. 18,0 18,0 18,0 6.0 6.0
4. Profils Nida UD 27 :'/ //I /,, L 22 ’ ‘ /,’ ! Padurbjo3as skraves Nida 4,2x70 mm gab. 18,0 18,0
5. Apaksejs rotéjosa piekare | o7 o/ < VoA //‘ Pasurbjosas skraves Nida Cieta 35 (3,9x35 mm) gab. 120 12,0 6.0
ar noniju Nida WON 60 | [ Pa3urbjo3as skroves Nida Cieta 45 (3,945 mm) gab. 6.0
- o Pa3urbjosas skroves Nida Cieta 55 (3,9x55 mm) gab. 18,0 18,0 6,0
6. Nonija pagarinatajs Nida Pasurbjosas skrives Nida Cietd 70 (4,2x70 mm) gab. 180
7. Augséja nonija piekare Nida WGN KN Pasurbjosas skrives Nida Hydro C4 35x25 mm gab. 6.0 6,0 60
8. Nonija piekares skelttapa Nida PWN o Pasurbjo3as skruves Nida Hydro C4 3,5x41 mm gab. 6.0 6,0 6.0
L o o . o _ Pasurbjosas skroves Nida Hydro C4 3,5x55 mm gab. 18,0 18,0 6.0
o ?ESS::E:;': J:SQS;ZESzas\i\élsgféi?’s\‘:igiégggo vel | [ Padurbjo3as skraves Nida Hydro C4 4,2x70 mm gab. - 18,0
' I [ Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14 14
10. Terauda enkurosanas elements =) ® B Gipsa Spaktele Nida Start kg 09 09 09 12 12
I : (. . Gip3a Spaktele Nida Finisz kg 0.1 0.1 01 0,1 0.1
I [ f Gatava 3pakte|masa Nida Hydromix® kg - - 10 10 10 10 13 13
: | 4 7 Mineralvate® m 10 10 10 10 10 10 10 10 10 10 10
T £ 1 e — ///| % Enkuro3anas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo blves svaru.
, | | | ‘ S 5)Izmantojot gip3a 3kiedru plaksnes Nida Ciet, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.

, max200mm~=— &

i 6) Pielietojums atbilstosi prasibam.

Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

o . WELSIEIE Minimalais Saistita - 1
nida Griesti cnszuroos (@) o Al = VO Y PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA
oa 0"' | gpd egugswmsz @ b @ NESO30 KONSTRUKCIJU NIDA CD60 (NIDA ES60)

(R)EIN5 36 kg/m? 82,5 mm 10,9-18,1 kg EN13964:2004+A1

(R)EI30
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0025/15.11.2016 Rez4a konstrukcija Maksimala Nida

DK/ES/CD60-12,5; DK/ES/CD60-15; DK/ES/CD60-18 Mininaiais 8o gestasidze

P P Gip3a plaksnu A Ugunsizturibas P
Sistemas tips : A(\\‘?;;'?S?(I)s %?5;'?8'6365 Maksimalais apsuvums PGz s1varzs Kiase bez ar  Trecienizturba”
Nida Griesti Nida Seno orofill nesoso orofily Nidastropju augstums 0 ugunsiz-  ugunsiz-
DEQf”a 9 atstatgms atstatFl)Jms atstatums turibas?  turbu?
ips
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?3  [kg/m?  Ugunsizturibas
DK/ES/CD60-12,5/Expert  CD60/CDE0 1200 400/500 1000 Expert 125 825 109 - 20/18 - 1A
DK/ES/CD60-12,5/Udens® CD60/CD60 1200 400/500 1000 Udens 125 825 14 - 20/18 - 1A
DK/ES/CD60-12,5/Uguns+ CD60/CD60 1000 400 900 Uguns Plus 125 825 127 (RIENS 31 75 1A
81%@’55&2‘125/ CD60/CD60 1000 400 900 Udemsbauns o5 825 127 (RENS 31 75 1A
DK/ES/CD60-12,5/Cieta  CD60/CD60 1000 400 900 Cieta 125 825 155 (RIENS 31 75 1A
DK/ES/CD60-12,5/Hydro  CD60/CD60 1000 400 900 Hydro 125 825 135 (REIS 31 75 1A
DK/ES/CD60-15/Uguns+  CD60/CD60 1000 400 850 UgunsPlus 150 85 16.2 (RIENS 36 75 1A
DK/ES/CD60-15/Cieta CD60/CD60 1000 400 850 Cieta 15,0 85 181 (RIENS 36 75 1A
DK/ES/CD60-15/Hydro CD60/CD60 1000 400 850 Hydro 15,0 85 16.2 (RIENS 36 75 1A
DK/ES/CD60-18/Uguns+  CD60/CD60 1000 400 850 UgunsPlus 18,0 88 169 (R)EI30 36 75 1A

n Pielaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

2 Papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.

3)Saskanéz ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il da|u.

% Telpas ar relativo gaisa mitrumu lidz 85 % stdra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikaldm virsmam
vannas, dusas utt. zonas).

MATERIALU PATERINS UZ 1M2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI

Sistémas tips Nida Griesti
+
Iy i iy &g o iy & ) & \
Materiala nosaukums Mérv. ggi ggé gg% gg% gg% ggé gé% gé% ggé gg%
Qéux_: D§'D Dég’ Qgg D§U Q§I DSS’ 980 og<T Dgg’
Materiala patérins uz 1 m?

Plaksne Nida Expert 12,5 mm m? 1,0 - -

Plaksne Nida Udens 12,5 mm m? - 10

Plaksne Nida Uguns Plus 12,5 mm m? - - 10

Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 10 -

3 w e ° e 0 o Plaksne Nida Cieta 125 mm m - - - - 10

Plaksne Nida Hydro 125 mm m? - - - - - 10

Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 10
........................................................................................................................................................................................................................................................... Plaksne Nida Cieta 15,0 mm m? - - - - - - - 10
MATERIALI: Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 1,0

Plaksne Nida Uguns Plus 18,0 mm m? - - - - - - - - - 10
1. Gipskartona plaksnes Nida e ee e a e e Profils Nida CD60 tek.m 35 35 35 35 35 35 35 35 35 35
2. Augiéjais galvenais profils Nida CD 60 Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06 06

Stiprindjuma elements Nida ES60 gab. 12 12 12 12 12 12 12 12 12 12
3. Apaksejais nesosais profils Nida CD 60 Krustveida savienotajs Nida LK60 gab, 25 25 25 25 25 25 25 25 25 25
4. Profils Nida UD 27 Gareniskais savienotajs Nida LW60 gab. 09 09 09 09 09 09 09 09 09 09
5. Stiprinajuma elements Nida ES 60 R " Térauda enkuro3anas elements? gab. 18 18 18 18 18 18 18 18 18 18
6. Krustveida savienotajs Nida LK 60 Pasurbjosas skroves Nida 3,5x9,5/11 mm gab. 48 48 48 48 48 48 48 48 48 48

Padurbjo3as skraves Nida 3,5x25 mm gab. 18,0 18,0 18,0 18,0 - - 18,0
7. Terauda enkurosanas elements P - ;

Pasurbjosas skraves Nida 3,5x35 mm gab. - - - - - - - - - 18,0
8. Mineralvate (péc izvéles) Pasurbjosas skroves Nida Cietd 35 (3.9x35 mm) gab. - - - - 180 - - 180

Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - - - 18,0 - - 18,0

Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14

Gip3a Spaktele Nida Start kg 03 03 03 03 - - 03 - - 03

Gip3a Spaktele Nida Finisz kg 0.1 01 01 0.1 - - 01 - - 01

Gatava Spaktemasa Nida Hydromix® kg - - - - 04 04 - 04 04

Mineralvate” m? 10 1,0 10 10 1,0 10 10 1,0 10 10

5 Enkurosanas elementa tips jaizvelas individuali, nemot véra griestu konstrukcijas tipu un kopéjo buves svaru.

6) Izmantojot gip3a Skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
7) Pielietojums atbilstosi prasibam.

Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI @

o . WELSIEIE Minimalais Saistita - 1
nida Griesti cnszuroos (@) o Al = VO Y PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA
oa 0"' | gpd egugswmsz @ i @ NESO30 KONSTRUKCIJU NIDA CD60 (NIDA ES60)

(R)EI45 36 kg/m? 95 mm 19,1-33,5 kg EN13964:2004+A1

(R)EI6O
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: ili imala Ni
DoP/Ceiling System/0025/15.11.2016 Rezga konstrukcija Maksimala Nida

DK/ES/CD60-25; DK/ES/CD60-30 o Minimalais  Boves - grestu slodze:
o o Gip3a plaksnu e Ugunsizturibas TrizdiEriuie?
o : Maksimalais Maksimalais o " apRUVUMS piekarsanas  svars [ riecienizturiba
Sistémas tips : ; Maksimalais augstums  1m? bez
N i Nida CD60 Nida CD60 i d ! :
ida Griesti Nid 4 A : Nida stropju ugunsiz- ugunsiz-
103 galveno profilu  neso3o profilu fstat toibas? | turibu?
profila atstatums atstatums atstatums uribas uribu
tips
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?3  [kg/m?]  Ugunsizturibas
DK/ES/CD60-25/Expert  CD60/CD60 1000 400 1000 Expert 2x125 95 191 - 24 - 1A
DK/ES/CD60-25/Udens® CD60/CDE0 1000 400 900 Udens 2x125 95 20,1 - 31 - 1A
DK/ES/CD60-25/Uguns+ CD60/CDE0 1000 400 850 UgunsPlus  2x125 95 227 (R)EI45 36 75 1A
DK/ES/CD60-25/ Udens Uguns
OdensUguns+ CD60/CDE0 1000 400 850 Plus 2x125 95 227 (R)EI45 36 75 1A
DK/ES/CD60-25/Cieta  CD60/CD60 1000 400 850 Cietd 2x125 95 283 (R)EI45 36 75 1A
| DK/ES/CD60-25/Hydro  CD60/CD60 1000 400 850 Hydro 2x125 95 243 (R)EI45 36 75 1A
DK/ES/CD60-30/Uguns+ CD60/CDE0 1000 400 850 UgunsPlus  2x15,0 100 297 (REI6O 36 75 1A
DK/ES/CD60-30/Ciets  CD60/CD60 1000 400 850 Cietd 2x15,0 100 335 (RIEIBO 36 75 1A
DK/ES/CD60-30/Hydro  CD60/CD60 1000 400 850 Hydro 2x15,0 100 297 (RIEIBO 36 75 1A

" Pie|aujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

2 Papildu slodze, pamatojoties uz ugunsdroibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
?Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dalu.
4)Telpés ar relativo gaisa mitrumu lidz 85 % stura sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikalam virsmam
vannas, dusas utt. zonas).
Sistémas tips Nida Griesti
+
et . 295 2%z 2% 293 2% 2% 2%t 28s 33s
ateriala nosaukums Mérv. %gg %§.§ %§§ %%@ %§£ %%% %§§ %%3 %%%
o o (&) o§ (&) (&) o o o
Materiala patérins uz 1 m?
Plaksne Nida Expert 12,5 mm m? 2.0 -
Plaksne Nida Udens 12,5 mm m? - 20
Plaksne Nida Uguns Plus 12,5 mm m? - - 2.0
Plaksne Nida Udens Uguns Plus 125 mm m? - - - 20
Plaksne Nida Cietd 12,5 mm m? - - - - 20
Plaksne Nida Hydro 12,5 mm m? - - - - - 2.0
Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 20
Plaksne Nida Cieta 15,0 mm m? - - - - - - - 20
........................................................................................................................................................................................................................................................... Pisksne Nida Hydro 15,0 mm o - - - - - - - - 20
MATERIALL: Profils Nida CD60 tek.m 35 35 35 35 35 35 35 35 35
Profils Nida UD27 tek.m 06 06 06 06 06 06 0,6 0,6 0,6
1. Gipskartona plaksnes Nida e eo 9 0 e e Stipringjuma elements Nida ES60 gab. 12 12 12 12 12 12 12 12 12
2. Augséjais galvenais profils Nida CD 60 Krustveida savienotajs Nida LK60 gab. 25 25 25 25 25 25 25 25 25
3. Apaksgjais nesosais profils Nida CD 60 Gareniskais savienotajs Nida LW60 gab. 09 09 09 09 09 09 09 09 09
Térauda enkurosanas elements® gab. 18 18 18 18 18 18 18 18 18
4. Profils Nida UD 27 Pasurbjosas skroves Nida 3,5x9,5/11 mm gab. 4.8 4.8 4.8 4.8 48 48 48 48 48
5. Stiprinajuma elements Nida ES 60 Pasurbjosas skrives Nida 3,5x25 mm gab. 6.0 6.0 6.0 6.0 - - 6.0
Pasurbjosas skraves Nida 3,5x35 mm gab. 18,0 18,0 180 18,0
6. Krustveida savienotsjs Nida LK 60 Pasurbjosas skraves Nida 3,5x45 mm gab. - - - - - - 18,0
7. Térauda enkurosanas elements Pasurbjosas skroves Nida Cieta 35 (3,9x35 mm) gab. - - - - 24,0 - - 6,0
8. Mineralvate (péc izvéles) Pasurbjosas skrives Nida Cieta 45 (3,9x45 mm) gab. - - - - - - - 18,0
Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - - - 6,0 - 6,0
Pasurbjosas skraves Nida Hydro C4 3,5x41 mm gab. - - - - 18,0 - - 18,0
Limlente suvém Nida tek.m 14 14 14 14 14 14 14 14 14
Gip3a Spaktele Nida Start kg 06 06 0,6 0,6 - - 06
GipSa Spaktele Nida Finisz kg 01 01 01 01 - - 01
Gatava Spakte|masa Nida Hydromix® kg - - - - 07 07 - 07 07
Mineralvate” m? 10 10 10 10 10 10 10 10 10

% Enkurosanas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo baves svaru.
- = 8 |zmantojot §ip3a Skiedru plaksnes Nida Ciet3, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
max150 mm ! 7) Pielietojums atbilstosi prasibam.
| Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI @

o . ELSINEIE! Minimalais Saistita - 1
nl Gr’estl E%l;r;sviztuﬁbas SRS el ErEenas SB\?avris']mzv dokumenta PlEKABA’V\O GRIESTU SlSTEI\I\A AR DIVU L”\/\ENU KRUSTVE'DA
oa = g p ep @ ' ®”””‘“”: NESOSO KONSTRUKCIJU NIDA CD60 (NIDA ES60)

slodze: augstums:
EREEIGO 57 kg/m? 107,5 mm 32,7-64,3 kg EN13964:2004+A1

R)EI9O0
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0025/15.11.2016 Rez4a konstrukciia ’23';2‘{31'@2‘2‘33
DK/ES/CD60- 37,5; DK/ES/CD60-40; DK/ES/CD60-55; Sizemastips Mesindils NOSINOS gimas g ik s Mo glVJaVESS L
DK/ES/CD60-60 Nt @ftestd Nida profila. gajveno profilu nesozo profilu Nida stropju augstums 1 m ugunsantun- ugu_ns%-
tips TS Sl atstatums bas turibu
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min] [ka/m?  [kg/m?Z Ugunsizturibas
DK/ES/CD60-37,5/Uguns+ CD60/CD60 1000 400 750 Uguns Plus 3x12,5 107,5 327 (R)EIBO 49 75 1A
DK/ES/CD60-37,5/UdensUguns+ CD60/CD60 1000 400 750 UdensUgunsPlus  3x125 107,5 327 (R)EIBO 49 75 1A
DK/ES/CD60-37,5/Cieta CD60/CD60 1000 400 750 Cietd 3x12,5 107,5 411 (R)EIEO 49 75 1A
DK/ES/CD60-37,5/Hydro CD60/CD60 1000 400 750 Hydro 3x12,5 107,5 351 (R)EI6O 49 75 1A
DK/ES/CD60-40/Uguns+ CD60/CD60 850 400 750 Uguns Plus 2x125+15,0 110 362 (R)EISO 58 75 1A
DK/ES/CD60-40/Cietd CD60/CDE0 850 400 750 Cieta 2x12,5+15,0 110 437 (R)EI90 58 75 1A
DK/ES/CD60-40/Hydro CD60/CD60 850 400 750 Hydro 2x12,5+15,0 10 378 (R)EI90 58 75 1A
DK/ES/CD60-55/Uguns+ CD60/CD60 650 400 650 UgunsPlus  2x125+2x15,0 130 497  (R)EN20 87 75 1A
DK/ES/CD60-60/Uguns+ CD60/CD60 650 400 650 Uguns Plus 4x15,0 130 567  (R)EI0 87 75 1A
DK/ES/CD60-60/Cieta CD60/CD60 650 400 650 Cietd 4x15,0 130 643  (R)EI20 87 75 1A
DK/ES/CD60-60/Hydro CD60/CD60 650 400 650 Hydro 4x15,0 130 567  (R)EN20 87 75 1A
0 Pielaujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
? Papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
) Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju
Sistémas tips Nida Griesti
— — & — —
- Cmee sis | aiie | sibal e | soe | e | aie | a3u | a2 | 52s
Materidla nosaukums Mérv. §8§1 58@ 58% 58% 58% §8§ §8% §8§, §8§, 58% 58%
[Epat=} o8 o8 of [ayats) oo [aya) [ayarss [aY=ts) [a¥a oo
O o3 o o @ O o (&) (&) O o
Materiala patériné uz 1 m?
Plaksne Nida Uguns Plus 12,5 mm m? 30 - - - 2.0 - - 20
Plaksne Nida Udens Uguns Plus 12,5 mm m? - 30
Plaksne Nida Cietd 12,5 mm m? - - 3,0 - - 2.0
Plaksne Nida Hydro 12,5 mm m? - - - 30 - - 20
Plaksne Nida Uguns Plus 15,0 mm m? - - - - 10 - - 20 40
Plaksne Nida Cieta 15,0 mm m? - - - - - 10 - - - 4,0
Plaksne Nida Hydro 15,0 mm m? - - - - - - 10 - - - 4,0
Profils Nida CD60 tek.m 35 35 35 35 37 37 37 4] 41 41 41
Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06 06 06
Stiprindjuma elements Nida ES60 gab. 14 14 14 14 16 16 16 24 24 24 24
Krustveida savienotajs Nida LK60 gab. 25 25 25 25 30 30 30 39 39 39 39
........................................................................................................................................................................................................................................................... Gareniskais savienotajs Nida LW60 gab. 09 09 09 09 09 09 09 10 10 10 10
MATERIALI: Térauda enkuro3anas elements gab. 2,0 2.0 2.0 20 22 2.2 22 30 30 30 30
Pasurbjo3as skraves Nida 3,5x9,5/11 mm gab. 56 56 56 56 6.4 6.4 64 96 96 96 96
1. Gipskartona plsksnes Nida e ea e n e e Pasurbjosas skrives Nida 35x25 mm gab. 60 60 . . 60 . . 60 60
Pasurbjosas skraves Nida 3,5x35 mm gab. 6,0 6,0 - - 6.0 - - - -
2. Augsgjais galvenais profils Nida CD 60 Pagurbjosas skrives Nida 3.5x45 mm gab. . . . . . . . 60 60
3. Apakséjais nesosais profils Nida CD 60 Pasurbjosas skraves Nida 3,5x55 mm gab. 18,0 18,0 - - 18,0 - - 6,0 6,0
4. Profils Nida UD 27 Pasurbjosas skraves Nida 4,2x70 mm gab. - - - - - - - 18,0 180
Pasurbjosas skraves Nida Cietd 35 (3,9x35mm)  gab. - - 120 - - 12,0 - - - 6,0
5. Stiprindjuma elements Nida ES 60 Pasurbjosas skraves Nida Cieta 45 (39x45 mm)  gab. - - - - - - - - - 6.0
6. Krustveida savienotajs Nida LK 60 Pasurbjosas skroves Nida Cietd 55 (3.9x55 mm)  gab. - - 180 - - 18,0 - - - 6,0
7. Torauda enkuroanas elements Pasurbjosas skrives Nida Cieta 70 (42x70 mm)  gab. - - - - - - - - - 18,0
Padurbjosas skrives Nida Hydro C4 3,5x25 mm gab. - - - 6,0 - - 6,0 - - - 6,0
8. Mineralvate (pec izvéles) Pasurbjosas skroves Nida Hydro C4 35x41 mm  gab. . . . 60 . . 60 . . - 60
Pasurbjosas skraves Nida Hydro C4 3,5x55 mm gab. - - - 180 - - 18,0 - - - 6.0
Padurbjo3as skrives Nida Hydro C4 42x70 mm ~ gab. - - - - - - - - - - 18,0
Limlente suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14 14
Gip3a Spaktele Nida Start kg 09 09 - - 09 - - 12 12
Gipsa Spaktele Nida Finisz kg 01 01 - - 01 - - 01 01
Gatava Spaktemasa Nida Hydromix kg - - 10 10 - 10 10 - - 13 13
Mineralvate® m? 10 10 10 10 10 1,0 1,0 10 1,0 1,0 10

% Enkuro3anas elementa tips jaizvelas individuali, nemot véra griestu konstrukcijas tipu un kopéjo blves svaru.

% |zmantojot gip3a Skiedru plaksnes Nida Ciets, k3 alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
6) Pielietojums atbilstosi prasibam.

Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI @

o . WELSIEIE Minimalais Saistita - 1
nida Griesti cnszuroos (@) o Al = VO Y PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA
oa 0“ | gpd egugswmsz @ b @ NESO30 KONSTRUKCIJU NIDA CD60 (NIDA ELE0)

(R)EIN5 36 kg/m? 92,5 mm 10,9-18,1 kg EN13964:2004+A1

(R)EI30
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: ili imala Ni
DoP/Ceiling System/0025/15.11.2016 Rezga konstrukcija Maksimala Nida

DK/EL/CDGO'1 2,5; DK/EL/CDGO'1 5; DK/EL/CDGO"] 8 S i Minimalais  Blves A grestu slodze:
o A L Gip3a plaksnu iekar Ugunsizturibas Tiecienizturiba?
S : Maksimalais Maksimalais  Maksimalais apsuvums AEEIRETES | Sl Klase bez ar fiecienizturioa
,'qs.ffmGa? s : Nida CD60 Nida CD60 Nida augstums  Tm it | e
1da Griesti Nida galveno profilu  nesoso profilu  stropju tgribas” tLngibu2>
profila atstatums atstatums atstatums
tips
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min.] [kg/m?3  [kg/m?  Ugunsizturibas
DK/EL/CD60-12,5/Expert  CD60/CDEO 1200 400/500 1000 Expert 125 1025 109 - 20118 - 1A
DK/EL/CD60-12,5/Udens® CD60/CD60 1200 400/500 1000 Udens 125 1025 14 - 20118 - 1A
DK/EL/CD60-12,5/Uguns+ CD60/CDE0 1000 400 900 Uguns Plus 125 1025 127 (R)ENS 3] 75 1A
DK/EL/CD60-12.5/ Udens Uguns
UdensUguns+ CD60/CDE0 1000 400 900 PlUS 125 1025 127 (R)ENS 3] 75 1A
DK/EL/CD60-12,5/Cieta CD60/CDE0 1000 400 900 Cieta 125 1025 155 (R)ENS 31 75 1A
DK/EL/CD60-12,5/Hydro  CD60/CDE0 1000 400 900 Hydro 125 1025 13,5 (R)EN5 31 75 1A
DK/EL/CD60-15/Uguns+  CD60/CDE0 1000 400 850 Uguns Plus 15,0 105 162 (R)ENS 36 75 1A
DK/EL/CD60-15/Cieta CD60/CDE0 1000 400 850 Cietd 15,0 105 181 (R)ENS 36 75 1A
DK/EL/CD60-15/Hydro CD60/CDE0 1000 400 850 Hydro 15,0 105 162 (R)ENS 36 75 1A
DK/EL/CD60-18/Uguns+  CD60/CD60 1000 400 850 Uguns Plus 18,0 108 169 (R)EI30 36 75 1A

0 Pielaujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

2 Papildu slodze, pamatojoties uz ugunsdroibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.

? Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dau.

“)Telpés ar relativo gaisa mitrumu lidz 85 % stUra sekcijas pret intensivu Udens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikalam virsmam
vannas, dusas utt. zonas).

MATERIALU PATERINS UZ 1M2? PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI

Sistémas tips Nida Griesti
+
ot e v 258 35z 3% 295 2% 3®e 3% 3% 3% 2%
ateriala nosaukums rv. g%u% §§§ %§§» %gg %%S %%3 %gé’ §§3 §§% %gé
(&} (&) (&) Q.B (&} (&)
Materiala patérins uz 1 m?
Plaksne Nida Expert 12,5 mm m? 10 - -
Plaksne Nida Udens 12,5 mm m? - 10
Plaksne Nida Uguns Plus 12,5 mm m? - - 1,0
Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 10
Plaksne Nida Cieta 12,5 mm m? - - - - 10
Plaksne Nida Hydro 12,5 mm m? - - - - - 10
Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 1,0
........................................................................................................................................................................................................................................................... Plsksne Nida Ciets 15,0 mm e . . . . . . . 10
MATERIALL: Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 10
Plaksne Nida Uguns Plus 18,0 mm m? - - - - - - - - - 10
1. Gipskartona plaksnes Nida e oe e 0 e e Profils Nida CD60 tek.m 35 35 35 35 35 35 35 35 35 35
2. Augsejais galvenais profils Nida CD 60 Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06 06
3. Apakséjais nesozais profils Nida CD 60 Stiprindjuma elements Nida EL60 gab. 12 12 12 12 12 12 12 12 12 12
) . Krustveida savienotajs Nida LK60 gab. 25 25 25 25 25 25 25 25 25 25
4. Profils Nida UD 27
Gareniskais savienotajs Nida LW60 gab. 09 09 09 09 09 09 09 09 09 09
5. Stiprinajuma elements Nida EL 60 Térauda enkurosanas elements® gab. 18 18 18 18 18 18 18 18 18 18
6. Krustveida savienotajs Nida LK 60 Pasdurbjosas skroves Nida 3,5x9,5/11 mm gab. 48 48 48 48 48 48 48 48 48 48
7. Terauda enkuroganas elements Padurbjosas skroves Nida 3,5x25 mm gab. 18,0 18,0 18,0 18,0 - - 18,0
L L Pasurbjosas skraves Nida 3,5x35 mm gab. - - - - - - - - - 18,0
8. Mineralvate (péc izvéles)
Pasurbjosas skrives Nida Cieta 35 (3,9x35 mm) gab. - - - - 18,0 - - 18,0
Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - - - 180 - - 180
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14
Gip3a Spaktele Nida Start kg 03 03 03 03 - - 03 - - 03
Gip3a Spaktele Nida Finisz kg 01 01 01 01 - - 0,1 - - 01
Gatava Spaktejmasa Nida Hydromix® kg - - - - 04 04 - 04 04
Mineralvate” m? 10 10 10 10 10 10 10 10 10 10

% Enkurosanas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo baves svaru.

8 |zmantojot §ip3a Skiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa Spakteli.
max 150 mm | 7) Pielietojums atbilstosi prasibam.

[ Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI @

o o Maksimala Minimalais Saistitad = 1
nlda Gr’estl U%l;r;svizturibas apdares piekarianas SB\tjavris . dokumenta PlEKABAMO GRIESTU SlSTEMA AR DIVU LI’V\ENU KRUSTVE'DA
le ' gs"’dze: ea“gs“”"sz @ i ®”“m“”: NESOSO KONSTRUKCIJU NIDA CD60 (NIDA EL60)

(R)EI45 36 kg/m? 105 mm 19,1-33,5 kg EN13964:2004+A1

(R)EI6O
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: ili 5 . Maksimala Nida
DoP/Ceiling System/0025/15.11.2016 Rezga konstrukcija griestu slodze:

. - o o e s Minimalais  Baves g
DK/EL/CD60-25; DK/EL/CD60-30 Sistemas tips Maksimalais  Maksimalais -\ cicn i Gl plkeu piekarianas svars UoUnsiZUmbas ar  Trieclenizturiba®
f ekt . ) Nida CD60 Nida CD60 R « apsuvums T me klase . .
Nida Griesti Nida profila ) g : Nida stropju augstums m ugunsiz-  ugunsiz-
d galveno profilu  nesoso profilu e e
tips P i atstatums turibas turibu
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?  [kg/m?  Ugunsizturibas
DK/EL/CD60-25/Expert  CD60/CD60 1000 400 1000 Expert 2x12,5 15 191 - 24 - 1A
DK/EL/CD60-25/Udens®  CD60/CDE0 1000 400 900 Udens 2x12.5 15 20,1 - 31 - 1A
DK/EL/CD60-25/Ugunst  CDE0/CDE0 1000 400 850 UgunsPlus  2x125 15 227 (R)EI45 36 75 1A
DK/EL/CD60-25/ Udens Uguns
UdensUguns+ CD60/CDE0 1000 400 850 Plus 2x125 15 227 (R)EI45 36 75 1A
DK/EL/CD60-25/Cieta CD60/CDE0 1000 400 850 Cietd 2x125 15 283 (R)EI45 36 75 1A
DK/EL/CD60-25/Hydro CD60/CD60 1000 400 850 Hydro 2x12.5 15 243 (R)EI45 36 75 1A
DK/EL/CD60-30/Uguns+ CD60/CDEO 1000 400 850 UgunsPlus  2x15,0 120 297 (REIEO 36 75 1A
DK/EL/CD60-30/Cieta  CD60/CD60 1000 400 850 Cietd 2x15,0 120 335 (R)EI6O 36 75 1A
DK/EL/CD60-30/Hydro  CD60/CD60 1000 400 850 Hydro 2x15,0 120 297 (R)EI6O 36 75 1A

n Pielaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Papildu slodze, pamatojoties uz ugunsdrodibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.

» Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dau.
4)Telpéss ar relativo gaisa mitrumu |idz 85 % stOra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro §ip3a Skiedru plaksnes (horizontalam un vertikalam virsmam
vannas, dusas utt. zonas).
Sistémas tips Nida Griesti
+
, 3% 282 383 305 8. 38 ¥k 3Re  32e
Materiala nosaukums Mérv. Sge £33 52 é £33 §8§ S3s $3 é §8§ $3s
qu_l 08'3 083 Dg§ 08 081 083 08 081
D
Materiala patériné uz 1 m?
Plaksne Nida Expert 12,5 mm m? 2.0 -
Plaksne Nida Udens 12,5 mm m? - 2,0
Plaksne Nida Uguns Plus 12,5 mm m? - - 2.0
Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 20
Plaksne Nida Cietd 12,5 mm m? - - - - 20
Plaksne Nida Hydro 125 mm m? - - - - - 20 -
3 % e ° e 0 o Plaksne Nida Uguns Plus 15,0 mm m - - - - - - 20
Plaksne Nida Cieta 15,0 mm m? - - - B B B B 20
Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 20
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, Profils Nida CD60 tek.m 35 35 35 35 35 35 35 35 35
MATERIALI: Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06
Stiprindjuma elements Nida EL60 gab. 12 12 12 12 12 12 12 12 12
1. Gipskartona plaksnes Nida e ea e 0 e e Krustveida savienotajs Nida LK6O gab. 25 25 25 25 25 25 25 25 25
2. Augsejais galvenais profils Nida CD 60 Gareniskais savienotajs Nida LW60 gab. 09 09 09 09 09 09 09 09 09
Térauda enkurosanas elements® gab. 18 18 18 18 18 18 18 18 18
3. Apaksejais nesosais profils Nida CD 60 Pasurbjosas skraves Nida 3,5x9,5/11 mm gab. 48 48 48 48 48 48 48 48 48
4. Profils Nida UD 27 Pasurbjosas skrives Nida 3,5%25 mm gab. 6,0 6,0 6,0 6,0 - - 6,0
5. Stiprindjuma elements Nida EL 60 Padurbjo3as skraves Nida 3,5x35 mm gab. 18,0 18,0 18,0 18,0
6. Krustveida savienotajs Nida LK 60 Pasurbjosas skraves Nida 3,5x45 mm gab. - - - - - - 18,0
Pasurbjosas skrives Nida Cietd 35 (3,9x35 mm) gab. - - - - 24,0 - - 6,0
7. Terauda enkurosanas elements Pasurbjosas skrives Nida Cieta 45 (3,9x45 mm) gab. . . . ; ; ; ; 180
8. Mineralvate (péc izvéles) Pasurbjosas skrives Nida Hydro C4 3,5x25 mm gab. - - - - - 6,0 - - 6,0
Pasurbjosas skraves Nida Hydro C4 3,5x41 mm gab. - - - - - 18,0 - - 18,0
Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14
GipSa Spaktele Nida Start kg 0,6 0,6 0,6 0,6 - - 06
GipSa Spaktele Nida Finisz kg 01 01 01 01 - - 01
Gatava Spakte|masa Nida Hydromix® kg - - - - 07 07 - 07 07
: Mineralvate” m? 10 10 10 10 10 10 10 10 10
I y  Enkurosanas elementa tips jaizvélas individuali, nemot vera griestu konstrukcijas tipu un kopéjo baves svaru.
| R 6) Izmantojot gip3a Skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
I max150mm ! 7 Pielietojums atbilstosi prasibam.
I

| Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

apdares piekarSanas dokumenta
klase: svars 1m2:

Sz, BT numurs: NESOSO KONSTRUKCIJU NIDA CD60 (NIDA EL60)

EREEIGO 57 kg/m? 117,5 mm 32,7-64,3 kg EN13964:2004+A1

R)EI9O0
R)EIN20 TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

nida Griesti gm eM @ @ PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA

SISTEMAS: DoP/Ceiling System/0025/15.11.2016 Rezga konstrukcija Maksimals flide grestu
DK/EL/CDGO-37'5' DK/EL/CDGO-4O' DK/EL/CDGO-ss' Sistémas tips A'Q‘?gsi(r:ngéa(i)s !\’Qiaggiéngga[i)s Maksimalais  GipSa plaksnu apsuvums mﬂégglggss Bssgrezss Ugunﬁgst:nbas bez ar Triecienizturiba®
DK/EL/CD60-60 Nida Griesti Nids profia gaiveno profily nesosoprofty 192 10D augstums 1 ugunsizte ugunsz-
tips atstatums  atstatums
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min.] [kg/m?]  [kg/m?7  Ugunsizturibas
DK/EL/CD60-37,5/Uguns+ CD60/CDE0 1000 400 750 Uguns Plus 3x12,5 1275 327 (R)EIBO 49 75 1A
DK/EL/CD60-375/UdensUguns+ CD60/CDE0 1000 400 750 Udens UgunsPlus  3x125 1275 327 (R)EIBO 49 75 1A
DK/EL/CD60-37 5/Cieta CD60/CDE0 1000 400 750 Cietd 3x12,5 1275 411 (R)EIBO 49 75 1A
DK/EL/CD60-37,5/Hydro CD60/CDE0 1000 400 750 Hydro 3x12,5 1275 351 (R)EI6O 49 75 1A
DK/EL/CD60-40/Uguns+ CD60/CDE0 850 400 750 Uguns Plus 2x125+15,0 130 362 (R)EI90 58 75 1A
DK/EL/CD60-40/Cietd CD60/CDE0 850 400 750 Cietd 2x125+15,0 130 437 (R)EISO 58 75 1A
DK/EL/CD60-40/Hydro CD60/CDE0 850 400 750 Hydro 2x12,5+15,0 130 378 (R)EI90 58 75 1A
DK/EL/CD60-55/Uguns+ CD60/CDE0 650 400 650 UgunsPlus  2x125+2x150 130 497  (R)EIR0 87 75 1A
DK/EL/CD60-60/Uguns+ CD60/CDE0 650 400 650 Uguns Plus 4x15,0 150 567  (R)EI20 87 75 1A
DK/EL/CD60-60/Cietd CD60/CDE0 650 400 650 Cietd 4x15,0 150 643  (R)EIR0 87 75 1A
DK/EL/CD60-60/Hydro CD60/CDE0 650 400 650 Hydro 4x15,0 150 567  (R)EI20 87 75 1A
" Pie|aujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
? Papildu slodze, pamatojoties uz ugunsdroibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
»Saskana ar tehniska atzinuma ITB 01060/12/R34NK | dalu un Il daju
Sistémas tips Nida Griesti
~ = W ~ ~ - - - - - - —
Materiala nosaukums Mérv, EEE “:J‘Eé EEB EE% Egé Egg Egg E$E ESE ESS ES%
| - 2% =33% =g° =23% 259 2§° =53F =3 =233 =238 =8%
o ox o o [&] (&) (&) (&) o [&] (&}
Materiala patérin uz 1 m?
Plaksne Nida Uguns Plus 12,5 mm m? 30 2,0 - 2,0
Plaksne Nida Udens Uguns Plus 12,5 mm m? - 30
Plaksne Nida Cietd 12,5 mm m? - - 30 - - 20
Plaksne Nida Hydro 12,5 mm m? - - - 30 - - 2.0
Plaksne Nida Uguns Plus 15,0 mm m? - - - - 10 - - 2,0 40
Plaksne Nida Cietd 15,0 mm m? - - - - - 10 - - - 4,0
Plaksne Nida Hydro 15,0 mm m? - - - - - - 10 - - - 40
Profils Nida CD60 tek.m 35 35 35 35 37 37 37 41 41 41 4]
Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06 06 06
Stipringjuma elements Nida EL60 gab. 14 14 14 14 16 16 16 24 24 24 24
Krustveida savienotajs Nida LK60 gab. 25 25 25 25 30 30 30 39 39 39 39
----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- Gareniskais savienotajs Nida LW60 gab. 09 09 09 09 09 09 09 10 10 10 10
MATERIALI: Térauda enkuro3anas elements gab. 2.0 20 20 20 22 22 2.2 30 30 30 30
Padurbjosas skraves Nida 3,5x9,5/11 mm gab. 56 56 56 56 64 64 64 96 96 96 9,6
1. Gipskartona plaksnes Nida e ea e 0 e e Padurbjosas skraves Nida 3,5x25 mm gab. 6,0 6.0 - - 6.0 - - 6.0 6,0
U . ) . Pasurbjosas skroves Nida 3,5x35 mm gab. 6,0 6,0 - - 6,0 - - - -
2. Augsejais galvenais profils Nida CD 60 Pasurbjosas skraves Nida 3.5%45 mm oy . . . . . . . 60 60
3. Apaksejais nesosais profils Nida CD 60 Pasurbjosas skroves Nida 3,5x55 mm gab. 180 180 - - 180 - - 6,0 6,0
4. Profils Nida UD 27 Paéurbjoéés skrGves Nida 4,2)(70 mm gab. - - - - - - - 18,0 '\8,0
o ) Pasurbjosas skrives Nida Cietd 35 (3.9x35mm)  gab. - - 120 - - 120 - - - 6.0
> Stiprinajuma elements Nida EL 60 Pasurbjosas skrives Nida Cieta 45 (3,9x45 mm)  gab. - . . - . . . . . 60
6. Krustveida savienotajs Nida LK 60 Pasurbjosas skraves Nida Cietd 55 (39x55 mm)  gab. - - 180 - - 18,0 - - - 6,0
7. Terauda enkuroganas elements Pasurbjosas skroves Nida Cieta 70 (4,2x70 mm)  gab. - - - - - - - - - 18,0
o o Pasurbjosas skroves Nida Hydro C4 3,5x25 mm  gab. - - - 6.0 - - 6.0 - - - 6.0
8. Mineralvate (péc izvéles) Pagurbjosas skrives Nida Hydro C4 35x41mm  gab. - - - 60 - - 60 - - - 60
Pasurbjosas skraves Nida Hydro C4 3,5x55 mm ~ gab. - - - 18,0 - - 18,0 - - - 6,0
‘ Pasurbjosas skraves Nida Hydro C4 42x70 mm  gab. - - - - - - - - - - 18,0
1 VR Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14 14
| I Gip3a Spaktele Nida Start kg 09 09 - - 09 - - 12 12
: : : Gipsa $paktele Nida Finisz kg 0/ 0/ - - 0/ - - 0/ 0/
| L T Gatava Spaktejmasa Nida Hydromix kg - 10 10 - 10 10 - - 13 13
I (I ‘ Mineralvate® m? 10 10 10 10 10 1,0 10 1,0 10 10 1,0
I (. : F: | 9 Enkuroé_anas_eleme_nta tipsijé'\zvélas_\'nd\'\/_idt{él'\,rnemot vé_ré griestL_J konstrukcijas_ tipu un kopéjo bL'J_ves svaru.
! | | - S)Izmantomt gip3a 3kiedru plaksnes Nida Ciet, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
: max 150 mm 8 Pielietojums atbilstosi prasibam.

I Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI @

o . WELSIEIE Minimalais Saistita - 1
nida Griesti cnszuroos (@) o Al = VO Y PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA
oa 0"' | gpd egugswmsz @ b @ NESO30 KONSTRUKCIJU NIDA CD60 (NIDA WP60)

(R)EIN5 36 kg/m? 82,5 mm 10,9-18,1 kg EN13964:2004+A1

(R)EI30
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: ili imala Ni
DoP/Ceiling System/0025/15.11.2016 Reza konstrukcja Maksimala Nida

DK/WP/CD/60-12,5; DK/WP/CD/60-15; DK/WP/CD/60-18 e L || s
Maksimalais -1 cimalais o Plie plalr<nsr,1u piekarsanas  svars Ugunks||ztur|bas Triecienizturiba?
Sistémas tips NidaCD60  ‘Nisacpeo  Meksimalais aD=SVUTS augstums  1m? ase bez. ar
Nida Griesti Nida galveno nesodo profilu Nida stropju ugunsiz-  ugunsiz-
profila profilu P atstatums turibas?  turibu?
tips atstatums
[mm] [mm] [mm] Nida Biezums [mm] [kg] [min.] [kg/m?  [kg/m?]  Ugunsizturibas
DK/WP/CD60-12,5/Expert  CD60/CD60 1200 400/500 1000 Expert 125 1025 109 - 20/18 - 1A
DK/WP/CD60-12,5/Udens® CD60/CD60 1200 400/500 1000 Udens 125 1025 14 - 20/18 - 1A
DK/WP/CD60-12,5/Uguns+ CD60/CD60 1000 400 900 Uguns Plus 125 1025 127 (R)EIS 31 75 1A
DK/WP/CD60-12.5/ Udens Uguns
UdensUguns+ CD60/CD60 1000 400 900 Plus 125 1025 127 (RIENS 31 75 1A
DK/WP/CD60-12,5/Cieta  CD60/CD60 1000 400 900 Cieta 125 1025 155 (RIENS 31 75 1A
DK/WP/CD60-12,5/Hydro  CD60/CD60 1000 400 900 Hydro 125 1025 135 (RENS 31 75 1A
DK/WP/CD60-15/Uguns+  CD60/CD60 1000 400 850 Uguns Plus 15,0 105 16.2 (RIENS 36 75 1A
DK/WP/CD60-15/Cieta CD60/CD60 1000 400 850 Cieta 15,0 105 1811 (RIENS 36 75 1A
DK/WP/CD60-15/Hydro CD60/CD60 1000 400 850 Hydro 15,0 105 16.2 (RIENS 36 75 1A
DK/WP/CD60-18/Uguns+  CD60/CD60 1000 400 850 Uguns Plus 18,0 108 16,9 (R)EI30 36 75 1A

" Pie|aujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

? Papildu slodze, pamatojoties uz ugunsdroibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.

? Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dalu.

4)Telpés ar relativo gaisa mitrumu lidz 85 % stura sekcijas pret intensivu Udens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikalam virsmam
vannas, dusas utt. zonas).

MATERIALU PATERINS UZ 1M2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI

6) Izmantojot gip3a Skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa Spakteli.
max 150 mm ! 7) Pielietojums atbilstosi prasibam.
A / Patérina standartos nav nemti véra materialie zaudéjumi.
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Sistémas tips Nida Griesti
"
Materiala nosaukums Mérv. RSE Egé Egé Egé’ Rgs Egg &gé REE Egg EEZ’
Materiala patérins uz 1 m?
Plaksne Nida Expert 12,5 mm m? 10 - -
Plaksne Nida Udens 12,5 mm m? - 10
Plaksne Nida Uguns Plus 12,5 mm m? - - 10 -
3 e e e a 9 o Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 10
Plaksne Nida Cieta 12,5 mm m? - - - - 10
Plaksne Nida Hydro 12,5 mm m? - - - - - 10
........................................................................................................................................................................................................................................................... Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 10
MATERIALI: Plaksne Nida Cieta 15,0 mm m? - - - - - - - 1,0
Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 10
1. GipSkartona plaksnes Nida e Plaksne Nida Uguns Plus 18,0 mm m? - - - - - - - - - 10
2. Auggéjais galvenais profils Nida CD 60 Profils Nida CD60 tek.m 35 35 35 35 35 35 35 35 35 35
Profils Nida UD27 tek.m 06 0,6 06 06 06 06 06 06 06 06
3. Apakséjais nesosais profils Nida CD 60 - -
Mansarda piekare Nida WP60 gab. 12 12 12 12 12 12 12 12 12 12
4. Profils Nida UD 27 - \ Krustveida savienotajs Nida LK60 gab. 25 25 25 25 25 25 25 25 25 25
5. Béninu piekare Nida WP 60 ? : Gareniskais savienotajs Nida LW60 gab. 09 09 09 09 09 09 09 09 09 09
6. Krustveida savienotajs Nida LK 60 ® ] Terauda enkuro3anas elements® gab. 18 18 18 18 18 18 18 18 18 18
7 Terauds enkurosanas elements : 1 Padurbjo3as skrives Nida 3,5x25 mm gab. 18,0 18,0 18,0 18,0 - - 18,0
. Pasurbjosas skraves Nida 3,5x35 mm gab. - - - - - - - - - 18,0
8. Mineralvate (pec izvéles) od Pasurbjosas skraves Nida Cieta 35 (3.9x35 mm) gab. . . . . 180 . . 180
| Z Padurbjosas skrves Nida Hydro C4 3,5x25 mm gab. - - - - - 18,0 - - 18,0
‘ : Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14
f ] Gipsa Spaktele Nida Start kg 03 03 03 03 - - 03 - - 03
: ° i : i Gip3a spaktele Nida Finisz kg 01 01 01 01 - - 01 - - 01
| ﬁ | ‘I{ Gatava Spakte|masa Nida Hydromix® kg - - - - 04 04 - 04 04
' ' : Mineralvate” m? 1,0 10 10 1,0 10 10 10 10 1,0 1,0
: — 24 5 Enkurosanas elementa tips jaizvelas individuali, nemot véra griestu konstrukcijas tipu un kopéjo buves svaru.
I




SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI @

o . WELSIEIE Minimalais Saistita - 1
nida Griesti cnszuroos (@) o Al = VO Y PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA
oa 0"' | gpd egugswmsz @ i @ NESO30 KONSTRUKCIJU NIDA CD60 (NIDA WP60)

(R)EI45 36 kg/m? 95 mm 19,1-33,5 kg EN13964:2004+A1

(R)EI6O
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0025/15.11.2016 T Maksimala Nida
DK/WP/CD60-25; DK/WP/CD60-30 - Minimalais oo o - griestu slodze:
L L Gip3a plaksnu piekarsa- Ugunsizturibas Triecienizturiba?
- q Maksimalais Maksimalais P 3psuvums nas Svars Klase riecienizturiba
Sistémas tips i i Maksimalais 1m? bez ar
temas tip: NidaCD60  NidaCD60 v ! aUgSLUMS ; .
Nida Griesti Nidaorofils 98lveno profilu~ nesoso profilu Nida sropju ugunsiz:— - ugunsiz:
| atigrso ila AT P atstatums turibas turibu
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?3  [kg/m?  Ugunsizturibas
DK/WP/CD60-25/Expert  CD60/CDEO 1000 400 1000 Expert 2x125 115 191 - 24 - 1A
DK/WP/CD60-25/Udens® CD60/CD60 1000 400 900 Udens 2x125 115 201 - 31 - 1A
DK/WP/CD60-25/Uguns+ CD60/CDE0 1000 400 850 UgunsPlus  2x125 15 22,7 (R)EI4S 36 75 1A
DK/WP/CD60-25/ Udens Uguns
UdensUguns+ CD60/CDE0 1000 400 850 PIUS 2x12.5 115 22,7 (R)EI4S 36 75 1A
DK/WP/CD60-25/Cietd CD60/CDE0 1000 400 850 Cieta 2x12,5 15 283 (R)EI45 36 75 1A
DK/WP/CD60-25/Hydro  CD60/CDE0 1000 400 850 Hydro 2x125 115 243 (R)EI45 36 75 1A
DK/WP/CD60-30/Uguns+ CD60/CDE0 1000 400 850 Uguns Plus  2x15,0 120 297 (R)EIBO 36 75 1A
DK/WP/CD60-30/Cieta CD60/CDE0 1000 400 850 Cietd 2x15,0 120 335 (R)EI6O 36 75 1A
DK/WP/CD60-30/Hydro  CD60/CD60 1000 400 850 Hydro 2x15,0 120 297 (R)EI6O 36 75 1A

n Pie|aujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.

* Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il da|u.
% Telpas ar relativo gaisa mitrumu lidz 85 % stira sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikaldm virsmam
vannas, dusas utt. zonas).
Sistémas tips Nida Griesti
+
) o z%: =%z 2% %5 =%, 28 3Rp &ERe 2R¢
Materiala nosaukums Mérv. 58 g 58% gg é é%a ggg 58% g% é §8§ 58%
agw® 98'3 agS ogé ag ag o8> o9 ag
D
Materiala patérins uz 1 m?
Plaksne Nida Expert 125 mm m? 2,0 -
Plaksne Nida Udens 12,5 mm m? - 2,0
Plaksne Nida Uguns Plus 12,5 mm m? - - 20
Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 20
Plaksne Nida Cietd 12,5 mm m? - - - - 20 -
3 e 9 e a 9 o Plaksne Nida Hydro 12,5 mm m? : : : : : 20
Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 20
Plaksne Nida Cieta 15,0 mm m? - - - - - - - 20
........................................................................................................................................................................................................................................................... Plaksne Nida Hydro 15,0 mm o i i i i i i ) ) 20
MATERIALL: Profils Nida CD60 tek.m 35 35 35 35 35 35 35 35 35
Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06
1. Gipskartona plaksnes Nida Mansarda piekare Nida WP60 gab. 12 12 12 12 12 12 12 12 12
2. Augsejais galvenais profils Nida CD 60 Krustveida savienotajs Nida LK6O gab. 25 25 25 25 25 25 25 25 25
3. Apakséjais nesodais profils Nida CD 60 Gareniskais savienotajs Nida LW6O gab. 09 09 09 09 09 09 09 09 09
Térauda enkuro3anas elements® gab. 18 18 18 18 18 18 18 18 18
4. Profils Nida UD 27 Pagurbjosas skrives Nida 35x25 mm gab. 6.0 6.0 6.0 6.0 . . 60
5. Beninu piekare Nida WP 60 Pasurbjosas skraves Nida 3,5x35 mm gab. 18,0 18,0 18,0 18,0
6. Krustveida savienotajs Nida LK 60 Padurbjosas skroves Nida 3,5x45 mm gab. - - - - - - 18,0
7. Torauda enkuroanas elements Pasurbjosas skrives Nida Cieta 35 (3,9x35 mm) gab. - - - - 24,0 - - 6,0
Pasurbjosas skrives Nida Cieta 45 (3,9x45 mm) gab. - - - - - - - 18,0
8. Mineralvate (pec izveles) Pasurbjosas skrives Nida Hydro C4 3,525 mm gab. . . . . . 60 . . 60
‘ ° | Pasurbjosas skraves Nida Hydro C4 3,5x41 mm gab. - - - - - 18,0 - - 18,0
I u°u Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14
) ‘ Gip3a Spaktele Nida Start kg 0,6 0,6 0,6 0,6 - - 0,6
; S | Gip3a Spaktele Nida Finisz kg 01 01 01 01 - - 01
; ‘% : ‘% Gatava Spakte|masa Nida Hydromix® kg - - - - 07 07 - 07 07
| | Mineralvate” m? 10 10 10 10 10 10 10 10 10
I I

% Enkurosanas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo baves svaru.
) |zmantojot §ip3a Skiedru plaksnes Nida Ciet3, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
7) Pielietojums atbilstosi prasibam.

|
max 150 mm Patérina standartos nav nemti vera materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI @

o . ELSINE]E] Minimalais Saistita = 1
ni0a Griesti PREVSY | Yo i @)oo S PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA
;REE'GO gd egm @ i @ NESOS0 KONSTRUKCIJU NIDA CD60 (NIDA WP60)

S 57 kg/m? 107,5 mm 32,7-64,3 kg EN13964:2004+A1

R)EIN20 TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0025/15.11.2016 Rezga konstrukcija _ ‘ Maksimala Nida griestu slodze:
. . . Maksimalais ~ Maksimalais yovciosise 5 Minimalais Boves Ugunsizturibas -
DK/WP/CD60-37,5; DK/WP/CD60-40; DK/WP/CD60-55; Sistemas tips . NidaCDEO  NidaCDEO mCloimalds Gipsa piaksnu apsuvums piekersanas svars 0 o™ bezugunsiztuibas  ar  Triecienizturiba®
Nida Griesti Nida profila. galvena profilu nesozo profilu &:tsat:tL?TF])JSU augstums 1m? ) ugunsizturibu?
DK/WP/CD60-60 tips atstatums  atstatums
[mm] [mm] [mm] Nida Biezums [mm]  [ka] [min] [kg/m?] [kg/m?  Ugunsizturibas
DK/WP/CD60-37,5/Uguns+ CD60/CD60 1000 400 750 UgunsPlus  3x125 1275 32,7 (R)EIBO 49 75 1A
DKMWP/CD60-375/UdensUguns+ CD60/CD60 1000 400 750 UgLLJJ?ErI]DS\US 3x125 1275 327 (R)EIBO 49 75 1A
DK/WP/CD60-37,5/Cietd CD60/CD60 1000 400 750 Cietd 3x125 1275 4 (R)EIBO 49 75 1A
DK/WP/CD60-37,5/Hydro CD60/CD60 1000 400 750 Hydro 3x125 1275 351 (R)EI6O 49 75 1A
DK/WP/CD60-40/Uguns+ CD60/CD60 850 400 750 Uguns Plus  2x12,5+15,0 130 362 (R)EIS0 58 75 1A
DK/WP/CD60-40/Cieta CD60/CD60 850 400 750 Cieta 2x12,5+15,0 130 437 (R)EISO 58 75 1A
DK/WP/CD60-40/Hydro CD60/CD60 850 400 750 Hydro  2x125+15,0 130 378 (R)EISO 58 75 1A
DK/WP/CD60-55/Uguns+ CD60/CD60 650 400 650 Uguns Plus 2x125+2x150 150 497 (R)EIT20 87 75 1A
DK/WP/CD60-60/Uguns+ CD60/CD60 650 400 650 Uguns Plus  4x15,0 150 56,7 (R)EIT20 87 75 1A
DK/WP/CD60-60/Cieta CD60/CD60 650 400 650 Cietd 4x15,0 150 64,3 (R)EIT20 87 75 1A
DK/WP/CD60-60/Hydro CD60/CD60 650 400 650 Hydro 4x15,0 150 56,7 (R)EIT20 87 75 1A

n Pielaujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
3)Saskargé ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju

Sistémas tips Nida Griesti
+
A, .@\®2 .n A T | =5 =5 S S B =5
Materiala nosaukums Mérv, %g% %g%’ %gg %g% %%é %%g %%;& %ég %é% %%g %é;ﬁ
983 D8§ DS DS D83 08 D8 DSD Q83 08 DS
Materiala patérins uz 1 m?
Plaksne Nida Uguns Plus 12,5 mm m? 30 20 - - 2.0
Plaksne Nida Udens Uguns Plus 12,5 mm m? - 30
Plaksne Nida Cietd 12,5 mm m? - - 30 - - 2,0
Plaksne Nida Hydro 12,5 mm m? - - - 30 - - 20
Plaksne Nida Uguns Plus 15,0 mm m? - - - - 10 - - 2.0 4,0
Plaksne Nida Cieta 15,0 mm m? - - - - - 10 - - - 40
Plaksne Nida Hydro 15,0 mm m? - - - - - - 10 - - - 40
Profils Nida CD60 tek.m 35 35 35 35 37 37 37 4] 4 41 41
Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06 06 06
Mansarda piekare Nida WP60 gab. 14 14 14 14 16 16 16 24 24 24 24
Krustveida savienotajs Nida LK60 gab. 25 25 25 25 30 30 30 39 39 39 39
""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" Gareniskais savienotajs Nida LW60 gab. 09 09 09 09 09 09 09 10 10 10 10
MATERIALL: Térauda enkurosanas elements® gab. 20 2,0 2.0 20 2.2 22 2.2 30 30 30 30
Pasurbjosas skraves Nida 3,5x25 mm gab. 6,0 6,0 - - 6,0 - - 6.0 6,0
1. Gipskartona plaksnes Nida 9 Pasurbjosas skrives Nida 3,5x35 mm gab. 6,0 6,0 - - 6,0
2. Augséjais galvenais profils Nida CD 60 Pasurbjo3as skroves Nida 3,5x45 mm gab. - - - - - - - 6.0 6.0
3. Apakssjais nesosais profils Nida CD 60 Pasurbjosas skraves Nida 3,5x55 mm gab. 18,0 18,0 - - 18,0 - - 6.0 6,0
Padurbjo3as skraves Nida 4,2x70 mm gab. - - - - - - - 18,0 18,0
4. Profils Nida UD 27 = Pasurbjogas skrives Nida Cieta 35 (3,935 mm)  gab. - - 120 - - 120 - - - 60
5. Beéninu piekare Nida WP 60 ? Pasurbjosas skruves Nida Cietd 45 (3,9x45 mm)  gab. - - - - - - - - - 6,0
6. Krustveida savienotajs Nida LK 60 O Pasurbjosas skraves Nida Cietd 55 (3,9x55 mm)  gab. - - 18,0 - - 18,0 - - - 6,0
o Pa3urbjosas skrives Nida Cietd 70 (4,2x70 mm)  gab. - - - - - - - - - 18,0
7. Terauda enkurosanas elements : Pasurbjosas skrives Nida Hydro C435x25 mm  gab. - - - 60 - - 60 - - - 60
8. Mineralvate (péc izvéles) t | Pasurbjosas skrives Nida Hydro C4 35x41mm  gab. - - - 6.0 - - 6,0 - - - 6,0
| o | Pa3urbjosas skroves Nida Hydro C4 3,5x55 mm  gab. - - - 18,0 - - 18,0 - - - 6,0
| U Padurbjosas skrives Nida Hydro C4 42x70 mm  gab. - - - - - - - - 18,0
P ! Limlente suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14 14
; | Gip3a Spaktele Nida Start kg 09 09 - - 09 - - 12 12
‘ = b ] Gip3a 3paktele Nida Finisz kg 01 01 - - 01 - - 01 01
! ﬁ ‘ Gatava Spakte|masa Nida Hydromix kg - - 10 10 - 10 1.0 - - 13 13
: : Mineralvate® m? 10 10 10 10 10 10 10 10 10 10 10
| p. : P % Enkuro3anas elementa tips jaizvélas individuali, nemot vera griestu konstrukcijas tipu un kopéjo budves svaru.
|

‘ o 5) Izmantojot gip3a Skiedru plaksnes Nida Cietd, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
| max 150 mm ) Pielietojums atbilstodi prasibam.
I Patérina standartos nav nemti véra materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI @

o . WELSIEIE Minimalais Saistita - 1
nida Griesti cnszuroos (@) o Al = VO Y PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA
oa 0"' | gpd egugswmsz @ i @ NESO30 KONSTRUKCIJU NIDA CD60 (NIDA WOE0)

10,9-20,1 kg EN13964:2004+A1

TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0025/15.11.2016 Maksimala Nida

neattiecas 20 kg/m? 222,5 mm

Rezga konstrukcija

. iestu slodze:
DK/WO0O/CD60-12,5; DK/WO/CD60-25 - B - griestu slodze
o o Gip3a plaksnu LAk Ugunsizturibas iAot i 22)
Siste , Maksimalais Maksimalais Maksimalais " apsuvums piekarsanas svarzs HEse bez o Triecienizturiba
’{?EjemGas ) hids CD6O Nida CD60 g stropju B ugunsiz- uguns-
08 BriEst Nida SRINE AIGALY | WESED praffll atstaturr?é tgribas" iztguribu
profila tips atstatums atstatums
[mm] [mm] [mm] Nida  Biezums [mm] [ka] [min] [kg/m?] [ka/m?]  Ugunsizturibas
DK/WO/CD60-12,5/Expert  CD60/CD6E0 1200 400/500 1000 Expert 125 2225 109 - 20/18 - 1A
DK/WO/CD60-12,5/Udens® CD60/CDE0 1200 400/500 1000 Udens 125 2225 14 - 20/18 - 1A
DK/WO/CD60-25/Expert  CD60/CD60 1000 400 1000 Expert  2x125 235 191 - 24 - 1A
DK/WO/CD60-25/Udens®  CD60/CDE0 1000 400 900 Udens  2x125 235 201 - 3] - 1A

n Pielaujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

2 Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dalu.

P Telpas ar relativo gaisa mitrumu Iidz 85 % stUra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontalam un vertikalam virsmam
vannas, dusas utt. zonas)

MATERIALU PATERINS UZ 1M? PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI

Sistémas tips Nida Griesti
Materiala nosaukums Merv. DK/WO/CD60-12,5/Expert DK/WO/CD60-12,5/Udens DK/WO/CD60-25/Expert DK/WO/CD60-25/Udens
Materiala patérins uz 1 m?
Plaksne Nida Expert 125 mm m? 10 - 2,0
Plaksne Nida Udens 12,5 mm m? - 10 - 2,0
Profils Nida CD60 tek.m 35 35 35 35
Profils Nida UD27 tek.m 06 06 0,6 06
Rotéjosi stiprinama piekare Nida WO 60 gab. 12 12 Al Al
Stiprindanas stienis Nida gab. 10 10 10 10
Krustveida savienotajs Nida LK60 gab. 25 25 25 25
Gareniskais savienotajs Nida LW60 gab. 06 0,6 0,6 06
Térauda enkuro3anas elements® gab. 18 18 18 18
Pasurbjosas skraves Nida 3,5x25 mm gab. 180 18,0 6,0 6,0
Padurbjo3as skraves Nida 3,5x35 mm gab. - - 18,0 18,0
i Limlente Suvém Nida tek.m 14 14 14 14
MATERIALL: Gipsa spaktele Nida Start kg 03 03 06 06
1. Gipskartona plaksnes Nida e ° e e e Gipsa paktele Nida Finisz kg 01 01 01 0/1
s Mineralvate® m? 10 10 10 10
2. Augséjais galvenais profils Nida CD 60
U o . . Y Enkurosanas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo blves svaru.
3. Apakséjais nesosais profils Nida CD 60 S K NS — 5 Pielietojums atbilstosi prasibam.
/ ‘S Patérina standart ti vera materiali déjumi.
4. Profils Nida UD 27 Z/ /, // // 5 // 5 // aterina standartos nav nemti vera materialie zaudejumi
| // v // , s’ // //\
5. Rotéjosi stiprinama piekare Nida WO 60 NS 2% il
|
6. Stiprinasanas stienis Nida :
7. Krustveida savienotajs Nida LK 60
8. Térauda enkuro$anas elements
9. Mineralvate (péc izvéles)
I
I
L
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

ogm eM @ : @3;;51;;@ PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA
ez RS NESOSO KONSTRUKCIJU NIDA CD60 (NIDA WONG60)
(R)EINS 36 kg/m? 222,5 mm 10,9-18,1 kg EN13964:2004+A1

(R)EI30
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0025/15.11.2016 Maksimala Nida
griestu slodze:

nida Griesti

Rezga konstrukcija

DK/WON/CD60-12,5; DK/WON/CD60-15; DK/WON/CD60-18

Minimalais ~ Baves

Gipsa plaksnu LA Ugunsizturibas i
o : Maksimalais Maksimalais o 'gpéuE/umé piekarsanas  svars 9 [ Triecienizturiba®
Sistémas tips i i Maksimalais augstums 12 bez ar
Nida Griesti Mg EDIED Nids/GDED Nida stropju ugunsiz- ugunsiz-
18R Gl Nida galveno profilu  nesoso profilu atstaturr?]s tgribas” tngI'TbUZJ
profila tips atstatums atstatums
mm. mm, mm. ida iezums mm, g min. g/m g/m gunsizturibas
[mm] [mm] (mm] Nida B [mm] [kg] [min] lkg/m]  [kg/m?  Ugunsizturib
DK/WON/CD60-12,5/Expert  CD60/CD60 1200 400/500 1000 Expert 125 2225 109 - 20118 - 1A
DK/WON/CD60-12,5/Udens® CD60/CDE0 1200 400/500 1000 Udens 125 2225 N4 - 2018 - 1A
DK/WON/CD60-12,5/Uguns+ CD60/CD6E0 1000 400 900 UgunsPlus 125 2225 27 (RENS 31 75 1A
DK/WON/CD60-12,5/ Udens
UdensUguns+ CD60/CD60 1000 400 900 Uguns Plus 125 2225 127 (R)ENS 31 75 1A
DK/WON/CD60-12,5/Ciets  CD60/CDE0 1000 400 900 Cietd 125 2225 155 (R)EIS 31 75 1A
DK/WON/CD60-12,5/Hydro  CD60/CD60 1000 400 900 Hydro 125 2225 135 (R)ENS 31 75 1A
DK/WON/CD60-15/Uguns+  CD60/CD60 1000 400 850 UgunsPlus 15,0 225 16,2 (R)ENS 36 75 1A
DK/WON/CD60-15/Cieta CD60/CD60 1000 400 850 Cieta 15,0 225 181 (R)ENS 36 75 1A
DK/WON/CD60-15/Hydro CD60/CDE0 1000 400 850 Hydro 15,0 225 16,2 (R)EIS 36 75 1A
DK/WON/CD60-18/Uguns+  CD60/CD60 1000 400 850 UgunsPlus 18,0 228 16,9 (RIE3O 36 75 1A

" Pie|aujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

? Papildu slodze, pamatojoties uz ugunsdroibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.

» Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dau.

4)Telpés ar relativo gaisa mitrumu lidz 85 % stura sekcijas pret intensivu Udens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikalam virsmam
vannas, dusas utt. zonas).

Sistémas tips Nida Griesti
"
>R, 0 >8#, | >R >0 >0 >m. =@ =& >3
Materiala nosaukums Mérv. %%E& §§§ %gg %gﬁ’ %%8 %g% %é% §é§ %é% %ég
35 837 oéD o§§ oéo oéI 58> 58 8T &8>
D
Materiala patérins uz 1 m?
Plaksne Nida Expert 12,5 mm m? 1,0 - -
Plaksne Nida Udens 12,5 mm m? - 10
Plaksne Nida Uguns Plus 12,5 mm m? - - 1,0
3 ee e a Q e o Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 10 -
Plaksne Nida Cietd 12,5 mm m? - - - - 10 -
Plaksne Nida Hydro 12,5 mm m? - - - - - 1,0 -
Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 10 -
........................................................................................................................................................................................................................................................... P|ék5ﬂ€ Nida C‘\Eté "5y0 mm mz - _ - - - - - 1,0 -
MATERIALI: Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 10 -
Plaksne Nida Uguns Plus 18,0 mm m? - - - - - - - - - 1,0
1. Gipskartona plaksnes Nida Proﬁ\s Nida CD60 tek.m 35 35 35 35 35 35 35 35 35 35
’ Profils Nida UD27 tek.m 06 0,6 06 06 0,6 06 06 06 06 06
2. Augséjais galvenais profils Nida CD 60 Rot&josi stiprinama piekare ar noniju Nida WON 60 gab. 12 12 12 12 12 12 12 12 12 12
3. Apakigjais nesosais profils Nida CD 60 Augseja nonija piekare Nida WGN gab. 12 12 12 12 12 12 12 12 12 12
Nonija piekares Skelttapa Nida PWN gab. 24 24 24 24 24 24 24 24 24 24
4. Profils Nida UD 27 Krustveida savienotajs Nida LK60 gab. 25 25 25 25 25 25 25 25 25 25
5. Apakeja rotejosa piekare Gareniskais savienotajs Nida LW60 gab. 09 09 09 09 09 09 09 09 0,9 09
ar noniju Nida WON 60 Térauda enkuro$anas elements® gab. 18 18 18 18 18 18 18 18 18 18
Padurbjo3as skrives Nida 3,5x25 mm gab. 18,0 18,0 18,0 18,0 18,0 -
6. Nonija pagarinatajs Nida Pasurbjosas skrves Nida 3,5x35 mm gab. - - - - - - - 180
7. Aug$éja nonija piekare Nida WGN Pasurbjosas skraves Nida Cieta 35 (3.9)(35 mm) gab. 18,0 - 18,0 -
Padurbjosas skrves Nida Hydro C4 3,5x25 mm gab. - - - - - 18,0 - - 18,0 -
8. Nonija piekares Skelttapa Nida PWN Limlente suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14
9. Krustveida savienotajs Nida LK 60 Gip3a Spaktele Nida Start kg 03 03 03 03 03 03
Gip3a $paktele Nida Finisz kg 01 01 01 01 - - 0,1 - - 0,1
10. Térauda enkurosanas elements Gatava Spakte|masa Nida Hydromix® kg - - - - 04 04 - 04 04 -
11. Mineralvate (péc izvéles) Mineralvate” m? 10 10 10 10 10 10 10 10 10 10
% Enkurosanas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo baves svaru.

) |zmantojot §ip3a Skiedru plaksnes Nida Ciet3, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
7)Pielietojums atbilstosi prasibam.
Patérina standartos nav nemti vera materialie zaudéjumi.
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

o . WELSIEIE Minimalais Saistita - 1
nida Griesti cnszuroos (@) o Al = VO Y PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA
oa 0"' | gpd egugswmsz @ i @ NESO30 KONSTRUKCIJU NIDA CD60 (NIDA WONG60)

(R)EI45 36 kg/m? 235 mm 19,1-33,5 kg EN13964:2004+A1

(R)EI6O
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0025/15.11.2016 Maksimala Nida

DK/WON/CD60-25; DK/WON/CD60-30 Rezga konstrukcia griestu slodze:

Minimalais ~ Blves

o : Maksimalais Maksimalais S G'gsguﬁdaﬁfg‘u piekarsanas  svars Ugunsilazstgrlbas Triecienizturiba®
Sistémas tips i : Maksimalais p 3ugstums 1m2 bez ar
> i Nida CD60 Nida CD60 : b : "
Nida Griesti Nida d o : Nida stropju ugunsiz- ugunsiz-
galveno profilu  neso3o profilu sl s | e
profila atstatums atstatums atstatums uribss uribu
tips
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?]  [kg/m?]  Ugunsizturibas
DK/WON/CD60-25/Expert  CD60/CD60 1000 400 1000 Expert 2x12,5 235 191 - 24 - 1A
DK/WON/CD60-25/Udens® CD60/CD60 1000 400 900 Udens 2x12,5 235 20,1 - 31 - 1A
DK/WON/CD60-25/Uguns+ CD60/CD60 1000 400 850 UgunsPlus  2x125 235 227 (R)EI45 36 75 1A
DK/WON/CD60-25/ Udens Uguns
UdensUguns+ CD60/CDE0 1000 400 850 Plus 2x12.5 235 227 (R)EI45 36 75 1A
DK/WON/CD60-25/Ciets  CD60/CD60 1000 400 850 Cietd 2x12,5 235 283 (R)EI45 36 75 1A
DK/WON/CD60-25/Hydro  CD60/CD60 1000 400 850 Hydro 2x12,5 235 243 (R)EI45 36 75 1A
DK/WON/CD60-30/Uguns+ CD60/CD60 1000 400 850 Uguns Plus ~ 2x15,0 240 297 (REI6O 36 75 1A
DK/WON/CD60-30/Cieta  CD60/CD60 1000 400 850 Cieta 2x15,0 240 335 (R)EIBO 36 75 1A
DK/WON/CD60-30/Hydro  CD60/CD60 1000 400 850 Hydro 2x15,0 240 297 (RIEIBO 36 75 1A

n Pielaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

2 papildu slodze, pamatojoties Uz ugunsdrodibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.

3)Saskar)é: ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il da|u.

% Telpas ar relativo gaisa mitrumu lidz 85 % stdra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikaldm virsmam
vannas, dusas utt. zonas).

MATERIALU PATERINS UZ 1M? PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI
Sistémas tips Nida Griesti
=
>5. >3, =54 >ne S5 S5 >3 >3 >3
Materiala nosaukums Merv. %% g %%@ %% 5 %%5’ %% & %%g %é 5 %% = %%vg
[ =@ o
g8® &8> 383 &8g 387 &8F 383 &3° 38°
D
Materiala patériné uz 1 m?
Plaksne Nida Expert 12,5 mm m? 2,0 - - -
Plaksne Nida Udens 12,5 mm m? - 2,0
Plaksne Nida Uguns Plus 12,5 mm m? - - 2.0 -
Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 2.0 - -
3 ee e a m e o Plaksne Nida Cieta 12,5 mm m? - - - - 2.0 -
Plaksne Nida Hydro 12,5 mm m? - - - - - 2.0 -
Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 2.0 -
Plaksne Nida Cietd 15,0 mm m? - - - - - - - 20 -
........................................................................................................................................................................................................................................................... Plaksne Nida Hydro 15,0 mm m? - - - - - - - - 2.0
MATERIALI: Proﬂ\s N?da CD60 tek.m 35 35 35 35 35 35 35 35 35
Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06
- - . Rotéjodi stiprinama piekare ar noniju Nida WON 60 gab. 12 12 12 12 12 12 12 12 12
1. Gipskartona plaksnes Nida Augieja nonija piekare Nida WGN gab. 12 12 12 12 12 12 12 12 12
2. Augsejais galvenais profils Nida CD 60 Nonija piekares Skelttapa Nida PWN gab. 24 24 24 24 24 24 24 24 24
U . ) ) Krustveida savienotajs Nida LK60 gab. 25 25 25 25 25 25 25 25 25
3. Apaksejais nesosais profils Nida CD 60 Gareniskais savienotajs Nida LWE0 g3b. 09 09 09 09 09 09 09 09 09
4. Profils Nida UD 27 Térauda enkuro3anas elements® gab. 18 18 18 18 18 18 18 18 18
5. Apaksejs rotéjosa piekare Padurbjo3as skraves Nida 3,5x25 mm gab. 6,0 6,0 6,0 6,0 - - 6,0 - -
' ar noniju Nida WON 60 Pasurbjosas skraves Nida 3,5x35 mm gab. 18,0 18,0 18,0 18,0 -
Pasurbjosas skraves Nida 3,5x45 mm gab. - - - - - - 18,0 -
6. Nonija pagarinatajs Nida Padurbjo3as skrives Nida Cieta 35 (3,9x35 mm) gab. - - - - 24,0 - - 6,0
7. Aug$éja nonija piekare Nida WGN Pasurbjosas skrives Nida Cieta 45 (3,9x45 mm) gab. - - - - - - - 18,0 -
o ) Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - - - 6,0 - 6,0
8. Nonija piekares Skelttapa Nida PWN Pasurbjosas skrives Nida Hydro C4 3,5x41 mm gab. - - - - - 180 - - 180
9. Krustveida savienotajs Nida LK 60 Limlente suvém Nida tek.m 14 14 14 14 14 14 14 14 14
i . Gip3a Spaktele Nida Start kg 0,6 0,6 0,6 0,6 - - 06
10. Térauda enkurosanas elements Gipga Spaktele Nida Finisz kg 01 01 01 01 - - 01 - -
11. Mineralvate (péc izvéles) Gatava Spakte|masa Nida Hydromix® kg - - - - 07 07 - 07 07
Mineralvate” m? 10 10 10 10 10 10 10 10 10

% Enkurosanas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo baves svaru.

) |zmantojot §ip3a Skiedru plaksnes Nida Ciet3, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
7) Pielietojums atbilstoi prasibam.

Patérina standartos nav nemti vera materialie zaudéjumi.

max 150 mm
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

apdares iekarsanas dokumenta
klase: P ? svars 1m2:

o e nomurs: KONSTRUKCIJU NIDA CD60 (NIDA WON60) - UGUNSIZTURIBA NO ABAM PUSEM

(R)EI30 33 kg/m? 235 mm 25,2-32,2 kg EN13964:2004+A1

(R)EI6O
TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

3 o I WNELSINELE] WINEIETS _ Saistita = N ~
nida Griesti 0 Ugunsmtunbas@ e @Buves @ PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA NESOSO

SISTEMAS: il e i
DoP/Ceiling System/0037/15.11.2016 Rez4 konstrukeija @g;gup\)llskmssgu lzolacijas materials I\é\?iléssltﬂasllaoé\lzlgg
Minimalais - '
DK/WON/CD60-25/MW; DK/WON/CD60-25/MW; DK/WON/CD60-30/MW; ——— Bt S s |
Sistémas tips : : Maksimalais — . - nes 5. Kase bez ar Ipasa
DK/WON/CD60-30/MW Nida Griesti Nida ga’\ll\;cejggggglu nglslggocggfoilu Nida stropju Tr;gjgglﬂiﬁ'gass Biezums Biezums Blivums 3Ugstums ugunsiz- UgUNSiz- sistema
Lnsiz Ugur
profila ~ atstatums  atstatums | oeororums Mineralvate turibas?  turibu
tips
[mm] [mm] [mm] Nida [mm] [mm] [kg/m?] [mm]  [kq] [min] [ka/m?]  [kg/m? Ugunsizturibas
DK/WON/CD60- CD60/ )
25/MW/Uguns+ CD60 950 400 776 UgunsPlus  2x125  akmens  2x50 25 235 252  (R)EI30¥ 33 25 1A (]
DK/WON/CD60- CD60/ Udens Uguns )
25/MW/UdensUguns+ CD6O 950 400 776 PlUs 2x125  akmens  2x50 25 235 252 (R)EI30Y 33 25 1A °
DK/WON/CD60- CD60/ )
30MWUguns+ CD60 950 400 776 UgunsPlus  2x150 akmens  2x50 25 240 322 (REIGOY 33 25 1A .
DK/WON/CD60- CD60/ Udens Uguns )
30/MW/UdensUgunst  CDBO 950 400 776 Plus 2x150 akmens  2x50 25 240 322  (REI6O® 33 25 1A (]

Y Ekspluatacijas Tpasibu deklaracija (EID) - DoP/Ceiling System/0037/15.11.2016, Ugunsdrosibas klasifikacija ITB 1060.1.3/14/R82NZP, ITB 1060.2.3/14/R82NZP.
2 Pielaujama slodze, ieskaitot: padmasu, izoldcijas materiadlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.

3’Saskarpé ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il da|u.

4 Ugunsizturibas klase - atbilst nosacijumiem, ugunij iedarbojoties no augsas un apaksas.

MATERIALU PATERINS UZ 1M2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI

Sistémas tips Nida Griesti
eterl possukums v S MWgunse P aerounir SOMAgunsr SoMNOdensUgunst
Materiala patérins uz 1 m?
Plaksne Nida Uguns Plus 12,5 mm m? 2,0
Plaksne Nida Uguns Plus 15 mm m? - - 2,0
Plaksne Nida Udens Uguns Plus 12,5 mm m? - 2,0
Plaksne Nida Udens Uguns Plus 15 mm m? - - - 20
Profils Nida CD60 tek.m 35 35 35 35
Profils Nida UD27 tek.m 06 06 0,6 0,6
Rotéjosi stiprinama piekare ar noniju Nida WON 60 gab. 12 12 12 12
Augséja nonija piekare Nida WGN gab. 12 12 12 12
Nonija piekares Skelttapa Nida PWN gab. 24 24 24 24
Krustveida savienotajs Nida LK60 gab. 25 25 25 25
----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- Gareniskais savienotajs Nida LWEO gab. 09 09 09 09
MATERIALI: Térauda enkurosanas elements® gab. 18 18 18 18
Padurbjo3as skraves Nida 3,5x25 mm gab. 6,0 6.0 6,0 6,0
1. Gipskartona plaksnes Nida Padurbjosas skruves Nida 3,5x35 mm gab. 18,0 18,0 - -
2. Augejais galvenais profils Nida CD 60 Pasurbjosas skraves Nida 3,5x45 mm gab. - - 18,0 18,0
Limlente Suvem Nida tek.m 14 14 14 14
3. Apakséjais nesosais profils Nida CD 60 Gip3a 3paktele Nida Start kg 06 06 06 06
4. Profils Nida UD 27 Gip3a Spaktele Nida Finisz kg 01 0.1 01 0,1
Mineralvate & m? 20 2.0 2.0 2,0
5. Apakséja rotéjosa piekare
ar noniju Nida WON 60 ) Enkuro$anas elementa tips jaizvélas individuali, nemot vera griestu konstrukcijas tipu un kopéjo baves svaru.
B o © Akmens skiedras mineralvate ar minimalo biezumu 2x50 mm un minimalo kopéjo blivumu 25 kg/m?.
Nonija pagarinatajs Nida Patérina standartos nav nemti véra materialie zaudéjumi.

6

7. Augséja nonija piekare Nida WGN
8. Nonija piekares Skelttapa Nida PWN
9. Krustveida savienotajs Nida LK 60
10. Térauda enkuro$anas elements

11. 1zolacijas materials mineralvate
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

slodze:

o . WELSIEIE Minimalais Saistita - 1
nida Griesti cnszuroos (@) o Al = VO Y PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA
oa e 9 p ep @ i @ NESO30 KONSTRUKCIJU NIDA CD60 (NIDA WONG60)

EREEIGO 57 kg/m? 247,5 mm 32,7-64,3 kg EN13964:2004+A1

R)EI9O0
Ekspluatacijas 1pasibu deklaracija:

augstums:

SISTEMAS: DoP/Ceiling System/0025/15.11.2016 Rezga konstrukcija Maksimalé lida grestu
. - . o o Minimalais Blves P :
DK/WON/CD60-37,5; DK/WON/CD60-40; Sistemas tips %?;;I?S?CI)S “&?52'8‘8?65 Maksimalais ~ Gip3a plaksnu apsuvums  piekarsanas svars Ugunksllazstgrlbas bez ar  Triecienizturiba?
DK/WON/CD60-55; DK/WON/CD60-60 Nida Griesti Nida profila. galveno profilu nesogo profilu Mo SErOPIY UGS f 17 oS UgUnSIZUT
tips atstatums  atstatums | OLoretums 3 u
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min.] [kg/m?  [kg/m?  Ugunsizturibas
DK/WON/CD60-37,5/Uguns+ CD60/CD60 1000 400 750 Uguns Plus 3x125 2475 327 (R)EI6O 49 75 1A
DKMWON/CD60-37,5/UdensUguns+ CD60/CD60 1000 400 750 Udens Uguns Plus 3x125 2475 32,7 (R)EIBO 49 75 1A
DK/WON/CD60-37,5/Cieta CD60/CD60 1000 400 750 Cietd 3x125 2475 4 (R)EI6O 49 75 1A
DK/WON/CD60-37,5/Hydro CD60/CDE0 1000 400 750 Hydro 3x125 2475 351 (R)EIBO 49 75 1A
DK/WON/CD60-40/Uguns+ CD60/CD60 850 400 750 Uguns Plus 2x12,5+15,0 250 36,2 (R)EI90 58 75 1A
DK/WON/CD60-40/Cieta CD60/CDE0 850 400 750 Cietd 2x12,5+15,0 250 437 (R)EISO 58 75 1A
DK/WON/CD60-40/Hydro CD60/CD60 850 400 750 Hydro 2x12.5+15,0 250 378 (R)EISO 58 75 1A
DK/WON/CD60-55/Uguns+ CD60/CDE0 650 400 650 Uguns Plus  2x125+2x15,0 270 497 (R)EIT20 87 75 1A
DK/WON/CD60-60/Uguns+ CD60/CD60 650 400 650 Uguns Plus 4x15,0 270 56,7 (R)EIT20 87 75 1A
DK/WON/CD60-60/Cieta CD60/CD60 650 400 650 Cietd 4x15,0 270 64,3 (R)EIT20 87 75 1A
DK/WON/CD60-60/Hydro CD60/CD60 650 400 650 Hydro 4x15,0 270 56,7 (R)EIT20 87 75 1A

n Pielaujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Papildu slodze, pamatojoties uz ugunsdrodibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
3)Saskargé: ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju

Sistémas tips Nida Griesti
Ssh, >he A 3B 33, 35 35 >h. 55, >5 >5
Materiala nosaukums Merv. ggg ggg ggg ggﬁ g%% g%% g%% gg% gé% g%g g%%
oég o§§ oéo O§I 08% OSU 2a* 088 DSS QSO 28T
Materiala patérins uz 1 m?
Plaksne Nida Uguns Plus 12,5 mm m? 30 20 - - 20
Plaksne Nida Udens Uguns Plus 12,5 mm m? - 30
Plaksne Nida Cietd 12,5 mm m? - - 3,0 - - 2,0
Plaksne Nida Hydro 12,5 mm m? - - - 30 - - 2.0
Plaksne Nida Uguns Plus 15,0 mm m? - - - - 10 - - 2.0 4,0
Plaksne Nida Cieta 15,0 mm m? - - - - - 1,0 - - - 4,0
Plaksne Nida Hydro 15,0 mm m? - - - - - - 10 - - - 40
Profils Nida CD60 tek.m 35 35 35 35 37 3,7 37 41 41 41 41
Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06 06 06
Rotéjosi stiprinama piekare ar noniju Nida WON 60 gab. 14 14 14 14 16 16 16 24 24 24 24
Augséja nonija piekare Nida WGN gab. 14 14 14 14 16 16 16 24 24 24 24
Nonija piekares Skelttapa Nida PWN gab. 2.8 28 2.8 2.8 32 32 32 48 48 48 48
----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- Krustveida savienotajs Nida LK60 gab. 25 25 25 25 30 30 30 39 39 39 39
MATERIALI: Gareniskais savienotajs Nida LW60 gab. 09 09 09 09 09 09 09 09 09 09 09
Térauda enkurosanas elements ) gab. 2.0 20 2,0 2.0 22 22 22 30 30 30 30
1. Gipskartona plaksnes Nida 0 Pasurbjosas skraves Nida 3,5x25 mm gab. 6.0 6.0 - - 6.0 - - 6.0 6.0
o ) o Padurbjo3as skraves Nida 3,5x35 mm gab. 6.0 6,0 - - 6,0
2. Augséjais galvenais profils Nida CD 60 X 7, 2 Pa3urbjosas skrives Nida 3,5x45 mm gab. - - - - - - - 6.0 6.0
3. Apakséjais nesosais profils Nida CD 60 2,7 /// N ////‘ Pasurbjo3as skroves Nida 3,5x55 mm gab. 18,0 18,0 - - 18,0 - - 6,0 6.0
4. Profils Nida UD 27 ,’/ 7 /,’ 2 ///‘ Pasurbjosas skraves Nida 4,2x70 mm gab. - - - - - - - 18,0 18,0 -
| | Pasurbjosas skrives Nida Cieta 35 (3,9x35 mm) gab. - - 12,0 - - 12,0 - - - 6.0
5. Apakseja rotejosa piekare Pasurbjosas skraves Nida Ciets 45 (3.9x45 mm) gab. - - - - - - - - - 60
arnoniju Nida WON 60 Pasurbjosas skroves Nida Cieta 55 (3.9x55 mm) gab. . - 180 . - 180 . - . 60
6. Nonija pagarinatdjsNida .\ ar Pasurbjosas skroves Nida Cieta 70 (4,2x70 mm) gab. - - - - - - - - - 18,0
7. Augséja nonija piekare Nida WGN - Padurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - 6,0 - - 6,0 - - - 6,0
o . ) ”ﬂ N | Pasurbjosas skraves Nida Hydro C4 3,5x41 mm gab. - - - 6,0 - - 6,0 - - - 6,0
8. Nonija piekares Skelttapa Nida PWN Pasurbjosas skroves Nida Hydro C4 35x55 mm gab. - - - 180 - - 180 - - - 60
9. Krustveida savienotajs Nida LK 60 | Pasurbjosas skraves Nida Hydro C4 4,2x70 mm gab. - - - - - - - - - 18,0
_ . ' ' Limlente Suvem Nida tek.m 14 14 14 14 14 14 14 14 14 14 14
10. Térauda enkuro$anas elements | — -
; & 4 Gip3a Spaktele Nida Start kg 09 09 - - 09 - - 12 12
1. Mineralvate (péc izvéles) | | Gipsa spaktele Nida Finisz kg 0/ 0/ - - 0/ - - 0/ 0/ - -
L 4% J Gatava spakte|masa Nida Hydromix® kg - - 10 10 - 10 10 - - 13 13
: i [ Mineralvate® me 10 10 10 10 10 10 10 10 10 10 10
: “ : % Enkuro3anas elementa tips jaizvélas individuali, nemot vera griestu konstrukcijas tipu un kopéjo blves svaru.
I |

% |zmantojot gipsa Skiedru plaksnes Nida Ciet3, ka alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.
%) pielietojums atbilstodi prasibam.
Patérina standartos nav nemti véera materialie zaudéjumi.
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@ SAUSAS BUVES SISTEMAS

PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

o . U —_—— ELSINE]E] Minimalais BG Saistita
nida Griesti vaunsizutas (€Y aposres
ase: slodze: augstums: SIS (T numurs:

neattiecas 87 kg/m? 83 mm

] Ekspluatacijas 1pasibu deklaracija:
SISTEMAS: DoP/Ceiling System/0027/15.11.2016

DK/WON/CD60-13/RTG; DK/WON/CD60-13,5/RTG; DK/WON/CD60-14/RTG;
DK/WON/CD60-14,5/RTG; DK/WON/CD60-15/RTG; DK/WON/CD60-15,5/RTG

MATERIALL:

1. GipSkartona plaksne ar svina parklajumu Nida RTG 0 4
2. Augsejais galvenais profils Nida CD 60

3. Apakséjais nesosais profils Nida CD 60

4. Profils Nida UD 27

5. Apakséja rotéjosa piekare

ar noniju Nida WON 60

6. Nonija pagarinatajs Nida

7. Augséja nonija piekare Nida WGN
8. Nonija piekares Skelttapa Nida PWN
9. Krustveida savienotajs Nida LK 60

10. Térauda enkuro$anas elements

!

, max150mm — ™
I

@ wWww.siniat.Iv

18,6-47,1 kg EN13964:2004+A1

PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA
NESOSO KONSTRUKCIJU NIDA CD60 (NIDA RTG)

TEHNISKIE PARAMETRI

. " Maksimala Nida
Rezga konstrukcija P ariestu slodze:
ra ! Maksimalais Maksimalais I Gip3a plaksnu = Bdves  Ugunsizturibas AT
Stémas tips o NdaCDE0  NidaCD0  NAKSImElIs " apsyvums ”;i‘;asrfjrﬂgs svarsm?  Kiase bez Trieclenizturios
Lokt N'diigf;’f”a galveno profilu  nesoso profilu alt:tgtmjsu ugunsizturibas”
atstatums atstatums
[mm] [mm] [mm] Nida ~ Biezums [mm] [ka] [min] [kg/m?] Ugunsizturibas
DK/WON/CD60-13/RTG CD60/CD60 1000 400 900 RTG 125+05 83,0 18,6 - 31 1A
DK/WON/CD60-135/RTG ~ CD60/CD60 1000 400 850 RTG 125+10 835 243 - 36 1A
DK/WON/CD60-14/RTG CD60/CD60 1000 400 750 RTG 125+15 84,0 30,0 - 49 1A
DK/WON/CD60-14,5/RTG ~ CD60/CD60 1000 400 750 RTG 125+20 84,5 357 - 49 1A
DK/WON/CD60-15/RTG CD60/CD60 850 400 750 RTG 125+25 85,0 414 - 58 1A
DK/WON/CD60-155/RTG ~ CD60/CD60 650 400 650 RTG 125+3,0 855 47, - 87 1A

1)F>ie|aujamé slodze, ieskaitot: pasmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
2 Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dau

MATERIALU PATERINS UZ 1M2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI

Sistémas tips Nida Griesti
- _ DK/WON/ DK/WON/ DK/WON/ DK/WON/ DK/WON/ DK/WON/
WEIEBAEIE GlosRUkumiE Mev.  cpGO-3/RTG  CDEO-35/RTG  CDBO-I4RTG  CD60-145RTG  CDSO-ISRTG  CDGO-I55/RTG

Materiala patérins uz 1 m?

Plaksne Nida RTG 12,5 mm + 0,5 mm m? 10

Plaksne Nida RTG 125 mm + 1,0 mm m? - 10

Plaksne Nida RTG 125 mm +15 mm m? - . 10

Plaksne Nida RTG 12,5 mm + 2,0 mm m? - - - 10

Plaksne Nida RTG 125 mm +25 mm m? - . . - 10

Plaksne Nida RTG 12,5 mm + 3,0 mm m? - - - - - 10
Profils Nida CD60 tek.m 35 35 35 35 35 35
Profils Nida UD27 tek.m 06 06 06 06 06 06
Stiprinajuma elements Nida ES60, EL60, WP60, WONEO (komplekts)  gab. 12 12 12 12 12 12
Krustveida savienotajs Nida LK60 gab. 25 25 25 25 25 25
Gareniskais savienotajs Nida LW60 gab. 09 09 09 09 09 09
Térauda enkuro3anas elements? gab. 18 18 18 18 18 18
Pasurbjosas skrives loksnu metalam Nida 3,5x9,5/11 mm gab. 438 438 438 48 438 438
Pasurbjosas skrives Nida 3,5x35 mm gab. 180 18,0 18,0 18,0 18,0 180
Limlente Suvém Nida tek.m 14 14 14 14 14 14
Lente ar svinu Nida RTG (pasliméjosa) tek.m & & & o o &
Gip3a 3paktele Nida Start kg 03 03 03 03 03 03
Gip3a Spaktele Nida Finisz kg 01 [0 0,1 01 01 01
Mineralvate” m 10 10 10 10 10 10

% Enkuroanas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo blves svaru.
Y Attiecas uz stropju izmanto3anu, kas veidotas no stiprindjuma elementiem Nida ES60, EL60.

% Svina lentes biezuma izvéle atkariba no plaksnes pielietojuma.

6) Paterins atkariba no pieprasijuma un apdares veida.

7) Pielietojums atbilstosi prasibam.

Patérina standartos nav nemti véra materialie zaudéjumi.

k PIRMIE TIRGU = . - . o
SAUSAS BUVES SISTEMAS . Atklajiet Nida RTG plaksnes lespejas
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SAUSAS BUVES SISTEMAS

PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

apdares piekarSanas dokumenta

slodze: augstums: numMurs: KONSTRUKC'JU NlDA MF
10,9-18,1 kg EN13964:2004+A1

(R)EINS 31 kg/m? 82,5 mm
A _
TEHNISKIE PARAMETRI

Ekspluatacijas 1pasibu deklaracija:

svars 1m2:

nida Griesti 0uQunsiztuﬁbangaks‘mé'é e“””‘mé'a‘s @Bﬂves @5‘""““3 PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA NESOSO

klase:

N Izmantojot gip3a skiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa 3pakteli.
8 Pielietojums atbilstosi prasibam.
Patérina standartos nav nemti véra materialie zaudéjumi.

SISTEMAS: DoP/Ceiling System/0030/15.11.2016 Rezga konstrukcia Maksimal Nida
DK/MFC-12,5; DK/MFC-15; DK/MFC-18 - R . - griestu slodze:
o o Gipsa plaksnu e Ugunsizturibas iAo a3
o : Maksimalais Maksimalais o P R piekarsanas  svars Kase Triecienizturiba
Sistemas tips Nida MF Nida MF nesoso  Maksimalais ° augstums  1m? 22 o
Nida Griesti galveno profilu profilu Nida stropju uggnsmﬂ- ugqns%-
Nida profila tips TS Sl atstatums turibas turibu
[mm] [mm] [mm] Nida  Biezums  [mm] [ka] [min] [kg/m?3  [kg/m?  Ugunsizturibas
DK/MFC-12,5/Expert  MFCP44/MFCC50 1200 400 1200 Expert 125 825 109 - 31 - 1A
DK/MFC-12,5/Udens MFCP44/MFCC50 1200 400 1200 Udens 125 825 14 - 31 - 1A
DK/MFC-12,5/Ugunst MFCP44/MFCC50 1200 400 1200 UgunsPlus 125 825 27 (REIS 31 75 1A
St Bgle“[’]‘gﬁgfniﬂ MFCP44/MFCCS0 1200 400 1200 Ug%trjwinPSIus 125 825 127 (RENS 31 75 1A
," 7 DK/MFC-12,5/Ciets  MFCP44/MFCC50 1200 400 1200 Cietd 125 825 155 (REIS 31 75 1A
f DK/MFC-12,5/Hydro MFCP44/MFCC50 1200 400 1200 Hydro 125 825 135 (RIENS 31 75 1A
= I.'I ( DK/MFC-15/Uguns+  MFCP44/MFCC50 1200 400 1200 UgunsPlus 15,0 85 16,2 (RIENS 3 75 1A
B o I DK/MFC-15/Cieta MFCP44/MFCC50 1200 400 1200 Cieta 15,0 85 18,1 (RIENS 31 75 1A
;'I | DK/MFC-15/Hydro MFCP44/MFCC50 1200 400 1200 Hydro 15,0 85 16.2 (RENS 31 75 1A
,'I | DK/MFC-18/Uguns+  MFCP44/MFCC50 1200 400 1200 UgunsPlus 18,0 88 16,9 (RIEI30 Ell 75 1A
.'I | 0 Pielaujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
.'I ! 2 Papildu slodze, pamatojoties uz ugunsdroibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
f ? Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dau.
,' = % Telpas ar relativo gaisa mitrumu lidz 85 % stira sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a Skiedru plaksnes (horizontalam un vertikaldm virsmam
= vannas, dusas utt. zonas).
Sistémas tips Nida Griesti
& 8, 8, g% g & B, 3 B B
Materiala nosaukums Mérv. Q g’ Q é e g e § 2 g 2 ‘3 g B g g g ‘3 R
s g5 28 g5 5° £ §8 §° §F  §S
=) =} =) o3 =) =) o o o o
Materiala patérins uz 1 m?
Plaksne Nida Expert 125 mm m? 10 - -
Plaksne Nida Udens 12,5 mm m? - 10
Plaksne Nida Uguns Plus 12,5 mm m? - - 10
e e e e o e Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 1,0 -
° Plaksne Nida Ciet 12,5 mm m? - - - - 1,0
Plaksne Nida Hydro 12,5 mm m? - - - - - 10
Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 1,0
........................................................................................................................................................................................................................................................... Plaksne Nida Ciets 150 mm oo i N i i N i i 10
MATERIALL: Plaksne Nida Hydro 15,0 mm m? 10
Plaksne Nida Uguns Plus 18,0 mm m? - - - - - - 10
1. Gipskartona plaksnes Nida Piesienas profils Nida MFCE26 tek.m 06 0,6 06 06 0,6 06 0,6 0,6 06 06
2. Piesienas profils Nida MFCE26 Galvenais profils Nida MFCP44 tek.m 1,0 10 10 1,0 10 10 10 10 10 10
Griestu profils Nida MFCC50 gab. 2.8 2.8 2.8 2.8 2.8 2.8 2.8 2.8 2.8 2.8
3. Augseéjais galvenais profils Nida MFCP44 Griestu lenkis Nida MFC2330°) gab, 04 04 04 04 04 04 04 04 04 04
4. Apakiéjais nesosais profils Nida MFCC50 Térauda enkuro3anas elements® gab. 13 13 13 13 13 13 13 13 13 13
5. Griestu lenkis Nida MEC2330 Pasurbjosas skroves Nida 3,5x9,5/11 mm gab. 9.0 9,0 9.0 9.0 9,0 9.0 9.0 9,0 9.0 9.0
v Padurbjo3as skrives Nida 3,5x25 mm gab. 18,0 18,0 18,0 18,0 - - 18,0 - - -
6. Térauda enkuro$anas elements Pasurbjosas skrives Nida 3,5x35 mm gab. - - - - - - - 18,0
7. Gremdgalvas skroves lokénu metalam Pasurbjosas skrives Nida Cieta 35 (3,9x35 mm) gab. - - - - 18,0 - 18,0 -
Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - - - 18,0 - - 18,0 -
8. Mineralvate (péc izvéles) Limlente suvem Nida tekm 14 14 14 14 14 14 14 14 14 14
9. Pasurbjosas skroves Nida 3,5 x 25 mm Gip3a Spaktele Nida Start kg 03 03 03 03 - - 03 - - 03
Gip3a Spaktele Nida Finisz kg 01 01 01 01 - - 0,1 - - 0,1
Gatava Spaktejmasa Nida Hydromix” kg - - - - 04 04 - 04 04 -
‘ ) ® : : } Mineralvate® m? 10 10 10 10 10 10 10 10 10 10
: li | () i Z))Pier)ethais piekarsanas _aug_s;_um}s SQO mm i o ) ) y )
| o Enkuro$anas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo baves svaru.
I [

- s

‘i max 1200 mm_ /

MARKETA ZIME C€
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI @

apdares piekarSanas dokumenta

slodze: augstums: numMurs: KONSTRUKC'JU NlDA I\/\F
19,1-33,5 kg EN13964:2004+A1

(R)EI45 41 kg/m? 95 mm
Sk _
TEHNISKIE PARAMETRI

Ekspluatacijas 1pasibu deklaracija:
Maksimala Nida

svars 1m2:

nida Griesti 0uQunsiztuﬁbangaks‘mé'é e“””‘mé'a‘s @Bﬂves @5‘""““3 PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA NESOSO

klase:

SISTEMAS: DoP/Ceiling System/0030/15.11.2016 . )
Rezga konstrukcija ariestu slodze:
DK/MFC-25; DK/MFC-30 ST [ [ |
imalai ipSa plaksnu P unsizturibas A erefir
S Maksimalais ~ MaKSIMaIals oy cienaais ' §p§u?/ums' piekardanas  svars 9 Kase Triecienizturiba®
Sistémas tips Nida MF Nida Nida augstums 1 m? bez ar
Nida Griesti i MF nesoso : ugunsiz-  ugunsiz-
Nida profila ti galveno profily profilu Sy turibas?  turibu?
ida profila tips atstatums atstatums | 2tstatums
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min] [kg/m?] [kg/m?]  Ugunsizturibas
DK/MFC-25/Expert  MFCP44/MFCC50 1200 400 1200 Expert 2x125 95 191 - 31 - 1A
DK/MFC-25/Udens® MFCP44/MFCC50 1200 400 1200 Udens 2x12.5 95 201 - 31 - 1A
DK/MFC-25/Uguns+ MFCP44/MFCC50 1200 400 1200 UgunsPlus  2x125 95 227 (R)EI45 31 75 1A
DK/MFC-25/ Udens Uguns
= '-r'/‘-r UdensUguns+ MFCP44/MFCC50 1200 400 1200 Plus 2x125 95 22,7 (R)EI45 31 75 1A
[ DK/MFC-25/Cietda ~ MFCP44/MFCC50 1200 400 1200 Cieta 2x12.5 95 283 (R)EI45 31 75 1A
,l'l DK/MFC-25/Hydro  MFCP44/MFCC50 1200 400 1200 Hydro 2x12,5 95 243 (R)EI45 31 75 1A
- I.J DK/MFC-30/Uguns+ MFCP44/MFCC50 900 400 1200 UgunsPlus  2x15,0 100 297 (R)EIBO 41 75 1A
l," DK/MFC-30/Cietd ~ MFCP44/MFCC50 900 400 1200 Cieta 2x15,0 100 335 (R)EIBO 4 75 1A
," DK/MFC-30/Hydro  MFCP44/MFCC50 900 400 1200 Hydro 2x15,0 100 29,7 (R)EIBO 4 75 1A

[ | n Pielaujama slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
! 2 pPapildu slodze, pamatojoties Uz ugunsdrodibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
L 3)Saskarjé ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dalu.
[ 4 Telpas ar relativo gaisa mitrumu lidz 85 % stdra sekcijas pret intensivu Gdens iedarbibu ieteicams izmantot Nida Hydro gip3a 3kiedru plaksnes (horizontaldm un vertikaldm virsmam

i vannas, dusas utt. zonas).

5 Pienemtais piekarsanas augstums 500 mm.

6 Enkuro3anas elementa tips jaizvélas individuali, nemot vera griestu konstrukcijas tipu un kopéjo buves svaru.

7 1zmantojot gipsa Skiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa Spakteli.
8 Pielietojums atbilsto3i prasibam.

Patérina standartos nav nemti véra materialie zaudéjumi.

Sistémas tips Nida Griesti
8. g, gy nt 8. 8, R4 = 2
Materiala nosaukums Merv. % g gé %’ S Eﬁ’ gg g‘;; g S gg EE‘
| | = | E = | = =
Materiala patérind uz 1 m?
Plaksne Nida Expert 12,5 mm m? 20
Plaksne Nida Udens 12,5 mm m? - 20
Plaksne Nida Uguns Plus 125 mm m? - - 2,0
Plaksne Nida Udens Uguns Plus 12,5 mm m? - - - 20
Plaksne Nida Cietd 12,5 mm m? - - - - 2,0 -
e e e ° e o e Plaksne Nida Hydro 12,5 mm m? - - - - - 2,0
Plaksne Nida Uguns Plus 15,0 mm m? - - - - - - 2,0
Plaksne Nida Cietd 15,0 mm m? 2,0
........................................................................................................................................................................................................................................................... Plaksne Nida Hydro 15,0 mm = N N i i i i 20
MATERIALI: Piesienas profils Nida MFCE26 tek.m 0,6 0,6 0,6 0,6 0,6 0,6 0,6 06 06
Galvenais profils Nida MFCP44 tek.m 1,0 1,0 1,0 10 10 10 10 10 10
1. GipSkartona plaksnes Nida Griestu profils Nida MFCC50 gab. 2.8 2.8 2.8 2.8 2.8 2.8 2.8 2.8 2.8
2. Piesienas profils Nida MFCE26 Griestu lenkis Nida MFC2330? gab. 04 04 04 04 04 04 04 04 04
Térauda enkuro3anas elements © gab. 13 13 13 13 13 13 13 13 13
3. Augsejais galvenais profils Nida MFCP44 Pagurbjosas skraves Nida 3,5x9,5/11 mm gab. 90 90 90 90 90 90 90 90 90
4. Apakiejais nesosais profils Nida MFCC50 Pa3urbjosas skrives Nida 3,5x25 mm gab. 6,0 6,0 6,0 6,0 - - 6.0 - -
. o Pasurbjosas skraves Nida 3,5x35 mm gab. 18,0 18,0 18,0 18,0 - -
5. Griestu lenkis Nida MFC2330 PR . -
v Pasurbjosas skraves Nida 3,5x45 mm gab. - - - - - - 18,0
6. Terauda enkurosanas elements Pasurbjosas skruves Nida Cieta 35 (3,9x35 mm) gab. - - - - 24,0 - - 6.0
7. Gremdgalvas skroves lokénu metalam Pasurbjosas skroves Nida Cieta 45 (3,9x45 mm) gab. - - - - - - - 18,0
o | Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. - - - - - 6,0 - 6,0
8. Mineralvate R— Pasurbjosas skraves Nida Hydro C4 35x41 mm gab. : : : : : 180 : ; 180
9. Pasurbjosas skroves Nida 3,5 x 25 mm "‘ Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14
10. Padurbjo3as skroves Nida 3,5 x 35 mm “““e Giiﬁa Spaktele Nida S.ta.rt kg 06 06 06 06 - - 06 - -
AN NA N /g Gip3a Spaktele Nida Finisz kg 01 01 01 01 - - 01
‘ % Gatava spaktemasa Nida Hydromix” kg - - - 07 07 - 07 07
: i Mineralvate® m? 10 1,0 10 1,0 10 10 10 10 10
I
I

X PIRMIE TIRGU L3 i 0
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI @

apdares piekarSanas dokumenta
klase: svars 1m2:

. . Maksimala Minimalais Saistita = 1 -
nl Gr’estl Ugunsizturibas Baves PlEKARA’V\O GRIESTU SlSTEI\/\A AR DIVU L”\/\ENU KRUSTVE'DA NESOSO
da gREElsO gslodze: eaugstums: @ @numurs: KONSTRUKC'JU NlDA MF

S 61 kg/m? 107,5 mm 32,7-64,3 kg EN13964:2004+A1

R)EI120 TEHNISKIE PARAMETRI
Ekspluatacijas 1pasibu deklaracija:

DK/MFC-37,5; DK/MFC-40; DK/MFC-55; DK/MFC-60 EE— e — e s
= ! ! Sistemas tips Maksimalais _ Maksimalais Maksimalais — gjpza plaksnu apsuvums pAiI\elgrnéaalr?;ss Bseg/ress Ugunsiziies) ar  Triecienizturiba?
Nida Griesti _ - Nida MF ; Nida MF nesoso Nldq augstums 1’ klase e | e
Nida profila tips  galveno profilu profilu stropju ibas) by
atstatums atstatums  atstatums
[mm) [mm] [mm] Nida Biezums [mm] [ka] [min.] [kg/m?]  [kg/m?d  Ugunsizturibas
DK/MFC-37,5/Uguns+ MFCP44/MFCC50 850 400 1200 Uguns Plus 3x12.5 1075 327 (R)EIEO 43 75 1A
DK/MFC-375/UdensUguns+ MFCP44/MFCC50 850 400 1200 Udens Uguns Plus 3x125 1075 327 (R)EIEO 43 75 1A
DK/MFC-37,5/Cieta MFCP44/MFCC50 850 400 1200 Cieta 3x12.5 1075 4 (R)EIBO 43 75 1A
DK/MFC-37,5/Hydro MFCP44/MFCC50 850 400 1200 Hydro 3x12.5 1075 351 (R)EIBO 43 75 1A
DK/MFC-40/Uguns+ MFCP44/MFCC50 800 400 1200 Uguns Plus 2x125+15,0 10 362 (R)EI90 46 75 1A
DK/MFC-40/Cieta MFCP44/MFCC50 800 400 1200 Cietd 2x125+15,0 10 437 (R)EI90 46 75 1A
e “r'/r DK/MFC-40/Hydro MFCP44/MFCC50 800 400 1200 Hydro 2x125+15,0 10 378 (R)EI90 46 75 1A
DK/MFC-55/Uguns+ MFCP44/MFCC50 500 400 1200 UgunsPlus  2x12,5+2x15,0 130 497 (R)EN20 73 75 1A
J-' | DK/MFC-60/Uguns+ MFCP44/MFCC50 500 400 1200 Uguns Plus 4x15,0 130 56,7 (R)EIN20 73 75 1A
I-' | DK/MFC-60/Cieta MFCP44/MFCC50 500 400 1200 Cietd 4x15,0 130 643 (R)EIN20 73 75 1A
| | DK/MFC-60/Hydro MFCP44/MFCC50 500 400 1200 Hydro 4x15,0 130 56,7 (R)EIN20 73 75 1A
I" n Pielaujama slodze, ieskaitot: padmasu, izolacijas materialu un papildu tehnologisko slodzi. Tehniskais atzinums 1060/12/R14NK.
fl | 2 Pap'\lduis\odze, p_amjatoj_ot\'es uz ugunsdrosibas klasifikaciju ITB 1060/13/R54NP, LBO-302-K/15.
|l Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il daju
/,..- i Sistémas tips Nida Griesti
%, RE B B, §, §. %, B, 8, 8. 8,
Materiala nosaukums Mérv. E S gg’ Eg %;; g S gg g% E S g S gg 2;;
= | == | = = g7 2 2 g~ 27 Z 2
Materiala patériné uz 1 m?
Plaksne Nida Uguns Plus 12,5 mm m? 30 - - - 2,0 - 20
Plaksne Nida Udens Uguns Plus 12,5 mm m? - 30
Plaksne Nida Cieta 12,5 mm m?2 - - 30 - - 20
Plaksne Nida Hydro 125 mm m? - - - 30 - - 2,0
Plaksne Nida Uguns Plus 15,0 mm m? - - - - 10 - - 20 40
Plaksne Nida Cieta 15,0 mm m? - - - - - 10 ) - ) 4,0
Plaksne Nida Hydro 15,0 mm m? - - - - - - 10 - - - 4,0
Piesienas profils Nida MFCE26 tek.m 06 0,6 06 0,6 06 0,6 06 06 0,6 06 0,6
e e e n e @ e Galvenais profils Nida MFCP44 tek.m 13 13 13 13 13 13 13 19 19 19 19
Griestu profils Nida MFCC50 gab. 2.8 2.8 2.8 2.8 2.8 2.8 2.8 28 2.8 2.8 2.8
Griestu lenkis Nida MFC2330 gab. 06 06 06 06 06 06 06 08 08 08 08
----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- Térauda enkuro3anas elements® gab. 16 16 16 16 16 16 16 20 20 20 20
MATERIALL: Pasurbjosas skroves Nida 3,5x9,5/11 mm gab. 10,0 10,0 10,0 10,0 10,0 10,0 10,0 10 1.0 10 1.0
Padurbjo3as skraves Nida 3,5x25 mm gab. 6,0 6,0 - - 6.0 - - 6,0 6,0
1. GipSkartona plaksnes Nida Pasurbjo3as skruves Nida 3,5x35 mm gab. 6,0 6,0 - - 6.0
2. Piesienas profils Nida MFCE26 Pasurbjosas skrives Nida 3,5x45 mm gab. - - - - - - - 6,0 6,0
Padurbjo3as skrives Nida 3,5x55 mm gab. 18,0 18,0 - - 18,0 - - 6,0 6,0
3. Augsgjais galvenais profils Nida MFCP44 Pasurbjosas skrives Nida 4,2x70 mm gab. - - 180 180 -
4. Apakséjais nesosais profils Nida MFCC50 Pasurbjosas skruves Nida Cietd 35 (3,9x35 mm) ~ gab. - - 12,0 - - 120 - - - 6,0
5. Griesty lenkis Nids MEC2330 Pa3urbjosas skrives Nida Cietd 45 (3,9x45mm)  gab. - - 18,0 - - - - - - 6.0
v I Pa3urbjosas skrives Nida Cietd 55 (3.9x55 mm)  gab. - - - - - 18,0 - - - 6.0
6. Térauda enkurosanas elements Pagurbjosas skrives Nida Cieta 70 (42x70 mm)  gab. - - - - - - - - - 180
7. Gremdgalvas skrives loksnu metalam Pasurbjosas skraves Nida Hydro C4 3,5x25mm ~ gab. - - - 6,0 - - 6,0 - - - 6,0
8. Mineralvate (péc izvles) I Padurbjo3as skraves Nida Hydro C4 3,5x41Tmm  gab. - - - 6,0 - - 6,0 - - - 6,0
‘ Pasurbjosas skrives Nida Hydro C4 3,5x55 mm ~ gab. - - - 18,0 - - 18,0 - - - 6,0
9. Pasurbjosas skroves Nida 3,5 x 25 mm ‘ Pasurbjosas skroves Nida Hydro C4 42x70mm  gab. - - - - - 18,0
10. Pasurbjosas skraves Nida 3,5 x 35 mm | Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14 14
11. Pasurbjoias skraves Nida 3,5 x 55 mm : GipSa Spaktele Nida Start ko 0s 09 - - 09 - - 12 12
| Gip3a Spaktele Nida Finisz kg 01 0,1 - - 0.1 - - 01 0,1 - -
12. Pasurbjosas skruves Nida 4,2 x 70 mm | Gatava $pakte|masa Nida Hydromix® kg - - 10 10 - 10 10 - - 13 13
‘ Mineralvate ” m? 10 10 1,0 10 10 10 10 10 10 1,0 10
: 4 Pienemtais piekarsanas augstums 500 mm.
I

T | % Enkurosanas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo baves svaru.

| ®|zmantojot §ipsa skiedru plaksnes Nida Ciets, ka alternativu varat izmantot ari Nida Planfix Fresh ¢ip3a 3pakteli.
N Pielietojums atbilstosi prasibam.
Patérina standartos nav nemti véra materialie zaudéjumi.

X PIRMIE TIRGU L3 i 0
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ini SAUSAS BUVES SISTEMAS '
@ www.siniat.lv ﬂ MARKETA ZIME C € kanalu Siniat Nida Yﬂu Tl.lhe
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI @

ot s (@I VOISO g tinas | g PIEKARAMO GRIESTU SISTEMA AR NESO$0 KONSTRUKCIJU
moaGriesti @@z Qi Q. @i NIDA CD 60 (CILINDRISKA PLAKNE)

svars Tm2:
EN13964:2004+A1

neattiecas neattiecas atkariba no 12,0 kg

apdares tipa
TEHNISKIE PARAMETRI

Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0022/15.11.2016 Rezga konstrukcija
° A; - Gip3a plaksnu Buves svars Ugunsizturibas el o)
ES/C D_6 0 1 2,5/L| E KTA, E L/CD§ 0 1 2,5/ Sis;émag tios Maksimalais Nida CD60 Croniytioe Maksimalais Nida apguvums Tme se Triecienizturiba
LIEKTA; WP/CD60-12,5/LIEKTA Nida Griesti Nida profila ~ galveno profilu atstatums PIUTIRS  stropju atstatums
tips
[mm] [mm] [mm] Nida Biezums [ka] [min) Ugunsizturibas
ES/CD60-12,5/Liekta CD60 300 ES 1000 Liekta 2x6,5 120 - 1A
EL/CD60-12,5/Liekta CDe0 300 EL 1000 Liekta 2x6,5 12,0 ) 1A
WP/CD60-12,5/Liekta CDe0 300 WP 1000 Liekta 2x6,5 120 - 1A

VSaskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dau

MATERIALU PATERINS UZ 1M?2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI

Sistémas tips Nida Griesti
Materidla nosaukums Merv. ES/CD60-12,5/Liekta EL/CD60-125/Liekta WP/CD60-125/Liekta
Materiala patérins uz 1m?
Plaksne Nida Liektd 6,25 mm m? 20 2,0 2.0
Profils Nida CD60 tek.m 45 45 45
Stiprindjuma elements Nida ES60 gab. 50
Stiprinajuma elements Nida EL60 gab. - 50
Mansarda piekare Nida WP60 gab. - - 50
Gareniskais savienotajs Nida LW60 gab. 13 13 13
Térauda enkuro3anas elements? gab. 50 50 50
Pasurbjosas skrves Nida 3,5x9,5/11 mm gab. 20,0 20,0 20,0
Pasurbjosas skraves Nida 3,5x25 mm gab. 24,0 24,0 24,0
Limlente Suvém Nida tek.m 14 14 14
Gipsa Spaktele Nida Start kg 06 06 0,6
Gip3a Spaktele Nida Finisz kg 02 02 02
Mineralvate® m? 10 10 10

2 Enkurosanas elementa tips jaizvelas individuali, nemot véra griestu konstrukcijas tipu un kopéjo buves svaru.
3>Pielietojurns atbilstosi prasibam.
Patérina standartos nav nemti véra materialie zaudéjumi.

MATERIALI:

-

Gipskartona plaksne Nida Liektad 6,25 mm

Profils Nida CD 60

Elements, uz kura iekarta apbuve (WP60, ES60, EL60)
Sablons no saplakéna vai OSB plaksnes

Stiprinasanas lenkis

Pasurbjosas skruves Nida 3,5 x 25 mm

N oo vwos wWN

Pasurbjosas skruves Kokam Nida

X - rozstaw uzalezniony od promienia krzywizny sufitu

i zawiera sie w przedziale od 200 do 300 mm

X PIRMIETIRGU 0 i 0
WWw.siniat.lv SAUSAS BUVES SISTEMAS LUdZU'_atqul.et ijlSU Yﬂu Tuhe
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SAUSAS BUVES SISTEMAS

PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

nida Griesti

Baves
svars 1m2:

10,0 kg

Saistita
dokumenta
numurs:

EN13964:2004+A1

. Siltuma Minimalais
Ugunsizturibas skanas piekarsanas
klase: absorbcija: augstums:

neattiecas 0,70 dB 400 mm

Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0026/15.11.2016

Neso3a konstrukcija”

PIEKARAMO GRIESTU AKUSTISKA SISTEMA AR NESOSO KONSTRUKCIJU
NIDA CD 60 (NIDA SONIC n0)

TEHNISKIE PARAMETRI

Gip3a plaksnu apsuvums

i i Skanas
DK/WO/CD60-12,5/SONIC Np  Ndo N I B -
W060 sl terigls  Hiekarsanas f Ugunsiztudas i cianizturina
Sistemas tips Apzi- oy G3veno nesoso  [201BCHBSMALels g 0gp g jas. svars Kiase flecienizturioa
Nida Griesti n Biezums  méjums N"g.? ol profilu - profily kOEII-Z) m
L [mm] sask.ar | PIOME TS st atsta- cients
standarty P tms  tums
[mm]  [mm] [mm]  Minerdlvate  [mm] [mm] a, [ka] [min.] Ugunsizturibas
DIWOICDEO125 sonicRen0 125 A CDEO 900 1000 300 stkiavae 40 400 045 100 1A
DIOWOILDS025 sonicreno 125 A CD6O 900 1000 300 stkavate 40 400 065 100 1A
DIOWOICDEO125/ sonicR10n0 125 A CDEO 900 1000 300  stklavate 40 400 065 100 1A
DIWOIEDE025 sonicrzn0 125 A CDEO 900 1000 300 stklavate 40 400 070 100 1A
DIWOICDE025/ SanicRisn0 125 A CDEO 900 1000 300  stklavate 40 400 070 100 1A
DKMWO/CD60-125/ __Sonic :
el g 125 A CDEO 900 1000 300 stkisvae 40 400 045 100 A
DKMWO/CD60-125/ ¢, - :
e 122! sonicRgM2n0 125 A CDEO 900 1000 300 stkavate 40 400 060 100 1A
DKWO/CDEO125/ _ Sonic :
D e Ribe 125 A CDEO 900 1000 300 stkavate 40 400 070 100 A
DKMWO/CD60-125/ _ Sonic
SONicRNT2/20/35n0 RN12/20/35n0 122 A D80 800 1000 300 400 040 100 1A
2%8@%%604 25 sonicceng 125 A CDEO 900 1000 300 400 060 100 1A
DK/WO/CD60-125/
Dworcoe SonicCi2n0 125 A CDEO 900 1000 300 400 055 100 1A

" lespéjams izmantot visu veidu Nida neso3as konstrukcijas un stropes, tas savstarpéji aizvietojot.
2 Akustiskas parbaudes zinojums ITB: NA-1162/P/2004 (LA-1197a/2005).

%) Svara netiek nemts vera izolacijas materiala svars.

4)Saskané ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il da|u.

MATERIALU PATERINS UZ 1M2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI

Sistémas tips Nida Griesti

B 2
= = = = = NS —o -2 —a = =
"o "o N8 " nQ g n e a s g "o nQ
oG S S NS S 3D S I SIS NG S
Materiala nosaukums Mérv. o% o% o ox ox Q% o9 oI oS o3 o9
£ Sg St £ 8¢ o £2 g2 SE s5 &%
=12 =X 58 53 a8 gg ==} &5 5 =12 53
o3 L §
Materiala patérins uz 1 m?
Plaksne Nida Sonic R6n0 m?2 10 - - -
........................................................................................................................................................................................................................................................... Plaksne Nida Sonic R8n0 m* 10
MATERIALI Plaksne Nida Sonic R10n0 m? 10
' Plaksne Nida Sonic R12n0 m? 1,0
N ; - 5
1. Perforéta gipskartona plaksne Nida Sonic 12,5 mm e 0 e e o Plaksne Nida Sonic R15n0 m 10
o A ) A Plaksne Nida Sonic RN8/15/20n0 m? 10
2. Augséjais galvenais profils Nida CD 60 Plaksne Nida Sonic R8/12n0 e 10
3. Apakséjais nesosais profils Nida CD 60 T AT A Plaksne Nida Sonic R12/20n0 m? 10
4 ’ S S, - - -
4. Profils Nida UD 27 (’ 22 A o~ /\ Plaksne Nida Sonic RN12/20/35n0 m? 10
o ) V., L AN A //: P Plaksne Nida Sonic C8n0 m? 10
P 4 P ; ;
5. Rotéjosi stiprinama piekare Nida WO 60 :/ s s Sk ! s Plaksne Nida Sonic C12n0 o 10
6. Stiprinasanas stienis Nida Profils Nida CD60 tek.m 42 42 42 42 42 42 42 42 42 42 42
7. Krustveida savienotéjs Nida LK 60 Profils Nida UD27 tek.m 0,6 0,6 0,6 0,6 0,6 0,6 046 0,6 0,6 0,6 0,6
_ . Rotgjosi stiprinama piekare Nida WO 60 gab. 12 12 12 12 12 12 12 12 12 12 12
8. Terauda enkuro$anas elements - — - -
Stiprindsanas stienis Nida gab. 12 12 12 12 12 12 12 12 12 12 12
. - - . - L
9. Mineralvate (péc izvéles) [ ] Krustveida savienotdjs Nida LK60 gab. 27 27 27 27 27 27 27 27 27 27 27
| | Gareniskais savienotajs Nida LW60 gab. 09 09 09 09 09 09 09 09 09 09 09
‘ ‘ Térauda enkuro3anas elements gab. 18 18 18 18 18 1.8 18 18 18 18 18
; ‘ i Pasurbjosas skroves Nida 3,5x25 mm gab. 24,0 24,0 24,0 24,0 24,0 24,0 24,0 24,0 24,0 240 24,0
I Q ] Gip3a $paktele Nida Planfix Fresh kg 01 01 0.1 01 01 01 01 01 01 0.1 01
: 1 : : Gipsa 3paktele Nida Finisz kg 01 01 01 01 01 01 01 01 01 01
Minerlvate m? 10 1,0 10 10 10 10 10 10 10 10

% Pielietojums atbilsto3i prasibam.

max 150 mm /

Patérina standartos nav nemti véra materialie zaudéjumi.

® Enkuro3anas elementa tips jaizvelas individuali, nemot vera griestu konstrukcijas tipu un kopéjo blves svaru.

@ wWww.siniat.Iv
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

piekarSanas dokumenta
klase: absorbcija: svars 1m2:

augstums: LU NIDA CD 60 (N|DA SONIC n1-n8)

EN13964:2004+A1

nida Griesti ouQunsizwﬁbaswiﬂggg": e“"‘”'mé'a‘s @Bﬂves @5"3‘““3 PIEKARAMO GRIESTU AKUSTISKA SISTEMA AR NESOSO KONSTRUKCIJU

neattiecas 0,60 dB 300 mm 10,0 kg

] Ekspluatacijas 1pasibu deklaracija:
SISTEMAS: DoP/Ceiling System/0026/15.11.2016

Gip3a plaksnu apSuvums Neso33 konstrukeija”
DK/WO/CDGO"] 2,5/50N|C Skanas‘_ _
f i i Piekarsanas absorbc Boves Ugunsizturibas
Nida Nida Nida Izolacijas materials jas svars 9 W Triecienizturiba®
Sistémas tips Apai WOs0  CD60 CD60 augstums (B8 TE0 ase
Nida Griesti . mejums  Nida stropju galveno nesoso cients?
. Biezums : atsta- profilu profilu
Nida sask.ar  profila j
[m ST tips tums?  atstatums  atstatums
darty [mm] [mm] [mm] Mineralvate ~ [mm] [mm] a, [mm) [min.] Ugunsizturibas
DIWOICDE0123/ sonicR1sm 125 A CDSO 900 1000 300 stkavate 80 300 060 100 . 1
gmggggo-u,s/ SonicRI2n2 125 A CDSO 900 1000 300 stkavete 80 300 060 100 - 1
DIWOICDE0125/ SonicRisng 125 A CDSO 900 1000 300 stklavate 80 300 050 100 . 1A
DIWOICDEO123/ Sonic C1ong 125 A CDSO 900 1000 300 stkavate 80 300 070 100 . 1
DK/WO/CD0-125/  Sonic :
pwocDeO sl e 125 A CDSO 900 1000 300 stkavate 80 300 055 100 ! 1

Vlespéjams izmantot visu veidu Nida nesosas konstrukcijas un stropes, tas savstarpéji aizvietojot.
2 Akustiskas parbaudes zinojums ITB: NA-1162/P/2004 (LA-11973/2005).

) Svara netiek nemts véra izolacijas materiala svars.

% Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il da|u.

MATERIALU PATERINS UZ 1M2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI
Sistémas tips Nida Griesti
~ ~ ~ =0 ~ @
S S5 SE S o8
Materiala nosaukums Mérv, 9% ok o o9 o9
o gs Se SE s2
owuv [a)%] ouv owun (=) UQ’
Materiala patérins uz 1 m?
Plaksne Nida Sonic R15n1 m? 10
Plaksne Nida Sonic R12n2 m? - 10
Plaksne Nida Sonic R15n8 m2 - - 10
Plaksne Nida Sonic C10n8 m? - - - 10
Plaksne Nida Sonic L5x80n8 m? - - - - 10
Profils Nida CD60 tek.m 42 42 42 42 42
Profils Nida UD27 tek.m 06 06 06 06 06
Rotéjosi stiprinama piekare Nida WO 60 gab. 12 12 12 12 12
. Stiprinasanas stienis Nida gab. 12 12 12 12 12
MATERIALL: Krustveida savienotajs Nida LKEO gab. 27 27 27 27 27
1. Perforet dipskartona plaksne Nida Sonic 12,5 mm e a e e o Gareniskais savienotajs Nida LW60 gab. 09 09 09 09 09
' Térauda enkuro3anas elements® gab. 18 18 18 18 18
2. Augsejais galvenais profils Nida CD 60 Pasurbjosas skrves Nida 35x25 mm gab. 24,0 240 240 240 24,0
3. Apakséjais nesosais profils Nida CD 60 Gipsa Spaktele Nida Start kg 03 03 03 03 03
T T AT A " B
4, Profils Nida UD 27 Z// /// s // 9 - ,/ < // Gipéa épakte\e Nida Finisz kg 01 01 01 01 01
e Va 7 7
i 7 s 7 vz 7 4 4 inara 6) 2 | ! X | 1
5. Rotejosi stiprinama piekare Nida WO 60 IR AV, Mineralvate m 10 10 10 10 0
6. Stiprinad3anas stienis Nida I ! % Enkurosanas elementa tips jaizvélas individuali, nemot véra griestu konstrukcijas tipu un kopéjo baves svaru.
5 Pielietojums atbilstosi prasibam.
7. Krustveida savienotajs Nida LK 60 Patérina standartos nav nemti véra materialie zaudéjumi.
8. Térauda enkuro$anas elements
9. Mineralvate (péc izvéles)
|
|

P
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

dokumenta
klase: absorbcija: svars 1m2:

UL NIDA CD 60 AR PAPILDU AKUSTISKO GRIESTU SLODZI

15,5-64,3 kg EN13964:2004+A1

nida Griesti O =@, @i @z @ PIEKARAMO GRIESTU AKUSTISKA SISTEMA AR NESO50 KONSTRUKCIJU

augstums:

(R)EI5, (R)EI45 0,70 dB
(R)EI60, (R)EISO
(R)EI20

222,5 mm

TEHNISKIE PARAMETRI

Ekspluatacijas 1pasibu deklaracija:

SISTEMAS: DoP/Ceiling System/0028/15.11.2016 e b e Maksimala Nida
. f iestu slodze:
DK/WON/CD60-12,5; DK/WON/CD60-25; DK/WON/CD60- ooy Mo S griestu slodze
imalai imalai iy oe : iekarsanas  svars Triecienizturiba?
37,5; DK/WO N/CDGO'SO; DK/WO N/CDGO'GZ,S Sistemas tips %iagg@glsaés I\{\\“agglgglsaés Maksimalais el paugstums 1me Klase bez ar
Nida Griesti Nida o 5 ; Nida stropju ugunsiz-  ugunsiz-
galveno profilu neso3o profilu tstat turibas? turiby?
profila atstatums atstatums atstatums uribas uriou
tips
[mm] [mm] [mm] Nida Biezums [mm] [ka] [min.] [kg/m?] [kg/m?]  Ugunsizturibas
DK/WON/CD60-12,5/Klusa  CD60/CD6E0 1000 400 900 Klusa 125 2225 155 (R)ENS 31 16 1A
DK/WON/CD60-12,5/Smaga  CD60/CDE0 1000 400 900 Smaga 125 2225 155 (R)EIS 31 16 1A
DK/WON/CD60-25/Kluss  CD60/CD6E0 1000 400 850 Klusa ~ 2x125 235 283 (R)EI45 36 16 1A
DK/WON/CD60-25/Smaga  CD60/CD6E0 1000 400 850 Smaga  2x125 235 283 (R)EI45 36 16 1A
DK/WON/CD60-37,5/Klusa  CD60/CDE0 1000 400 750 Klusa  3x125 2475 417 (R)EIBO 49 16 1A
DK/WON/CD60-37,5/Smaga CD60/CD60 1000 400 750 Smaga  3x125 2475 417 (R)EI6O 49 16 1A
DK/WON/CD60-50/Klusd  CD60/CD6E0 850 400 750 Klusa ~ 4x125 250 437 (R)EI90 58 16 1A
DK/WON/CD60-50/Smaga  CD60/CD6E0 850 400 750 Smaga  4x125 250 437 (R)EI90 58 16 1A
DK/WON/CD60-62,5/Klusa  CD60/CDE0 650 400 650 Klusa ~ 5x125 270 64,3 (R)EN20 87 16 1A
DK/WON/CD60-62,5/Smaga CD60/CDE0 650 400 650 Smaga  5x125 270 643 (R)EI20 87 16 1A

Vlespéjams izmantot visu veidu Nida nesosas konstrukcijas un stropes, tas savstarpéji aizvietojot.

2)Pielaujamé slodze, ieskaitot: pasmasu, izolacijas materidlu un papildu tehnologisko slodzi. Tehniskais atzinums ITB 1060/12/R14NK.
%) Papildu slodze, pamatojoties uz ugunsdrosibas klasifikaciju LBO-438-K/14.

% Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il da|u.

MATERIALU PATERINS UZ 1M?2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI

Sistémas tips Nida Griesti
) 32y 23 223 3%s 3Rg 3hm 3%y 333 33¥g 299
Materiala nosaukums Mérv. géﬁ gé,g ggﬁ ggg §d§ gég ggﬁ ggg %O'E gc-,g
Yol iYe)
D8¥ ng ng 53 ng ng 08¥ =87 D§¥ oém
Materiala patérins uz 1 m?
Plaksne Nida Klusa 12,5 mm m? 10 20 30 - 4,0 50
Plaksne Nida Smaga 12,5 mm m? - 10 - 20 - 30 - 40 - 50
Plaksne Nida Sonic m? 10 10 10 10 10 10 10 10 10 1,0
Profils Nida CD60 tek.m 6.0 6.0 6,0 6.0 6.0 6,0 62 6.2 6.6 6.6
Profils Nida UD27 tek.m 12 12 12 12 12 12 12 12 12 12
Stipringjuma elements Nida ES60 gab. 30 30 30 30 30 30 30 30 30 30
"""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" Rotéjosi stiprinama piekare ar noniju Nida WON 60 gab. 12 12 12 12 14 14 16 16 24 24
MATERIALL: Augséja nonija piekare Nida WGN gab. 12 12 12 12 14 14 16 16 24 24
o . ) Nonija piekares Skelttapa Nida PWN gab. 24 24 24 24 2.8 28 32 32 48 48
1. GipSkartona plaksnes Nida Krustveida savienotajs Nida LK60 gab. 25 25 25 25 25 25 30 30 39 39
2. Augseéjais galvenais profils Nida CD 60 Gareniskais savienotajs Nida LW60 gab. 15 15 15 15 15 15 15 15 15 15
3. Apaksgjais nesosais profils Nida CD 60 Térauda enkuro3anas elements® gab. 54 54 54 54 56 56 58 58 6,6 6.6
4. Profils Nida UD 27 Padurbjosas skroves Nida 3,5x9,5/11 mm gab. 120 120 120 120 120 120 120 120 120 120
5 Apek . Pasurbjosas skraves Nida 3,5x25 mm gab. 18,0 18,0 18,0 18,0 18,0 18,0 18,0 18,0 18,0 18,0
s Sﬁg&gﬁ’sa piekare ar nonju Pasurbjosas skroves Nida Cieta 35 (3,9x35 mm) gab. 180 180 240 240 120 120 120 120 120 120
Pasurbjosas skroves Nida Cietd 55 (3,9x55 mm) gab. - - - - 18,0 18,0 6.0 6.0 6.0 6.0
6. Nonija pagarinatajs Nida PR - s
Pa3urbjosas skrives Nida Cieta 70 (4,2x70 mm) gab. - - - - - - 18,0 18,0 24,0 24,0
7. Augseja nonija piekare Nida WGN Limlente suvém Nida tek.m 28 28 28 28 28 28 28 28 28 28
8. Nonija piekares Skelttapa Nida Gip3a Spaktele Nida Start kg 03 03 03 03 03 03 03 03 03 03
9. Krustveida savienotajs Nida LK 60 Gip3a Spaktele Nida Finisz kg 01 01 01 01 0.1 01 01 01 01 01
) B Gatava Spakte|masa Nida Hydromix® kg 04 04 07 07 10 10 13 13 16 16
10. Térauda enkuro$anas elements —
Mineralvate” m? 10 10 10 10 10 10 10 10 10 10
11. Mineralvate (péc izvéles)
% Enkuro$anas elementa tips jaizvélas individuali, nemot vera griestu konstrukcijas tipu un kopéjo buves svaru.
) 1zmantojot gip3a Skiedru plaksnes Nida Cieta, ka alternativu varat izmantot ari Nida Planfix Fresh gipsa Spakteli.

7 Pielietojums atbilstodi prasibam.

*jespéjams izmantot ES 60, EL 60, WP 60 tipa eli 3m. o o
Paterlna standartos nav memtl véra materialie zaudejum\‘

stiprindjuma elementus i f
| ] ‘

s max150mm
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SAUSAS BUVES SISTEMAS

PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

. . Maksimala Minimalais Saistita = 1 -
nl Gr’estl U%l;r;svizturibas SRS el ErEenas SB\tjavris - dokumenta PlEKARAMO GRIESTU SlSTEI\/\A AR DIVU L”\/\ENU KRUSTVE'DA NESOSO
da ok' : gss’dze: egugswm @ N ®”“m““: KONSTRUKCIJU NIDA UA50 / NIDA CD60

12,5-25,0 kg EN13964:2004+A1

Ekspluatacijas 1pasibu deklaracija:
ReZzga konstrukcija

neattiecas neattiecas 222,5 mm

SISTEMAS: DoP/Ceiling System/0029/15.11.2016
DK/PG/UA/CD60-12 ,5; DK/PG/UA/CD60-25 SO . . _Sgrope !\’(s“aggmlsaés Aﬁ?ﬁ'?@?g Maksimalais Gip3a plaksnu é\ll\elaérpszlggss Bssgfss UgurleizturTbas Tedeniziurba?
Nida Griesti Nida Krustveida - VItROLS  “aqpng Nesoso Nide apsuvums augstums 17 EE3
profila savienotajs  stienis profilu profilu stropju
tips Nida 6 atstatums?  atstatums  2RUMS
-------------- [mm] [mm] [mm] [mm] Nida Biezums  [mm]  [kg] [min] Ugunsizturibas
E DK/PG/UA/CD60-12,5/Expert UA50/CD60 LK UAS0-CDE0 8 1500 400 1750 Expert 125 2225 109 - 1A
§ =—i¢ DK/PG/UA/CD60-12,5/Udens? UA50/CD60 LK UAS0-CD60 8 1500 400 1750 Udens 125 2225 14 - 1A
% B = DK/PG/UA/CD60-12,5/Uguns+ UA50/CD60 LK UAS0-CD60 8 1500 400 1750 Uguns Plus 125 2225 127 - 1A
g e — DK/PG/UA/CD60-12,5/UdensUguns+ UA50/CD60 LK UASO-CDE0 8 1500 400 1750  UdensUgunsPlus 125 2225 127 - 1A
§ el S _ ] DK/PG/UA/CD60-12,5/Cieta UA50/CD60 LK UA50-CDE0 8 1100 400 1200 Cieta 125 2225 155 - 1A
R\ e e DK/PG/UA/CD60-12,5/Hydro UA50/CD60 LK UAS0-CDE0 8 1100 400 1200 Hydro 125 2225 135 - 1A
~~~~ -/r ' DK/PG/UA/CD60-25/Expert UA50/CD60 LK UAS0-CD60 8 1100 400 1200 Expert 2x125 235 191 - 1A
[ DK/PG/UA/CD60-25/Udens? UA50/CD60 LK UAS0-CD60 8 1100 400 1200 Udens 2x125 235 20,1 - 1A
II.'I DK/PG/UA/CD60-25/Uguns+ UA50/CD60 LK UAS0-CDE0 8 1100 400 1200 UgunsPlus  2x125 235 227 - 1A
o DK/PG/UA/CDE0-25/UdensUguns+ UASO/CDE0 LK UA50-CD60 8 1100 400 1200 UdensUgunsPlus 2x12,5 235 227 - 1A
I." DK/PG/UA/CD60-25/Cietd UA50/CD60 LK UAS0-CD60 8 1100 400 1200 Cietd 2x125 235 283 - 1A
;'I { DK/PG/UA/CD60-25/Hydro UA50/CD60 LK UAS0-CD60 8 1100 400 1200 Hydro 2x125 235 243 - 1A
i " Gadijuma, ja tiek izmantotas citas galvena profila un stropes elementu konfiguracijas, skatiet tabulu 566. lappuseé.
| ?Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il dau.
f | 3)Telpés ar relativo gaisa mitrumu lidz 85 % stUra sekcijas pret intensivu Udens iedarbibu ieteicams izmantot Nida Hydro gip3a skiedru plaksnes (horizontaldm un vertikalam virsmam
| vannas, dusas utt. zonas).
{ -
.IIII MATERIALU PATERINS UZ 1M2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI
|" ' Sistémas tips Nida Griesti
{ + +
| Materiala nosaukums Meérv. %gg §Eé %gé %gg %gg %gg §§g %Eg %EE %E% %59 §§§
/ 29 £33 Zes Za7 B3t 3% L0 23S fus fnf Ent ot
Materiala patériné uz 1 m?
Plaksne Nida Expert 125 mm m? 10 - 20
Plaksne Nida Udens 12,5 mm m? 10 20
Plaksne Nida Uguns Plus 12,5 mm m? - - 10 - 2.0
Plaksne Nida Udens Uguns Plus 125 mm m? - - - 1.0 - - - - - 2.0 - -
3 e e e 0 o Plaksne Nida Cietd 12,5 mm m? - - . - 10 - - - - - 2.0 .
Plaksne Nida Hydro 125 mm m? - - - - - 10 - - - - - 2,0
Profils Nida CD60 tek.m 2.6 26 2,6 2,6 2,6 2,6 2,6 2.6 2.6 2,6 26 2,6
"""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" Profils Nida UD27 tek.m 06 06 06 06 06 06 06 06 06 06 06 06
MATERIALL: Profils Nida UA50 tek.m 10 10 10 10 10 10 1,0 10 10 10 10 10
Cinkots Térauda vitnots stienis,  8mm tek.m 09 09 09 09 09 09 09 09 09 09 09 09
1. Gipskartona plaksne Nida e ee 0 e e Cinkots Terauda uzgrieznis, @ 8mm gab. 27 27 27 27 27 27 27 27 27 27 27 27
2. Augséjais galvenais profils Nida UA 50 Cinkota Térauda paplaksne stienim, @ 8mm gab. 18 18 18 18 18 18 18 18 18 18 18 18
3. Apaksgjais nesosais profils Nida CD 60 Krustveida savienotajs Nida UA50-CD60 gab. 2.6 2.6 2.6 2.6 26 26 2,6 2.6 2.6 2.6 2.6 2.6
) . Gareniskais savienotajs Nida LW60 gab. 09 09 09 09 09 09 09 09 09 09 09 09
4. Profils Nida UD 27 -
Terauda izple3anas uzmava vitnotajam stienim, 8 8 mm  gab. 09 09 09 09 09 09 09 09 09 09 09 09
5. Vitnots stienis, @ 8mm, ar uzgriezniem un paplaksném Térauda enkuro$anas elements? gab. 09 09 09 09 09 09 09 09 09 09 09 09
6. Krustveida savienotajs Nida UAS0-CD60 Pasurbjosas skraves Nida 3,5x25 mm gab. 18,0 18,0 18,0 18,0 - - 6,0 6,0 6,0 6.0 - -
Padurbjosas skrives Nida 3,5x35 mm gab. - - - - - 18,0 18,0 18,0 18,0 -
Pasurbjosas skrives Nida Cieta 35 (3,9x35 mm) gab. 18,0 - - - - - 24,0
Pasurbjosas skraves Nida Hydro C4 3,5x25 mm gab. 18,0 - - - - - 6.0
Pasurbjosas skraves Nida Hydro C4 3,5x41 mm gab. - - - - 18,0
D Limlente Suvém Nida tek.m 14 14 14 14 14 14 14 14 14 14 14 14
: o Gip3a Spaktele Nida Start kg 03 03 03 03 - - 06 0,6 0,6 06 -
‘ = i | i Z Gipsa 3paktele Nida Finisz kg 01 01 01 01 - - 01 01 01 01
[ J | ] _ Gatava 3pakte|masa Nida Hydromix® kg - - - - 04 04 - - - - 08 08
: [ Mineralvate® m? 10 10 10 10 10 1,0 1,0 10 10 10 10 10

4 Enkuro3anas elementa tips jaizvélas individuali, nemot vera griestu konstrukcijas tipu un kopéjo badves svaru.
5 |zmantojot gipsa Skiedru plaksnes Nida Ciet3, k3 alternativu varat izmantot ari Nida Planfix Fresh gip3a Spakteli.

|

|

|

| % Pielietojums atbilstodi prasibam.
[

max 150 mm ! )
A Patérina standartos nav nemti véra materialie zaudéjumi.
X PIRMIETIRGU 0 i 0
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SAUSAS BUVES SISTEMAS
PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

U izturib WNELSINELE] WINEIETS BO
klgunsllztun 28 apdares PIELERERE uves1 .
ase: slodze: augstums: SIS (T

(R)EI120 2,5 kg/m? 300 mm 62,5 kg

PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA NESOSO
KONSTRUKCIJU NIDA UA50 / NIDA CD60 - UGUNSIZTURIBA NO ABAM PUSEM

TEHNISKIE PARAMETRI
Gipsa plaksnu zolacijas materials

Rez§a konstrukcija apuvums
Maksimalais Maksimalais Maksimalais Minimalais Boves —_— (n3l3
Nida CD60 Nida CDE0  SLOPIU  1iryoriocibas piekarsanas svars Uguas;gguunbas Mg:;s(;rzn:la Triecienizturiba?  jpaza

Biezums Biezums Blivums augstums  1m? sistéma

Saistita
dokumenta
numurs:

EN13964:2004+A1

nida Griesti

Ekspluatacijas 1pasibu deklaracija:
DoP/Ceiling System/0038/15.11.2016

SISTEMAS:
DK/PG/UA/CD60-60/MW; DK/PG/UA/CD60-60/MW
Sistémas tips Nida |
ida Griesti alveno nesoso  atstatums
Nida Grlest profila  “profily profilu (itnots nosaukums Mineralvate
tips  atstatums  atstatums  stienis, @8)
[mm] [mm] [mm] Nida [mm] [mm] [kg/m*]  [mm] [ka] [min] [kg/m?]  Ugunsizturibas
ggﬁ/\%ﬁ%ﬁ??f U()ASSS[?/ 800 400 700 Uguns Plus  4x150  akmens 2x50 25 300 625 (R)EN20Y 25 1A (]
gg%%’ﬁgﬁg%u o e 800 400 700 UOEBYOUS 4150 akmens 250 25 300 625 (REN0Y 25 1 .

" Ekspluatacijas Tpasibu deklaracija (EID) - DoP/Ceiling System/0038/15.11.2016, Ugunsdro3ibas klasifikacija ITB 1060.3.3/14/R82NZP.

% Saskana ar tehniska atzinuma ITB 01060/12/R34NK | daju un Il da|u.
3)Ugunsizturibas klase - atbilst nosacijumiem, ugunij iedarbojoties no augsas un apaksas.

MATERIALU PATERINS UZ 1M2 PIEKARAMO GRIESTU W SISTEMA NIDA GRIESTI

DK/PG/UA/CD60-60/MW/Uguns+

Sistémas tips Nida Griesti

DK/PG/UA/CDE0-60/MW/UdensUguns+

I-'I Materiala nosaukums Mérv.
IIlI
{ Materiala patérins uz 1 m?
Iu' Plaksne Nida Uguns Plus 15 mm m? 40
ll-' Plaksne Nida Udens Uguns Plus 15 mm m? 40
| Profils Nida UA50 tek.m 13 13
.'I Profils Nida CD60 tek.m 2.5 25
IJI Profils Nida UD27 tek.m 06 06
/ Vitnots stienis, g 8mm 4 tek.m 20 20
Térauda uzgrieznis, @ 8 mm gab. 8,0 80
Teérauda paplaksne, @ 8 mm gab. 8,0 80
Krustveida savienotajs Nida UA50-CD60 gab. 34 34
Gareniskais savienotajs Nida LW60 gab. 09 09
Térauda enkurskrove, 28 mm gab. 18 18
Padurbjosas skrives Nida 3,5x25 mm gab. 6,0 6,0
Padurbjosas skrves Nida 3,5x45 mm gab. 6,0 6,0
Pasurbjosas skraves Nida 3,5x55 mm gab. 6,0 6,0
""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""""" Pasurbjosas skraves Nida 4,2x70 mm gab. 18,0 18,0
MATERIALL: Limlente Suvém Nida tek.m 14 14
Gip3a Spaktele Nida Start kg 12 12
1. Gipskartona plaksne Nida Gipsa spaktele Nida Finisz kg 0/ 0/
2. Augséjais galvenais profils Nida UA 50 Mineralvate & m? 2,0 20
3. Apakséjais nesosais profils Nida CD 60 % Aprekinam pienemts piekarsanas augstums, kas vienads ar 500 mm.
% Enkurosanas elementa tips jaizvélas individuali, nemot vera griestu konstrukcijas tipu un kopéjo buves svaru.
4. Profils Nida UD 27 © Akmens kiedras mineralvate ar minimalo biezumu 2x50 mm un minimalo kopéjo blivumu 25 kg/m?.
Patérina standartos nav nemti véra materialie zaudéjumi.
5. Vitnots stienis, @ 8mm, ar uzgriezniem un paplaksnem
6. Krustveida savienotajs Nida UA50-CD60
7. lzolacijas materials mineralvate
8. Térauda enkurskrive

I
I
max 860 mm |
|

max 150 mm

@ wWww.siniat.Iv
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SAUSAS BUVES SISTEMAS
@ PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

NESOSAS KONSTRUKCIJAS IZKARTOJUMA ATLASES TABULAS NIDA GRIESTI PIEKARAMO GRIESTU SISTEMA AR VIENA LIMENA KRUSTVEIDA NESOSO
SISTEMA ATTIECIBA UZ PIELAUJAMO SLODZI KONSTRUKCIJU NIDA CD60

PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA NESOS0

Pielaujamo slodzu salidzinosa tabula [kg/m?]
KO N STR U KC I J U N I DA C D 6 O Piekares: Nida WP60 7, Nida ES60 2, Nida EL60 ?, Nida WON60 9, Nida WO60 2

1xgk 2xgk 3xg-kunvairak
NIDA GRIESTI - DIVU LTN\ENU KRUSTVEIDA REiGIS (NESOSAS KONSTRUKCIJAS ATSTARPES IK PA 400 MM) 23 23 25 25 30 30
Pie|aujamo slodzu salidzino3a tabula [kg/m?] 26 26 28 28 34 34
Piekares: Nida WP60 7, Nida ES60 2, Nida EL60 ¥, Nida WON60 %, Nida W0O60 29 29 3 3 39 39
30 27 25 23 21 20 19 18 17 16 15 14 14 13 12 34 34 37 37 45 45
33 30 28 26 24 22 21 20 19 18 17 16 15 15 14 37 37 40 40 49 49
38 34 31 29 27 25 23 22 21 20 19 18 17 16 16 € 39 39 42 42 52 52
42 38 35 33 30 28 26 25 24 22 21 20 19 18 18 § 4 a4 45 45 54 54
48 44 40 37 34 32 30 28 27 25 24 23 22 21 20 % 44 44 47 47 58 58
€ 55 50 46 42 39 36 34 32 30 29 27 26 25 24 23 § 46 46 50 50 61 61
§ 63 57 52 48 45 42 39 37 35 33 31 30 29 27 26 3 49 49 53 53 65 65
% 73 66 61 56 52 48 45 43 40 38 36 35 33 32 30 53 53 57 57 70 70
% 85 7 7 65 60 56 53 50 47 45 42 40 38 37 35 57 57 62 62 75 75
3 99 90 82 76 70 66 62 58 55 52 49 47 45 43 4 62 62 67 67 82 82
100 9% 88 81 75 70 66 62 59 56 53 50 48 46 44 67 67 73 73 89 89
100 100 95 87 81 76 7 67 63 60 57 54 52 49 47 74 74 80 80 98 98
100 100 100 95 88 82 77 72 68 65 62 59 56 54 51 040 0.50 040 0,50 0,40 0,50
100 100 100 100 96 90 84 79 75 71 67 64 61 58 56 Nesoso profilu atstatums [m]
100 100 100 100 100 99 9% 87 82 78 74 20 67 64 62 Profils Nida CD60 ar nominalo biezumu 0,55 mm un toleranci +/- 0,06 mm
Profils Nida CD60 arngr?w‘i\:'veér;g glrngﬂfnitétggur:;[ﬂ toleranci +/- 0,06 mm Pl E KARAI\/\O G RI ESTU Sl STEI\/\A AR G RI ESTU SEG U MU SISTEI\/\A AR

) i ) NESOSO KONSTRUKCIJU CEPURU PROFILIEM NIDA PK48
PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA NESOSO NIDA CD60

KONSTRUKCIJU NIDA CD60

NIDA GRIESTI - DIVU LIMENU KRUSTVEIDA REZGIS (NESOSAS KONSTRUKCIJAS ATSTARPES IK PA 500 MM)

Pie|aujamo slodzu salidzino3a tabula [kg/m?] Pie|aujamo slodzu salidzino3a tabula [kg/m?]
PieJaujamo slodzu salidzino3a tabula [kg/m?] Piekares: Nida WP60 7, Nida ES60 2, Nida EL60 ?, Nida WON60 ¥, Nida WO60 Piekares: dibeli/iedzitni (izvéle atkariba no slodzes)

Piekares: Nida WP60 7, Nida ES60 2, Nida EL60 2, Nida WONE0 ¥, Nida WO60 2 Tx gk 2xgk 3% g-k un vairak 1x gk 2xgk 3xg-kun vairak
120 27 25 23 21 19 8 7 16 15 14 14 13 12 12 n 60 48 65 52 80 64 120 30 24 33 26 40 32

115 30 28 25 23 22 20 19 18 7 16 15 14 14 13 13 63 50 68 54 83 67 115 34 27 37 30 45 36

110 34 31 28 26 24 23 21 20 19 18 17 16 15 15 14 66 53 7 57 87 70 110 39 31 42 34 52 4

1.05 38 35 32 29 27 26 24 23 21 20 19 18 7 7 16 69 55 75 60 91 73 1,05 45 36 49 39 60 48

1,00 43 39 36 33 31 29 27 25 24 23 22 21 20 19 18 72 58 78 63 96 77 1,00 52 42 56 45 69 55

E 0,95 49 45 4 38 35 33 31 29 27 26 25 23 22 21 21 = 76 61 82 66 100 81 E 0,95 61 49 66 53 80 64

é 0,90 56 51 47 43 40 38 35 33 31 30 28 27 26 25 24 g 80 64 87 70 100 85 é 090 66 53 72 57 88 70

% 0,85 65 59 54 50 46 43 4 38 36 34 33 31 30 28 27 g 85 68 92 74 100 90 % 085 70 56 76 61 93 74

é 080 74 67 62 57 53 49 46 4 4 39 37 35 34 32 31 % 91 72 98 78 100 96 % 080 75 60 80 64 98 79

) (4) 79 72 66 61 56 53 49 46 44 4 39 38 36 34 33 3 97 77 100 83 100 100 3 075 79 64 86 69 100 84
0,70 84 77 70 65 60 56 53 50 47 44 42 40 38 37 35 100 83 100 89 100 100 0,70 85 68 92 74 100 90

0,65 91 83 76 70 65 61 57 54 51 48 45 43 4 40 38 100 89 100 96 100 100 0,65 92 73 99 79 100 97

0,60 99 90 82 76 70 66 62 58 55 52 49 47 45 43 4 100 97 100 100 100 100 0.60 99 79 100 86 100 100

055 100 98 90 83 77 72 67 63 60 57 54 51 49 47 45 100 100 100 100 100 100 055 100 87 100 94 100 100

0,50 100 100 99 9 84 79 74 70 66 62 59 56 54 51 49 100 100 100 100 100 100 050 100 95 100 100 100 100

0,40 | 0,50 | 0,40 | 0,50 | 0,40 | 0,50
Profils Nida CD60 ar nSran‘\’vneén\g Elgllknit;[ggugfn[ﬂ toleranci +/- 0,06 mm Profils Nida CD60 ar noan\'S;)éé\z %:glumafga;;mn[m toleranci +/- 0,06 mm Cepures profils Nida 15%258022 ﬁgzgé%i?:}:?e[;uﬁu[g,]% mm un toleranci +/-

;))MangaQQa piekare Nida WP60. " Mansarda piekare Nida WP60.

5 St\'pr}ng.uma elements N|da_ES§O. ) 2 Stiprindjuma elements Nida ES60.

Y :tlf_r}nfiiumake\ements ?'lasl\tll'(gjalfl\/,\(‘jlglaegwo ® Stiprinajuma elements elastigais Nida EL60.
otéjosa piekare ar noniju Nida . % Rotéjosa piekare ar noniju Nida WONEO.

% Rotéjosi stiprinama piekare Nida WO60 5)Rotéioéi s,iiprinémé piekjare Nida WO60
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SAUSAS BUVES SISTEMAS

PIEKARAMIE GRIESTI UN GRIESTU SEGUMI

PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA NESOSO DIVU LIMENU KRUSTVEIDA PIEKARAMO GRIESTU SISTEMA AR
KONSTRUKCIJU NIDA MF KONSTRUKCIJU UA50 / CD60

NIDA GRIESTI MFC DIVU LIMENU KRUSTVEIDA, ANGLU (NESOSAS KONSTRUKCIJAS ATSTARPES IK PA 400 MM) NIDA GRIESTI UA50/CD60 (FIKSETS ATTALUMS STARP NESOSAJIEM PROFILIEM 400 MM) - STROPES VEIDOTAS NO VITNOTIEM STIENIEM, @ 8,0 MM

Pielaujamo slodzu salidzino$a tabula [kg/m?] PieJaujamo slodzu salidzinosa tabula [kg/m?]
Piekares: MFC2330
2,60 115
120 73 67 61 56 52 49 46 43 41 39 37 35 33 32 31
255 1415
115 82 74 68 63 59 55 51 48 46 43 41 39 37 36 34
250 115
110 92 84 77 l 66 61 57 54 51 48 46 44 42 40 38
245 1415 1415
1,05 100 94 86 80 74 69 65 61 58 55 52 49 47 45 43
240 115 115
1,00 100 100 98 90 84 78 74 69 65 62 59 56 53 51 49
235 1415 115
= 095 100 100 100 100 9 89 84 79 75 71 67 64 61 58 56
= 230 115 115 115
€ 0,90 100 100 100 100 100 100 9% 91 86 81 77 73 70 67 64
2 225 115 115 115
7 085 100 100 100 100 100 100 100 100 99 94 89 85 81 7 74
© 220 115 115 115 115
2 0.80 100 100 100 100 100 100 100 100 100 100 95 90 86 82 79
] 2,15 115 115 115 115 115
3 075 100 100 100 100 100 100 100 100 100 100 99 94 90 86 82
210 115 115 115 115 115
070 100 100 100 100 100 100 100 100 100 100 99 94 90 86 82
2,05 1530 115 115 115 1415 115
065 100 100 100 100 100 100 100 100 100 100 99 94 90 86 82
2,00 1530 115 115 115 1415 1415 115
0,60 100 100 100 100 100 100 100 100 100 100 99 94 90 86 82
195 1530 1530 115 115 1415 1415 1415 1415
055 100 100 100 100 100 100 100 100 100 100 99 94 90 86 82
= 190 1530 1530 115 115 1415 1415 115 115 115
050 100 100 100 100 100 100 100 100 100 100 99 94 90 86 82 £
= 185 1530 15-30 15-30 1415 115 115 115 115 115 115
2 180 1530 1530 1530 1415 1415 1415 115 115 115 115
Galveno profilu atstatums [m] e
Profils MFCP44 ar nominalo biezumu 0,80 mm un toleranci +/- 0,06 mm % 72 1530 1530 1530 15 15 15 15 15 5 15 15
E 170 15-30 1530 1530 115 115 115 115 115 115 115 115
§ 165 1530 1530 1530 1530 115 115 1115 1115 1115 115 115
B 160 30-50 1530 1530 1530 115 115 115 115 115 115 115
PIEKARAMO GRIESTU SISTEMA AR DIVU LIMENU KRUSTVEIDA NESO50 * BEEEM v vw  sw  ew  w  m  w  w w m
KO N STRU KCIJ U N | DA IV\ I: ! 150 30-50 1530 1530 1530 115 1115 115 115 115 115 115
145 30-50 1530 15-30 1530 1530 115 115 115 1415 1415 1415
140 30-50 1530 1530 1530 1530 115 115 115 115 115 1415
- 24 135 30-50 15-30 15-30 1530 1530 115 115 115 115 1415 115
NIDA GRIESTI MFC DIVU LIME KRUSTVEIDA, ANGLU (NESOSAS KONSTRUKCIJAS ATSTARPES IK PA 500 MM)
130 30-50 30-50 1530 1530 1530 1530 115 115 115 115 115
E@e:(aujaonAélggszgosalidzinoéé tabula [kg/m?] 125 30-50 30-50 15-30 15-30 15-30 15-30 1-15 1-15 1-15 1-15 1-15
iekares:
120 30-50 30-50 1530 1530 1530 1530 15-30 1415 115 115 115
29 & o 56 3 8 45 G 3 7 ki 33 32 30 29 28 115 30-50 30-50 1530 1530 15-30 1530 1530 1415 1415 1415 115
Wk » 68 62 > >3 50 4 a4 4 3 7 3 34 2 3 110 30-50 30-50 30-50 1530 1530 1530 1530 1415 1415 115 115
11 8 7 70 64 &0 % i 4 4 a4 G 40 38 36 3 1,05 30-50 30-50 30-50 1530 15-30 15-30 1530 115 115 115 115
L % 8 7 G & & > > 52 4 4 e e 4 39 1,00 30-50 30-50 30-50 30-50 1530 1530 1530 1415 1415 115 1115
00 100 7 8 82 76 7 66 62 i % > 5 8 4 44 095 30-50 30-50 30-50 30-50 1530 15-30 15-30 115 115 115 115
E 022 100 100 100 % 86 8 7 1 & 64 &0 58 > > >0 090 3050 3050 3050 3050 1530 1530 1530 115 115 115 115
% 020 100 100 100 100 % % 84 I I 7 o7 64 o > % 085 30-50 30-50 30-50 30-50 1530 1530 1530 1115 115 115 115
3 085 100 100 100 100 100 95 89 84 79 75 7 68 65 62 59 oy e o ey oy e o e e e e
2 080 100 100 100 100 100 100 95 89 84 80 76 72 69 66 63
5
3 075 100 100 100 100 100 100 99 93 88 83 79 75 7 69 66 Nida UAS0 galveno profilu atstatums [m]
070 100 100 100 100 100 100 99 93 88 83 79 75 72 69 66
065 100 100 100 100 100 100 99 93 88 83 79 75 72 69 66
060 100 100 100 100 100 100 99 93 88 83 79 75 72 69 66
055 100 100 100 100 100 100 99 93 88 83 79 75 72 69 66
050 100 100 100 100 100 100 99 93 88 83 79 75 72 69 66
Galveno profilu atstatums [m]
Profils MFCP44 ar nominalo biezumu 0,80 mm un toleranci +/- 0,06 mm
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