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B4.1. tabula. PE-X caurules 

 
 

 
 

 

 
 

 
 

 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Flame Cabel Coating, Flame Cabel I Paste un Flame Cabel A Paste  
B4. pielikums  

Eiropas 

ETA-16/0732 
Cabel I  

 

 Caurules diametrs, 
D [mm] biezums, t [mm]  

PE-X D  
 

1.9 EI 120 U/C 
EI 120 C/C 

 
Caurules diametrs, 

D [mm] biezums, t [mm] 
 

 
 

 

 4.3 - 14.2  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

El 120 C/U 
El 120 U/C 
El 120 C/C 

 4.4 - 14.2 

 4.6  14.2 

 4.8  14.2 

 5.0  14.2 
 5.2 - 14.2 

 5.3 - 14.2 

 5.5 - 14.2 

 5.7 - 14.2 

 5.9  14.2 

 6.1 - 14.2 

 6.3 - 14.2 

 6.4  14.2 

 6.6 - 14.2 

 6.8 - 14.2 

 7.0 - 14.2 

 7.2 - 14.2 

 7.4 - 14.2 

 7.5 - 14.2 

 7.7 - 14.2 

 7.9  14.2 

 7.9 - 14.2 

 8.3 - 14.2 

260  8.5  14.2 
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B4.3  
 

 Caurules diametrs, 
D [mm] biezums, t [mm] 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 3.4 - 14.2  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

El 120 C/U 
El 120 U/C 
El 120 C/C 

 3.5 - 14.2 

 3.7 - 14.2 

 3.8 - 14.2 

80 < D  90 4.0  14.2 

 4.1  14.2 

100 < D  4.3 - 14.2 
 4.4  14.2 

 4.6  14.2 

 4.7 - 14.2 

 4.8 - 14.2 

 5.0 - 14.2 
 5.1 - 14.2 

 5.3 - 14.2 
 5.4 - 14.2 

200 5.6  14.2 

 5.7  14.2 
 6.1  14.2 

 6.6  14.2 
 7.0 - 14.2 

 7.5 - 14.2 

 7.9 - 14.2 

 8.5 - 14.2 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Flame Cabel Coating, Flame Cabel I Paste un Flame Cabel A Paste 
 

 

 

 
 

B4. pielikums 
Eiropas tehniskais 

 
ETA-16/0732 



-16/0732 51. lpp. 
 

izveidots ar Flame Cabel I Paste 
 
 
 
 
 
 
 
 

A-A 
s 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1  
2  
3 1.2 mm 
4  

garums e = 50 mm, biezums g2 = 0.6 mm 
5 

 

Flame Cabel Coating, Flame Cabel I Paste un Flame Cabel A Paste  
C1. pielikums 

Eiropas 

ETA-16/0732 

 

 

 
 
 
 
 
 
 

  

 
 
 
 
 
 

 
 
 
 
 
 

  

PE-X  

  

  

 
 
 
 
 
 
 
 
 
 
 
   


